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PREFACE TO PART IV. 

rpHE writer desires to express to the Publishers, and to 
-*- those who have done him the honour of reading the 
previous Parts of this work, his regret for the great delay- 
that has occurred in the preparation of this volume for the 
Press. 

More than one serious illness and the pressure of his 
duties have obliged him again and again to lay this work 
entirely aside. Finding that he was not likely to have 
leisure or strength to complete the volume, he has, with 
the consent of the Publishers, entrusted most of it to 
a Mend, by which arrangement he feels that he has con- 
ferred a great benefit upon his readers. 

The object in view has been to explain fully and 
clearly the simplest and best methods for calculating the 
proper forms and dimensions to be given to Timber and 
Iron Beams, Cantilevers, Plate, Box, and Trussed Girders, 
Koofs, Walls, Arches, Water pipes, etc. etc., showing by- 
examples the calculations Required even for the details. 

In carrying out this object the use of Advanced Mathe- 
matics has been as far as possible avoided. The methods 
explained are chiefly those that can be effected almost 
entirely by drawing and measuring lines, and the calcu- 
lations given require but a very slight knowledge of 
Mathematics. Short rules are added for the use of prac- 
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tical men, and also tables by which many calculations 
are altogether avoided. 

The great advantage of using simple graphic methods 
instead of elaborate calculations is that the former, if in- 
correctly carried out, at once proclaim the fact by the 
polygons of forces refusing to ** close," so that an error has 
to be faced at once and rectified ; whereas an error in a 
figure, or even of a decimal point, in calculations quite 
correct in other respects, may escape notice, and lead to an 
utterly erroneous result, which, if acted upon, may en- 
danger the stability of the structure to which it is applied. 

It is hoped that this volume will be found to explain 
not only the calculations that may be called for in the 
Honours Examination at South Kensington, but also all 
that can possibly be required in connection with ordinary 
buildings. Upon the more complicated engineering struc- 
tures it does not profess to enter. 
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NOTE. 

The following is an extract from the Syllabus of the 
Science and Art Department of the Committee of Council 
on Education, South Kensington. 

It shows the heads of the examination in connection 
with the calculation of structures for Honours, and 
opposite to each subject the portion of this volume in 
which the information required is to be found. 

PIBST STAGE, OB ELEMENT ABY COUBSE. 

No examination as to the calculation of structures. 

SECOND STAGE, OB ADVANCED COUBSE. 

All that is required will be found in Part 11. 



EXAMINATION FOB HONOUBS. 



Requirements of Syllabus. 

Ue must be able to solve 
simple problems in the tlieory 
of congtructiorif and to deter- 
mine the safe dimensions of 
iron or tuooden beams stihjected 
to dead loads. 



Where dealt with in this Volume. 

Simple problems in the theory of con- 
struction, equilibrium, chap, ii.; beams, 
chap. iii. ; dimensions of timber beams, 
pp. 54, 75-80 ; wrought iron beams, chap, 
iv. ; cast iron beams, chap. v. 



In ordinary roof trusses and 
framed structures of a similar 
description^ he must he able to 
trance the stresses, brought into 
action by the loads, from the 
points of application to the 
points of support, as well as 
to determine the nature and 
am^mwt of the stresses on the 
different members of the truss, 
and, consequently, the quantify 
of mxUerial required in each 
part 



Stresses on frames in general, chap, 
ix.; open- webbed girders, chap. x. ; trussed 
beams, chap. xi. ; roofs, chap. xii. ; deter- 
mination of the quantity of material re- 
quired in each part, i,e. of the dimensions 
of the parts, tension and compression 
bars, chap, vi.; joints and connections, 
chap. viL 
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In ordinary tucUh and re- 
taining wallsj he mttst be able 
to ascertain the conditions 
necessary to stability, neglect- 
ing tlie strength of the mortar. 



Stability of walls, piers, chimneys 
(house), and enclosure walls, chap. xiii. ; 
retaining walls for water and earth, chap, 
xiv. 



In addition to the above-mentioned chapters, which 
give all the information required for the examinations, 
other chapters have been added upon Plate Girders, 
Arches, and Hydraulics, in order that the volume may 
be practically useful as an aid in solving all the calcula- 
tions that can be required in connection with ordinary 
Building Construction. 

NOTATION AND WORKING STRESSES. 

N,B. — In order to prevent constant repetitions in the body of the work, and 
to assist the student, the meaning of the letters used in the notation, and 
the working stresses used in the calculations in this book, are given in a 
collected and complete form in Tables XXV. and XXVI. at the end of the 
volume (pp. 348-351), so that they can easily be referred to at once without 
considting the index. 
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Chapter L 
INTRODUCTORY. 

THE object of this Part of the Course is to teadi a student 
how to design those parts of buildings which require to be 
carefully proportioned, in order that the cost of material and labour 
may be a minimum, consistently with the structure being of 
sufficient strength and permanence ; but it does not deal in any 
way with the question of artistic design or appearance. It is 
assumed that the student is familiar with Parts I., II., and III. of 
this Course, in fact, that he understands the usual forms of parts 
of ordinary buildings, and the nature of the various materials in 
use for the construction of buildings. 

In designing any structure care should be taken that each part 
is strong enough to resist the forces that may act upon it To 
insure this result it is necessary to know — 

1. The natv/re and direction of the stresses ^ that each part may 
be called upon to resist. 

In ordinary buildings these stresses are produced by : (a) The force of 
gravity (i,e. the weight of the parts of the structure and of any load they 
may have to carry), (p) The force of the wind. 

2. The most smtahle description of m^erial. 

3. The best form and dimensions to be given to each part in 
order that it may be able to resist the stress that may act upon it. 

When the student has ascertained these particulars, and de- 
signed the structure accordingly, he may be sure not only that 
each part will be strong enough, but that no more material will 
be used than is necessary to give the strength required ; in fact, 
that the materials will be used without waste. 

It should, however, be remembered that in practice cases 
firequently occur^ especially where the parts are small, in which 
the minimum dimensions that can practically be allowed are 
greater than the maximum required by theory. 

^ See p. 6 for definition of tbis term. 
. B.C. — IV. B 



2 NOTES ON BUILDING CONSTRUCTION 

It is of course easy in many cases to make a structure strong 
enough by using plenty of material ; but an engineer or archi- 
tect who understands his work will use only sufficient material 
to make sure of a safe and permanent structure, taking care to 
dispose it so as to obtain a maximum of strength at a mini- 
mum cost. 

The calculations required for designing the different parts of 
buildings are not difficult, and they require very little knowledge 
of mathematics. In many books on the subject formulae are given 
without any explanation as to how they are obtained, and are 
therefore rather bewildering, and tend to wrap the subject in a 
veil of mystery which does not properly belong to it 

An attempt will be made in this chapter to explain the 
principles upon which the calculations depend, and then, in 
subsequent chapters, to show how these principles are applied to 
ordinary cases which occur in practica If the student under- 
stands the principles, he will always be able to apply them to 
any unusual case which may arise in his own experience. 
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In order to clear the ground, it is desirable first to explain 
the meanings of the various terms that have to be used in con- 
sidering the subject Many of these definitions have been given 
in Part III., but they are now repeated in a somewhat different 
form. 

Load. — The external forces that act upon any structure, 
together with the weight of the structure itself, are called the 
"load." 

Thufi in the case of a beam AB (Fig. i) supported at the ends, and 
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Fig. 1. Fig. 2. 

carrying a load W at its middle point, the external forces acting are (1) 
the weight of the beam itself, (2) the weight of the load. The direction 
of these forces is shown by the arrows. In Fig. 2 the beam is uniformly 
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loaded throiighoat part of its length, the forces acting being (1) its own 
weighty wwWj etc (2) the weight of the tank and its contents, 1 1 1, etc 

On an inclined rafter (Fig. 3) there may be the weight of the rafter and 
roof-covering acting vertically, and the force of the wind acting normally, 
ie, at right angles to the slope (air, being a fluid, exerts a normal pressure). 




Fig. 3. 



Fig. 4 shows two men carrying a ladder with a boy sitting upon it, the load 
they have to bear is (1) the weight of the ladder, (2) the weight of the boy. 

Again, in the case of a column carrying a girder (Fig. 5) which supports 
a building, the weight (10 tons) on the head of the column is the load to 
which it is subjected. The load on the foundation of the column will be 10 
tons + the weight of the column. 

Or in the case of a wire from which a lamp is suspended (Fig. 6), the 
weight of the lamp, say 60 lbs., is the load upon the wire. 

The load in each case is the total of the external forces, ie. 




Fig. 4. 

of the weight of beam + the weight of tank and its contents ; the 
weight of rafter + force of wind, etc. 

The weight of the structure itself is in some cases small com- 
pared with the load upon it and can in practice be ignored, as for 
instance that of the beam supporting a tank of water, or the wire 
supporting the lamp. In others the weight of the structure itself 
is important, as in the case of the ladder, which forms a consider- 
able part of the total load. 

Distribution of Load. — The load may be concentrated at the 
cenfUre of the beam (Fig. i), or concentrated at any point (Fig. 18), 
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or uniformly didribvied over the iJohole of the beam (Fig. 1 6), or 
over a portion (Figs. 2 and 20). 

Dead Load is that which is very gradually applied, and which 
remains steady. 

Thus the water might be poured into the tank very gradually, and when 
once poured in would remain quiet, forming a dead load. 

In the same way the weight quietly placed and remaining steadily on 
the column, and the lamp on the rod, would be dead loads. 

Of course the weight of a structure itself is a dead load. 




SOih 




Fig. 6. 



Fig. 5. 



Live Loads are those which are suddenly applied or are ac- 
companied by shocks or vibration. 

Thus the boy might jump suddenly upon the ladder (Fig. 4), causing a 
shock. An excited crowd upon a balcony or floor might make sudden and 
fitful movements causing jars and vibration — in either case the load would 
be called a " live load,'' not a dead or steady load. 

There are but few cases in which the parts of ordinaiy buildings 
are subject to live loads — the chief instance being in floors subject, 
as before mentioned, to suddenly moving loads. In engineering 
structures, however, railway bridges are subject to the live loads 
caused by swiftly passing trains, breakwaters and sea walls are 
liable to the sudden impact of the waves ; and so in parts of 
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machines, and in other cases, the loads acting upon a structure 
are often suddenly applied. 

Comparaiive Effect of Dead and Live Loads. — It has been 
found hj experiment that a live load produces nearly twice the 
effect that a dead load of the same weight would produce. 

Therefore to find the dead load which woidd produce the same effect as 
a given live load, the latter must be multiplied by 2. 

This operation is called converting the live load into an equivalent dead 
load. 

Thus a floor girder may weigh 30 lbs. per foot run ; if the load upon it 
of 250 lbs. per foot run be a live load, tiie total equivalent dead load will be 
(30 IbfiL + 2 X 250 Iba) = 530 lbs. per foot run. 

The Breaking Load for any structure or piece of material is 
that dead load which will just produce fracture in the structure 
or material. 

The Working Load or Safe Load is the greatest dead load 
which the structure or material can safely be permitted to bear in 
practice. 

It may be useful to know the load that would cause rupture in the 
structure, i.e, the breaking load-, but the load that should actually be applied 
to it, i,e, the working load, must be so much smaller as to put all danger of 
rupture out of the question. 

The breaking load or the working load may be either live load 
or dead load, or a combination of both ; but for convenience it is 
usual to reduce it all to an equivalent dead load, by doubling the 
live load and adding it to the dead load, as in the example 
given above. 

Strain is the alteration in the shape of a body produced by 
a stress. 

Thus a stress of tension, or tensile stress, produces a stretching 
or strain of elongation, a compressive stress leads to a shortening 
or squeezing strain, a transverse stress to a bending strain, and 
so on. 

At one time the word " strain '* was generally used instead of the word 
"stress" to denote the forces of tension, compression, etc., and it is still so used 
in many treatises on applied mechanics ; but under the high authority and 
guidance of the late Professor Rankine, the best writers on the subject use 
the word " stress " to signify the forces acting upon a body,^ and the word 
"strain" to mean the alteration of figure that takes place under the action of 
those stresses. 

^ " The word * stress ' has heen adopted as a general term to comprehend varioas 
forces which are exerted hetween contiguous hodies or parts of bodies, and which are 
distributed over the surface of contact of the masses between which they act" — 
CivU EngiJieeringf by Professor Rankine, p. 161. » 
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It Bhould be noticed that this use of the word "strain " is different from 
the more usual one, in which it is implied that some injury has been done 
to the material of the body which has been strcdned. 

Streas. — ^When a force acts upon a structure or piece of material 
it produces an alteration of form or strain which may be merely 
temporary, lasting only while the force is applied, or it may be 
permanent, or may eventually end in rupture. This alteration in 
form calls out a resistance in the internal structure of the material 
which is called the stress upon the body,^ 

Thus the weight of the lamp (Fig. 6) tends to alter the form of the rod 
which supports it by making it elongate, tending to tear it in two ; but the 
strength of the fibres composing the rod resists this tendency to alter its form ; 
and it is subject to a stress in the direction of its length.^ 

Again, the weight on the girder in Fig. 5 tends to shorten the column, 
and would, if suflSciently great, crush it. The weight (Fig. i) tends to bend 
the beam, and would, if sufficiently great, break it (Fig. 31). The tendency, 
however, in each case is resisted by the internal strength of the body. 

The various kinds of stress are as follows : — 
Tension. — This stress elongates the body upon which it acts, 
and tends to cause rupture by tearing asunder. 

There are many parts of ordinary structures subject to a tensile stress ; 




Fig. 7. 

e.g. the tie beam TT of a roof (Fig. 7) is in tension, because the rafters tend to 
spread out at the feet and thus pull upon the ends of the tie beam. 

Compression. — This stress shortens the body upon which it 

acts and tends to cause rupture by crushing. 

Many parts of ordinary buildings constantly undergo compression, for 
example, columns and story posts, also the struts of roofs, which are com- 
pressed in the direction of their length by the weight of the roof that they 
support. 

^ Theoretically the smallest force acting upon a body produces a permanent altera- 
tion in its form (see p. 10). Practically, however, the permanent change of form 
produced by forces which are very smaU in proportion to the strength of the struc- 
ture may be ignored. 

' Strictly, the stress in the rod increases towards the supporting beam, owing to 
the weight of the rod itself, and in the same way the stress in the column is greater 
near the ground than at the top, on account of the weight of the column itself, but 
the increase is so smaU that it may practically be neglected. 
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Teansverse Stress. — This stress bends the body on which 
it acts and tends to break it across. 

Instances of this stress in connection with buildings will at once occnr to 
the student, e,g, in lintels or bressumers carrying walls, joists aod girders of 
floors, etc, the rafters of a roof under the influence of wind and load. 

Shearing Stress is that produced when one part of a body 
is forcibly pressed or pulled so as to tend to make it slide over 
another part. 

As, for example, when two plates riveted together (Fig. 8), are severed 

A 

B 





Fig. 8. Fig. 9. 

by pulling or pushing in opposite directions, the rivet r is skearedr—onQ plate 
sliding upon the other (Fig. 9). 

Bearing Stress is that which occurs when one body presses 
against another, so as to tend to produce indentation or cutting.^ 

As, for example, when a rivet holding a plate cuts into the plate, making 
the hole larger: thus in Fig. 10 the plates A, B, heing pulled in opposite 
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Fig. 10. Fig. 11. 

directions, the rivet c, being of harder iron than the plate B, has borne upon it 
and cut into it, making the hole larger as shown at (2, Fig. 1 1. 

Torsion is the stress produced by twisting the parts of a body 
in opposite directions, or, what comes to the same thing, by fixing 
one part and twisting another around the axis of the fixed pairt.^ 

This stress is common in machinery, but not in ordinary building struc- 
tures, and it will therefore not be further considered. 

Stresses classified as regards Description. — Summing up 
therefore, it appears that there are six different kinds of stress, 
namely — 

Tensile Shearing Transverse 

Compressive Bearing Torsional 

^ Bearing stress resolves itself into stresses of compression and shear, t.&, in Fig. 
1 1, compression of the metal in front of the bolt, and shearing of the metal at the sides. 

' It can be shown that this stress resolves itself into tension, compression, and 
shear. 
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The three latter can, however, be resolved into combinatioiis 
of the three former. 

The various stresses are also classified as follows: — 

Stresses classified as regards Intensity. — Breaking Stress 
is that stress at which a material will just give way. 

Limiting Stress is the term applied to a stress which is pur- 
posely limited to less than the breaking stress of the material. 

Thus it may be known that a bar of iron will bear a stress of 20 tons 
per square inch before breaking, but yet it may be determined, in order to be 
quite sure that the bar will be safe, not to load it with more than 5 tons per 
square inch. In this case, 5 tons would be the Umiting stress ; any less stress 
might be applied, but not a greater stress than the limiting stress, i.e. 5 
tons per square inch. 

The limiting stress should in all cases be less than the elastic limit of 
the material (see p. 10). 

Safe Working Stress is the stress that may in practice be 
safely allowed upon the parts of a structure. 

The amount of this stress depends upon the material, the nature of the 
stress, or the nature of load, whether live or dead, to which the structure is 
subjected. It is ascertained by dividing the breaking stress by a factor of 
safety, which varies under the several conditions mentioned above, and is 
determined by experience (see p. 9 and Appendix I.) 

IntensUy of Stress is the amount of the stress, expressed in units 
of weight (such as tons), divided by the area of the surface over 
which it acts, expressed in units of area (such as inches); provided 
of course that the stress is uniformly distributed over the surface. 
If it is not uniformly distributed, the intensity of stress will of 
necessity be greater at some points than at others. It is generally 
expressed in tons per square inch, sometimes in lbs. per square inch. 
Thus in the case of the lamp hanging by a rod, or rather wire (p. 4), the 
stress is imiformly distributed over the cross section of the rod. Assuming 
that this cross section has an area of ^^rth square inch, 

^ ^ ■ ., ^ ^ weight of lamp 60 lbs. 

Intensity of stress « ^ 5 — = — ^ — - 

area of cross section -^fr ^uare inch 

= 50 X 224 lbs. per square inch, 
or 5 tons per square inch. 
Again, if a bar 2 inches square, that is, with a sectional area of 4 square 
inches, has 40 tons hanging from it> the total tensile stress on the bar is 40 
tons, but the intensity of stress is 10 tons per square inch. 

The cast iron column shown in Fig. 5 may be taken as another example. 
The load is lO'O tons, and assuming that the area of the cross section is 8 
square inches, the average intensity of stress is -^ = 1'25 ton per square inch.^ 

1 As will be explained in Chapter VI., unless the column is very short, it cannot 
be assumed that the stress is uniformly distributed over the cross section, and there- 
fore the intensity of stress will vary from point to point, and the maximum intensity 
may be far greater than the average. 
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The Faotor of Safety is the ratio in which the breaking load 
exceeds the working load. 

This ratio depends upon the nature of the load and that of 
the material^ and it is found by experience. 

The following Table shows the Factors of Safety given by Professor 
Bankine in his TJ^vl Etdes and Tables, 

TABLE A. 



For perfect materials and work- 
manship . . 

For good ordinary ( Metals . 
materials and < Timber 
workmanship ( Masonry 


Faotobs of Safety. 


Dead Load. 


Live Load. 


2 

3 

4to5 

4 


4 

6 

8 to 10 

8 



It will be seen that, for the reasons given above, the factor of safety for 
a live load is taken at double that for a dead load. 

When a load is mixed, i.e, partly hve and partly dead, the live portion 
may be converted into an equivalent amoimt of dead load, and the factor 
of safety for dead load then apphed to the whole. 

The factors of safety shown in Table A are lower than can be safely used 
for the work ordinarily met with. 

Factors of safety which have been used in practice for different special 
structures are given in Appendix I. 

Fraoture. — When a body is subjected to a stress, and the 
stress at any point is greater than the material can withstand, 
fracture ensues. 

The nature of the fracture depends of course upon the kind of stress to 
which the body has been subjected. 

Thus a tensile stress carried far enough produces fracture by tearing, a 
compressive stress by crushing, a transverse stress by cross breaking, etc 

Table of Stresses and Strains and Modes of Fracture. 

The following Table shows the various stresses and the strains, 
and description of fracture to which they lead when carried 
sufficiently far. 

TABLE B. 



Str08M8. 


Strains. 


Modes of Fracture. 


Tensile or puUing .. 
Compressive or thrusting 
Transverse .... 
Shearing .... 

Bearing 

Torsional .... 


Extension . 
Compression 
Bending 
Distortion . 
Indentation . 
Twisting . 


Tearing. 
Crushing. 
Breaking across. 
Catting asunder. 
Catting and crashing. 
Wrenching asander. 
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Elastioity is the property which all bodies have (in a greater 
or less degree of perfection) of returning to their original figure 
after being strained by the application of any kind of stress.^ 

When the original figure is completely and quickly recovered, 
the elasticity is said to be perfect 

Thus if an ivory billiard ball be dropped upon a hard smooth stone, 
smeared with black, a black spot of considerable size will be found on the 
ball, showing that the ball was to some extent flattened at the moment of 
impact 

Upon examination of the ball, however, it will be found that all flatness 
has disappeared, showing that it has returned to its spherical shape ; or, at 
any rate, that no deviation from that shape can be detected by the eye or by 
ordinary modes of measurement 

When the original figure is not completely recovered, but remains per- 
manently altered, the elasticity is said to be imperfect, and the disfigurement 
produced is called a permanent set or set. 

Although there is reason to believe that the elasticity of every 
solid is imperfect, so that the slightest strain produces a set, 
the elasticity of most building materials is practically perfect, up 
to a certain point ; that is to say, that stresses up to a certain 
limit can be applied and removed, and the resulting disfigurement, 
or change of figure, is only temporary; there is no appreciable 
permanent set — that is, no set that can be measured with any 
ordinary instruments. Stresses above this limit, however, cause 
permanent sets. 

The Elastic Limit of any material is the maximum stress per 
square inch that can be applied to it without causing any appre- 
ciable permanent set. 

An illustration will perhaps make the meaning of the preceding terms 
more clear than the definitions alone would do. 

If a weight be suspended from a rod so as to cause a tensile stress in the 
direction of its length, the rod will at once be elongated. 

It will stretch a certain proportion of its own length. This proportion 
will vary according to the description and quality of the material and to the 
amount of weight applied. 

Taking the case of wrought iron as an illustration : 

If a weight of 1 ton be hung from the end of a wrought-iron rod of aver- 
age quality, having a cross-sectional area of 1 square inch, the bar will 
stretch ahout igooo^ ^ P^^ ^^ i^ original length. 

If the weight be removed, the bar will immediately recover itself, that is, 
it will retiim to its original length. If measured by any ordinary means of 
measurement, it will be found to be of the same length that it was before 
the weight was applied. 

^ This must not be confounded with the popular meaning of the word "elasticity," 
t.e. the property of being easily stretched. 
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This recovery of the bar occurs, however, only up to a certain point. If 
the load amounts to a considerable proportion of the breaking weight, the 
result produced is very di£ferent. 

For example, if instead of 1 ton, a weight of 12 tons be applied to the 
bar just mentioned, the iron will stretch about y^nnr^ ^^ ^^ length. Upon 
removal of the weight, however, it will not entirely recover itself, and upon 
measurement it will be found to be a minute portion longer than it was before. 

This slight increase in the length of the bar is called the permanent set 

It is evident, then, that there is a very important line to be drawn-*— on 
one side of it are the stresses the application of which will produce no appre- 
ciable permanent set, on the other side are the stresses which do produce an 
appreciable permanent set. This line of demarcation is the Elastic Limit or 
limit of elasticity, and its value is generally stated in lbs. or tons per square 
inch, and it is important that materials should not be subjected to stresses 
exceeding the elastic limit 

The above remarks have been made with regard to a tensile stress, but 
the same thing occurs \dth a body under compression — ^weights placed upon the 
end of a strut produce no permanent shortening, or set, up to a certain limit ; 
weights greater than this permanently shorten the strut to an appreciable 
extent. This point is called, as before, the elastic limit or limit of elasticity. 

JUpeaUd Stresses — VariaHoM of Stress in amount and kind, — It was shown long 
ago by experiment that a stress not much exceeding half the breaking stress for 
iron or steel would cause rupture after being applied and removed a great number 
of times. 

This used to be explained by pointins out that if the stress exceeded the elastic 
limit each application of the load would cause a slight increase in the permanent 
set, %,€,, the length of the bar would be slightly but permanently increased each 
time the load was applied until at last rupture would take place. 

More recent experiments on iron and steel have shown, however, that the action 
of repeated stresses is not so simple. Wohler has shown that if a bar be subjected 
to repeated stresses subject to variation in amount or in kind, the load must be 
much less than that which the bar will bear when it is steadily applied. 

Thus if t will just break a bar when steadily applied in tension, a tensile stress 

varying from to - will break it if applied thousands of times, and - will break it 

if repeatedly applied as compression and tension alternately. 

The cases in which repeated stresses vary in kind are rare and unimportant in 
building oonstmction. They do, however, frequently yary in amount, and the 
above shows that the working stress for repeated loads should on no account exceed 
half the breaking stress — in practice it is much less. 

Elongation aM) SnoRTENiNa — Another point to be noticed 
is that in wrought iron, and in most building materials, the 
temporary elongations or shortenings produced before the limit of 
elasticity is reached are proportional to the loads which produce 
those elongations or shortenings. 

Thus in the bar above referred to — if a load of 1 ton produce an elonga- 
tion of laooo th in the length, 2 tons will produce Tfffiny*^> ^ ^^ TWinr^^^» 
and so on until 12 tons produce an elongation of ^^^^hs = y^^ths the 
length. 

At this point, however, the permanent set becomes appreciable, and beyond 
it the elongations are not in proportion to the load, but increase more 
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rapidly than the load. Thus 13 tons will produce an elongation slightly 
greater than xjnAnr^^'' ^^ ^^^ lengthy and so on in an increasing ratio. 

The Modulus of Elasticity is a number representing the 
ratio of the intensity of stress (of any kind) to the intensity of 
strain ^ (of the same kind) produced by that stress, so long as the 
elastic limit is not passed. 

Thus the modulus of tensile elasticity of any material is found by 
dividing the tensile stress in lbs. per square inch of sectional area by the 
elongation (produced by that stress) expressed as a portion of the length of 
the body. 

For instance, if a weight of 1 ton hung from an iron bar produce an 
elongation of igooo^ ^ ^^ ^^ length of the bar, the modulus of elasticity of 
the bar will be 2240 lbs. -r- y^^ = 26,880,000 lbs. This is rather lower 
than the modulus of average wrought iron. 

Similarly, the modulus of compressive elasticity is found by dividing the 
compressive stress in lbs. per square inch of section by the shortening (produced 
by that stress) expressed as a fraction of the length of the body. 

In most building materials the modulus of tensile elasticity and that of 
compressive elasticity are practically equal to one . another so long as the 
stresses do not exceed the elastic limit 

In advanced works on applied mechanics other moduli are used which, 
however, are not required in ordinary calculations, except the modulus of 
rupture, see p. 52, and need not be further referred to in these notes. 

Moduli of elasticity for different materials are given in Table I. 

Defleotion is the bending of any body caused by a transverse 
stress. 

Thus the ladder shown in Fig. 14 is bent by the weight of the 
boy sitting upon it. 

If the intensity of the stress be below the elastic limit, the 
deflection will disappear when the stress is removed ; but if the 
intensity of stress be in excess of the elastic limit, a permanent 
set will remain. 

Stiffness in a material is the power that it may possess to 
resist being strained out of its proper shape ; this is a very 
different thing from the strength, or power to resist rupture. 
Compare, for instance, glass and wrought iron. 

The stifi&iess of the material depends upon its elasticity; 
the greater the value of the modulus of elasticity, the greater the 
stiflFness of the body. 

^ By ''intensity of strain" is meant the amount of alteration of figure per unit 
of length ; thus if a bar be elongated under tensile stress, the intensity of strain 
would be the amount of elongation (expressed as a fraction of a foot) per foot of the 
bar. Expressing the total elongation as a fraction of the length of the bar amounts 
to the same thing. 
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The stiffness of a structure depends not only upon the elasticity 
of the material of which it is composed, but upon its arrangement. 
Thus a floor with deep narrow joists is much stifler than one of 
the same strength with wide and shallow joists. 

This quality has an importance only second to that of strength 
in fact, streTigth and stiffness must be considered together. 

In a floor, for example, altjiough the joists may be strong enough to 
resist breaking, if they are not stiff enough, the floor will be springy and 
uncomfortable, and if they have a ceiling attached to them it will be cracked, 
and may be rendered dangerous by the deflection or bending of the joists. 

In roofs, the rafters, if not stiff enough, will bend or sag, causing ugly 
hollows, and in some cases lodgment of wet upon the roof-covering. 

Otfier Physical Properties of bodies do not afiect the calcula- 
tions about to be entered upon, a discussion of them would tend 
only to confuse the student, and they will therefore not be alluded 
to in this volume. 



Chapter IL 
EQUILIBRIUM. 

WHEJT external forces act upon a body, its powers of resistance 
are called out until they are just sufficient to balance the 
external forces ; when this balance is maintained, the external 
forces and those of resistance are said to be in equilibrium. 

When the external or active forces require, for equilibrium, 
greater resistances than the body can offer, movement ensues in 
the form of rupture of the material if the internal resistances are 
ineffectual, or of movement of the body itself if the external 
resistances are insufficient. 

ThuB if a Tope be fiEustened to a man, and a boy pull at it with a force of 
30 Iba, the man passively resists until there is a stress upon him of 30 Ibs^ 
and equilibrium is established If, however, the man begins to pull the rope 
with a force of 80 lbs., equilibrium is disturbed and movement commences — 
the boy is dragged forward ; or if he ties the rope to a wall, and the man 
pulls with sufficient force, the rope is broken. 

Every structure is under the action of two distinct sets of 
forces, namely — 

1. The external forces. 2. The internal forces, or the 
stresses. 

And in order that the structure may not move, or, as it is 
termed, may be " in equilibrium," it is necessary in the first place 
that the external forces be in equilibrium amongst themselves; 
and secondly, that the internal forces, or stresses, be not greater 
than the resistance the material of the body is able to offer. 

The external forces on a structure consist of the various loads 
it has to bear, and of the reactions at the points of support 

It will thus be seen that, to design a structure as regards 
strength, three distinct operations are required, namely — 

1. To find the external forces acting on the structure. 

2. To find the stresses produced by those forces. 

3. To calculate the dimensions of the various parts of the 
structure so that the stresses (or, more strictly speaking, the inten- 
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sity of stress) shall nowhere be greater than the material is safely 
able to resist. 

The resistance is always exactly equal and opposite to the stress up to 
the point of rupture ; and the resistance offered at that moment is called the 
uUimate resistance. This introduces the important subject of resistance of 
materials on which ultimately depend all calculations made in connection 
with the strength of structures, and unfortunately it is a subject of which our 
knowledge is by no means as fall as might be wished. At the end of this 
book will be found a Table giving the uUimate resistance to the various stresses 
of tension, compression, shearing, etc., of some of the materials usually employed 
in building construction,^ but more detailed information is given in Part IlL 

These operations involve the application of the conditions of 
equilibrium of a body, the general consideration of which requires 
a greater knowledge of mathematics than is assumed for this 
Course ; the large majority of cases that occur in building practice 
can, however, be treated in an elementary manner, which we now 
proceed to do in the order mentioned above. 
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The loads a structure has to bear may be given, but usually 
they have to be ascertained in each case, and it will be shown in 
the sequel how to do this. 

For instance, it might be given that a certain beam has to bear a weight 
of 10 tons ; but in designing a roof, the weight of the roof-covering, the loads 
caused by the wind and snow, etc, would have to be ascertained or estimated. 

The reactions at the points of support are determined, as soon 
as the loads are known, by the application of the following 
principle : 

Whenever a force acts upon a body tending to move it in a 
particular direction, this force must be opposed by an equal and 
opposite force, or else the body will move — that is, it will not be in 
equilibrium. 

This is Newton's third law, namely, that to every action there 
is always an equal and contrary reaction ; or, the mutual actions 
of any two bodies are always equal and oppositely directed in the 
same straight line. Or, putting it another way. 

If a body is in equilibrium under the action of two forces, it 
is self-evident that the two forces must be equal and oppositely 
directed. 

> See Table I. 
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Taking, for inatance, the case of two men pulling at a rope (Fig. 12). 






Fig. 13. 



Fig. 12. 

Supposing tlie man A pulls with a force of 30 lbs., B must pull in the 
opposite direction also with a force of 
30 lbs. or the rope would move to- 
ward A. 

Now, supposing B ties hia end of 
the rope to a ring in the wall (Fig. 13) 
and goes away, while A goes on pulling 
with a force of 30 lbs. The wall will 
now supply a force of 30 lbs. to oppose , 
the pull of 30 lbs. The force supplied 
by the wall is called the reaction of the 
wall 

The next case to consider is 
that of a body in equilibrium under the action of parallel forces, 
as in Fig. 1 4, showing two men carrying a boy on a ladder. 

The boy's weight and 
the weight of the ladder act 
vertically downwards (Fig. 
1 4) ; the men therefore have 
to supply vertical forces act- 
ing upwards to maintain 
equilibrium. 

Supposing the boy to 
weigh 60 lbs. and the ladder 
90 lbs., the whole weight to 
be carried by the men is 
150 lbs. That is, there are forces amounting to 150 lbs. acting vertically 
downwards, and the men have to supply the reactions to resist these forces, 
and prevent the ladder from moving downwardsL If the boy is in the 
middle, it is clear that each man will have to bear half the total weight, 
amounting for each to 75 lbs. 

In the same way, when a horizontal beam supporting a single load placed 
at its centre (Fig. 1 5), or loaded symmetrically throughout its length (Fig. 
16), rests upon two walls, half the total weight is borne by each wall, or, 
in other words, each wall has to supply a reaction equal to hcdf the weight. 

When the loads to be carried are symmetrically placed with 
regard to the supporting bodies, and are symmetrical in them- 
selves, the reaction afforded by each of these supporting bodiea 
is equal, as in the illustrations given abova 
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When, however, the weights are not symmetrically placed 
with regard to the supporting bodies, then the reaction to be 



w 

2 



i 




w 



Fig. 15. 




afforded by one support differs from that to be afforded by the 
other support. 

Reverting to the illnBtration of the boy carried on the ladder, if the boy 
does not sit in the centre of the ladder (Fig. 1 7), then the man A, nearer to 
whom he sits, will bear more of his weight than the other man — ^that is, he has 
to supply a greater reaction. 

In order to ascertain the 
amount of weight each man 
will have to bear, a simple 
calculation is necessary, 
founded upon the principle 
of the lever, which no doubt 
is familiar to the student. 

By the principle of the 
lever we know that to pro- 
duce equilibrium the up- 
ward force or reaction act- 




Fig. 17. 



ing at A, multipHed by the leverage AL, must equal the reaction at B 
multipUed by BL. 

We have, therefore, considering now only the weight of the boy, 

Reaction at A x AL = reaction B x BL, 
Reaction A x 5 = reaction B x 1 5, 
Reaction A = ^ x reaction B, 
= 3 X reaction B. 
Reaction A + reaction B = 4 x reaction B. 

But we know that the two reactions together must be equal to the weight^ 
.-. 4 X Reaction B = 60 lbs. 
.-. Reaction B=15 lbs. 
And Reaction A = 45 lbs. 

Therefore we see that, because the boy is three times as far from B as from 
A, A has three times as much of his weight to carry as B. 

* From the conditions of equilibrium (see Appendix II.) it appears that — 
by taking moments about A, 
Wx6-Rbx20=0. 
B.C. — ^IV. C 
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We have, however, ignored the weight of the ladder, which, being a 
uniform load of 90 lbs., produces a reaction of 45 lbs. at A and 45 lbs. at B. 

Reaction caused by 
Boy. Ladder. 
The total reaction at A= 45 + 45 = 90 
B= 15 + 45 =60 
Total reactions caused by weight of boy and ladder = 150 

The general rule for finding the reaction at either support, 
caused by a load, placed anywhere on a beam supported at both 
ends, may be stated as follows : — 

Bules for finding the Beaotions at Supports. 

Rvie I. — The reaction at either support, caused by a single load 
(W) placed anywhere upon a beam supported at both ends,i8 equal to the 
load multiplied by the distance from its centre of gravity to the other 
support, and divided by the length of the beam between the supports. 



-* 



z 




Single Load. — Thus mth refer- 
ence to Fig. 1 8 

Reaction at A = R . = — 

AB 

Where W is tn (^ cenJtre, we have 
Fig. 18. DB = JAB, and 

Reaction at A = R, = ^|— = iW. 

General Case of Single Load. — ^If the load = W, the span = 2, the dis- 
tance of W from A = a, we have 

R.=^^W . . (1). B. = jW. . . (lA). 

If TF he in the centre, 
then I 

Two OR MORE Loads. — 
■*■ k*'»*f W When a number of weights 
rest upon abeam the reac- 
^* tions can be found either by 

calculating the reactions produced by each weight separately, and adding 
them together, or by considering that they produce the same e£fects as would 
be produced by a weight equal to all of them put together, acting through 
their common centre of gravity. 

The second method is to be adopted in preference when the position of 
the centre of gravity is self-evident Thus in Fig. 20 it ia clear that the four 
weights, each of 100 lbs., produce the same reactions that would be produced 
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theixiy that is, at the 



R-g'^l 




Fig. 20. 



UOOlhs 



by one weight of 400 Ibfi. placed midway between 
centre of gravity of the weights (Fig. 21). 

Uniform Load, — ^Again 
the reactions produced by 
the uniformly distributed 
load 8w (Fig. 16) will be 
equal to those of a con- 
centrated load W = 8 «7 act- 
ing through the .centre of 
gravity of 8 w. 

When the load is uni- 
formly distributed over apor- 
tion or the whole of the beam, 
the reactions produced by it 
will be the same as those 
produced by a single weight 
equal to the load and placed 
at the centre of gravity of 
the load. Thus in Fig. 21 
the reactions produced by 
the load of 400 lbs. distri- 
buted along EF would be 
exactly the same as those 
produced by a single weight '^ w 

of 400 lbs. acting at D, the 
cjg. of EF(see Fig. 21). 

When the toeighU are wnequal and placed unsyrwmetricdlly, their reactions 
are best found by the first method, that is, by taking each in turn and finding 
the reactions produced by it The reactions produced at either support will 
be the sum of the reactions produced by each weight at that support 



Fig. 21. 



Q. 



W \00l6s ' 

Fig. 22. 



W, 



R-ftuT/^JI^ 



.6:o'. 






^100 ids 



V lOlO' 



SOOlbs 



~3 



Fig. 23. 
Thus in Fig. 23 the reactions produced would be as follows : — 





At A. 


AtB. 


Beactions produced by Wj . 
Reactions produced by Wa . 

Total reactions caused by "Wi+W, 

Or substituting the values of Wj and Wj, we 

have 
Total reactions caused by Wj+W, 

i.e. by 300 lbs. +100 lbs. 


20^^ 

=160+76 
= 225 


20 ^> 

20 "^» 

20*»+20^* 
10 6 

= 160 + 25 
= 175 



20 NOTES ON BUILDING CONSTRUCTION 

The general case of two weights unsymmetricaUy placed, as shown in Fig. 24. 



i 



w JUL 



*„<,„^-. 






:-±::3f 



Fig. 24. 

Suppose a to be the distance from the abutment A to the point of applica- 
tion of W^, b the similar distance for Wj, and I the span or distance between 
the supports. Then 

Reaction at A = — r— x Wi + — r- Wo, 
Reaction at B = y W^ + -W^. 

SevenU loads pkuxd unsymmetHcally, — Whatever the number of weights, 
the reactions are found in a similar manner. 

Thus in Fig. 2 5 there are five weights, Wj, W^, Wg, W4, Wg, the distances 




of which from A are respectively a, 6, c, (2, «, and I being the span or distance 
between the supports. 

l-a l-h Z-c l-d^ l-e. 



The reaction at A = - 



I 



Wi-h-^Wg-h- 



I W3 + — W, + — 'W,. 



The reaction at B = ^ W^-l-^ Wg + ^Wg + y W^ + ^W^. 

The weights Wj, Wg, W3, W^ W5 being known, as also the lengths of 
a, &, c, (2, e, and I also known, it is easy to substitute the values and calculate 
the reactions. 

We arrive then at the following rule : — 

Rule II, — The reaction at either support caused hy any numher 
of loads placed upon a beam supported at each end is equal to the 
sum of the reactions at that support caused hy each load taken 
independently. 



'«r «-.» ir^z^^ T7^?^ 



EXTERNAL FORCES ACTING ON A STRUCTURE 21 

Or, stated in another way, the reactions at the supports A and B caused 
by a number of loads Wj, Wg, W3, W^, Wg, Wg, etc., will be as follows : — 

Total reaction at A » reaction at A of W^ + reaction at A of Wg + reaction 
at A of W3 + reaction at A of W^ + reaction at A of W5 + reaction at A 
of W^, etc. 

Similarly, the total reaction at B^ reaction at B of Wi + reaction at B of 
W2 + reaction at B of Wj^ Reaction at B of W4 + reaction at B of W5 + re- 
action at B of Wg, etc. 

The reactions of the individual weights at A and B are of course found 
by Rule 1. 

Load on the Supports, — It is evident that the load on a support \b equal 
and opposite to the reaction the support exerts on the beam. Thus in the 
case of the men carr3ring the boy on a ladder, when the boy is sitting in the 
centre of the ladder the downward pressure on each man is equal to the 
reaction, or to 75 lbs. ; when, however, the boy is not sitting at the centre 
of the ladder, but at the position shown in Fig. 1 7, the man A has to bear 
a downward pressure of 90 lbs. and the man B of 60 lbs. 

In order to familiarise the student with the method of finding 
the reactions caused by various forms of load, it will be well to 
take as examples a few cases such as occur in practice. 



External Forces acting on a Girder. 
Example 1.— A girder AB of 30 feet span (Fig. 26) supports a 



i 



Fig. 26. 

beam C at a point 10 feet from the column at A. The load 
on the beam C is uniformly distributed, and amounts, including 
the weight of this beam, to 46 tons. The girder AB itself weighs 
2'6 tons. Find the proportion of weight to be borne by the 
column and the walL 

This weight will be equal to the reaction at each point of support. Since 

46 
the beam C is uniformly loaded, it will impose a load of -r- = 23 tons on the 

2 

girder AB at the point C. The girder AB is therefore subject to two loads, 

namely — 

1. Its own weight = 2*6 tons. 

2. The load upon it» 23 tons. 

The former is a uniformly distributed dead load, the reactions of which 
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can be found as at p. 17. The latter is a single load placed unsymmetric- 
aUy upon the girder, and its reactions can be found by Rule I.^ 



The reaction of the weight of girder itself will be 

The reaction of the load C 

Total reactions 


At A ; tons. 


At B ; tons. 


1-8 
15-8 

16-6 


1-3 

7-7 

9-0 



If the reactions have been correctly worked out, their sum must be equal 
to the sum of the loads. 

In this case the sum of the weights is 23 + 2*6 = 25'6 tons. 

The sum of the reactions as found above is 16*6 + 9*0 = 25*6 tons. 

The result is the same in both cases — which shows the working to have 
been correct. 

If in this example the beam C had been 8upx)orted in the centre of AB, 

23 

the reactions due to it at A and B would have been equal each to — = 11*5 

tons, and the total reactions would have been altered accordingly — each being 
equal to 1*3 + 11*5 = 12*8 tons. The column A would thus have to bear 
less, and the wall B more, than in the former case. 

External Forces acting on a Cantilever. 
Example 2.— A wrought-iron cantilever, as shown in Fig. 27, is 

bolted to a wall and sustains 
a weight of 1 cwt. Find 
the other external forces 
acting on the cantilever. 

To oppose the downward 
tendency of W, the two bolts AB 
must supply an upward reaction 
R =W, but the proportion in 
which R^ is divided betw^een 
the two bolts depends upon 
the method of fixing. For in- 
stance, if the lower bolt were 
working in a slot, the top bolt 
. - would have to supply the whole 

*' ' of R and vice versdL 

W also tends to turn the cantilever around the point B in the direction 
of the hands of a watch, and to oppose this the bolt at A must supply a 
horizontal reaction R^. From the principle of the lever, or, as it is termed, 
by taking moments about B (see Appendix II.) — 
6xW-4xRi = 0, 

or Ri = ?W=l-5 cwt. 



*o- 




20 
1 Reaction at A = =^ x 23 = 15-3, 

Reaction at C=~x 28= 77. 
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The bolt at A must therefore be of sufficient strength to withstand a pull 
of 1'6 ton, or in other words 1'5 ton is the stress in the top bolt. 

The reaction B^ at B is clearly equal to the reaction R^ at A^, but acting 
in the opposite direction. 

External Forces acting on a Boof. 
Example 3.— The roof shown in Fig. 28 is loaded with equal 




Fig. 28. 



loads. W at the points D, C, and E. Find the reactions at the 
supports A and B. 

It can be seen at once from symmetry that the reactions must each be 

W 

However, applying Bule II., p. 20, 



equal to W + ~. 



„ 24„ W 8 _ _ W 

„ 8^ W 24„ „ W 
«.= 32^+2+r2^ = ^+r 

The preceding must suffice to give a general idea of the manner of finding 
the reactions at the supports, and of thus determining all the external forces 
acting on the body or structure. Other cases, such for example as the re- 
actions due to the pressure of the wind, acting on one side of a roof, will be 
considered in subsequent chapters. 

The next step (see p. 14) is to find the internal stresses pro- 
duced by the external forces, and for this we must consider the 
various structures separately, commencing with beams (Chap. III.) 



Chapter III. 
BEAMS.' 

FIGS. 31 and 32 show the manner in which a rectangular 
wooden beam, supported at the ends, breaks when subjected 
to a' concentrated load greater than it can bear. The beam bends. 




Fig. 31. 



sinking most at the point under the weight, and the fibres ol the 
upper portion of the beam are crushed, and those of the lower 
portion torn asunder, as shown on a larger scale in Fig. 32. 




Fig. 32. 

There are therefore certain external forces at work tending to 
break the beam across, and certain internal forces which are resist- 
ing this tendency to rupture. 

In order to ascertain the strength of the beam, as compared 
with any load it may be called upon to bear, it is necessary to 
ascertain the nature and extent — 

1. Of the external forces tending to break the beam across. 

2. Of the internal forces tending to resist rupture. 

* The formula for practical uae are given in Equation 80, p. 54, and in 
Appendioes YII. and XXI. 
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Fig. 83. 



W 



A uniform load of sufficient magnitude would also produce 
rupture in the same way, but with a slight difference as to the 
form assumed by the beam just before the time of rupture. 

When a beam is supported at both ends and subject to a safe 
load, it will bend to a certain extent, and the upper fibres will be 
, in compression and the lower fibres in tension. 

Now if we examine the external forces acting upon the beam in 
Fig. 3 3, we see that the weight acting downwards causes a reaction 
at each support acting upwards, just as in Fig. 1 7 the weight of the 
boy on the ladder rendered it necessary for an upward force to be 
exerted by the man at each end. 

The downward vertical force 
caused by the weight acting to- 
wards the centre of the earth is 
balanced by the upward forces 
caused by the reaction at each end, 
and the whole structure is in a state 
of equilibrium (i.e. the beam supports the weight). 

Conversely, we may say that the reactions acting vertically 
upwards are balanced by the weight acting vertically downwards. 

They are in the position of vertical forces each acting at the 
end of a lever under the weight as a fulcrum, and the action is 
the same as in bending a stick across one's knee. 

When we consider the effect of these reactions upon the beam 
we see that each acts with a leverage equal to the distance from 
the support to the point immediately under the weight, about 
which the beam tends to break. 

The power of these reactions to bend or break the beam, there- 
fore, consists of -D /xl. X- i. A\v. A/^ 

E^ (the reaction at A) x AC, 
or of E^ (the reaction at B) x BC. 

Bending moment — This is called the bending moTnent or, in 
some books, the m/mient of flexure. 

Since the bending moment of the reaction R^ at (the section of the 
beam under the weight) is proportional not only to the magnitude of R^ but 
also to the lever arm AC with which it acts, it is therefore equal to 

ACxR^ 

but R^=S-^' 

therefore the bending moment due to R^ at C 



-•S-w 



(S)- 
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In the same waj the bending moment due to the reaction B, at is 

CBxR, 

= CB._^.W . • • . (3). 

which shows that the bending moment at C due to R^ is equal to the bending 
moment due to R,, a manifestly correct result. ^ 

Let it now be required to find the bending moment at any 
point P. Considering the left-hand part of the beam, the bend- 
ing moment is seen to be 

Now considering the right-hand part of the beam ; the reaction B, tends 
to turn that part of the beam against the direction of the hands of a watch, 
but the weight itself opposes and tends to turn it in the contrary direction. 
Thus the bending moment will be equal to the bending power of B^ less 
that of W, that is 

= PB.B,-PC.W, 

AP 
= (PB.;^-PC)W, 

PB.AC-PC.AB 



AB 
(PC + CB)AC - PC(AC + CB) 



W, 



AB 
CB. AC-PC. CB (AC-PC)CB AP.CB 

AB AB AB • 

The same result as before. 

The bending moment at any point of a beam can therefore 
be found by the following 

Biile for finding the Bending Moment at any given Point. 

Consider either of the portions into which the beam is divided 
at the given point, and multiply each force acting on that portion 
by the distance of its point of application from the given point ; 
these products can be taken as positive when the force tends to 
turn the portion of the beam under consideration in the direction 
of the hands of a watch, and negative when in the opposite 
direction. Distributed loads are to be reckoned aa acting at 
their centre of gravity (see p. 19). 

The algebraic^ sum of these products is the bending moment 
required. 

^ Strictly, the distances AC and CB should be measured horizontally, but in 
practice the bending of a beam is so small that these distances can be measured 
without any appreciable error along the beam, or in other words may be taken to 
be, after bending, equal to what they were before bending. 

' That is, the positive products are to be added and the negative products 
deducted. 
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In practice that portion of the beam would be chosen on 
-which the fewest forces are acting. 

Szample 4.— Ab a simple numerical example let 



Iab=i 




W=100lba. 
CB= 14 feet ^^^-^^^^^ 

R^ = -— xlOO = 701ba 
^ 20 

R. = i^xl00 = 30lb8. 

20 ilOOIbs 

Fig. 84. 
And the bending moment at C 

= CBxR,= 14 feet X 30 lbs., 
It is alfio equal to =420 foot-lbs. 

ACxR^= 6 feet X 70 lbs., 
= 420 foot-lbs. 

As wiU be seen subsequently, it is sometimes better to express lengths 
in inches, and so expressed the bending moment at C would be 

= 420 X 12 = 6040 inch-lbs. 

Further, if the loads are expressed in cwts. the bending moments will be 
expressed in inchrcwts., and in inck-Ums if the loads are expressed in tons. 

BENDING MOMENT UNDER VARIOUS CONDITIONS.^ 

We proceed now to consider the Bending Moment or Moment 
of Flexure caused in a beam fixed or supported in various ways, 
by the different distributions of load that are most likely to occur 
in practice. 

The following will be the notation used throughout ; — 

M=s Bending moment or moment of flexure in inch-pounds, inch-cwts., or 
inch-tons, according to the denomination in which W and w are expressed. 
Mg = Bending moment at centre. 
M, = Moment at point P. 
M, = Moment at point S, and so on. 
A and B are used for the points of support 
W = Total weight on the beam in lbs., cwt&, or tons. 
V) = Weight per inch run of the beam in lbs., cwts., or tons. 
I — length \ of the beam, 
6= breadth > all in 
(2= depth ) inches. 
R^ = Reaction at support A. 
R, a Reaction at support B. 

^ Th^formviaforprcuiicai vm wiU be found numbered 4 to 27 on pp. 28 to 40, 
also in a condensed form in Appendix YII. 
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Case 1. BEAM FIXED AT ONE END AND LOADED AT THE OTHER END. 

To find the bending moment M, at any point P, consider the portion 
PE of the beam as shown in Fig. 35, then by the rule (p. 26) the bending 
moment is equal to the weight W multiplied by the leverage with which it 
acts, namely PE. 

Now if X be the distance of the point P from the wall, the leverage 
with which W acts at P is (i - a), therefore 



M, = W(Z-a;) 



W. 




tr /- 



-r — * 



/.JT — 



Fig. 35. Fig. 85a. 

At the wall A the weight will be acting with the leverage of the full 
length of the beam Z, hence M^ = Wi . . . . (5). 

At the point E the leverage is nothing, and the bending moment 

M. = 

Graphic HepreserUation. — The above 
can be shown graphically thus : — 

Draw AE ^ig. 36) as before.^ Plot 
A/ vertically to represent Wl (the bend- 
ing moment at A) to some convenient 
scale of inch-tons to an inch.^ Join E/ 
and draw "Pg parallel to A/; then P^ 
will represent the bending moment at 
P, for, by similar triangles, 

?g_l-x M, 
A/- I "M/ 

so that "Pg and A/ are in the same 
^^S' 5^* proportion as the respective bending 

moments, and the value in inch-tons of M, can be ascertained by scaling 
the length of Fg. 

Case 2. — beam fixed at one end, loaded uniformly. 
Here if to is the load for unit of span the whole load is wl, and at the 

^ This and the similar figures following are merely graphic representations of the 
results obtained algebraically. Appendix VI. shows a graphic process applied to 
obtain the results themselves. 

• For instance, supposing M^ is 100 inch-tons, then if a scale of 100 inch-tons to 
the inch is chosen {i.e. one inch represents 100 inch-tons), A/ will have to be made 
1 inch long. Supposing Fg is measured and found to be 0*65 inch, then Mr =65 
inch-tons. 
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point A (Fig. 37) it acta with a mtan leverage f ^ j equal to the distance from 

its centre of gravity to the point A. 

I 



Therefore 



= T (6> 

The load tending to bend the beam about any section P is that upon PE, 








iP El 

S I 

U- Ar ->i 



Fig. 88. 



= tc(Z - a:), and it acts "with a leverage equal to the distance of its centre of 
gravity from P, i^. -q-, therefore 



(^-05)2 



(7). 




Fig. 89. 




QrwphfiA i2cpr««nto««m.— This case may be shown graphically, as in Fig. 39- 
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top 
Draw AE as before, and A/ = — to repiesent the bending moment at A. 

Draw /E a parabola with its vertex at E ; then the ordinate dropped 

w(l - xf 
from any point P, distant x from A, will be equal to — r , which is the 

bending moment at that point^ 

Simpler Construction, — To be of ready practical use, a simpler constmc- 

tion is needed. Now if A/ is made less tbu. ^. a circular arc drawn 

through /, and tangent to AE at E, will practically coincide with the required 

parabola, and can be used instead of it 

This is shown in Fig. 40, the circle being in full and the parabola in 

dotted lines. The value of the above limit as to the proportion of A/ to AE 

AE 
is shown on the same figure, where A/ is made = — and the divergence 

between the circle and parabola is seen to be not sufficiently great as to lead 

to erroneous results, but in the case of A/' which is equal to - the error is 

seen to be considerable. 

An easy method of finding the centre of the required circle in such cases 
is also shown on this figure. EC is drawn perpendicular to AE, E/^ is joined 
and bisected at 6, and 6C is drawn perpendicular to E/j. The point of its 
intersection with EC is obviously the required centre. 

Case 3. — ^beam fixed at one end and loaded with a uniformly 

DISTRIBUTED LOAD, AND ALSO WITH A CONCENTRATED LOAD AT 
ITS EXTREMITY. 
This case (Fig. 41) is a combination of Cases 1 and 2. 




Fig. 4L 




Fig. 42, 



Oraphic Eepresentation, — This case is shown graphically in Fig. 42 ; the 
^ For a proof of this, reference may be made to any work on conic sections. 
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diagram from Fig. 36 being plotted above, and that from Fig. 39 below 
the beam A£.^ 

The bending moment at A will be the sum of the bending moments 
caused by W and bj v)ly so that, combining Equation 6 with Equation 6, 

M, = Wi+- (8), 

= AA + A/, 

= hj (less the thickness of the beam in Fig. 42). 
Combining Equation 4 with Equation 7, 

M, = W(i-.)+H(Lz^' . . . (9), 

s= Pt + P^ = t^ (less the thickness of the beam). 

It is not absolutely correct to say that ^/= the bending moment at A, and 
that ig = the bending moment at P, for it is obvious that the depth of the beam 
must be deducted from these ordinates, or the beam must be represented by 
a single line when drawing the diagrams. 

This case would apply to a balcony crowded with people and having a 
very heavy railing. 

CaZt 4 (Fig. 43). BEAM FIXED AT ONE END AND LOADED WITH 

SEVERAL CONCENTRATED WEIGHTS, Wi, Wj, Wg, ETC. 

The bending moment at any point produced by all the weights is equal 
to the sum of the bending moments produced by each at that point 




Fig. 43. 
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Fig. 44. 



Graphic Eepresentation (Fig. 44). 
Draw Ae = W^l and join E«, 

«/ = Wg/g and join F (the point on Ee under W^) with/, 
fg = Wg^ and join G (the point on F/ under W3) with g. 
It is evident that 

M, = WiZ + W2Zj + W3Z3, . . . 
= Ae + ef+fg = Ag. 
At any point P distant x from A 

M, = W^{1 - X) + W^{1^ - X) + W3(;3 - X), . (11), 
^'Pi + ij+jk = Vk 



(10), 



1 Both diagrams must be plotted to the same scale — that is, the same number of 
inch- tons or inch-lbs. to an inch must be taken for both. 
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Case 5 (Fig. 45). — beam fixed at one end and supporting a 

LOAD UNIFORMLY DISTRIBUTED OVER A PART OF ITS LENGTH. 
If Z being the loaded portion of the beam 
At the point A M^ = ttw(^a + y) • 

At any point Q in AB distant x' from A 

At anj point P in BD distant x from A 

M, = 'M?(« + y-a)xJ(a + y-a;), 
= ^» + y-x)«^ . 
At the point B Ma = ii«+J» = { 

At the point D M„ = 0. 

At any point in DE M = 0. 



(12). 
(12 A). 

(12 BV 
(12 0). 




y.^ S-^ 



B |P D 
'X -H* /-JC ^^ 




Fig. 45. 



Fig. 46. 
Graphic Representation (Fig. 46). 

Draw AG = Mj, = t£w(|2 + y) and join Q and the middle point between 
B and D. 

From B draw the vertical line BF,^ cutting the line from G in F. 

Between the points F and D (the points immediately under the extremi- 
ties of the load) draw a semi-parabola as for a beam BD uniformly loaded 
(Case 2). 

The vertical distance between GFD and ABD at any point gives the 
bending moment at that point 

Case 6 (Fig. 47). — beam supported at both ends and loaded 

IN THE centre. 




Fig. 47. 



Fig. 48. 



BD 



^ If BF be made less than -^, the parabola can be drawn as a circle. 



BEAMS— BENDING MOMENT 

Mo= Reaction at A or B x leverage, 

W 
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Reaction at A or B = — , 






leverage = ■- . 






-. W Z Wi 




nee 


^«'T-2==.T • • 


(13). 


any point P 








-.-fa-) ■ .• 


(14). 




M.-O, 






M.= 0. . 





Graphic Bepretentaiion, — Fig. 48 shows this Case graphically. 

Draw CD to represent to some convenient scale M^^— . Join 

AD and BD, then the vertical distance from AB to AD or DB at any point 
is the bending moment at that point. 

Thus PF is the bending moment at P and is equal ^^"^(a'^r 
Case 7 (Fig. 49). — beam supported at both ends and 

UNIFORMLY LOADED. 
According to the rule given at p. '26 the reaction R^ produces a 
positive bending moment &t C = -^ x -, and the load on AC produces a nega- 



2 2' 



wl I 



tive bending moment in the opposite direction at ^ — "o* ^ ;4- 




Hence the bending moment at C is 



"^ 2 2 2 4 8 



(15). 



To find the bending moment at any point P distant x from the centre of 
the beam, consider the portion AP of the beam, then by the rule — 

I 



^'-T(§+*)-"'(i"'*) 

■lG-)(-l-). 

=ia-)(i-)=i(i-^o 



B.C. — rv. 



(16). 

D 
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Graphic Representation (Fig. 50). — ^As in Case 2 the bending momenta are 
graphically represented by a portion of a parabola ADB as shown in Pig. 
50, and if a suitable scale is chosen so that CD is less than ^ AC or | AB, 
the arc of a circle can be used instead of the parabola without appreciable 
error. The method of drawing a parabola is given in Appendix III. 

To obtain, therefore, the bending moment at any point in AB, plot CD to 

represent -— to some convenient scale, so that CD is less than J AB. Draw 

a circular arc through the points A, D, and B, then PQ will represent the 
bending moment at the x)oint P; P^Q^ the bending moment at P^, and so on. 
The bending moment at P can also be obtained by considering the portion PB of 
the beam. It will then be fomid that i 

(I \2~* wl(l \ 

= fa-){i-'}. 
-i(i-)a"). 

=-!(?-4 

The same value as before but with a negative sign. This difference in signs 
expresses the fact that the forces acting on the portion AP of the beam tend to turn 
that portion in the positive direction, i.«. in the same direction as the hands of a 
watch, whereas the forces acting on the portion PB tend to turn that portion in the 
negative direction. 

The maximum bending moment occurs at the centre of the beam, and is 

-r-. Now wl is the total load, which is written W, so that M^ = — . 
o o 

Comparison between Central and Distributed Load. — On referring to Case 6 

Wl 
it will be seen that a central load W produces a bending moment — at the 

centre of the beam, that is, double the bending moment produced by a uni- 
formly distributed load of the same amount In other words, the safe dis- 
tributed load on a beam is double the safe concentrated load at the centre. 



Case 8 (Fig. 51). — beam supported at both ends, loaded in 

CENTRE AND ALSO UNIFORMLY. 

This is a combination of Cases 6 and 7. 

Graphic Representation, — In the graphic representation, Fig. 52, the 







Fig. 61. Fig. 62. 

diagram of bending moments for the distributed load wl is below, and that for 
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the single load W is above the line A£. It will be easily seen that 
the total bending moment at the centre = M^, for the central load + M^ for 
the distributed load. Therefore, combining Equation 13 with Equation 16, 
Mo = M« forW + MoforwZ, 



And faither, by combining Equation 14 with Equation 16, 
M. = M, for W + M, for wZ, 



(17). 



= iw(^-x)+J«(^-a:2). . . (18). 



It will be observed that the bending moment at any point of the beam 
can be obtained by adding together the ordinate of the triangle and of the 
curve at that point. 

Cast 9 (Fig. S3). — beam supported at both ends loaded 

AT ANY POINT. 

In this case the maximum bending moment is at D, the point of applica- 
tion of the load. With regard to the reactions at A and B see p. 17. 



I'm — . 



. >j 4. — . — fit - 







Fig. 54. 



Fig. 53. 
Here the bending moment immediately under W is : 

Bending moment at D — Mj, = reaction at A x leverage, AD, 

= yWx(Z-m), 
m(Z-t»i) 



I 



•W 



(19). 



Or 



M„ = - reaction at B x leverage, BD, 



I 



W. 



At any point P in AD to the left of and at a distance x from W 
M, = R^ X leverage, 

m 
«jWx(i-m-a;) . . . (20). 

At any point Q in DB to the right of and at a distance y from W 
M,= - R, X leverage, BQ, 

j-Wx{m-y). . . (21). 

At A and B M^ and M, each = 0. 
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Graphic BeprenerUcUion, — The bending moments axe represented by a tri- 
angle, as shown in Fig. 54. 



Case 10 (Fig. 55). — beam supported at the ends and 

PARTIALLY LOADED WITH A UNIFORM LOAD. 

^g* 5 5 shows the manner in which the beam is loaded, and the values of 
the reactions E^ and R^ ^^^ ^ follows : 
l-m + n 

}ij, = {C-m-n)wx ^ = 2^ • ^i 

l + m-n 

2 (Z-m-nX^ + m-») 

=: ^^ ' 1 . in. 



R, = (i - m - n)w X j = 

.; / 
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n^^~'"i 



p—p 



Fig. 55. 

The distance of any point (P, F, or P") from A will be called x, and from 
B the distance wiU be called y. 

The bending moment at any point P situated between A and E is 

M, = R^xx, 

(i - m + n)(l -m-n) 
= ' fl \^ . . . (22). 

Similarly the bending moment at any point F' situated between F and B at 
a distance y from B will be found to be (considering the portion F'B of the 
beam and neglecting the negative sign) 

(i + m-n)(^-m-n) ^^ . 

LV = R,xy = ' ^^ \wy . . (23). 

Lastly, the bending moment at any point P' situated between £ and F 



is equal to 



My = 'R^xx-(x — m)w X - 



2 ' 



- -.teg- g .10 (24). 



21 



It can also be shown by the application of the differential calculus that 
M,' is a maximum when 

x = 2^ .... (25). 

Graphic lUpreseniation. — It will be found that if the distributed load over 
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EF were concentrated^ one half at E and tlie other half at F, that neither R^ 
nor R. would he altered in value, and hence M, and M,'' would also have the 
same value. But the bending moment at F would be changed and would 
be equal to 



therefore 



M,' = 2^ ,wx (aj-w), 



Fig. 56 represents the part EF of the beam by itself, and it is clear that 



n 



crcD 



^cX'fn^- 



■5 ■ 



Fig. 56. 
2 — m - n = Z^ ; and if 2 is the distance of P' from the centre of EF, 

a? - m = :^ - a. 



Hence 



_G-')(H„ 



It will therefore be seen that the bending moment at F is greater when 
the load is distributed than when it is concentrated at E and F. And further, 
by referring to Equation 1 6, it will be seen that the increase can be represented 
graphically by the ordinate of a parabola as shown in Fig. 5 7, or practically 

by the ordinate of an arc of a circle, if —^ is represented by less than 2. 

Now the diagram of bending moments, when the loads are concentrated 
at E and F, is as shown in Fig 58, where 



and 



EQ = R^xm = 
FQi = R,xn = 



_ {I -m + n)(l - m ~ n) 



21 
(i + m - n)(l — m — n) 
2i ' 



tOTW, 



wn. 
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80 that the diagram, wlien the load is distributed, can be found by adding the 
diagrams in Figs. 57 and 58 together, as shown in Fig. 59. 




(J Q 




jmijta 




Instructive lessons can be learnt from this case by yaiying the yalaes of m 
and n. 

Supposing, for instance, that vi=n, then the maximum bending moment will be 
at the point for which (Equation 25) 

_P_l 
^"2'r2' 

that is, at the centre of the beam, and the bending moment at that point, from 
Equation 24, will be 



u^JSLl^.w 



21 






(|-m)(|.fm) 



If now 971=0, so that n is also 0, that is, the load is distributed uniformly over 
the whole beam, then Mc=-g . w, 

the result previously obtained when considering Case 7 (Equation 16). 

Again, if m=:^, that is, the central half of the beam is uniformly loaded, 



M^- 



4 16 



w. 



= — .Pm?; 



BEAMS^BENDING MOMENT 



39 



from which it appears that if the two outer quarters of the heam were loaded and 
the central half unloaded, 

So that the load on the central half produces a three times greater bending moment 
than the remainder of the load. 
Equation 26 can be written 

M,=J(|+m)(Z-2m)ir. 
Kow (Z- 2m)t0 is the total load on the beam, that is W, so that 

Let m=-- and also n=L the load will therefore be concentrated at the centre of the 

2 2 

beam (Caae 1), then ^ ^1^ ^ ^^ 

the result previously obtained (Equation 18). 

The case of a beam loaded with a concentrated load placed anywhere upon it can 
be deduced in a similar manner to the above from Equation 24, an exercise which 
is, however, left to the student 

It will thus be seen that the case under consideration includes all the previous 
cases.' 



Case 11 (Fig. 6o). — beam supported at both ends, loaded 

WITH ANY lOJMBER OF LOADS. 
The total reaction at each abutment is equal to the sum of the reactions 




Z=the span 

m=the mstance of Wi from A 
m%= „ „ WjfromA 
7718= ,, „ Wj from A 



Fig. 60. 

cauBed by each load separately^ thus (Fig. 6o) 

Wi(Z~m^) Wg(Z-m^) WJjl-m^ 
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The moment at any point P distant x from A is (if P be between o^ and o^ 
M, = Reaction A x leverage - weights between P and A x leverage, 

^ ^ W,(Zp) ^W^^^f^g-^^ xx-W,(x-m)-W,(.-^ (27). 

Graphic Representation^ (Fig. 60). — In the graphic representation the dotted 
lines show the triangle of bending moments due to each load separately (see 
Case 9). rj^^^ ^^^3 ^ ^^le triangle for Wj, 

ApjB is the triangle for W^, 
A93B is the triangle for W3. 

The bending moments caused by all the loads are represented graphically 
by a polygon, which can be obtained as follows : — 

Tlie bending moment caused by W^ immediately under itself is o^r^, the 
bending moment at this same point caused by the weight W^ is o^p^, and the 
bending moment caused by W3 is o^q^ ; the total bending moment at this 
point caused by W j, Wj, and W3 is equal to o^r^ + o^pj + o^jj, and o^t^ is set off 
equal to this. 

In the same way the total bending moment at Wj is found and set off as 
02^2> ^^<^ ^^^ tot&L bending moment at W3 as 03^3. 

Join At^f t^t^, tji^ and ^gB, and the polygon of moments is obtained. 

MOMENT OF EESISTANCE. 

The application of the preceding rules enables ns to ascertain 
the effect produced by external forces acting transversely upon a 
beam — that is, in other words, to calculate the bending moments 
produced by loads or other external forces. 

The next step is to investigate the nature of the resistance 
offered to these forces. 

This resistance is afforded by the internal structure of the 
beam, which, for instance, consists in timber and wrought iron 
of a number of fibres lying closely together and running in the 
direction of the length of the beam, but in cast iron of closely 
adhering grains. 

There are two methods by which the value of this resistance 
can be ascertained — 

1. By reasoning upon certain assumptions. 

2. By experiment. 

Of these two methods the first is not practically used in the 
calculation of beams of rectangular cross section, but its applica- 
tion to them is described somewhat fully in detail, in order to 
clear the ground for the better understanding of the calculation 
of beams of more complex section. 

Method of Ascertaining the Moment of Rbsistanoe bt Reasoning. 
— The effects produced upon the fibres of a beam by external forces acting 
upon the beam may be shown as follows : — 

^ See Appendix YI. where a similar case is worked entirely by a graphic method. 
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Let Fig. 6 1 represent a stndglit rectangular beam supported at A and B 
and Fig. 6 1 a a cross section of the same beam. Mark upon the beam two vertical 
straight lines op, qr, and also a line NL drawn parallel to the length of the . 
beam and midway of its depth, and intersecting op in n and qr mU 



f 



Fig. 61a. 



Fig. 61. 



The beam can be considered as made up of horizontal layers of fibres, so 
that oq will represent a portion of the top layer and pr of the bottom layer ; 
NL will represent the central layer, nZ a portion of it, and cd and ef portions 
of intermediate layers. 

If the beam be now slightly bent as in Fig. 62 (where, however, the bend- 




I 



£_ 



d' 



ing is exaggerated to make the case clearer), it will be found that the lines 
op and qr, originally vertical, are inclined inwards, and that nl remains 
unchanged in length. It therefore follows at once that oY and c'oH are 
shorter than oq and cd, but that pV and 
e'f are longer than pr and ef. 

Fig. 63 is an enlargement of the 
central part of Fig. 62, and o^pj has 
been drawn through n parallel t<^ qV; 
clearly 0^0* and c^e' are the amounts by 
which oq and cd have been shortened 
by the bending, and similarly e\ and 
p'p^ are the amounts by which ef and 
pr have been lengthened. 

It is evident, therefore, that aU the 
fibres above nl have been compressed, 
and those below nl extended, by the 
stress put upon them by the bending 
action. 

Only the fibres in the layer repre- 
sented by NL are uninfluenced by the 
bending action ; they are neutral, hav- ^* ^^• 

ing neither compression nor tension to resist This layer of fibres is called 
the neutral layer. ' 
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If a cross section of the beam be made, tbe neutral layer ^ will be 
intersected in a straight line (00, Fig. 6 la), and this straight line is called the 
neutral axis. 

As already mentioned at p. 24, if the bending of the beam were carried 
far enough to produce cross breaking, it would be found that the fibres at 
the cross section of maximum stress above the neutral layer were crushed, 
and the fibres below were torn asunder. 

It will therefore be seen that the resistance of the beam to bending is 
afforded by the resistance of the fibres above NL to compression and of those 
below NL to tension, and the question is, How can we arrive at the value of 
this resistance ? 

Figs. 64 and 65 may make us understand more clearly exactly what it is 
we wish to find out. 

w 



r 
o 



Neutral 



La yer 



Fig. 64. 

Taking a simple case of a beam supported at both ends and loaded in the 
centre. 

Fig. 64 shows the general direction of the forces which produce the 
bending moment and of those which offer resistance at the cross section CD 
under the load. 

B^ and R. are the reactions at A and B respectively which act with a 
leverage equal to half the span of the opening, i.e. AC or £C, and 

P^ Tjp \ = the bending moment 

Supposing now that the beam is cut across at CD and separated, the load 
being also divided equally ; and that by some means the stress on each fibre 
is maintained exactly at what it was before the beam was cut ; the two halves 
of the beam will clearly remain in equilibrium, and the state of things is 
represented in Fig. 65. 

Considering the left-hand half of the beam, it will be seen that the forces 

W 
B^ and — tend to turn that portion of the beam in the positive direction, and 

that the internal stresses tend to resist it in the negative direction. The forces B^ 

^ The neutral layer is sometimes called the neutral surface and in some works 
the neutral axis. 



BEAMS—MOMENT OF RESISTANCE 



43 



W 



and — , being tqyal and parallel, form what is called a couple, and the pro-' 

duct of one of the forces into the distance between them (i.e. R^ x AC) is 
called the moment of the couple. It will be seen that the moment of this 
couple is equal to the bending moment at the section CD. To ensure equi- 
librium it is clear that the resisting stresses must have a turning moment 
equal and opposite to the bending moment. This moment is called the 
moment of resistance of the section. 

The same reasoning applies to the right half of the beam, and can also be 
extended to any section of the beam. 

4^ 



/^ D 



O^ 



Y 
W 

s 




Fig. 65. 



We have therefore established the important relation that at any section 
of a beam 

Bending Moment = Moment of Resistance. 

The moment of resistance at a section P will be denoted by M„ and the 
next step is to find an expression for its value. 

From Figs. 64 and 65 we gain a general idea of the nature of the 
resistance which is oflfered by the fibres of the cross section and of the way 
in which this resistance counteracts the effects of the bending moment. 

We wish now to ascertain more exactly the amount of the resistance 
offered by the fibres of a cross section, and how the resistance is distributed 
among those fibres ; whether they all resist equally, or whether more resist- 
ance is offered by some than by others. 

In order to do this, certain assumptions must be made. 

These assumptions are based on experiment, and are practically true 
when the stresses do not exceed the elastic limit ; and as the working stress 
should not even approach, far less exceed, the elastic limit, these assumptions 
can be accepted as giving practically reliable results. They are, however, 
not true so soon as the elastic limit is overstepped, and the divergence 
becomes greater and greater as the point of rupture is approached. It is clear, 
therefore, that the breaking load cannot be deduced by working on these 
assumptions, which are as follows : — 

1. That the stretching or shortening in any fibre is proportional to the 
stress of tension or compression that comes upon it. 
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For example — If a compression of 1 ton per square inch shortens a fibre 
by -nnnr^^ ^^ ^^ length, a compression of 2 tons per square inch on the fibre 
will shorten it y^nnr^^^ ^^ ^^ length, 3 tons yxnnr^^^' ^^^ ^ ^°> ^P ^ ^^ 
elastic limit ; and in the same way, if a tension of 1 ton per square inch 
stretches a fibre ^^jjjs^y 2 tons will stretch it Y^^^^ths, 3 tons yrnrc^^ ^^^ 
5 tons T^ths. 

2. That the amount of shortening produced by a given stress causing 
compression will be equal to the amount of stretching produced by an equal 
stress causing tension. 

Thus if a compression of 1 ton per square inch upon a fibre shortens it 
y^^th of its length, a tension of 1 ton per square inch will stretch it X7r(nr^^ 
of its length, and so on. 

3. That the amount of stretching or shortening in a fibre is proportional 
to its distance from the neutral axis of the section under consideration.^ 

It follows from assumptions 2 and 3 (see Appendix IV.) that the neutral 
axis passes through the centre of gravity of the section. 

Thus if CDEF (Fig. 66) represents the cross section of a beam 12" deep, 

then 00, the neutral axis, is to be drawn 
through the centre of gravity of the cross 
section, that is in this case midway between 
CE and DF. 

If PQ be 1 inch from 00, 
RS „ 4 inches „ 
TU „ 4 inches „ 
VX „ 5 inches „ 

then the shortening of each fibre in the 
layer RS will be four times that of the 
fibres at PQ; the shortening at CE six 
times that at PQ. The stretching at VX will be f of that at TU, and the 
stretching at DF = | that at TU. 

In the case under consideration, it is to be observed that, owing to the 
neutral axis being midway between CE and DF, the amount of shortening 
of the fibres at CE is equal to the lengthening of the fibres at DF. 

It will be seen that in Fig. 63, o^wp^ and o'np' are drawn as straight lines, 
which expresses graphically assumption 3. 

Combining assumptions 1 and 3, it will be 
seen that the stress in any fibre is proportional to 
its distance from the neutral axis, and further, 
from assumption 2, that the numerical value of 
the tension in a fibre is equal to the numerical 
value of the compression in a fibre at the same 
distance on the other side of the neutral axis. 
Thus in Fig. 66, if the tension on the fibres at TU 
is 8 cwts. per square inch, the compression on the 
fibres at RS is also 8 cwts. per square inch, 
pj- gy The amount of stress is shown graphically in 

Fig. 67 ; that is, if CE represents the compression 
at CE, pq will represent the compression at PQ, and so on. 

^ This assumption has been proved by experiment. See A Manual of Civil 
Engineering^ by W. T. M. Rankine, F.RS.S., etc., p. 250, 10th edition. 
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Fig. 66. 
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Stresses in beam V wide, — ^Applying these assumptions in the first instance 
to a simple case. Suppose A^B (Fig. 68) to be a rectangular beam 1" wide 
and 12" deep, supported at the ends and loaded in the centre, then each inch 
in depth of the beam will contain one square inch of fibres. 

Suppose also that the " elastic limit " of the material of which the beam 
is composed is 10 tons ^ per square inch. We know that the fibres will bear 
that stress without injury, but being determined to be well under that limit, 
we wish to arrange that the stress upon the fibres shall nowhere exceed 6 
tons per square inch. The limiting stress then is to be 6 tons per square inch. 

On reference to Case 6, p. 32, it will be seen that the maximum bending 
moment occurs at the centre of the beam. If, therefore, the stress on the 
extreme fibres at the centre of the length of the beam does not exceed 6 tons 
per square inch, we can be quite sure that it will not exceed it anywhere else. 

Again, by assumptions 1 and 3, the stress upon the fibres is in proportion 
to their distance from the neutral axis. The stress at the neutral axis is 
nothing, but the compression upon the fibres above the neutral axis becomes 



W 




Fig. 68. 

greater and greater as they approach the extreme fibre A^B^, and the tension 
upon the fibres below the neutral axis becomes greater and greater as they 
approach the extreme fibre AB. 

Considering, therefore, the central cross section CD of the beam ; if c'^T be 
drawn so that C(f = Dd' = 6 tons on a scale of 1 tons to one inch (Figs. 68 and 
69a), the stress at any other point will be represented by the line drawn across 
the triangles of stress DOd' and COc' at that point parallel to the neutral layer. 

Thus mm' represents the stress at the point m = 5 tons per square inch, 
as measured on the scale, nn' represents the compression at the point n » 2 
tons per square inch, and pp' represents the tension at |) = on the scale 4^ tons 
per square inch. 

^ These are taken merely as simple coDvenient figures, not with reference to any 
particular material. 
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The mean compression on ihe fibres above the neutral axis will be 
that represented by g^g' ( = 3 tons) at a point g, half-way between and the 

_c c* extreme fibre. 

^•' In the same way the mean 

tension on the fibres below 
the neutral axis is rr' = 3 tons. 
This mean compression 
acts over a surface 6* x 1", the 
total compression is therefore 
e'' X 1'' X 3 ton8= 18 tons. 

In the same way, below 
the neutral axis the total ten- 
^ ^^ sion is= 3 tons x 6" x 1" = 18 

^- «^*- tons. 

We have then in Fig. 69 a cross section of the beam, and in Fig. 69a a 
diagram which shows the resistance offered by the fibres (equal to the stress 
upon them) at any point in the cross section, and also the total resistance of the 
cross section both in compression and tension. The diagram also shows us 
how this resistance is distributed, i,e, that the fibres at the neutral axis 
contribute nothing to the resistance, but that the resistance of the fibres 
increases in proportion to their distance from the neutral axis until it reaches 
a maximum in the extreme layers of fibres CE and DF, where each undergoes a 
stress equal to the limiting stress of 6 tons per square inch. 

Graphic Method of Finding the Moment op Resistance.^ — It is, 
however, convenient to combine the cross section _ ^ cuns 6 tons 

of the beam with the diagram as follows : — 

Draw the cross section of a beam CEDF as 
before (Fig. 70), and make a new scale of tons 
in which the length CE = 6 tons, the limiting 
stress per square inch, and draw the stress dia- 
gram (Fig. 71) similar to Fig 69a above. 

Fig. 72 is merely a modification of Fig. 71 
and clearly gives the same results, and can be 
inserted in Fig. 70 as shown. Now the area of 
the triangle CEn is half the area of the rectangle D~ 
CEOO, and, therefore, the total compression is — Fig. 70. 
= area of rect CEOO x 3 tons, 
= area of triangle CEn x 6 tons, 

6x1 ^ ,„, 
= --- X 6 = 18 tons, 

the same value as before. In other words, a compression of 6 tons uniformly 
distributed over the triangle CEn is equivalent to the actual compression 
existing at the section of the beam. And in the same way a tension of 6 
tons uniformly distributed over the triangle nDF is equivalent to the actual 
tension. The areas of the triangles CEn and nDF can therefore be called the 
equivalent areas of resistance. 

In the case of beams more than 1 inch wide, the application of this method 
of showing the quantity and distribution of the resistances is very simple. 

Stresses in Beam 4 inches wide. — Thus a beam 4 inches wide and 12 

^ This method is described as it illustrates the priDciples and for the sake of those 
who prefer drawing to calculations, but it is easier to use the formule, p. 54. 




Fig. 71. Fig. 72. 
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inches deep is the same as four beams each an inch wide and 12 inches deep 
(such as that we have been considering) placed side by side. 

The diagram showing the intensity of stress on the fibres of such a beam 
win be the same as before (Fig. 69a). 

In the diagram (Fig. 73) showing the quantity and diBtribution of stress, 
as there are 4 inches in CE, each acted upon by a stress of 6 tons per square 
inch, CE will represent 4x6 = 24 tons. CEn will be the tq^maUnX area for 
compression, and nDF the equivalent area for tension. 
The area CEn = J x 4" x 6", 

= 12 square inches. 

The resistance to compression of CEn= 6 tons x 12 square inches, 

= 72 tons. 
The tensile resistance of nDF = J x 4" x 6" x 6 tons, 

= 72 tons : 
or in each case four times as much as the resistance (18 tons) of the beam I'' 
wide and 12" deep. 

In the same way the resistance of any beam may be 
found, whatever its breadth, depth, and strength of fibre. 

In all these diagrams it will be noticed that the 
equivalent area representing tension is equal to that 
representing compression. It is evident that this must 
be the case, for if the total compression above the 
neutral axis were not equal to the tension below, there 
would not be equilibrium. 

Val\u of Moment of Resigtance. — ^Having thus drawn 
the triangles showing the amount and distribution of 
the resistance of the cross section, it will be easy to 
ascertain the value of the moment of resistance, which, 
as explained at p. 43, has to be made equal to the 
bending moment produced by the load. 

It will make the general rule more clear if we deal first with a particular case. 

Let us take the case we have already been considering, that of a beam 4" 
wide and 1 2" deep, having a limiting stress upon the extreme fibres of 6 tons 
per square inch. 

We know from p. 46 that the amount and distribution of the resistance in 
compression is shown by the triangle CEn, that in tension by nDF, Fig. 73. 

This diagram tells us then that if 6 tons per square inch according to the 
scale were acting uniformly all over the triangle CEn, it would offer in 
quantity and distribution exactly the same resistance as is offered by the vary- 
ing stress which actually occurs over the rectangle CEOO. Again, the actual 
varying tension on OODF is represented in quantity and distribution by 6 
tons (on the sCale) per square inch acting uniformly all over the triangle nDF. 

Now if 6 tons were acting on each square inch of CEn, we know by the 
elementary rules of mechanics that it will be the same thing if we consider 
the total number of tons acting over CEn, as being concentrated at the centre 
of gravity and acting there. 

The centre of gravity of CEn is at the point c, and that of nDF at g.^ 

It has been shown above that the total compression is 72 tons, and that 
the total tension is the same. 




^ c is 2 inches or i of en from e, gia2 inches from/. 
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or the moment of resistance 



The resistance of the cross section is therefore equivalent to two forces, 
each equal to 72 tons, and acting at c and g. 

On reference to p. 43 it will be seen that these forces form a eov/pU^ 
whose moment can be found by multiplying one of the forces by the dis- 
tance between the forces, or, as it is called, by the arm of the couple, in this case 
eg. The moment of this couple is clearly tiie moment of resistance required. 

The moment of resistance of the cross section under consideration is 
therefore = 72 xcg. 

These centres of gravity are found by bisecting CE &t e and DF at/ — 
joining ef and taking ec and gf equal to J of e» and nf respectively. 

Now eg is evidently equal to c» + w^ Fig. 74, and 

n<7 = |n/=|x6 = 4^ 
.-.«? = 8^ 

. = 72 tons X 8 inches, 
= 676 inch-tons. 1 
Safe resistance Area — General Case, — Now 
to take a general case (Fig. 74). Suppose the 
breadth of the beam in inches is called &, the 
depth in inches d^ and the limiting stress to 
be allowed on the outside fibres r^ tons per 
square inch. As in the previous case, the 
triangles CEn and nDF are the equivalent 
areas of resistance each ^, the stress being 
r„ tons per square inch. The total compres- 
sion is therefore r^xJM, and the total 
Fig. 74.' tension has the same value. 

dt 
Thus, as in Fig. 73, cn = nsf = §-j-g, 

so that the distance cg^ or the length of the arm of the couple, will be 

Resulting Formula, — The moment of the couple, i,e, the moment of 
resistance required, is therefore 

r,xiWx§(i = Jr,M2. 

We have now found a general formula for the moment of resistance of a 
rectangular beam, in terms of its breadth, depth, and of the limiting stress 
allowed upon the extreme fibres. 

The method by which this formula has been arrived at is shown step by 
step in the preceding paragraphs, and as the formula has been deduced from 




^ Another way of looking at this is : The fibres in C£n act with an average leverage 
equal to the distance from their centre of gravity to the neutral axis =cn=:4 inches ; 
in the same way the fibres of nDF act with an average leverage of i". 
Thus we have total resistance 

tons tons 

CE» X 6 X 4''+nDF x 6 x 4", 
= 72x4 +72x4, 
3=576 inch-tons. 
* The shaded portions of this figure represent in magnitude and distribution the 
stresses over the section of the beam— just when the extreme fibres on each side are 
subjected to the limiting stress. 
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the geometrical demonstration, it is in agreement with it, and may he used 
instead of working out each case graphically. 

Two conclusions are self-evident from the formula, viz. : (1) That the 
moment of resistance in a rectangular heam varies directly as the breadth of 
the beam, t.«. that a beam 12x4 will have a moment of resistance twice as 
great as one 12x2; and (2) That it varies as the square of the depth of the 
beam, i.«. that a beam 12x2 will have a moment of resistance four times 
as great as one 6x2. 

It will be understood that the limiting stress should not be greater than 
the vxrfkxnjg t^ess that can safely be allowed upon the particular material 
used and never greater than the elastic limit. 

When such a stress is used, the result gives the working resistance of the 
beam ; but it should be remembered that if the breaking stress were used, the 
resistance found would not be the uUimate resistance, or actual resistance to 
breaking, because when the breaking point is approached the assumptions 
made (p. 43) no longer hold good. 

The value of the moment of resistance of any beam of rectangular section 
with any limiting stress can be obtained either by drawing the resistance 
diagrams and calculating the amount of the moment from them, or by 
substituting the values of h, dy and r^ in the formula. 

Effect of depth upon strength, — To illustrate the self-evident conclusions 
mentioned above, suppose we wish to ascer- 
tain the relative strength of three beams 
A, B, C, of the same length, but differing 
in depth — A being 4" deep, B Q" deep, S" 
deep, and the width of each being 2". Sup- 
pose also that the limiting stress to be 
allowed upon the extreme fibres is to be 
taken in each case at 3 tons. 

We will calculate these beams first from 
the diagrams showing quantity and distri- 
bution of resistance, then by the formula. 

The diagrams are as in Fig. 7 5. 




i ^ i 1 



Fig. 75. 



Beam O 



Calculatiok nioM Diaorakb or RnierrANCs. 



Dimeti- 
aionfl. 



2'x4'" 



2*x6' 



8 

Resistance of section 

B area of GB» or 

DnP X working 

stress. 



4 

Length of 

armofcouple; 

i.e. fjroin 



tons tons 
ix2x2x3= 6 

ix2xdxd= 9 

Jx2x4x3=12 



1x4''= r 

1x6"=^ 
1x8"=^ 



5 

Moment of 
Resistances 
ResiHtance of 
section x arm 

of coaple. 



Inch- 
tons tons 

6x r=16 
QxJ^^sSe 
12x V=64 



Calculation from Formula 

To -r- 



Value of To, ft, 
d. 



ro=3 tons 

h=rd^4r 

r«=3 tons 

6 = 2" d=6" 

To =8 tons 

h = rd = Br 



Value of Moment of 
Resistance 



inch- 
tons 

3 x^JiS 1.8=64 





We see from the above that the moments of resistance found in column 
B.C. — IV. E 



so 
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5 by calculation from the diagrams are the Bame as the moments of resistance 
found in column 7 from the formula. 

Moreover, we see that the width, etc, being the same, the moment of 
resistance, i«. the strength of the beams, varies as : 
16 : 36 : 64, i,t, as 
42 : 62 : 82, ».e. as 
the squares of the depths of the beams. 

Efftd of width wpon strength, — Let us see the effect of varying the width 
upon the strength of a beam. 

Take beam C, and instead of 2", give it first a width of 3", then of 4", 
then of 6", calculating by the formula we have : 



Size of Beam. 


Value of Moment of ReBistance 


8"x 2" 
8" X 3" 
8" X 4" 
8''x 6" 





We see from the above that when the depth remains the same the resist- 
ance or strength of the beam varies as the width. 

Thus the resistance of a beam 3" wide is one and a half times that of a 
beam 4'' wide, twice that of a beam 6'^ wide, three times that of a beam 
2" wide. 

General rule. — We see then, as already mentioned at p. 49, that Ihe strength 
of rectangular beams of the same material vary direcUy as their breadth and as 
the square of their depth. 

This indeed is apparent from an examination of the formula, for the 
resistance of the beam is shown by that formula to vary as bd^. 

General Formula.— This formula, 

bcP 
Moment of resistance = r^ — - . (28), 

6 

is therefore, as has been mentioned above, a general ex- 
pression for the value of the moment of resistance of a beam of 
rectangular section, when it is subjected to such a load that 
the limiting stress on the fibres nowhere exceeds the elastic 
limit of the material.^ 

If the assumptions mentioned at p. 43 were true for all conditions of stress^ 

^ This formula is practically the same as that given by Rankine and other 

writers, who have approached the subject from the side of advanced mathematics. They 

r I 
show the moment of resistance to be equal to -^, where I is the moment of inertia of 
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that is, if they were true for every degree of stress from very small ones up to 
the breaking pointy then r„ would be that value of the stress either of tension 
or compression which was known to cause rupture by tearing or crushing in 
the fibres of the material, and could be ascertained by direct experiments 
upon the tensile strength and resistance to compression of the material 

Experiment has shown, however, that these assumptions are true only for 
stresses such as are well within the elastic limit of the material, the shorten- 
ing or lengthening of the fibres varying regularly with the compressive or 
tensile stresses (see p. 11) so long as the elastic limit is not exceeded. Beyond 
that, the ratios of the shortening and lengthening to the corresponding stresses 
producing them advance more and more rapidly until, on approaching 
fracture, they become irregular, but always considerably in excess of what they 
were nnder the lower stresses. 

The effect of stresses in tension often differs also from the effect of the 
same stresses in compression, and the result of all this is that the position of 
the neutral axis is altered — it no longer passes through the centre of gravity 
of the cross section ; e.g. if the material is at the point of rupture stronger to 
resist compression than tension, the neutral axis will then be nearer the outer- 
most fibre in compression than to the outermost fibre in tension. Thus in a 
beam of such material, supported at both ends and loaded, the neutral axis 
will be nearer the top than the bottom edge. 

This difference between facts and the assumptions, at the time when the 
breaking stress is approached, renders the theory founded upon them inappli- 
cable for the purpose of ascertaining the resistance of beams to actual breaking. 
It should be noticed that in these examples the weight of the beam itself is left 
out of the consideration. When it is large enough to require attention it must, of 
course, be treated as a distributed load, and its effect be added to those of the load 
pro];)er. 

METHOD OF ASCERTAINING THE MOMENT OF RESISTANCE 
BY EXPERIMENT AND CALCULATION. 

When we have to deal with beams loaded so that they are 
more than slightly bent, or when the intensity of stress upon their 
fibres exceeds the elastic limit, the theory and the method just 
described no longer apply ; there is no sufficiently simple theory 
which is applicable, and we must have recourse to experiment. 

Careful experiments have accordingly been made, from which 
it has been found that the resistance of rectanffvlar beams of the 
same length and of similar section similarly loaded up to the 
breaking point varies directly as the breadth and as the square (f 
the depth, i.e. as h^. 

This seems to agree with the result arrived at by reasoning in 
the case of beams only slightly bent by a load. 

the cross section, and yo is the distance from the neutral axis to the extreme fibre 
subject to a stress ro. In the case of a rectangular timber beam yo=a '^d 

1= -- , therefore ^ =ro -^ ; and the formula reduces to that given above, 
12 yo o 
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If the agreement were complete, the formula given at p. 50, i.«. 

might be applied even to cases of beams loaded up to the breaking point, by 
taking r^ as the ultimate resistance of the fibres per square inch to tension or 
compression. 

This formula may be and is used for beams so loaded, when an important 
alteration has been made in it The coefficient r, no longer represents the 
resistance of the material to tension or compression up to the elastic limit ; 
but experiment shows that it has an entirely new value — depending upon the 
material, the form of beam, and disposition of the load — and that this new 
value can only be ascertained by experiment, and will be denoted by/,. 

Value of /, for timber. — The method in which this value was ascertained 
was as follows : — 

Small experimental beams each I'' square and 1 2" long between the sup- 
ports were supported at the ends and loaded in the centre with a weight W. 

From Equation 13 we know that in such beams 

the bending moment = . 

4 

Substituting /, for r^ in Equation 28, we have the moment of resistance 

=/.^ (29). 

Hence H=/^, 

X ^i Q 

The weight W was gradually increased until the beam broke, and then 
the value of W, /, 6, and d in ^e above equation being known, f^ could be 
found. 

Modulus of rupture of tirriber. — The value of /, thus found is called the 
modulus of rupture ^ of the material. It varies of course for different materials 
— ^the stronger the material the higher the modulus. Thus a beam of oak 
would require a greater weight W to break it than a beam of pine, and /, 
would therefore be greater. 

It is not accurately known why the modulus of rupture thus found by 
experiment differs so widely, as it does in many instances, from the resistance 
of the fibres to either tension or compression. 

It must be remembered, however, that the fibres of beams are not in- 

^ The modulus of rapture thus found is always equal to 18 times the weight W 
that will break the beam across. The reason for this is easily seen if the values of 
I, b, and d for the experimental beam are substituted in Equation 29 above — 

i=ir, 
i^—T^bd^' 

Wxl2 ^6_ 

4 ^"1x12^^ • 
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dependent iilaments, but are united together laterally \idth an adhesion less 
or greater according to the nature of the material. 

This lateral adhesion has been shown by Mr. Barlow to lead to stresses of 
a very complicated character, which so far have not been dealt with by any 
simple mathematical theory, and its effect is practically to alter the value of 
the coefficient/,. 

There is also another consideration. The strength of the individual 
fibres cannot be uniformly the same, as it is assumed to be. So long as the 
limit of elasticity is not passed, this difference of strength is so small as not to 
affect the result ; but after that point the weaker fibres begin to yield more 
than the others, and finally, just before rupture, these weaker fibres break 
first and leave the whole strain to come successively upon fewer and fewer 
fibres, until complete rupture takes place. Under these conditions, /, caivMii 
be a constant coefficient 

The value of /, obtained by the experiments above referred to is gener- 
ally used in practice, though it is in most cases too high, for the following reason. 

The small beams (speaking of timber) experimented upon were as a rule 
selected specimens perfectly dry, free from defects, such as large or dead 
knots, eta, .which tend to interrupt the continuity of the fibres and thus 
weaken the beam. 

Large scantlings cannot be obtained so well seasoned or free from defects 
as the small experimental beams, and therefore in calculating the strength 
of large beams the value of /, should be taken considerably lower than the 
value found for the experimental selected beam of the same material. 

For example, in the case of Red pine, the modulus of rupture found by 
experiments upon small selected beams, varies from 7100 to 9540 Ibs.^ ; 
whereas the average modulus found by breaking large beams is 45 cwts. or 
5040 lbs. per square inch.^ 

It would be expensive to ascertain the modulus by breaking very large 
beams, and after all, even if this were done, the timber of the beams used 
would probably not be exactly similar to that experimented upon, and would 
therefore have a different modulus. 

It will be seen, then, that the method of ascertaining and applying the 
modulus of rupture is only a rough way of correcting the imperfections 
of the theory upon which the formula is based. 

The method answers, however, suflBciently well in practice, and it has the 
advantage of being very simple. An engineer in a distant country having to 
deal with an entirely new material can at once ascertain its modulus of 
rupture by experimenting upon small bars as above described ; and having 
foimd the modulus he can use the ordinary formula given above. 

It is far easier for him to find the modulus of rupture in this way than 
to find the amount of extension and compression of the material under 
different stresses — which would be necessary if the perfect mathematical theory 
could be worked upon. 

Modulus of ruptwrefor different sections of beam. — In using the modulus 0/ rupture 
thus obtained by experiment^ it must be remembered that it is only applicable in 
the calculation of beams of similar section to the experimental beam from which the 
modulus was deduced. 

In cases where the modulus obtained from a rectangular beam of cast iron placed 
thus Q was applied to the calculation of the resistance of a beam with a circular sec- 

1 Rankine's Useful Rules and Tables, p. 199. ^ Seddon*s Builders* Work, 
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lion, the error caused was found to be 174 per cent, and in a case where it was applied 
to a square beam placed on edge, thus, 0» the error was 190 per cent 

In practice, however, beams of these sections are not used for building construc- 
tion in any material, and they need not be further considered. 

Even a difference in the method of loading the beam used, as compared with the 
method in which the experimental beam was loaded to find the modulus, has been 
found to cause errors in results ; but these errors are comparatively small, and may 
be neglected in using a method which after all is merely a rough and ready way of 
arriving at the result. 

The moduli of rupture given in Table I. are those obtained by breaking beams 
by means of weights placed on their centres, but these moduli may, without material 
error, be used in calculating beams with any distribution of load. ^ 

Fractioal Formtila. — In practice, the rough and ready way of using the 
formula (Equation 29) in conjunction with the modulus of rupture is as 
follows : — 

To find the weight that vjUI break a beam. — Find from pp. 27 to 40 the 
bending moment, M, for the given conditions of load — equate this with the 
moment of resistance, M (Equation 29, p. 62), and we have 

M=^f- .... (30). 

Take the case of a beam supported at the ends and loaded at the centre,^ 
W^ = breaking weight in centre 
Z = length j 

h = breadth I all in the same dimensions, either feet or inches, 
d — depth j 
/, = modulus of rupture for the material (see Table I.) 

M = — (see Equation 13, p. 33) 
4 6 

To find the load that a beam can safely hear. — W^ is, however, the breaking 
load. To find the safe load the factor of safety F must be introduced. Taking 
W as the safe load with that factor. 

To find tht section of a beam to bear tafely a given vxight. — ^Take the 
same case as before — a beam supported at ends and loaded in centre. 

From this find bcP, and assuming a value for either h ot d, find the other, 
which will give the sectional dimensions of the beam. 

Examples of the calculation of beams are given at p. 75 and seq, 

^ For moduli of rupture of other materials, see Part III. 

* It must be clearly understood that M will vary according to the arrangement 
of the beam and loads. Its different values are given at pp. 27 to 40, also in a 
concise form in Appendix YII. (see also Appendix XXI.) 
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SHEAEING STEESS. 

We have hitherto considered only the efifect of the direct 
stresses upon a heam, that is, the stresses which eventually act 
upon the fibres by extending or compressing them in the direction 
of their length. 

There are, however, other stresses acting upon a beam the 
existence of which will be rendered evident upon considering the 
next three diagrams. 

Vertical Shearing Stress. — If a beam AB, Fig. "jS, supported 

at the ends, be bent, the fibres above 

the neutral layer are evidently com- 

pressed and those below it extended, 

^ but no other stresses in the beam 

^' ' are apparent to the observer. 

If, however, the continuity of the fibres be interrupted by 

cutting the beam into vertical slices, these slices, when the beam 

is loaded, will slip one past the other, as shown in Fig. Jj. 

In the uncut beam there must be the same tendency for each 
section to slide vertically upon the next, although actual sliding 
is prevented by the continuity of the fibre or cohesion of the 





Fig. 77. Fig. 78. 

particles. The force causing this tendency is called the vertical 
shearing stress. 

Horizontal Shearing Stress. — In the same way, if the beam 
be divided into different layers of fibres by cutting it into planks, 
the planks or layers of fibres will slide upon each other as in 
Fig. 78, when loaded. 

In the uncut beam there must be a tendenxry to slide in the 
same way, and the force causing this tendency is called the 
horizontal shearing stress. 

Bnles for finding Amount of Vertical Shearing Stress.^ 
The amount of the vertical shearing stress is easily ascertained 
by the application of two simple rules — 

* The practical formuUz for finding the shearing stresses are on pp. 57 to 60, 
numbered (31) to (43c), each being in connection with figures showing the distribation 
of loads, diagrams of shearing stresses, etc. 
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1. Vertical Shearing Stress in Cantilevers. — Tlie 
shearing stress at any section is equal to the weight on the beam 
between thai section and the otUer end. 

2. Vertical Shearing Stress in Beams supported at each 
End. — The shearing stress at any section is equal to the difference 
between the rea>ction al either support and the weight between that 
support and the section in question. 

These rules liardly require any proof, but it may make them more clear 
to examine a case of each. 

Shearing stress in cantilevers. — AB, Fig. 79^ is a cantilever, or a beam 
loaded at the end with a weight W. 
We may divide the beam into ima- 
ginary vertical sections at hi, hg, fe ; 
these are only a few out of an infinite 
number of sections infinitely near to 
one another. 

Now W acting downwards tends to 
shear off the piece B/, with a force W, 

acting, as shown by arrow thus, 4/, on the section fe; this is resisted by the 
opposite surface of the section fe, the resisting force acting as shown by the 
arrow ^ upwards. 

Supposing then that the resistance prevents the shearing at surface fe, 
consider the next surface hg. Here the load W still acts with a force W 
downwards, tending to shear off the piece Bh, 

Again in the same way at ki, W the load acts downwards, and a 
resistance = W acts upwards, as shown by the arrows. Nothing has intervened 
to increase or diminish the force W caused by the load.^ The same takes 
place at any intermediate section, right back to At 

The shearing stress at any section from B to A is therefore always the 
same, t.«.t=W as shown graphically in Fig. 82. 

Shearing stress in supported beams. — As regards the second rule, take the 
case of a beam (Fig 80) supported at the ends and uniformly loaded. 

Supposing the beam to be 8' span and loaded with w lbs. per foot run : 
R^ and R, each = 4w. 

At the section marked i^>J^i the reaction R^= 4to acts upwards >jv, and is 




Fig. 80. 



'«AW 




Fig. 81. 



resisted by the four weights 4w acting downwards, so that the shearing force 
at section 1 = R^. 

* The weight of the beam itself does really increase it, but we have arranged to 
neglect it as insignificant. If it is not insignificant it would caase a shearing stress 
similar to that caused by a distributed load, as described on the next page. 
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At the section marked 2^4^ one-fourth of the npward force of the 
reaction R^=4tr is cancelled by the weight w^ acting downwards, so that the 
npward force at the section 2 is Str^ which is resisted by Zvo acting down- 
wards between it and the centre. 

Similarly at section 3 the shearing force is (R^ - 2io) = 4io - 2io = 2in, 
and at section 4 it is li9. 

At section 5 (the centre) the upward force of the reaction is quite 
neutralised by the four weights w^^ w^, w^ w^ acting downwards and the shear- 
ing force = 0. 

Thus at each section the shearing force = R^ - weights between the 
section and support A, as stated in Rule 2 above. The same reasoning 
applies to the part CB of the beam. 

The shearing stress is evidently decreasing from 4tr at the supports to 
at the centre, and may be graphically shown as in Fig. 8i. 

The truth of the rules is so apparent, and their application 
to different cases so simple, that it will be sufficient to show a few 
of the most useful cases graphically, giving at the same time the 
value of the shearing stress in terms of the weights and lengths 
of the beams. 

The shearing stress at any point P is denoted by Sp, and at 
any other points A, B, C by S^, S^ S^, etc., respectively. 

Graphic Bepresentations ^ of Vertical Shearing Stress, 
and Values for the Same. 

Case 1 (Fig. 82). — beam fixed at one end and loaded at the 

OTHER. 
Shearing stress S = W throughout . . (31). 




mmpppM. 




c: 



Rg. 82. ^m ^'S' ^^' 

Case 2 (Fig. 83). — ^beam fixed at one end and loaded 

UNIFORMLY THROUGHOUT ITS LENGTH. 

S, = tux. The point P being distant a? from B . (32). 

S^^wl (32 A). 

Case 3 (Fig. 84). — beam fixed at one end, loaded at the 

OTHER END AND ALSO UNIFORMLY. 
A combination of Cases 1 and 2. The loads are omitted in the figure 
for clearness, but are as in Figs. 82 and 83. 

1 These are merely graphic representations of results obtained algebraically, but 
in Appendix TI. will be seen a graphic method of obtaining the shearing stresses. 
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(33). 
(33 A). 




Fig. 84, 




Fig. 85. 



Case 4 (Fig. 85). — beam fixed at one end and loaded with 

SEVERAL CONCENTRATED WEIGHTS W^, Wg, W3. 

S. = W, + W, + W3 . . . (34). 

S at any Bection » the sam of the loads between that section and the 
outer end of the beam. (34 A). 

Case 5 (Fig. 86). — ^beam fixed at one end and loaded 
uniformly over a part of its length. 

The shearing stress at any point P under the load distant x from A is 
S, = <2 + y-x), . . . (35), 

and S^==tcz, (35 A). 



S, = tr2. 



(35 B). 









p 
w-j 



JIW 



Fig. 86. 
Case 6 (Fig. 87).- 
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Fig. 87. 
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-BEAM SUPPORTED AT BOTH ENDS AND LOADED 
IN THE CENTRE.^ 
W 



S throughout =: 



2' 



(36), 



t 



t 



except at C where the stress changes direction and 

Se = 0. . . .(36 A). 
The arrows indicate the different directions of the shearing stress on the 

opposite side of the centre. Thus 

B anywhere in CA the stress is 

thus \-^ tending to shear the 

^^- ^^- ^^- ^^- beam as in Fig. 88, whereas in 

the half BC the stress is thus W tending to shear the beam as in Fig. 89. At 

C the stresses in opposite directions cancel one another, and there is no shear. 

1 See Appendix V. 
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Case 7 (Fig. 90). — beam supported at the ends and uniformly 

LOADED. 
See the remarks on p. 56 with regard to this case. 




Case. 8 (Fig. 91). — beam supported at both ends, loaded in the 

CENTRE AND ALSO UNIFORMLY. 
Thii^ case is a combination of 6 and 7. The load is omitted for clearness. 



8^ = 8, = - + y, 



(38). 



. (38 A). 
So = (stress changing direction) (38 B). 

Case 9 (Fig. 92). — beam supported at both ends and loaded at 



Between A and D 
Between B and D 
AtD 



ANY- POINT. 






• (39). 



s,=R.-i^w 



. . . (40). 
S„= (stresses changing direction) (40 A). 
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Case 10 (Fig. 93). — beam supported at both ends and 

PARTIALLY LOADED WITH A UNIFORM LOAD. 
Between A and E 



S = R. = ^ ~i .w 



Between B and F 



S = R,= 



2Z 



At any section P under the partial load distant x from A 



S, 



= 1 2^ (x-m)|. 



(41). 
(41 A). 

(42). 



Referring to p. 88 it will be a good exercise for the stndent to deduce the preyions 
cases of beams supported at both ends from this case. 

Case 11 (Fig. 94). — ^beam supported at both ends and loaded 

WITH ANY NUMBER OF CONCENTRATED LOADS. 
Between A and D 

III 



Between D and E 
Between E and F 
Between F and B 



S = K-W 



S = R.-W-Wo 



(43 A). 

(43 B). 



S = R^ = ^ + !^2^Wp3 ^ ^^3^^^ 






4 ^_U- — ms 1 ^ \ 







Fig. 94. 
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Horizontal Shearing Stress. — ^We have hitherto considered 
only the vertical shearing stress, which tends to make sections of 
a loaded beam slide vertically upon one another, as in Fig. ^7! 

We have now to consider the horizontal shearing stress, which 
tends to make the layers slide horizontally upon one another, as 
in Fig. 78. 
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This horizontal sheariTig stress is at every point in the beam 
equal to the vertical shearing stress at that point. 

This is proved thus : — On or near the neutral layer of an unloaded rect- 
angular beam draw a little square, Fig. 95. 
If the beam is then loaded until it bends 
slightly, this square will be distorted into 
a rhombus, Fig. 96. Now we know that 
at the neutral layer of a rectangular beam 
there are no direct stresses. 

The distortion must therefore have been 
*^' ^^* ""^" ^^' produced by the vertical shearing stresses 

V, V acting as shown by the arrows, and it is opposed by the horizontal 
shearing stresses H, H. Now since there is equilibrium, H and H must evi- 
dently be equal to Y and V, or the horizontal shearing stress must be equal 
to the vertical shearing stress at the point ^ 

We know then the total amount of shearing stress at each section — the 
vertical is found as before explained and the horizontal is equal to it 

IHstribtUion of Shearing Stress. — It is necessary to know 
further how these shearing stresses are distributed over the section. 

It can be proved mathematically that the shearing stress is 
distributed over the section, as shown in Fig. 97. 

The curve is a parabola, 
the relative proportion of 
whose ordinates is shown in 
the diagram. The area^ of 
the parabola represents to scale 
the total shearing stress at the 
section. 

From this the horizontal 
shearing stress at any point — 
can easily be ascertained. Thus 
suppose the total shearing 
stress S at any section of a 
beam 1 2" deep is 2 tons. Then 

|NLxCD = S, 
|xNLxl2"==2 tons, 

NL = 2 tons X f X ^, 

_ 6 

= ^ ton. 

Having thus found the stress on NL to be J ton, we make a scale on 
which the length NL = \ ton, and we can find the stress at any other point 
by measuring the ordinate of the parabola at that point 

It is unimportant in most cases to know the exact distribution of the 
shearing stress over the section, but we can see from the diagram that it is 
greatest at the centre and vanishes at the top and bottom layers of the 
beams. 

^ Cunningham, p. 244. 
' The area of a parabola = } the circumscribed rectangle. The areas J x CD x NL. 
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This is exactly the converse of the distribution of the direct stresses. 
The difference is clearly shown by the diagrams, Figs. 9S and 99. 



Direct Stresses 



Sheartntr Stress 





Lay er 



L 

Kg. 98. Fig. 99. 

We see from these diagrams that the shearing stress is greatest along the neutral 
layer where the direct stress is the least, and least at the upper and lower fibres where 
the direct stress is greatest. 

In Fig. 99 the amount of the shearing stress is exaggerated in order that 
it may be clearly shown, but its amount is generally very small in com- 
parison with the direct stresses ; so small that in rectangular beams which 
have so much more substance near the centre than is required to meet the 
direct stresses, there is sure to be plenty to meet the small shearing stress, 
and its consideration may therefore safely be neglected. 

In built-up iron beams, however, it is different ; in those the shearing stress plays 
an important part (see p. 157). 

BEAMS OF UNIFOEM STEENGTH. 

If we glance at the graphic representation of the bending 

moments at the diflferent points of 
a beam supported at the ends and 
uniformly loaded throughout its 
length. Fig. 100, we see that the 
bending moment is greatest at the 
^g- ^^^- centre and gradually diminishes to- 

wards the ends, and that in fact exactly at the points of support 
there is no bending stress whatever. 

If, therefore, the beam be made of the same section through- 
out, it is evident that it is unnecessarily strong at every point 
except the centre, and that it may be reduced in section as it 
approaches the points of support, because the bending moment 
becomes less and less as those points are approached. 

There are three ways in which the beam may be reduced so 
as to make it of equal strength throughout its length — 

1. By varying the depth, keeping the breadth the same ; as in 
Figs. 102-105. 

2. By var3dng the breadth, keeping the depth the same ; as in 
Figs, 106-109. 




BEAMS OF UNIFORM STRENGTH 63 

3. By varying both breadth and depth. 

The same observations apply to other cases of loading. Thus, 
for example, in a cantilever of rectangular section, with either a 
single or a uniform load, there is superfluous material except near 
the point of fixing (see Figs. 102, 103), and in a supported 
beam carrying an isolated load there is superfluous material except 
under the load 

In all such beams then a certain portion of the material is 
superfluous, and can be cut away without injuring their strength. 

In timber beams, as a rule, it does not pay to cut away this 
superfluous material, the cost of labour being greater than the 
value of the material saved ; but in some cases for the sake of 
appearance, or in large beams to reduce the weight, it may be 
desirable. 

It can, however, never be necessary to cut timbers to^ the 
exact curves shown. These curves are the forms which are theo- 
retically correct, but practically they are valuable only as dividing 
the parts of the beam which have no excess of strength from 
those parts which are unnecessarily strong and can therefore be 
cut away, thus making a beam of approximate uniform strength. 

The following figures show the shapes of beams of equal strength thi^ugb- 
ont their length so far as the direct stresses only are concerned, and in each 
cajse ignoring the shearing stress and the weight of the beam itself. 

The shearing stresses would necessitate some substance being left on at the 
ends of the supported beams. 

It is not difficult to prove mathematically that beams of equal strength 
throughout their length are of the forms shown, but such mathematical proof 
would here take up more space than can be afforded for it, and the question 
is not one of much practical importance. Case 1 (p. 28) is, however, worked 
out as follows, and the other cases can be worked out in a similar manner. 

Caiculation to ascertain the form of a cantilever of equal strength throiighout 
its lengthy loaded at one end and of the same breadth throughovi. 

Bending moment at any point P (Fig. 10 1) distant x from the end W = Wx. 
Moment of resistance at P » \f^\ 



Fig. 101. 
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Then smce at any point bending moment = moment of resistance, we have-^ 
At P : Wx^ifjby^ At A ; Wl^ifJbcP. 

I 



y^=T*> 



which is the equation to a parabola with its vertex at B ; the under side of 
the beam would therefore be shaped to this curve. 

Shapes of Beams of uniform Strength. 

O. WHEN THE BREADTH IS CONSTANT THROUGHOUT THE LENGTH OF THE 
BEAM, BUT THE DEPTH VARIED TO SUIT THE VARYING STRESS. 

Figs. 102-105 show the disposition of load and the shape of the beam 
in elevation, the dotted line being the beam of constant depth and breadth 
as calculated. 



In Fig. 102, AB is a parabola with the vertex at B. 
In Fig. 103, AB is a straight line. 




Ttg. 103. t^ "^ Fig. 103. 

In Fig. 104, AB and PB are parabolas with their vertices at A and B. 




Fig. 104. 
In Fig. 105, ABC is a semi-ellipse, AB being the major axis. 
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Fig. 105. 



6. WHEN THE DEPTH IS KEPT CONSTANT THROUOHOUT THE LENGTH OF THE 
BEAM, AND THE BREADTH VARIED TO SUIT THE VARTINO STRESS. 

Figs. 106-109 show the disposition of load and the shape of the beam 
in plan. 

In Fig. 106, ABD is a triangle. 

In Fig. 107, AB, DB are both parabolas with vertices at B. 

In Fig. 108, DAC and CBD are two triangles with their bases at DO. 

In Fig. 109, ACB and ADB are parabolas with their vertices at the centre 
points C, D. 
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DEFLECTION.^ 

In many structures it is necessary that the beams, whether of 
wood or iron, forming part of the structure, should be not only 
strong enough, but stiff enough ; that is, not only must rupture 
be prevented, but the beams must not bend too much. 

For example, it would never do if the joiste supporting a ceiling were to 
bend beyond a certain small amount under the load, although thej might be 
strong enough, because a very slight bending is sufficient to cause cracks in the 
ceiling below. Such joists must therefore be stiff as well as stnmg. 

It is necessary, therefore, to be able to calculate how stiff a given 
beam is, that is, how much it will bend imder its load, in order to 
be able to judge whether the amount of bending is likely to cause 
inconvenience ; and if so, to increase the size of the beam in such 
a manner as to prevent such excessive and inconvenient bending. 

The amount of deflection that may be expected in a beam of 
known form and material, with a given amount and distribution 
of load, can easily be ascertained by the use of the formulae given 
below. The investigation of the formulae, however, involves the 
use of the Calculus ; their proof will therefore not be attempted 
in this work. 

The student must be content to accept these formulae, which 
are based upon those given by Professor Eankine, after investiga- 
tions made by himself and other mathematicians. 

FormulsD for asoertaining the Deflection of Beams of any Kind. 

General Formula. — The general formula applicable to all kinds of beams, 
of any material and with various distributions of load, is 

A = ^-^ .... (44). 
EI 




Fig. 110. 
In this formula 

A = the maximum deflection in inches. Thus in Fig. no, if the beam 
AB deflect as shown by the arc Aj/B, the line xy is denoted in the above 
formula by A. 

W = the total load on the beam. 

^ The /(/miulce for practical use are Equations 44, 45, 46, 47, pp. 66, 67, 68, and 
in Appendices VIII., IX., XXI. Examples are given, pp. 76 to 80. 
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I = the length of the beam in inches. 

£ = the value of the modulus of elasticity of the material expressed in 
the same units as W. 

I = the moment of inertia about the neutral axis of that section of the 
beam where the greatest stress occurs with the given distribution of load. 

n is a coefficient, the value of which varies for each class of beam and for 
each distribution of the load. 

The following Table shows the different values of w for three classes of 
beams and for four distributions of load. 

TABLE C. 





Class of Beam. 


Arraogement of Beam and Load. 


1 
Unlfonn cross 

section 

throughout its 

length. See 

Figs. 61 and 

127. 


2 
Uniform 
strength. Same 
depth through- 
out its length. 
See Figs. xo6to 
109. 


3 

Uniform 

strength. 

Same breadth 

throughout 

its length. 

See Figs, zoa 

to 105. 


Fixed at one end, loaded at the other . 
, „ „ loaded uniformly 
Supported at both ends, loaded in the middle 
,, „ loaded uniformly . 


i 


\ 

\ 


} 



Maximum deflection under any load, — To find the maximum deflection of 
any beam under a given load it is merely necessary to substitute the values 
of the different letters, and the result gives the value of A. 

The values of W and I are of course known ; E is given in Table I. ; 
and I, the moment of inertia, can be found by means of the information 
given in Appendix XIV. 

The deflection under proof had, or under loads which produce a known 
stress, may be ascertained from the following formulea — 



for all beams, and 



A» 



A = 



J^ 



E1/0 

n\(r,-^rt)l^ 
Ed, 



(45) 
(46) 



for beams with cross sections of equal strength.^ 

In these formulae r^ is the greatest stress on the weakest side of the 
beam ; yo is the distance of the neutral axis from the extreme fibre of the 
beam on that weakest side at the section of greatest stress ; r^ r^ are the 
limiting stresses in compression and tension respectively ; dg the depth of the 
beam at the section of greatest stress. The other letters have the same signi- 
fication as in Equation 44. 

The following Table shows the different values of n' for three classes of 
beams and for four distributions of load. 



* These are beams of such a form that the limiting stress is reached on the upper- 
most and lowermost fibre of the beam at the same instant. 
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TABLE D. 



Arrangement of Beam and Load. 


Cla«a of Beam. 


1 
Uniform cross 

section 

tliroughout its 

lengUi. See 

Figs. 6ia and 

X26. 


2 1 3 

Uniform Uniform 

strength and strength and 

same depth same breadth 

throughout its throughout 

length. See its length. 

Figs. to6 to See Figs. 102 

109. 1 to X05. 


Fixed at one end, loaded at the other . .j \ 
„ ,, miiformlv loaded . .1 \ 

Supported at both ends, loaded in the middle . -^ 
„ ,, uniformly loaded . | -^ 


i i t 

i 1 i 



Simpler Formula. — For ordinary rectangular beams of the same Bection 
throughout their length, such as wooden beams nearly always are, the for- 
mula 44 can be much simplified hy substituting for the moment of inertia 

I its value for a rectangular section, namely j^. (See App. XIV. and IX.) 

Equation 44 becomes A = - .... (47). 

Comparison between strength and stiffness. — We found that the strength of 

rectangular timber beams varied as /©-y , *.«• directly as the breadth, as the 

square of the depth, and as the modulus of rupture of the material, but 
inversely as the length. 

By examining Equation 47 we see that the amount of deflection of 

rectangular beams varies as ^, ,3 : that is, the greater the length the greater the 

deflection ; the greater the modulus of elasticity, the breadth, or the depth, the 
less the deflection. 

The deflection arises from want of stiffness, therefore the stiffness or resist- 
ance to deflection will vary according to an exactly opposite set of condi- 

... . EW3 ^ .„ , ,. , 

tions — ^in fact, it varies as - .3 . It ^ill be greater directly as E is greater 

(thus an oak beam, for which E is greater than for a similar fir beam, will be 
' stiifer than the fir beam), also directly as the breadth and cube of the depth 
are greater ; but, on the other hand, it will be less as the cube of the length is 
greater : that is, of two beams of the same section and material, the longer 
will be less stiff than the other, not in proportion to its length, but of the 
cube of its length. 

Recapitulating, we see that for beams of rectangular cross section 

fjbd^ 
The strength of beams varies as .- -, 

EM3 
„ stiffness „ „ ^3 . 

Further, since the strength varies as bd^ and the stiffness as M^, we see that 
by reducing the breadth and increasing the depth in such a way that the strength 
remains constant, we can obtain stiffer beams. Thus a beam 4 inches broad 
and 6 inches deep has the same strength as one 1 inch broad and 1 2 inches deep 



FIXED BEAMS 69 

(4 X 62= 1 X 122), tut 4 X 63 = 864 and 1 x 123= 1728, so that the second 
beam is twice as stiff as the first, though it only contains half the material 

Amount of deflection allowable. — This depends greatly upon the nature of 
the structure. It is generally considered that for floors, or roof-timbers sup- 
porting ceilings, the maximum deflection allowable is j^" per foot of span. 
For roofs or floors wilihout ceilings a somewhat greater deflection, say ^" per 
foot run, and for rough or temporary structures ^" per foot of span may 
be allowed in the case of supported beams. 

In cantilevers supporting ceilings the deflection allowable should be ^\y" 
per foot of length, without ceilings ^", and for rough structures ^" per foot 
of length. 

It will be seen that these allowances make the depression at the end of 
the cantilever the same as that in the centre of the supported beam. 

FIXED BEAMS.1 

The general investigation of the formulae for the calculation 
of beams rigidly fixed instead of being merely supported, at one 
or both ends, involves mathematical knowledge quite beyond the 
province of these Notes. 

The important points of difiference between fixed and sup- 
ported beams can, however, be explained in an elementary manner, 
and the student will be enabled intelligently to use the formulae 
connected with the calculation of such beams, and indeed to make 
the calculations in an approximate manner without having recourse 
to the formiQse at all. 

Nature of stresses upon a beam fked at the ends, — The stresses produced by 
loads upon a beam, whose ends are rigidly fixed, are different both in distribu- 
tion and amount f^om those produced by the same loads upon a beam whose 
ends are merely supported. 

Thus in a beam supported at the ends and loaded in the centre, as in 
Fig. 1 1 1, we know that the beam deflects, forming an approximately circular 




arc,^ the part of the beam above the neutral layer is under compression {ccc\ 
the part below in tension {ttt). 

Iff however, the ends be rigidly fixed and prevented from tilting up, as 
in Fig. 112, the 'curve of deflection caused by the weight is quite diflerent. 

* ThQ formulcB for practical use are given in Equations 48 to 52, pp. 71, 72, and 
in Appendix VIII. 

' For beams of uniform section the curve of flexure is nearer an hyperbola when 
the load is at the centre. 



70 



NOTES ON BUILDING CONSTRUCTION 



From A to / aDd from B to i the bottom surface of the beam is concave ; 
from / to i it is convex. 




|.:::^^f^^f C Cc 



tw 
Fig. 112. 

Moreover, the stresses upon the beam are different from those of the 
supported beam. From A to /and from B to i the upper surface is in tension 
(ttQ, the lower surface is in compression {(ic&j. From / to i the upper surface 
is in compression (ccc), and the lower surface is in tension (t^f). 

It will be seen that at the points / and i, where the curvature changes, 
the nature of the stress also changes ; the upper surface, which from A to / 
and from B to t was in tension, changes to compression, and the lower sur- 
face, which was under compression, to tension. 

These points, where the curvature and the stress change, are called the 
points of contra-fiexvLTt. 

Their distance from A and B varies according to the shape of the beam 
and the nature of the load. When that distance is known, the calculation of 
the bending moments, etc., becomes a simple matter. 

In factj the beam thus fixed and loaded is exactly in the condition of two 
cantilevers A/ and Bt, carrying a beam fi between diem, which is supported 
at its ends / and i by hanging from the ends / and i of the cantilevers. 

The cantilevers may be calculated as shown in Case 1, p. 28, and the 
supported portion as in Case 6, p. 32. 

The only difficulty, therefore, is to ascertain the exact distances of the 
points of controrflexure from A and B. 

Position of points of contra-Jleocure in fixed beams with different 
distributions of loads, — ^Without making any attempt to describe 
the mathematical investigations by which the positions of the 
points of contra-flexure are ascertained, we will give their positions 
for dififerent classes of beams with various distributions of loads. 

TABLE E. 
Distance of Points of Contra-Flexure. 



Arrangement of Beam and Load. 


Class of Beam. 


No. of Fig. 


Uniform cross 
section. 


Uniform strength, 

with 

uniform depth. 


Distance of points of contra-flexure. 


Fixed at both enda. Load in ceptre . 
„ „ Loaded uniformly 
Fixed at one end and | ^o^^ ,^ ^^^^ 
supported at the other ) 

*^^^^ »* ,^7 *"^ *"^ ) Loaded uniformly 
supported at the other / 


0-25;fh>mAandB 
0-21U „ „ 

0-273 I from A 
0-267 I from A 


0-25 Zfrom-A and B 
0-25 1 „ „ 

0-33 I from A 
0*33 { from A 


Fig. 113 
Fig. 116 

Fig. 117 
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It will be seen that in beams fixed at both ends the points of 
contra-fiexure vary from '211/ to "25/ from the ends; and in 
beams fixed at one end and supported at the other the point of 
contra-flexure is from '267 Z to '33 Z from the fixed end; so that 
the distance of the point of contra-Jleocure from the fixed end of 
any beam may, for approximate calculations, be taken without 
much error at \ L 

Various Cases of Fixed Beams. 

One or two cases may now be calculated as examples : — 

CdSe 1. ^BEAM OF UNIFORM CROSS SECTION FIXED AT BOTH 

ENDS AND LOADED AT THE CENTRE. 

The points of contra-fleznre will be 0*25 I from the walls A and B (see 
Table E), 




It is evident that A/ and Bi, Fig. 113, are in the condition of canti- 

W 
levers ; each loaded at the end with a weight ^, besides the weight of the 

beam fi which may be ignored. 

.*. M^ = weight X leverage, 

W Z WM .^^ 

-Y^i'-'T • • • • (*«)• 

^^•=T^4=T • • • • (49). 
The portion /t is like an ordinary supported beam of a length equal to r 

and loaded with W in the centre. 

W 
The reaction at/ and at i will be —. 

.'. Mc = Reaction x leverage, 
W I m 
-Y^-T • . . • (50). 

Graphically the moments of flexure may be shown as in Fig. 1 1 4. 
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Shearing stresses, — In this case the shearing stresses are the same as in a 
beam supported at both ends and loaded in the centre (see Appendix VIII.) 

Deflection, — It can be shown that the maximum deflection is Jth of the 
maximum of a similar beam supported at both ends (see Appendix VIII.) 

Case 2. — beam of uniform cross section fixed at both ends 

AND UNIFORMLY LOADED. 

In this case the points of contra-flexure are distant '21 IZ from A and B, 
Fig. 115. 




Fig. 115. 

M^ = weight distributed on cantilever x leven^ + weight at end 

X length of cantilever, 

^,,, -21 IZ irx-578Z 
= wx'2Ulx-^-+ X 211/, 



= 0-022t«7Z2 + o-061trZ2, 
= 0-083w?Z2^ ^ 



(51). 

M,, = Reaction x leverage - weight between C and /x leverage, 
_ '678wl -5781 _ 'bISwl '57 SI 
" 2 "'' 2 2~''~^' 



'' 8 "24 



(52). 



12 ^ 24 ^^ ^® exact values of M^ and M^ as can be proved by 
another method; the fraction 0*211 is only approximate. 
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Graphic Representation, — Graphically the bending moments may be shown 
as in the shaded portions of Fig. 1 16. 
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Fig. 116. 

The curve is a parabola whose centre ordinate 
wl^ wl^ wl^ 

As in the preceding case, the shearing stresses are the same as in a beam 
supported at both ends and uniformly loaded (see Appendix VIII.) 

Deflection, — It can be shown that the maximum deflection is -^th of 
the maximum deflection of a similar beam supported at both ends (see 
Appendix VIII.) 

Case 3. — beam of uniform cross section fixed at one end, 

SUPPORTED AT THE OTHER, AND LOADED UNIFORMLY. 

In this case the beam is like a cantilever A/ and a supported beam /B, as 
shown in the portion Ai of Fig. 115. 

The point of contra-flexure / is at •211 the span ^ from A in Fig. 1 1 5 and 
At = -789/, therefore in this case Af=^lll = '261L 

The upper portion of A/ is evidently in tension and the lower portion in 
compression ; the upper portion of B/ is in compression, the lower portion 
in tension. 

In the figure the portions in compression are shown in thick lines, those 
in tension in thin lines. They will be practically the same for a beam 
loaded in the centre. 




Fig. 117. 



Bending moments for fixed beams with different distribution of loads. — 
It is unnecessary to work out any more cases. The bending moments at 
different points for three classes of beams, with one or both ends fixed and 
with different distributions of load, are given in the following Table. 

^ Approximately (see p. 70). 
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TABLE F. 



Arrangement of Beam and Load. 


Class of Beam. { 


Uniform cross section. 
Bending moment 


Uniform strength, with 
uniform depth. 
Bending moment 


At fixed ends. 


In centre. 


Atflzedends. 

\m 

von 

6 


In centre. 


Fixed both enda. Load in centre 
„ ,, Loaded uniformly 
„ „ Loaded uniformly 
and in centre 

„ „ Loaded uniformly 


AWZ 


AWi 

In centre of 

supported 

portion 


18 

In centre of 

supported 

portion 



Shearing Stress and Defleotion. — For these see Appendix VIII. 

Objections to fixxd beams in practice. — Fixing the ends of beams 
is generally objectionable in practice. In the case of timber, con- 
fining the ends keeps them from the air and causes them to rot ; 
in the case of iron beams it prevents them from expanding and 
contracting freely. 

There are other reasons against fixing special forms of beams, 
which will be mentioned in treating of those forms. 

As fixed beams are rarely required in practice, it is not 
necessary to go farther into the subject to consider their deflection, 
shearing stresses, etc. 

Enough has been said to show the student that the stresses 
in a beam fixed at the ends are very different from those in a 
supported beam, not only in amount but in distribution. 

Continuoiis Girders.^ — When a beam or girder extends without 
break in itself over two spans or more it is said to be continuous. 

Fig. 1x8 shows to an exaggerated degree the curves formed by 
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^rzr^^-^^^-^^^^ 



'^^^cc^ 



t t t 




Fig. 118. 

a uniformly loaded girder supported over two spans, AB, BC, and 
fixed at the ends. 

It will be seen that the general arrangement resembles two 
pairs of cantilevers, A/, Bi and B/, Gk, and between them two beams, 
fi, jk, supported at the ends. 

* The/onnuloiforpraetical use are given in Appendix XI. 
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The upper portions of A/, Bt, By, and Ck are evidently in 
tension, the lower in compression ; whereas in fi, jk the upper 
portions are in compression and the lower in tension. 
The points of contra-flexure are at /, i, /, and k. 
Again, if the ends of the girder are not fixed, but merely sup- 
ported, the curves will be as shown in an exaggerated form in Fig. 



Fig. 119. 

119, and the portions in compression and tension respectively 
are shown by the thick and thin lines as before. 

It will b0 seen that the general curves of each span in Fig. 118 
resemble those of a beam fixed at both ends (see Fig. 1 1 2), and 
the curves of each span in Fig. 119 resemble those of a beam 
fixed at one end and loaded at the other, as shown in Fig. 117. 

The distances of the points of contra-flexure from the 
abutments, and the value of the bending moments, vary according 
to the section of the girder, the distribution of the load, etc. 

The calcxdations connected with continuous girders are very 
complicated, and not suited for a work of this kind. Enough 
information has been given above to indicate which portions are 
in compression and which in tension, and that is all that is 
required by the syllabus; but as cases occur of bressummers con- 
tinuous over two spans and of rafters continuous over many spans, 
some further information on the subject is given in Appendix XI. 

EXAMPLES. 

In order to illustrate the application of the rules given in 
the previous pages, it will be well to give in some detail the 
calculations necessary for a few examples of such timber beams 
as are used in practice. 

Before making calculations it is always desirable to state the 
preliminaries with great care. These include all known par- 
ticulars relating to the case, such as the span, the nature and dis- 
tribution of the load, also the moduli of rupture and elasticity of 
the materials, etc. etc. 

Great care must be taken also that the dimensions, weights, 
etc., are all expressed in the same units, Le, that feet and inches. 
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tons and pounds, etc., are not mixed up in the formulae ; for if so, 
grave errors will ensue. 

Timber Cantileyer for Baloony (uniform cross section). 

Example 5. — To find the dimensions for oak cantilevers to support a balcony 
to carry a dead load. 

Conditions, — A temporary balcony 30 feet long and 6 feet wide Ib sup- 
ported by 1 1 cantHevers of English oak, built into a wall and projecting 6 
feet from it. 

The weight of the balcony platform is about 20 lbs. per foot superficial, 
and it is liable to a dead load of about 100 lbs. per foot superficial 

Find the scantling necessary for the cantilevers if they are made of 
uniform rectangular section throughout : (1) for strength ; (2) for stifihese ; 
the deflection being limited to -^jy" per foot 

Preliminaries. — Here each cantilever, except the one at each end of the 
balcony, has to support an area of 6' x 3' « 18 feet superficial. 

The load on this area is 

Platform 20 x 18 = 360 lbs. 
Load 100x18 = 1800 „ 

Total = 2160 lbs. 



Let h --= the breadth of the beam. [A breadth convenient for fixing the 

platform to, 3" or 4", may be assumed, say 4".] 

/ = the length of the beam = 72". 

2160 
w = load per inch run of the beam = „ = 30 lbs. 

/o = an ordinary modulus of rupture for English oak = 10,000 Ibs.^ 

E = an average modulus of elasticity for English oak = 1,200,000 lbs. 

F = the factor of safety for a temporary timber structure with a dead 
load = 5. 

CalcuUUion for strength. — By referring to Fig. 39, Case 2, p. 29, we see 
that the bending moment is greatest at A — the point of fixing. As the 
cantilever is to be of uniform section throughout its length, if it is strong 
enough to resist this bending moment at A, it will be more than strong 
enough in all other parts. 

Now we know that at any point the bending moment = the moment of 
resistance when the forces are in equilibrium. Litroducing the factor of 
safety F, by multiplying it into to, we have (Equations 6, p. 29, and 29, p. 62) 
(Fw)l^ hd^ 
2 ^ 6 ' 
6(F«7y2 

6x5x30 1b8. x72 a 
~ 2 X 10,000 lbs. X 4"' 
= 58-3, 
rf=7*6 inches.* 

^ It is to be understood that modtdi of rupture, elasticity, resistances to tension 
and compression, etc. etc, used in this and all other examples, are taken from Table I. 

^ If 6 had been taken at 8 inches, d would have been 3*8 inches, a stifier beam 
with less timber in it. 
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This is the depth necessary when strength only is considered. 

We must now see if it is sufficient for stiffiiess. 

Calculation for stiffness. — To ascertain the deflection of this cantilever 

12»WZ3 
when fully loaded, the general formula (equation 47) is A = ^^3 . The 

beam is of uniform cross section fixed at one end and uniformly loaded, there- 
fore n = | (see Table C, p. 67, col. 1, line 2). 

^ .^ 12x^x2160x723 

•** - 1,200,000 lbs. X 4" X 7-6'*' 
= 0-67 inch. 
Since the deflection is to be limited to ^^ per foot run of the beam (see p. 
69), i«. ^* for the whole, it is clear that a beam 4" x 7-6*' is not stiflf enough. 
To find the necessary depth put A = ^^ 
We have 

Transposing, 

3 ^ 40xl2 x| x2ieOx72» 
6 X 1,200,000 X 4 ' 
= 1680, 
d=ll-9, say 12". 
This depth would be adopted, being greater than the depth (7*6'^ required 
for strength only. Therefore, to obtain the necessary stiffness, a beam 
4''x 12'' is required, supposing that it is decided the breadth shall be 4^ 
If a breadth of S" is sufficient, then it will be found by repeating the above 
calciilations that the dimensions lure 

(1) For strength, 3" x Sf, 

(2) For stiJBEhess, 3" x 13'. 

Timber Cantilever for Balcony (uniform strength, 
uniform breadth). 

Example 6 A. — To find the dimensions for oak cantilevers to support a 
balcony to carry a dead load. 

Conditions and Preliminaries. — Same as in Example 5; but supposing that 
for some reason it is desirable to have the cantilevers for the balcony, described 
in Example 5, as light as possible, or that it is thought that their appearance 
would be improved by making them of uniform strength, keeping the breadth 
the same but varying the depth. 

For strength the depth of the beam at the wall would be as before 7*6". 
As regards stiffness, to find the depth for the allowed deflection ^*^^, we use 
the same formula as before, but the value of n is ^ instead of ^ (see Table C, 
p. 67, col 3, line 2). 
We have 

,. 12nW/3 
^ "" E6d» ' 

40 X 12x^x2160x728 
6x1,200,000x4 ' 
= 6718, 
d=lS-9, 
«= 19 inches nearly. 
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Referring to Fig. 103 we see that the theoretical form of the beam would 
be as shown in Fig: 120. 

The calculated depth is 
given at AC, where the beam 
is built into the wall, and 
the line joining CB is the 
under side of the beam. 

In practice the end 
would not be brought to a 
feather edge as shown at B, 
but would have a thickness 
there of an inch or two, as 
shown in Fig. 121. It will 
be seen that in most cases 
there would be no advan- 
tage in using a cantilever 
of uniform strength, for 
though the theoretical form 
would contain less timber, 
still, practically, it would 
contain nearly as much, and 
would involve more labour 
than the beam of uniform 
depth throughout. 

It would be better, 
ji- j^2i therefore, to use the latter 

in ordinary cases. 
Balcony with live load, — It will be noticed that the load on the balcony 
has been taken as a dead load. 

If, however, the balcony is liable to be occupied by a crowd of excited 
people moving about, it would be safer to consider them as causing a live 
load. This live load should be reduced to a corresponding dead load by 
doubling it. The total weight would then be as follows : — 

Weight of platform as before = 360 lbs. 
Weight of people 2 x 1800 = 3600 „ 

Total weight = 3960 lbs. 

Taking this value for the weight instead of 2160 lbs., the calculation would 
proceed as before with the following results : — 

Uniform cross section 

(1) For strength, 4" x 10-4'', 

(2) For stiffness, 4" x 14-6''. 
Uniform strength 

(1) For strength, 4" x 10-4^ 

(2) For stiffness, 4" x 23-1". 

In practice it would be preferable to adopt a framed cantilever either of 
wood or iron. See also Examples 2 and 10. 

Example 6 — Timber Beam loaded in Centre. — To find the load a given 
hatUk wiU carry, A pitch-pine baulk of 20 feet span 12'' wide 12"' deep is 
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to be loaded in the centre with a dead load. It is to be used for temporary 
parx>O0e&. What weight will it safely carry ? 
Preliminaries, — 

Z = 120" 6=12" d=12", 

/.= iioo, 

F = 4. Factor of safety. 

Introducing F we have from Equation 13, p. 33, and Equation 29, p. 
52, or from Appendix VIL 

W-Zo^-x-Xj, 

_ 11,000x1 2 xl2^ Xj4 
6x120x4 " ' 
= 3 tons (about). 

Fir Joist to carry given Load. 

Bxample 7. — To find the gcantling for a fir joist in a single floor, 

Canditums, — A joist of Baltic fir has a span of 20 feet, and is to carry a 

uniformly distributed dead load of 2400 lbs. Find the scantling it should 

have for (1) strength and (2) stiffness. 

This case will not be worked out in full, as it is a very simple one. 

Preliminaries, — 

2=120 inches 

/, for Baltic fir = 6600 lbs. 

E „ = 1,444,000 lbs. 

2400 lbs. 
w = —^7^ — =10 lbs. per inch. 

F = factor of safety = 8. 

Ctdculation for strength, — Calculating for a beam of uniform rectangular 
section throughout its length 

8 ""•'^ 6 ' 

6x(Fir)P 

= 624. 
Taking 6=3. (^2= 175, and (^=13", 
as 13* would be inconvenient. Take 6 = 4. (£2 = 1 31, and d = 1 1 "4. 

Calctdation for stiffness. — To calculate deflection of the beam if 4" wide 
and 11-4'' deep. By Equation 47, p. 68 

^ 12nWZ3 
we have ^ = -£^3 ' 

Here n = -^^ (see Table C, col. 1, line 4). 

12x6x 2400 X 2403_ 
"^ 384 x 1,444,000 x 4 x 11-43' 
= ^ inch. 



So 
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If, however, the beam is to carry a eeiling below, the deflection should 
not exceed ^" per foot of span, or ^ = Y altogether. 

To find the depth that the beam should have, so that the deflection 
shall not exceed Yt ^^ ^^^^^ ^1 Equation 47 

,^ 12nWP 
\ 



(£3 = 



EW8 ' 
12nW/3x2 



E6 ' 
(£8=1800, 
(2=12 inches (about). 

ITsefiil Notes. 

Strongest rectangular beam that can be cut from a round log (Fig. 122). 

Trisect a diameter AB of the log. From the points of tri- 
section C, D raise perpendiculars Cm and DF, cutting the cir- 
cumference at E and F. Join AE, AF, FB, and BE ; then 
AEBF is the strongest beam that can be cut out of the log. 
It can be shown that 

jp-;^-07 nearly. 

Stiffest rectangular beam that can be cut vuJt of a round log 
(Fig. 125). 

Divide a diameter AB of the log into four equal parts at 
the points C, 0, and D. From C and D draw perpendiculars 
cuttmff the circumference at £ and F. Join AE, AF, FB, 
and BE. Then AEBF is the stiffest beam that can be cut 
out of the log, and it can be shown that 

AF"V3"7" 
Proportion of breadth to depth in a beam. — 
We have seen above that the ratio of breadth 
to depth is : 

For the strongest rectangular beam cut out 
of a round log, 1 to >^/2. 
For the stiffest rectangular beam cut out of a round log, 

1 to V3 . 

When, therefore, a single rectangular beam has to be cut from 
a round log, its proportions will be regulated by one of the 
above rules, according to whether its strength or stiffness is more 
important. 

In practice, however, the beams used are not generally cut 
simply out of round logs, and the proportions are governed by 
other considerations. 

The width is made sufficient for lateral stiffness and for fixing 
the superstructure, and the depth as great as convenient under 
the circumstances, taking care not to exceed the market size of the 
timber. 




Fig. 123. 




Chaptek IV 

WTROUGHT IRON ROLLED BEAMS.* 

rriHE test section for a beam made of wrought iron is very 
-^ different from that for a timber beam. 

We have seen that the direct stresses produced upon the cross 
section of a timber beam may be graphically shown as in Fig. 124. 
They are greatest on the layers most remote o ^ 

from the neutral axis, gradually decrease as they p ^ 
approach the axis, and dwindle to nothing at all j^^ ^ttrn^ 
at the axis itself v ■ 

In a rectangular soUd section, however, just 
as much material is provided to resist the stress 
at PQ or VX, where this stress is small com- ^^' ^''^^' 

paratively, as at CE or DF where it is largest, and indeed just 
as much at the neutral axis where there is no direct stress at all, 
but merely the maximum part of a comparatively small shearing 
stress (see p. 61). 

It is evident then that, so far as the direct stresses are con- 
cerned, the portions COD and EOF are useless, and might be 
removed. To resist the shearing stress a small portion must be 
left near the neutral axis. 

Nevertheless it would be undesirable to cut away these por- 
tions in the case of timber beams, as in most cases it would destroy 
the continuity of the fibres, and would lessen the resistance of 
the beam to lateral forces, that is, to those forces acting hori- 
zontally, which, although not as a rule calculated for (their amount 
being imcertain), should be allowed for in practice. Moreover, 
the wood obtained by thus cutting the beam would not pay for 
the labour of cutting. But in iron, which has in any case to be 
formed to a particular shape, it is evidently desirable for the sake 
of economy of material and weight to make beams of the shape 
best adapted to resist the stresses that will come upon them. 

} The formuUz for practical use are Equations 54, 55, 56, p. 87, 88, and in 
Appendix XXI. Examples are given at pp. 88 to 91. 

B.C. IV. G 
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Wrought iron beams are therefore rolled of the form shown 
in Eig. 125. 

DF „ lower „ 

KM „ web „ 

By this arrangement, as will be seen, the bulk of 
d""^^^^f the metal is placed in the flanges where the greatest 
Kg. 126. direct stresses exist, and these flanges are connected 
by the web KM. If the thickness of the web were regulated by 
the shearing stress only, the amount of which is comparatively 
small, it would be made very thin. 

Practically, however, for reasons which will soon be men- 
tioned, the web is made thicker than is necessary to resist the 
shearing stress. 

Let us now take a section of an ordinary rolled iron beam 
(Fig. 126), such as is kept in stock by merchants, and ascertain 
the nature and distribution of the direct stress upon it. 

Besistance of Wrought Iron. 

Ultimate Besistance, — We know from Parts II. and III. that the breaking 
stresses for average wrought iron may be taken as follows : — 

Tension . . 25 tons per square inch. 

Compression . . . 16 to 20 „ „ 

Shearing ... 20 „ „ 

But as rolled beams are often of inferior iron the breaking stress in tension 
should not be taken higher than 20 tons. 

Workvtvg Resistance, — The working or limiting stresses that may with 
safety be allowed in the case of rolled beams ^ are 

In Tension ... 6 tons per square inch. 

Compression . . . 4 „ „ 

Shearing . . . 4 „ „ 

These are lower than those sometimes allowed in the case of iron for roof 
trusses. 

To find the Moment of BeBistance of an X Beam. 

There are several different ways, more or less accurate, of finding the 
moment of resistance of a rolled iron beam. 

A simple, imd at the same time accurate method, is founded upon exactly 

^ In consequence of the iron in rolled beams being free from joints, welds, and 
other sources of defective workmanship, it is the practice of some engineers to take 
the working stresses upon them as follows :— 

In Tension .... 6 tons per square inch. 
Compression ... 5 ,, „ 

Shearing . . . 5 „ „ 

As such beams are, however, often made from inferior iron, it is better and safer to 
adhere to the limiting stresses given above. 
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the same principles, and worked out in almost the same manner, as the cal- 
culation described at p. 43 et seq. for a timber beam. 

Graphic Method, including Web, — The internal direct stresses produced 
in a wrought iron beam, slightly bent by a central load, are similar to those 
produced in a timber beam. 

The fibres above the neutral axis are in compression ; those below it in 
tension. 

The intensity of stress in the different layers of fibres is greatest in those 
which are most remote from the neutral axis, and becomes smaller and smaller 
as they approach the neutral axis, imtil, at the axis itself, there is no direct 
stress at all. 

The amount and distribution of the stresses may be graphically shown, 
just as they are for a timber beam in Fig. 74. 

Fig. 126 is the section of a rolled iron beam 10" deep, with flanges 4*^ 
wide and Y thick, the web being also \" thick. 




':^Uton$persq.in. 
S.6 tons per sq.tn. 



M' P' 

Fig. 126. Fig. 128. Fig. 127. 

Linear scale Linear scale J inch = 1 foot. Scctle of stresses 

J inch=:lfoot. Scale of stresses 1 inch= 16 tons. 1 in^= 16 tons. 

The centre of gravity of this section will be at the central point n^ and 
the neutral axis will pass through it (see p. 44). 

The limiting or working stress for wrought iron in compression bein;? 
4 tons, £md in tension 5 tons per square inch, it is evident that the limit will 
be first reached in the flange which is under compression, i.e. in the present 
case (a beam supported at the ends and loaded) the upper flange. 

To put this in other words : When the stress upon each flange is 4 tons 
per square inch, the compression flange will be undergoing the limiting stress 
allowed for it, but the tension flange will be undergoing only four-fifths of 
the stress that it could rightly bear. 

Fig. 1 27 is a diagram showing the intensity of stress on the different layers 
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of fibres at the moment when the extreme fibres under compression at CE 
are subjected to the limiting stress of 4 tons per square inch at ce. 

When this intensity is called out, a similar stress df of 4 tons per square 
inch occurs on the lowermost layer DF, This layer would safely withstand 
5 tons per inch, but that stress cannot be called out without exciting a similar 
stress of 5 tons per square inch on the uppermost compression layer CE, 
ie. a stress in excess of the limit of 4 tons per square inch. 

A cross section of the rolled iron beam is shown in Fig. 128, with the 
angles square for -the sake of simplicity, and having marked upon it the 
amount and distribution of the stress upon the section. 

At CE the compression flange is 4" wide, the stress at CE is therefore four 
times C6 = 4 X 4 tons — 16 tons. 

At QH the flange is also A" wide, and the stress four times gh=^4t" y, 3*6 
tons= 14*4 tons. 

At KL the web is | inch wide and the stress upon it at that point is « 

I x^^ = ^ X 3*6:= 1'8 ton. Two points k and I are thus obtained on the 

, , diagram of stress, as shown in Fig. 129, 

^ r which is an enlargement of part of Fig. 128. 

|\ ,'j The diagram of stress is completed (the 

web being rectangular) by joining Icn and 
In (Fig. 128). A moment's consideration will 
show that the same two points can be obtained 

by dropping perpendiculars KK' and LL' on 

to CE, and joining K'n and L'n, the inter- 
sections with KL are the points required. 

Thus the hatched portion above the 
neutral axis represents the amount and dis- 
tribution of the compression on the fibres of 
Fig. 129. the beam. 

In the same manner may be constructed the hatched diagram of tensile 
stresses below the neutral axis. 

It will be seen at once that the result we have obtained amounts to 
drawing Cn, En as far as their intersection with QH, and Dn, Fw as far as 
their intersection with I, J, and then completing the diagram by joining K'n, 
L'n, M'n, and P'n. So that in practice Fig. 127 is not required. 

Thus CoAmZpE is the equivalent area of compressive stress. This area, 
multiplied by 4 tons per square inch, will give the actual amount of resist- 
ance to compressive stress. 

Similarly the hatched figure DrmnpsF below the neutral axis, multiplied 
by the intensity of stress 4 tons per square inch, gives the amount of resist- 
ance to tension. 

Now we know that in the case of the timber beam the moment of 
resistance is equal to the stress of either kind multiplied by the distance between 
the centres of gravity of the eqiiivalent areas shown on the diagram. 

It is, however, simpler in this case, and quicker, to take the parts of the 
rolled beam separately. 

Thus, in Fig. 128, the moment of resistance of the flanges is equal, to 
stress area Co^/j>E x distance between the centre of gravity of CohnlpE and 
of Drmn^«F. 

The moment of resistance of the web = stress kin x distance between the 
centres of gravity of Un and mjpTu 
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StreBs Area ^ ^ISJ^S^ X Gravity of Area* CofcnZi>B 



Stress 

tons 
4 



Distance between Centres of 
ty of Areas Cofe 
and DrmnpsF 



= Jx|^x4x9-53, 
= 72-43. 



9*63 inches, 



Mof Web = 



stress Area 



y Limiting ^ Distance between Centres of 
^ Stress ^ Gravity of Areas 



= { A" X 4 J" X J I X 4 tons X 6 inches, 



___ =24-3. 
Therefore, M of Flanges and Web = 72-4 + 24-3, 

= 96*7 inch-tons. 

STRESS DIAGRAMa 
In cases where the flanges of the beam differ very greatly from red- 






Fig. 180. Fig. 131. 

angles, the nearest equivalent rectangles may be sketched in and the cal- 
culations carried out as if the flanges were of this shape. 

Thus in Fig. 1 30 abed may be taken as the shape of the flange ; and in Fig. 
131 the flange may be considered as made up of opqr and 8tw. The moment 
of resistance of each rectangle should then be found, as previously explained, 
and the sum of these moments will be the moment of resistance required. 

Alternative Method, — The following is another method, which may 
occasionally be employed with advantage. 

In Fig. 132 the stress diagram for the shallow rectangle sv is obtained as 
explained for Fig. 128. Now it is evident that the depth m of the rectangle 
may be diminished until it becomes nothing, without altering the position of 
the points u^ and v^ The rectangle su would then coincide with the line uv. 
It thus appears that UjV^ represents the stress in the layer of fibres uv ; 
and in the same way x^y^ represents the stress in the layer xy. Hence k^, 
flpj, yj, and t;^ are points in the stress diagram of the flange. 

And similarly any number of points can be found on the stress diagram, 
as shown in Fig. 132. 

Area and centre of gravity of stress, — The area of the stress diagram and 
the distance of its centre of gravity from n must now be found. The former 
can be obtained by reducing in the usual way to a triangle, or better stOl, 
by means of a planimeter, should one be available ; the latter can also be 
determined by a graphic method, which is too complicated for these Notes. 
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Both, however, can be found by the following simple artifice with ample 
accuracy for all practical purposes. 

Draw the stress dia- 
gram on a thick piece 
of Bristol board, and cut 
it carefully out with a 
sharp penknife. 

To find the area 
weigh the cut-out dia- 
gram, and then weigh 
one square inch of the 
same Bristol board ; the 
first weight divided by 
the second will give the 
area required in square 
inches. 

To find the centre of 
gravity. — Make a small 
hole at each of the 
comers D and F, so that 
when a needle is passed 
through, the piece of 
^ cardboard will swmg 

^^' "■ perfectly freely. Attach 

a small weight to a fine thread and secure the thread to the needle as shown 
in Fig. 133. Mark the position of the thread on the diagram, both when sus- 
pended from D and from F ; the intersection of these two lines is the centre 
of gravity required. In the particular case under consideration the centre of 
gravity lies on the centre line through 71, owing 
to the symmetry of the diagram. 

MathematloflJ Method of finding the moment 
of resistanee of a wrought iron X beam. — The 
graphic method described, pp. 88 to 86, gives exactly 
the same result as the accurate mathematical formula 
given in Rankine's and other works, and is simpler 
to understand. 

The mathematical formula is — 








. . (58), 

where ro= limiting stress per square incli, 

I = moment of inertia (see Appendix XIV.), 
d 

I is worked out for the present example in App. Fig. 183. 

XIV., and found to be 120*9. Substitutmg in Equation 53, we have 
To =4 tons for compression, 
^0=5 inches, 

M=^ 

yo 

4x120-9 



M = 96-7 as before. 
When the beam with its load is in equilibrium, the moment of resistance thus 
found is of course equal to the bending moment found in the manner already 
explained. 
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The calculations necessary to ascertain the weight a given rolled iron beam will 
carry, or to fi:nd the dimensions of such a beam to carry a load of particular weight 
and distribution, are similar to those already described for timber beams. 

£xamples of some of the cases likely to occur in practice are given as illustrations 
at p^ 88 ^ seq, 

Approziinate and Praotioal FormiileD for Boiled 
Iron Beams* 

Approziinate Method* Vo. 1 (ignoring weh), — In meet books of formulae, 
and in many other works describing the calculation of rolled beams, the lesist- 
ance to direct stresses afforded by the web is ignored ; the resistance of the 
flanges alone is calculated. 

Thus in Fig. 1 28, p. 83, the resistance indicated by the triangle Tdn would 
be omitted. 

Instead, however, of taking the stress area CoUpE as representing the 
varying resistance of the flange, the whole area of the flange is taken. 

Again, instead of taking the distance between the centres of gravity of 
the stress areas as the length of the arm of the couple, the full depth of the 
beam is taken. 

The resulting formula stands thus — 

M = area of flange x limiting stress x depth, 

= Axr,xrf (54). 

This formula gives defective results, and the thicker the web (in propor- 
tion) the greater the error. The error will therefore be greater in small 
rolled beams (as in the above instance) than in large ones. Taking the beam 
just dealt with, and ro = 4 tons 

M = 4xjx4xl0, 
= 80 inch-tons. 

We know from p. 85 that its actual value, as there calculated, is 96*7 
inch-tons. 

This formula should therefore be employed only as a trial-method to 
pick out a suitable section, as shown in Example 9, and to be followed up 
by the accurate method already explained. 

Approximate Method, No. 2 (indvding vjeh). — In the method just described 
the flanges only are considered, the web ignored. 

From a glance at Fig. 128, p. 83, it will be seen that the moment of the 
triangle of stress thus ignored, ie, kin, is approximately 
» area kin x^dxr^ 
= i area of web x §(i x r^ 
= J area of web xdxr^ 
If, therefore, we add ^ area of web to the area of the flange and multiply 
by dy we shall have another formula for the moment of resistance, namely — 
M = (A H- ^ area web) xr^xd . . . (55). 
Taking the same beam as before, 

M = (4 X ^-f-i X 10 X J) X 4 X 10, 
= 113-inch tons. 
This formula gives too large a result, and is therefore not a safe one 
to use; the true value of M lies between the values found by the two approxi- 
mate formulsB. 
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Fraotioal Pormula for Boiled Iron Beams, whose Iiength, 
Breadth, Depth, and Weight are given. 

The student should observe that in the case of rolled iron 
beams the choice is practically limited to the sizes which are 
usually rolled by manufacturers, and in many cases to what happens 
to be in stock. Most manufacturers publish a list of sections, and 
many also supply illustrations of full-sized sections. The process 
is therefore to select from such a list that section which best fulfils 
the requirements of the case. For such a purpose the approxi- 
mate formulae given above are very useful, but it sometimes happens 
that only the depth, the width, and the weight per foot are 
obtainable, and it is to be observed that this is the information 
usually given when specifying for a rolled iron beam. The follow- 
ing formula based on these data is therefore useful, namely — 

Approximate Method, No. 8.— Safe distributed load in tons 

= 0-55(i^-0-36rf)^. . (66), 

where «? = weight of rolled iron beam in lbs. per foot, 
h = breadth in inches, 
d = depth in inches, 
L=span in feet. 
This formula is constructed on the supposition that the 
maximum safe stress is 5 tons per square inch, and it will be 
foimd on trial to give fairly good results. 

Distributed Load that can be safely borne by a Boiled 
Iron Beam of given Dimensions. 

Example 8. — Condittons, — Suppose an I rolled iron beam to be of the 
eection shown in Fig. 126 and to be 12 feet between supports, what load uni- 
formly distributed over its length will it safely carry ? 

Calculation by mathematical Method. — Preliminaries, — Taking the 
safe limit of stress in compression at 4 tons per square inch, we know from p. 
86 that the moment of resistance of this beam » 967 inch-tons. 

The maximum bending moment (see Case 7, p. 33) M^ = — . 

But Mc = M, 

w1^ = 96*7 inch-tons, 

^^^^^ ^ = 12feet=144", 

^ , 96-7 X 8 
• 144 » 

= 5*37 tons. 

Calculation by approximate Method No. 1. — The value of H found by the 
first approximate method which ignores the web was 80 inch-tons (see p. 87). 
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Hence ^-=80, 

144 ' 
= 4*44 tons. 
Thus this method ffives as the distributed weight that can safely be carried by 
the beam 4'44 tons, whereas by the more accnrate method it was found to be 5 '87 
ton& 

Distributed Iioad that can safely be borne by a Rolled Iron 
Beam of given Length, Width, Depth, and Weight. 

Bzample 9.— A rolled iron beam 12 inches deep and 6 inches broad is 
fonnd from a Table of Sections to weigh 66 lbs. to the foot. Hence, from 
the apprtxxMnaU formula No. S (56), for a span of 18 feet we have 
Safe distributed load = 0-55 (66 - 0-3 x 6 x 12)||, 
= 12-6 tons. 
The average thickness of the flange of such an iron beam is 1 inch. 
Hence, using approximaJU formula No. i, 

- = A + r^ + d. 



Safe distributed load wl 



8 

8x6x1x5x12 



18x12 » 

= 13-3 tons. 
The moment of inertia of this section will be found to be 400. Hence 
by the rruUhematical formula (see Equation 63, p. 86) 

8 '%' 

«*!. ^.v.ji •. , 5x 400 X 8 

Safe distributed load wl= - — ^-r — r-z. 

6x 18x 12' 

= 12*3 tons. 

Example 9 A.— Again, take the case of the rolled iron beam 16'^ x 6" of 

which, the moment of inertia is 804, and let us find the safe distributed load 

for a span of 20 feet, when the beam is supported at the ends. 

On referring to a Table of Sections such as is published by manufacturers 

it will be seen that this section weighs 63 lbs. to the foot Hence by 

approximate formula No. S 

Safe distributed load = 0-56 (63 - 03 x 6 x 16)fJ, 

= 15 tons ; 

and by the accurate inathematical formula 

Safe distributed load = . 

8x20x12' 

= 16-8 tons. 

Section for a Joist of a specified Span to carry a given 

Distributed Load. 
Example 10. — Conditions. — A rolled iron floor girder of 20 feet span 
and fixed at the ends has to carry a uniformly distributed dead load of 1 
ton per foot run of its length. 
Find the dimensions required 

(1) For strength, 

(2) For stiffness. 
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Preliminaries, — 

w = 1 ton per foot nin « y\j- ton per inch = 186 Iba. 
I = 20 feet = 240 inches. 
^ = 29,000,000 lbs. for wrought iron bars. 
Sesidance to direct Stresses, — This being a case of a beam fixed at the ends, 
the greatest bending moment is at the point of fixing (see Case 2, p. 72), 



and is (Equation 51, p. 72) -y^. 



Therefore 



M. 



1 

_T2j 



12 

(240)2 



12 



= 400 inch-tons, 



and hence the rolled beam must have a moment of resistance of 400 inch- 
tons. 

It is practically necessary to select a section from those kept by manu- 
facturers. Supposing, therefore, we have a sheet of sections before us, and, 
as a first trial, select a section 12* deep, with flanges 6" wide, and 1" thick. 
Using the approximate formula No 1 given at p. 87 (Equation 64) we find 

M = 6xlx4xl2, 
= 288 inch-tons, 
which is a great deal too small. 

Trying next a section 17" x 6" x 1^* we find 
M = 6xljx4x 17, 
= 510 inch-tons, 
which is more than necessary. A section 16* x 6' 
X 1" gives M = 384 inch-tons. This section will 
therefore probably do, since the value of M found 
by the approximate formula is too low. 

The moment of resistance of this section may 
be found by the graphic method thus : 

The upper and lower flanges may be taken as 
having a mean thickness of 1 inch, and the web 
is -^ inch thick. 

The equivalent areas are drawn as described at 
p. 83, and we have the following moments of 
resistance (Fig. 1 34) : — 




For flanges ^ 
For web 



tons 



J(6*H-J6*)xl*xl6*x4 



Inch-toiM 
: 337-5 



yV'x|xix7''xf Xl4*x4 = 64-3 
Total moment of resistance = 401 '8 



This section will therefore be suitable in point of strength. 

^ 15", the distance taken between the centres of gravity of the stress diagrams 
for the flanges, is a little less than the true distance, because the stress diagram for 
the flange is a trapezium, not a rectangle. The true distance is 

=2(7 + 0-61), 
=16-02, 
and the moment of resistance for the flanges becomes 842 inch-tons. 
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It must of course be understood that no holes are to be made in either 
flange. If any are necessary, the breadth or thickness of the top and bottom 
flanges must be increased accordingly. 

ResUtanee to Shearing. — We know then that the beam selected is able to 
bear the direct stresses that will come upon it ; the next question is wliether 
the web will bear the shearing stresses. 

The greatest shearing stress is at the points of fixing, and it there amounts 

to — (see Case 7, p. 69) = — - — = 10 tons. 

This has to be resisted by the sectional area of the web. This area is 
14" X y^^" = nearly 8 square inches, 
10 tons 
the shearing stress will therefore be r 7— = 1 J ton per square mch. 

Now the safe working shearing stress may be taken as 4 tons per square 
inch, so that the web is amply strong enough. 

DeJUditm, — From Case 2, p. 72, and Appendix VIII., we see that the maxi- 
mum deflection of a beam of uniform section fixed at both ends and uniformly 
loaded throughout its length is at the centre, and is 

1 



'^^ EI '^384- 




p. 86) that 




16 
-^^2><2x4' 




= 804. 




186x2408 


1 


29,000,000 X 804 


384' 



= 0-06 inch, 
or much less than the specified limit for floor girders (see p. 69) of -^" per 
foot of span, viz. in this case, f^ = ^'\ 

The section of girder chosen is therefore both strong enough and stiff 
enough for the purpose, if care is taken in setting it that the ends are 
properly fixed, 

Bemarks on Boiled Beams. 

Large rolled beams not theoretically economicaL Rolled beams 
much used because cheap and useful. Can be fixed at ends, BoUed 
iron beams when more than 12 or 14 inches deep are not theoreti- 
cally economical, because their section is uniform throughout their 
length, and their flanges are equal to one another. They are 
therefore not of uniform strength throughout their length, and thus 
more material is used in them than is theoretically required. 

A glance at pp. 34 and 69 will show that in a section of uniform strength 
both web and flanges would vary in dimensions at different parts according to 
the stress that comes upon them. 
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Thus for a beam with a uniformly distributed load and supported at the 
ends the area of the flanges required at the centre to meet the maximum direct 
stress becomes unnecessarily great as the ends are approached, because the 
direct stress diminishes (see Fig. 50) towards the ends. 

lliis is still more the case vnih a load at the centre (Fig. 48). 

The web, on the contrary, would theoretically require to be greater at the 
supported ends to resist the shearing stress, and would gradually diminish 
towards the centre. 

The flange in tension might be smaller than that in compression, as it 
can be safely subjected to a greater stress per square inch. 

In the same way, beams of uniform strength for other dispositions of load 
would theoretically require to have flanges and web with varying sections to 
suit the stresses at different points. 

The method in which rolled beams are manufactured (see Part IIL) 
renders it impossible that their section can be varied to suit the stress that 
comes upon them at different points. 

It results, therefore, that these beams rolled of uniform section throughout 
must contain more material than is theoretically required. This is not of 
much importance in small beams ; when, however, the beam is large, the 
waste of material becomes important, and it is better to build up such a beam, 
or girder, with plates and angle irons so disposed as to have at each point, as 
nearly as may be, the exact amount of material which is required to meet the 
stress at that point 

The method of doing this is described in Chapter VIII. 

Eolled beams are cheap and convenient, and are therefore used 
for a great many useful purposes in spite of the fact that they 
contain more metal than is theoretically necessary to meet the 
stresses upon them. 

One advantage of rolled iron beams is that they can be placed 
with either flange uppermost, thus preventing all chance of mis- 
takes which occur with other girders put up by ignorant men. 
Moreover, as the flanges are equally strong, these beams can be 
fixed at the ends, thus greatly adding to their strength — ^giving 
them a great advantage over cast iron girders, which cannot so 
readily be fixed. 

Of course as compared with cast iron girders they possess a 
still greater advantage in being made of a sound and reliable 
material which will not give way suddenly. 

Steel rolled joists or beams are similar in form to those of 
wrought iron, and can be calculated in exactly the same way, 
using the following working stresses : tension 6^ tons, compres- 
sion 6^ tons per square inch. 

Market Sections. — Eolled I joists can readily be obtained 
in either iron or steel, from 3 to 30 inches in depth, with flanges 
up to 8" wide ; and in iron they may be obtained of much larger 
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dimensions. The largest sizes are not economical to use, as 
explained at p. 92. 

Oirders built up with the aid of X iron learns are sometimes 
nsed. The following are some of tiie forms : — 





Fig. 135. 



Fig. 136. 




Fig. 137. 

Fig. 135 may be useful in some cases, but a beam built up 
with plate and angle iron would probably be better. 

Figs, 136 and 137 are distinctly faulty owing to the waste 
of material at the centre of the section. 



Chapteb v. 
CAST IRON GIRDERS/ 

rpHE calculation for cast iron girders may be based upon the 
-*- same simple methods that have already been explained for 
timber beams and wrought iron I girders. 

There is, however, one principal point of difference, which 
makes the calculation at first sight not quite so straightforward 
and simple as in the cases previously explained. 

This difference is caused by the nature of the material. In 
the timber and wrought iron beams the resistance to tension per 
square inch was the same or not very different from the resistance 
to compression ; but in cast iron the resistance to tension is very 
small compared with the resistance to compression, as will be seen 
at once by a glance at the following figures. 

Resistanoe of Cast Iron. 
Ultimate Resigtance, — The ultimate resistance, t.e. the resistance to actual 
rupture of cast iron obtained under proper specifications for girder work, may 
be taken as follows : — 

Tension ... 9 tons per square inch. 
Compression. . . 48 „ „ ^ 

Shearing . . . 8^ „ „ 

JForking Resistance. — Working or safe limiting stress to be put upon cast 
iron per square inch : — 

Tension . . . 1 J tons per square inch. 
Compression ... 8 ,, „ 

Shearing ... 2-4 „ „ 

It will be seen from the above that the ultimate resistance 
to tension is about one-sixth of the resistance to compression. 
The limiting stress to be allowed in tension is therefore one-sixth 
of that allowed in compression. 

Manges, — If the tension flange is not made equal in strength 
to the compression flange it will tear across before the compressive 

^ The formula for practiccU use wiU be found at p. 95, Equation 57, and in App. 
XXI. 

3 The above figures are rather higher than those given at p. 315, Part III., for 
the average ultimate strength of ordinary varieties found in the market. 
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stress upon the other flange is equal to what the flange is able to 
bear. It will be seen that approximately, if the web be ignored 
altogether, the tension flange should, in order to be of equal 
strength with the compression flange, have an area six times as large. 

Approximate Formula for Calculation of Cast Iron Girders. 

The formulae ordinarily used for the calculation of the strength 
of cast iron girders are based upon the valuable experiments of 
the late Mr. Eaton Hodgkinson. 

Those experiments were made with girders having webs so 
thin that the webs may practically be ignored, because they afforded 
very little assistance to the flanges in resisting the direct stress. 

Mr. Hodgkinson arrived at the conclusion that Fig. 1 38 is the best form 
of section for a beam required to bear an ultimate or breaking strain : — 

"The section of the flanges being in the ratio of „ 

6 to 1, or nearly in that of the mean crushing and 
tensile strength of cast iron.'' 

He also inferred from his experiments that " when 
the length, depth, and top flange in different cast iron 
l)eams with very large flanges are the same, and the 
thickness of the vertical part between the flanges is snuUl 
and invariable^ the strength is nearly in proportion to 
the size of the bottom flange." Also that '* in beams 
which vary only in depth, every other dimensio] 
the same, the strengtn is nearly as the depth.' 

From these data^ he found the moment of Fig. 138. 

resistance = C x a x d. 

a being the area of the tension flange in inches. 

d being the depth of the girder. 

C being a constant or modulus found, by breaking several experimental 
beams, to be 6j^ tons. 

This value of C gives the resistance to actual breaking; the working 
modulus may be taken at one-fifth of this, ix. \\ ton. 

As the bending moment equals the moment of resistance we have 

M = Cxaxd .... (67). 

For instance, in the case of a beam supported at the ends and loaded in 
the centre 

— = Oad, 

W = ^^ 
I » 

4 X 64 tons X ad 

1 ' 

26 tons X ad 




which vary only in depth, every other dimension being W^^ - ^'^'^^ ^f.^^'^^^M^^^ Q-gg 

' ^ ' •• (< G'G7 — Hj* 



I 



^ These results are not here stated in the exact form given by Mr. Hodgkinson, 
but are modified to make them in accordance with the formulae given above for timber 
and wrought iron beams. 
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If i be reduced from inches to feet W = — ^ ; and this is the shape in 

which the formula is generally given in books, where W is the breaking weight 
in tons. 

It will be seen that this formula roughly gives the moment of 
resistance of the tension flange. 

In practice it is found that when cast iron girders fail, it is 
generally by the rupture of the flange which is in tension — ^the 
flange in compression is generally more than strong enough. 

If, therefore, the tension flange is strong enough, the girder is 
likely to be safe. 

The strength of the compression flange may, however, be 
approximately found by the same formula by substituting 48 tons, 
the breaking stress in compression, for the value of C. 

In recent practice the area of the top flange is raised from 
one-sixth of the bottom flange to one-third or one-fourth, so that 
by increased breadth sufficient resistance shall be offered to lateral 
bending. 

This formula is very simply applied as shown in Examples 
1 1 and 11 A, and though it is only approximate, it is quite accurate 
enough for the calculation of cast iron girders. The material of 
which they are made is so treacherous and uncertain that it is 
always necessary to use a large factor of safety, or (what amounts 
to the same thing) a small limiting stress in calculating them. 
Any minute accuracy in the method used for ascertaining their 
resistance would therefore be useless. 



Graphic Method of asoertaining the Section 
for a Cast Iron Girder.^ 

The distribution of stress over a cast iron girder under a safe 
load, and subject only to a smaU limiting stress, can be shown in a 
manner similar to that already described for timber and for wrought 
iron beams, and its strength determined from the diagram thus 
obtained. 

Such a diagram will show the actual distribution of the 
stresses over both flanges and the web at the moment when 
the extreme fibres under tension are subjected to the working or 
limiting stress, and can easily be constructed as follows. 

^ This is described as it illustrates principles, and for the sake of those who 
prefer drawing to calculations. 
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19" 



4 



'^/: 



i 



to" 



Take the case of a girder of the section shown in Fig. 1 39, supported at 
the ends and loaded in the centre. 

The lower flange will be in tension, and 
the centre of gravity will be at a point Y 
from the bottom edge.^ 

The neutral axis NA will pass through the 
centre of gravity. 

The diagram of intensity of stress (Fig. 1 40) 
and the diagram of distribution of stress (Fig. 
141) are drawn in the same way as at p. 83. 

If we limit the tensile stress on the lower- 
most fibre to 1^ ton (the working tensile stress), 
we see that the maximum compressive stress per 
square inch dV upon the uppermost fibre will 
be (in proportion to its distance from the neutral 

.,13 ^,, 13 3^ 39 „„ ^ 

axis) y X 6V=YX-tons = — = 2JJ tons. 

Now the fibres in compression could safely bear 8 tons per square inch, 
so that in this girder they are not called upon to bear more than about one- 
third of the safe working stress. 



i— w' 



W^-m 



Fig. 189. 




w^toti^ H itT—' ^ 

Fig. 140. Fig. 141. 

ScoXt of Stresses 1 inch = 4 tons. Linear scale \ inch = 1 foot. 

Scale 0/ stresses 1 t7ic^=:12 tons. 
So far as mere compressive stress goes, the upper flange is therefore un- 
necessarily large, though it may nevertheless be desirable to make it of the 
dimensions shown, for the reason mentioned at p. 96. 

The figure show^ing the distribution of stress is obtained as before by 
multiplying the number of inches of fibres at each point by the intensity of 
stress at that point obtained from Fig. 1 40. 



^ See Appendix XII. 
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Thus at CD there are 4" of fibres, each acted upon by a stress equal to 

13 13 

d'a' or -=- X the limiting stress, so that C^D^ = — x 4 = 7^ inches. At gh there 

12 
is 1 inch of fibres acted upon by — of the limiting stress, so that the width 

12 
of the stress area at this point is = ^ inch and reduces gradually imtil at 

the neutral axis the direct stress is nothing. 

The equivalent shaded area in tension below the neutral axis is of course 
equal to the equivalent shaded area in compression above the neutral axis, 
being in each case about 17^ square inches. 

The centres of gravity of these two equivalent areas are 15*97 inches 
apart, and the moment of the couple, i.e. tiie moment of resistance of the 
girder, is equal to the equivalent stress area of either kind in square inches x 
the limiting stress per square inch x the distance between centres of gravity = 
17^ square inches x 1^ ton x 16-97 inches = 41 7'5 inch-tons. 

Comparison wfth Result from approximate Formula.— Let ua compare 
this result with that obtained from the^pproximate formula given at p. 95, namely — 

Taking 0=1} ton, as at p. 95, we find 

M = lx(16xli)x20, 
= 400 inch-tons. 
But the limiting stress has been taken above at IJ ton per square inch. If C be 
taken =1^ ton, M=480 tons. 



.» SigTons, 








Fig. 142. 
Linear scale J" = 1 foot, 
ScdU of stresses 1 inch=^ 12 tons. 



Fig. 148. 
ScaXe of stresses 
1 tnc^=4 tons. 
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Section with tapering Web. — In a girder of the section shown in Fig. 142, 
and at p. 169, Part I., where the web tapers in thickness from the upper to 
the lower flange, supported at the ends and loaded, the stresses would be as 
shown in Pig. 143. 

It will also be noticed that the maximum stress in compression, i.e, that 
on the extreme upper fibre, is only 3^ tons. 

Mathematical Method for oalciilatiiig a Cast Iron Girder. 

The mathematical method may be described, though the graphic method just 
described is equally accurate, and safer to use. 

The formula used for M is — I, or ~ I, in which 
Vc * yt * 
re = limiting stress in compression. 
r,= „ tension. 

^0= distance from NA to extreme fibre of compression flange. 
^(= ,, „ tension flange. 

1= moment of inertia. 

The former of these two formulra is used when the compression flange is weaker 
than the other ; the latter formula when (as is usually the case) the tension flange 
is the weaker. 

A case worked out by this method is shown at p. 104. 

Figs. 141 and 142 give a clear idea of the nature and distribution of 
the direct stresses on a cast iron girder, but for the reasons given at p. 96 it 
is seldom necessary to go into any accurate calculations for such girders. 

The shearing stress is distributed in the same way as described at p. 61 
for timber beams. It is nearly all borne by the web, being a maximum at 
the neutral axis and diminishing as the flanges are approached, until at the 
flanges themselves the shearing stress is almost nothing. 

Practical Points connected with the Form of Cast Iron 
Girders.^ 

Fropartians of Flanges, — In both the sections given it will 
be seen that the compression flange is never called upon to 
undergo anything like the working stress that it can safely bear. 

Thus in Fig. 140 the stress on the extreme fibre in compression 
is only 2^ tons instead of 8 tons per square inch, and in Fig. 1 43 
it is only 3^ tons per square inch. 

It appears, therefore, that so far as resistance to crushing is 
concerned, the compression flange might be made smaller ; practi- 
cally, however, other points have to be considered. 

The flange which undergoes compression must not be made 
too narrow, or (though safe against crushing) it will fail by buck- 
ling sideways. 

The greater the span the wider the flange should be. No rule 
has been laid down for this, but it is well not to make the com- 
pression flange narrower than one-sixtieth of the span. 

1 See also Part II. 
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It will be further seen that in some cases, when from construction of the 
whole building it is impossible for the cast girder to buckle, the compression 
flange need not have an area exceeding one-sixth of the area of the tension 
flange, and this proportion is sometimes taken as the imiversal rule. 

When, however, the compression flange has to be widened to resist cross- 
buckling, or when it is required to be wide to support a wide form of load 
such as a wall above, then it is often necessary to make it of greater area 
than one-sixth of that of the tension flange. The consequence is that some 
writers propose one-fourth and others one-third as the proportion (see p. 96). 

Each case must, however, depend upon circumstances. As a 
rule a compression flange having one-sixth the area of the tension 
flange is large enough, if it is wide enough to resist cross-buckling, 
and to carry the load upon it. 

The web must of course contain sufficient area to withstand the 
shearing stress that comes upon it. 

In order to prevent it fix)m "buckling** sideways it is customary to 
strengthen it by feathers or stifleners, as shown at /in Fig. 144 and in Part 
I. Figs. 247, 248. 

These stifleners should, however, be avoided as far as possible, because 
the angles formed by their junction with the web and flanges tend to produce 
weak points in the castings, for the reasons explained in Part III. 

The depth of a cast iron girder must of course in most cases 
be governed by circumstances, but when possible it is desirable 
to give it a depth of at least one-twelfth the span, or one-tenth 
when considerable stifihess is required. The depth is, however, 
very often made much less than this in practice. 

Camber. — Cast iron girders should be constructed with a rise in the centre eoual 
to rhr to -^^ of their span, so that they may not when loaded sag or droop below 
the horizontal line. 

PoifftU cormected with catting. — So far as the requirements of good casting 
go,^ for flanges 2' wide it is not wise to have a less thickness than 1|", and 
for flanges 18'' wide not less than 1", but as a rule ^ the thickness of any part 
should not exceed ^ of the width of the part. 

When one flange is to be thinner than the other, as in Fig. 142, the web 
may taper from one to the other, each end being equal in thickness to the 
flange it joins. 

Some founders prefer that the thickness of the metal should be the same 
throughout web and flanges, as in Fig. 141. 

In any case, there should be no sudden variation in the thickness at any 
part, and no sharp angles. 

Girders of uniform Strength. — The method by which cast iron girders 
are made is such that they can without any difficulty be cast so as to 
be of uniform strength, the form varying according to the load they have 
to carry. 

Thus for a girder with a uniformly distributed load the shape would be 

1 Wray. ^ Adams. 
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approximately that shown in Figis. 144 or 145, the material being rednced 
where the stress is less, so as to form curvea^ 

The alteration in section may be obtained by altering the depth, as in 



Fig. 144. 



Fig. 145. 

Fig. 144, and leaving the flanges of uniform width throughout) or by 
altering the width of the flanges at different points according to the stress upon 
them, keeping the depth of the girder constant throughout, as in Figs. 146, 
147. 

ELEVATION. 



^^ 



Fig. 146. 
PLAN 




Fig. 147. 

.A cast iron girder should never be fixed at the ends, because of the 
change from compression to tension which takes place (as shown in Fig. 112) 
in the top flange as the fixed end is approached. This is not desirable even 
when the girder is designed accordingly, and is unsafe if the ordinary design 
is followed, for then the top flange at the point of fixture will be unduly 
strained in tension. 



EXAMPLES OF CAST IRON BEAMS. 

Caat Iron Cantileyer. 
Example U. — Conditions. — A cast iron 
cantilever for a balcony (Fig. 148) has a 
projection of 6 feet, and has to carry a 
distributed dead load (including its own 
weight) of J ton per foot run. The depth 
at the wall must not exceed 3 feet, 
the dimensions for the cantilever. 

PreUminaries, Jrl 

10 = ^ ton = weight per foot run on the ^ 
cantilever including its own weight, 
= ^ ton per inch nm.^ 




Fig. 148. 



1 Theoretically the curve for Fig. 144 shonld be something between a parabola 
and an ellipse. In practice an arc of a circle with ends rounded is used, the ends 
being half the depth of the centre. The curves on plan Fig. 147 are parabolas. 

^ The cantilevers are assumed to be 5 feet apart. 
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I a length = 72 inches. 

C = 1 ton per square inch = coefficient for Hodgkinson's formula. 
a = area of top (or tension) flange in inches (to be found). 
d = depth of cantilever at wall = 36 inches. 
E = modulus elasticity of cast iron = 17,000,000 lbs. per square incL 

Now since M = M, 

I 
hence (Case 2, p. 28) ''^^ • « = C(w?, 

that is, ^^y X 72 X 36 = 1 X a X 36. 

Hence area of tension flange is a = 3 square inches, and the flange 
^4^- may be 4" x f " 

area of compression flange = ^ x 3, 

= \ square inch. 
Thus the web is thick enough to act as a compression flange, or 
an enlargement may be made for appearance, as shown in Fig. 

149. 

The shearing stress at the wall will he^wl^S tons (Fig. 83, 
p. 67). 

The thickness of web t required to resist shearing 
_ shearing stress 

depth of web x working resistance to shearing per square inch' 
3 tons 
■"36x2' 
= ^ inch, 
the actual thickness ^" is therefore 16 times as strong as it need be. 

Great waste of metal and sacrifice of appearance would result from 
making the cantilever of uniform depth throughout The depth required by 
theory at different points may be found by equating the moment of flexure 
at each point with the moment of resistance. 
At any point P distant x from the wall 




2 

We have then w(l-xf 



Cad, 



2 Ca 



Taking i = 6 feetj When x=l d = ^^ o ^^ 



2 1x3 

= |.2 X J = fl = 25 inches 
fl;=2 d = |2xi=i| = i6 „ 
« = 3 d=«2x|=,?^= 9 „ 
x = A (i = |2xJ=T^= 4 „ 
re = 5 c? = |.2xj = »^= 1 inch 
x=6 <i=0. 

Setting off these values as ordinates at the different points, and drawing 
the curve of the bottom flange through the extremities of the ordinates, 
we have Fig. 150. 
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The curve might have been ascertained by drawing a parabola with its 
apex at B through CB. 

It has also been shown that area of •* 
the web is largely in excess of the require- a 
ments. It is evident, therefore, that large 
boles may be made in the web, as in Fig. 
148, which will lighten the cantilever and 
improve its appearance without making 
it too weak. The end of the cantilever 
may with advantage be thickened as jy ir* iko 

shown by the dotted line, Fig. 148. ^' ^"' 

Tht deflection of the cantilever cannot be accurately ascertained, because 
it has been designed by an approximate formula, in which the resistance 
afforded by the web has not been taken into accoimt. 

Assuming, however, that the stress on the tension flange will not exceed 
the limit of 1 ton per square inch, the probable deflection may be ascertained 
by Equation 45, p. 67. 

A = ^, 
Ey..' 
in which 7i' = 1 (for a cantilever of uniform strength and breadth), 
r^=l ton, 

y^= 16 inches nearly. 
^ A 1 X 2240 X 722 

^^** ^ = 17,000,000x16' 

= 0*04 inch = ^ inch. 

The allowable deflection, even if there were to be a ceiling below, is •^" 
per foot run of cantilever = 1^", so that this cantilever is amply stiff 
enough. 

If any holes are made in the upper flange to aid in securing the platform, 
a sufficient width must be added to the upper flange to make up for the loss 
in area caused by the holes. 

Clearly, also, it is not strictly accurate to take the load (including weight 
of cantilever) uniformly at ^ ton per foot, as the weight of the cantilever 
itself varies from 8 lbs. per inch run at the wall to almost nil at the end. 
In this small cantilever this is of no consequence, but in larger work it would 
become important. 

Cast Iron Girder. 

Example llA. — To find the weight that a given girder will bear. 

Condition, — A number of old cast iron girders in stock have their cross 
section throughout of the form and dimensions shown in Fig. 139. Span 
= 20 feet What distributed load per foot run will they safely bear when 
supported at the ends ? 

1, By the approximate rule (Equation 57), taking limiting stress in tension 
at 1^ ton per square inch, 

CadxS 
w= — s — . 
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1^x16x20x8 
240« ' 

= 0-067 ton per inch, 
= 0*8 ton per foot run. 
If C Ib taken at 1^ ton, as recommended at p. 95, the safe distributed load 
would be f 0-8 = 0*66 ton per foot run. 

2. By the graphic method, taking the limiting stress in tension as 1^ ton. 
From p. 98 we know M to be 417*5 inch-tons. Hence 

-Q- = 417-5. 

w =0*058 ton per inch, 
= 0-70 ton per foot 

3. By (he Tnathematieal method. — Finding I as in Appendix XIV. to be 
1950, and knowing the tension flange to be the weakest, we have, since 

tgP l|xl950 
8 - 7 ' 
= 417*8 inch-tons, 
and w« 0*058 ton per inch, as by the graphic method. 
Deflection. — To find the deflection of this girder when loaded with a 
distributed load of *7 ton per foot as found above by the graphic and mathe- 
matical methods. 

From Equation 44, p. 66, and Table C, we have A= -_— , 

n = ^— - for a girder of uniform cross section supported at the ends and 

loaded uniformly. 

1 = 1 950, see Appendix XIV. E = 1 7,000,000 lbs. per square 

inch. 

.__5_ 14 x2240x(20xl2)» 

384^ 17,000,000x1950 "i^^^^* 
The deflection allowable if there is to be a ceiling below would be ^" per 
foot of span, or ^ = ^". The girders would therefore be amply stiff enough. 



Chapter VI. 
TENSION AND COMPRESSION BARS. 

IN" the previous chapters we have considered various methods of 
calculating the strength of beams made of one piece of material 
— either wood, wrought or cast iron. Such beams can only be 
made of comparatively small dimensions, and in the case of wood 
or wrought iron it is, as already pointed out, uneconomical to make 
them beyond a certain size, because, in a uniform section, which does 
not accommodate itself to the varsdng stresses, much material is 
thrown away. 

Large beams or girders are therefore built up of smaller pieces 
suitably connected together, thus forming either plate girders or 
open-work girders in wrought iron, or trusses in timber. More- 
over, roof trusses are composed of a number of pieces or members 
jointed together (see Parts I.-IL) The various members of such 
structures will be subject to tension or compression or shear 
according to the position of the member in the girder or roof 
truss. The first step, after designing such a structure, is to 
ascertain the amount and nature of the stress each member has 
to bear; and the next to design each member so as to safely 
resist the stress in it, as will be explained in the present chapter. 
Lastly, the various connections must be of adequate strength to 
transmit the stress from one member to another. This forms the 
subject of "joints** and will be considered in the next chapter. 

It will, however, be best to leave for the present the question 
of finding the stresses in the various members ; we will therefore 
deal first with the design of separate members, assuming the stress 
upon each as known. 

Tension Bars. 

Symmetrical Stress. — Let AB, Fig. 151, represent a tension 
bar stretched by the forces B^ B^. The dotted line shows the line 
of action of these forces, and we will suppose that it is exactly 
in the centre of the bar. By cutting the bar across at C, as 
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shown in Fig. 152, the tension forces excited in the fibres of the 
bar are, so to speak, brought to view; and since the line of 



Fig. 151. 



X 1^^ 



i<_' ^ 



Fig. 152. 

action of the force E, is central, these forces are equal, or, in other 
words, the stress is uniformly distributed over the cross section of 
the bar. Clearly therefore : Safe resistance to tension of the bar 
=8afe resistance to tension of the materiai per unit of area x area 
of cross section. 

Thus a wrought iron bar 2-5" x V could resist safely 5 tons 
per square inch or 5 X 2'5 = 12'5 tons. 
Or, again, a round iron bar 1' diameter could resist safely 
5x0-78 = 3-9 tons. 

Effective Area. — Let us now inquire into the eflTect of making 
holes in the bar, such as would be made for rivets. 

In the first place let there be one hole at the centre line of 
the bar, as at D, Fig. 153. The cross section at D is clearly the 



Fig. 158. 

nt 



R/ 




^t 



Fig. 164. 

weakest in the bar, and it is there where rupture would take 
place. The stress at the section is shown in Fig. 154, and it will 
be noticed that, as before, the stress is uniformly distributed, but 
that the area over which it acts is reduced. This reduced area 
is called the effective area of the tension bar and : Safe resistance 
to tension of bar=safe resistance to tension of the material x effective 
area. Or in symbols 

E,=r,xA . (58). 

The same formula would clearly be applicable if two holes 
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symmetrically placed were made in the bar, as shown in Figs. 155 
and 156. 



R/ 



Fig. 155. 



R* 



Fig. 156. 
If now a third hole be made, as shown in Fig. 1 5 7, it becomes 
a question whether the bar will break as shown in Fig. 1 58, or as 
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Fig. 157. 
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Fig. 158. 



Fig. 159. 



shown in Fig. 159. It has been found by experiment on ordinary 
fibrous iron that a bar is most likely to break along such a line 
that the area of the section along the line of fracture is a mini- 
mum. Therefore, if a + c + c + a is less than a + h + a, the bar 
will tend to break, as shown in Fig. 159, and the effective area will 
be 2(a + c) X thickness of the bar. 

Vnsymmetriccd Stress. — So far it has been supposed that the 
holes are placed symmetrically with regard to the centre line of 



%. 



Fig. 160. 



V 



^ 



Fig. 161. 

the bar. Fig. 160 shows a tension bar with a hole made in it 
nearer to one edge than to the other, and Fig. 161 exhibits the 
stresses in the fibres. It is clear that the intensity of stress will 
no longer be uniform, as in the previous cases, but will be greater 
at the edge near the hole than elsewhere ; the distribution of the 
stress can be found by calculation, but by a method rather beyond 
the scope of these Notes. The student should, however, observe 
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that an unsymmetrically placed hole weakens a tension bar more 
than a symmetrically placed hole does, and in the same way it 
will be seen that if the tension in the bar is not transmitted along 
the centre line, the bar will be weakened as shown in Figs. 162, 
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Fig. 162. 
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Fig. 163. 

163 ; for the intensity of stress being greatest at one edge, the 
bar will begin to yield first at that edge, and its whole area will 
never be opposed to the full working stress. 

It shotdd be an aim, therefore, in designing tension bars to 
arrange the holes in them symmetrically, so that the stress shall 
be transmitted along the centre line. When this cannot be done, 
it is necessary to slightly increase the cross section accordingly. 

The formula E^ = r^ x A is applicable to tension rods. The 
ends of such rods are often screwed with a minvs thread, in which 
case the efiTective area is the area at the bottom of the threads 
(see p. 143). In fact, this formula is of general application when 
the stress is uniformly distributed over the cross section, and to 
use it the weakest section of the tension bar or rod must be found, 
and the area of that section is the effective area. 

Bzample 12. — ^A rectangular iron tension bar is required to resist a stress 
of 10 tons. The thickness of the metal is \"y and allowance is to be made for 
one J* rivet hole. Find the width. 

If a is the total width the efiTective width is o - J, and the eflfective area 
(a - \)\ square inches. 

Assuming a safe resistance to tension of 6 tons per square inch, we have 

6(^-1)1=10, 
whence a = 4| inches. 

Example 18. — The stress in a wrought iron tension rod is 7*83 tons. 
The ends are formed into links for pin joints ][see Example 26, p. 140). 
Find the necessary diameter. 

The links at the ends of the rod would be made of such dimensions as to 
be of at least equal strength with the rod. The strength of the rod is there- 
fore not reduced in any way, and consequently the efiTective area is the full 
area of the cross-section. Allowing a safe stress of 5 tons per square inch, 
we have clearly 7'83 = 5 x A, or A = 1'66 square inch, which corresponds to 
a diameter of 1'4 inch, or a rod If" diameter would do. 
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Compression Bars or Struts.^ 

It might, at first sight, be thought that compression bars or 
struts could be treated in the same manner as tension bars, and that 
the resistance of a compression bar could be obtained by 
multiplying the area of the cross section by the resist- 
ance per square inch. But a moment's consideration 
will show that this cannot be the case, for in a tension 
bar the forces acting on it tend to straighten it, whereas 
the forces acting on a compression bar practically tend 
to bend it,^ as shown in Fig. 1 64, thus causing a bend- 
ing moment which has to be resisted in addition to the 
compression proper. Fig. 165 represents the portion of 
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Fig. 164. 



Fig. 165. 

the bar at AB to an enlarged scale, the arrows of length 
a show the compression proper, and the other arrows the 
bending stresses, which are distributed as in the case 
of a beam (see p. 43). The maximum intensity of 
compression will be at B and equal to a -|- 6. At A 
it will be a minimum and equal a — 6, and if J > a (as 
in the figure), the fibres at A will be in tension. 

It is clear that a -h 6 must not exceed the safe resistance to 
compression of the material. 

Fidler's rules for Stmts. — Unfortunately, however, there are many 
difficulties in the way of finding the value of 5. In the first place it depends 
on the amount to which the resultant stress deviates from the centre of 
gravity of the cross-section of the strut, and it further also depends, as shown 
in a paper ^ by Professor Pidler, M. Inst C.E., on inequalities in the modulus 

^ Tlu formvtUz for practical use will be found for iron struts in Table V., in 
Equation 60, p. 113, and for timber in p. 115, and Table YI. As the question of 
long struts has hitherto been in an unsatisfactory condition three or four methods 
of dealing with them are given, Prof. Fidler's being preferred. 

' Theoretically, with the stress passing absolutely through the centre line of the 
strut, there is no tendency to bend, but practically this condition is never fulfilled, 
and the slightest divergence causes a bending stress ; so that, at best, the state of 
the strut is one of unstable equilibrium. 

• Published in MinuUs of Proceedings^ Inst, C.E.^ vol. Izxzvi., 1886. 
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of elasticity wbidi may exist in different parts of the column ; for instance, 
a variation of 2 per cent in tlie modulus of elasticity in a solid cylindrical 
column will reduce the strength by 26 per cent. 

StrvU of redangidar section, — It can be shown, by an investigation too 
difficult for these Notes, that the average ultimate stress per square inch for an 
ideal column of rectangular section, in which there is no variation of the 
modulus of elasticity, is given by the formula 

r.^^.^f .... (59), 

where d is the shortest side of the rectangular cross section and I the length of ^ 




Length divided by radius of gyratipn. 

Kg. 166. 

the column. This formula is given inDar (hoArwiewf^ by Rouleaux; it is based 
on Euler's theory, and is plotted graphically in Fig. i66 in the curve BHC, on 
the assumption that the material is wrought iron, that is, taking E = 1 200 tons. 

In this figure the abscissss measured along OP are the ratios ^ ^/i2 . -^ ^^^ 

the ordinates are the corresponding breaking weights in lbs. per square inch. 
AB is drawn at the ultimate resistance to crushing of the material. 

Now Prot Pidler shows in the paper above alluded to, that under the most 
unfavourable conditions which are all likely to occur in practice, the column 
may be weakened to the extent shown by the curve ATC. This curve therefore 
gives the minimum strength of wrought iron columns of rectangular cross- 

l 
section for varying ratios of vTi • > Tlie ojdwd strength of any particular 

column may therefore lie anywhere between these two curves, and Pro£ Fidler 
comes to tbis conclusion : "that the strength of columns cam/Mi he defmed by any 

^ This ratio is length divided by radius of gyration (see top of next page). Jf k be the 

J. - .. - xi Av « moment of inertia of the cross section 

radius of ginration of a cross section then ic'= — ^- , 

°^ area of the cross section 

htP 1 d^ d 

= for rectangular sections (see Appendix XIV, ) rn^T3=^ " 
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hard and, fatt liiu^ even when the modolus for the whole column and the 
ultimate strei^th of the material are accurately known ; but, on the contrary, 
the strength may have any value less than that of the ideal column within 
certain limits. The strength of columns must, therefore, be represented by 
an areoy as shown in Fig. i66, within which the results of individual 
experiments may be expected to place themselves at haphazard." 

The advanced student is strongly recommended to read Prof. Fidler's 
paper,^ in which will be found the formula he arrives at — a formula which 
is, however, too complicated for these Notes. 

Struts of any cross section, — We have confined ourselves so far to colxmins 
of rectangular cross section ; the same reasoning, however, applies, whatever 

may be the cross section, but we must substitute for — ^^ (which is the 

radius of gyration for a rectangular section) (see Equation 59) the expression 
for the radius of gyration of any cross section, which can be found from 

_ _. . . .^ Moment of inertia of the cross section 

(Radius of gyration)^ = r j -: . • 

^ o-' ' Area of cross section 

The value of the moment of inertia of the cross section varies according to 
the axis about which it is taken, but when taken about an axis through the 
CG of the cross section, perpendicular to the direction in which the column 
tends to bend, it is a minimum, and the radius of gyration found from this 
moment of inertia is the one to insert in the formula. 

Practical Value of d. — It is, however, somewhat laborious to obtain this 
radius of gyration, and for practical purposes, at any rate for building con- 
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Fig. 167. 
struction, the value of d can be taken as shown in Fig. 167, multiplying by a 
factor n as shown in Table Y., which has been compiled from Fidler's formula 
and fr^m similar tables given in the paper, and is recommended for use. 

Many other formuka have been proposed for finding the strength of 
columns, and some of them will be mentioned later on. 

Short and Long Compression Bars. 

It is often the practice to divide compression bars into two 
classes, viz. short compression bars and long compression bars. 
Short compression bars are those which fail by direct crushing, 
and their strengths are calculated as if the pressure were uniformly 
distributed over the cross section. Long compression bars are those 
^ Also Bridge Construction, by T. Claxton Fidler. 
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which fail by bending, so that some of the fibres are torn. A 
siidden change in the manner of failing has therefore been cLssumed, 
Such an assumption is contrary to all experience and common sense, 
and it is evident that these two causes of failure lie at the extreme 
ends of a series, and that between them failure arises from a 
gradually varying combination of the two causes. 

Eeferring to Fig. 165 a compression bar may be said to 
commence to fail by cross-breaking when 6 = a; but in fact the 
bending moment has begun to act from the first, and has been gradu- 
ally increasing the compression on one side of the bar and lessening 
it at the other, and it is therefore not right to assume that the 
pressure is uniformly distributed. It may be mentioned that some 
experiments by Mr. Earkaldy point to the same conclusion. 

The foUowing Table gives the proportion between length and least 
dimension of the cross section at which compression bars have been assumed 
to cease to become short and become long.^ 



Wood .... 

Wrought Iron 

Cast Iron .... 


20 

10 

6 



Of course there is in reality no abrupt transition from short to long com- 
pression bars as assumed in this 
Table, but the figures are given, 
as they are much used with the 
ordinary formulae. 

Securing ends of long 
stmts. — The manner in 
which the ends *of a long 
compression bar are secured 
has a great influence on its 
powers of resistance. If 
the ends are hinged or 
rounded the bar will tend to 
bend as indicated in Fig. 168, 
but if they are fixed or flat 
the bar will be stifier and will 
tend to bend as shown in Figs. 
169 and 170. Manifestly 
Fig. 168. Fig. 169. Fig. 170. Fig. 171. a compression bar with the 

^ That is, it has been assumed that a wooden strut whose length is more than 20 
times the least dimension of its cross section will fail by bending ; if less than 20 
times that it will fail by crushing. 
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ends fixed is considerably stronger than one with the ends 
rounded. Again, one end may be rounded and the other fixed, 
in which case the strength will have an intermediate value 
(see Fig. 171). In any particular case, before the ends of 
a compression bar are assumed to be fixed, the matter should 
be carefully considered, because it often happens that what may 
appear at first sight to be fixed is not fixed at all. The criterion 
is whether the ends are so connected as to constrain the bar to 
bend as shown in Fig. 169. Thus the end of a bar 
fixed to a T iron as in Fig. 172 is not ** fixed," because 
the bar can bend as shown in Fig. 173 by twisting the 
T iron. There is, however, a certain amount of con- 
straint due to the resistance of the ^ 
T iron to bending, so that the bar ^tl^ 
is stronger than if its ends were 't T 
purely hinged. These last remarks 
apply to the case when the ends are 
flat (see Fig. 1 74). 

Gordon's Formula. — The formula 
principally used in this country for long 
compression bars is that known as Gor- 
don's formula, namely — 
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Fig. 172. Fig. 173. 
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where a is a constant determined by experiment, d is the least dimension of 
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the cross section, as indicated in Fig. 167, A the area of the cross section, and 
r^ the safe resistance to compression of the material per square inch. 

The value of the constant a depends not only on the material but also 
on the form of the compression bar. The following Table (G) gives some 
of these values. 

To compare this formula with Fidler's formula, when the material is 
wrought iron, the curves shown in Fig. 175 have been drawn. It will be 
seen that the agreement is fairly good, but that Gordon's formula gives lower 
results for short columns and higher results for the longer columns. 

TABLE G. 



Material. 


Form of Cross-sectioiu 


Values of when 


♦•e 


Both ends 

are 

rounded or 

hinged. 


One end is 
Both ends 1 rounded, 
ai-e fixed, the other 

1 fixed. 


Timber 
*> 

Wrought iron 
>» 

ff 
Cast iron 

M 
it 


Rectangular" 
Circular 

Rectangular 
Circular (solid) - 
Circular (hoUow) J 

LT+n 

Circular (solid) 

Circular (hollow) 

Rectangular 
Cross-shaped 


4 

'^50 

4 

2500 

\ 900 

100 

1 
200 

3 
400 

3 
200 


1 
260 

1 
2500 

1 
900 

1 
400 

1 
800 

3 
1000 

3 
'800 


1 
100 

1 
1006 

1 

3(50 

160 

1 
320 

3 
640 

JL 

320 


13 cwts. 
• 4 tons. 

■ 8 tons. 



N.B, — In using this Table it must he remembered that it is calculated tcith a 
factor of safety of 4, In many structures^ such as those of ca^t iron or timber^ a 
factor of safety of 6 to 8 or 10 is necessary for safety y and care must be taken in 
such cases to modify the value of r^ accordingly. 

Formule for Wooden Struts — ^The formulae in use for wooden struts are 
more at variance than those for iron, and it will be useful to compare some of 
them. For instance : — 

Professor Rouleaux gives this formula in Der Constructetir ^ — 
IE 

^o=^^i2'"^^'^^^^o^^^^^y . . (61), 

in which I is the moment of inertia, E the modulus of elasticity which reduces 

to the following, taking E = 1,300,000 lbs.2 and a factor of safety between 4 

and 6, _ bd^ 

' Re = 2000-pcwts. 

^ The letters have been changed to agree with the notation in this book. See 
also Equation 59. 

* This modulus must be converted into cwts. before reducing the formula, because 
the safe load is to be expressed in cwts. 
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Professor Bitter gives the following — 

P Are , 

""^ ^- . . . (62), 



1+0-0027 



©' 



which is the same as Gordon's, but with a different constant In both these 
formulae the ends are supposed to be rounded. 

Example 14. — To compare the formulae let us find by each of them the 
safe resistance to compression of a wooden strut 10 feet long and A!* x 3" 
cross section, ends rounded. 

By Gordon's formula : 

4x3x13 



B„ = 



By Houleaux's formula : 

R, = 2000 



4 /120\2' 
^ + 250(-3-j 
:6-8 cwts. 

4x38 



By Bitter's formula : 



1202' 
15 cwts. 



4x3x13 



'' 1 + 0-0027 X 402' 
29-3 cwts. 
These results vary so, that it is difficult to make use of them, and we 
must resort to some other method. 

Table for Wooden Struts. — Table VI. was deduced from some 

expeiiments by Mr. Kirkaldy,^ but modified to agree with Mr. 

Fidler's views (see p. 110). 

The above example works out as follows by means of this Table : — 
I 
Batio = ^ = 40 (col. B in Table), 

Safe intensity of compression per square inch = 1*06 cwt, 

Total safe resistance = 4 x 3 x 1*06 = 12-7 cwts. 

Again, from Table VII. (Stoney's Table) we find for a ratio of 40, 80 

tons as the breaking load per square foot, or taking a factor of safety of 4 the 

safe load = 20 tons per square foot. Hence in the case of the above example 

^20x20x4x3 
*-'" 12xT2 ' 
= 33-3 c\\^ 
This Table is, however, deduced from experiments with large timbers with 
flat ends adjusted as in ordinary practice, so that the ends might be con- 
sidered as partially fixed. Working out the example again for fixed ends by 
means of Table VI. we find 

Safe intensity of compression for ratio 40 
= 2-75 cwts. per square inch, 
.-. Bc= 12 X 3-60 = 43-2 cwts. 
Tahle for practical use, — It is clear from the above that the subject of 

> Corps Papers, Royal Engineers (Vols. XXII. and XXIII.) 
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long wocnlen struts is in an unsatisfactory condition. On the whole, Table 
VI. is recommended for use, and it moreover saves a considerable amount 
of numerical work. As a further comparison this Table is shown graphic- 
ally in Fig. 176 by the curve ATC ; likewise Rouleaux's formula, which, 
as already mentioned at p. 110, is the formula for an ideal column, is shown 
by the curve BHC. It will be observed that the curve ATC agrees well 
with the corresponding curve ATC in Fig. 166, which can be looked ujwn 
as an indication of the reliability of the Table. 
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Fig. 176. 

We now proceed to work out some examples. 

Cast Iron Column. 

Example 15. — Find the dimensions of the cast iron column supporting 
the end A of the rolled iron girder of Example 1, p. 21. The cross section 
to be circular and hollow. 

The load on the top of the pillar is equal to the reaction on the girder, 
which has already been found to be 16'6 tons. The length of the pillar is 
10 feet. The practice with cast iron pillars is to make the ends large and 
flat, and such pillars can be considered as fixed. In this example it will be 
assumed that the ends of the pillar are " fixed." ^ 

Assume, as a first trial, that the external diameter is 4 inches, and that the 
thickness (Q of metal is ^ inch. Then 

/=120 inches, 

^ It is, however, though usual, not good practice to have a large bearing surface 
oil the top of a column, because the deflection of the girder causes nearly all the 
stress to pass down one side of the column, thus producing a bending moment. This 
may be avoided by having a small bearing surface at the top of the column, but 
tlien it would be in the condition of being fixed at the lower end and rounded at the 
top, and the value of a in Gordon's formula would be y^. 
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d — \ inches, 
t — 0*5 inch, 
r^ = 8 tons. 

= 55 square inches. 
Or using a table of areas of circles 

A = area of circle 4" diameter - area of circle 3" diameter, 
= 12-58 -708 = 5-5. 
Gordon^s Formula. — Hence, using Gordon's formula, since 
a = ^^ (for fixed ends), 

8x5-5 

^c = T . 1 ./120N2 = 1 9'6 tons. 

Fidler^a Formula. — Again, referring to Table V., p. 332, we find the 
value of n for a circular hollow column to be 3*1. The ratio of Z to d is ^^, 

I 
therefore " = 3*1 x -4^ = 93 (see p. 306). From Table V. we find the 

'^ I 

safe stress in tons per square inch. When — = 95 (the nearest to 93) the safe 

K 

stress is 3'66 tons per square inch. 

Hence 

Safe load = 5-5 x 3*66, 

= 20 tons. 

This is rather more strength than required, but looking to the uncertain 

nature of cast iron, and the possibility of flaws, this section is not too large. 

Since the actual load is 16 '6, and according to Qordon's formula the safe 

load is 19*6 tons with a maximum intensity of stress of 8 tons per square 

inch, the actual maximum intensity of stress will be 

16-6 

Y^ X 8 = 6*8 tons per square inch. 

Cast Iron Colunm. 

Example 16. — Find the safe load that can be placed on a cast iron 
column of M section of the following dimensions : Length 1 5 feet^ width of 
flanges 6", width across the flanges 8'', thickness of metal (flanges and 
web) 1". 

It will be found that the area of the web is half the area of the flanges 

together. Hence, referring to Table V. and p. 333, the proper value to take 

for n is 4*2, so that 

^ . I 15x12 

Ratio - = — 5 — X 4-2 = 1 26. 

K 6 

If, therefore, the ends are supposed to be rounded, the safe stress per square 
inch is 0*86 ton, and the safe load 

= (2x6 + 6x l)x0'86 = 15-5 tons. 
But if the ends are supposed to be fixed^ the safe stress would be 2*19 tons 
per square inch. Table V., and the safe load 39*4 tons. In practice it 
would not, however, be safe to rely on the ends being fixed unless special 
precautions are taken. 
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Timber Strut. 

Szample 17. — Find the cross section of a rectangular strut of Riga 
fir 13' 6" long, and capable of withstanding safely a stress of 25 cwts., the 
ends being considered rounded. 

There are clearly any number of cross sections that will fulfil the given 
conditions. If it were required that the strut should contain the minimum 
quantity of wood, then the cross section would be a square and the side of 
the square could be found by means of Table VI. by a series of approxima- 
tions. But in practice one side of the scantling is generally determined to 
enable the strut to fit in with other work. In this example let it be assumed 
that one side of the cross section is to be 4" ; then 

Ratio = -—,T =40, 
4 

and, referring to Table VI., the safe stress per square inch 

= 1'06 cwt. 

Hence the other side required 

25 

"4xl-06^^'^- 

Or a cross section of 4" x 6" would be suitable. 

Timber Strut. 
Example 18. — Find the cross section of a rectangular strut of Riga fir 
13' 6" long, and capable of withstanding safely a stress of 12 cwts. One side 

I 
of the cross section is fixed at 4", the ratio - will be 40, and the ends are 

K ■ 

supposed to be rounded. 

If the side to be found is greater than 4", the safe stress per square inch 
will be as in the last example = 1*06 cwt., the side required is 

"4x1-06"^^ • 

The side to be found is therefore smaller than the given side, and the 
ratio is therefore greater than 40, so that the safe stress must be less than 
1*06 cwt. per square inch. In other words, the required side must be greater 
than 2'8" and must also be less than 4". 

In a case like the present we must proceed by a series of approximations. 

Assume that the required side is 3|", then 

Ratio = -^TT— = 50, 

safe stress = 0*66 cwt per square inch, and therefore the safe stress the strut 

can withstand 

= 0-66 X 3 J X 4 = 8-6 cwts. 

The side is therefore still too small, therefore assume 31" as the required 

side, then 

^ . 13' 6" 
Ratio = 3 =43, 

and safe stress = 0*92 cwt. per square inch. 

Hence total safe stress 

0-92x3f x4=13-8 cwts. 

Therefore, according to the calculations, a cross section of 3j" x 4" is 
rather stronger than necessary, but in practice it would be a suitable section. 
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Wrought Iron Strut. 

Sxample 10. — Design a wrought iron strut of the fomi sho^Ti in Fig. 
177 to bear a stress of 1-69 ton, the length being 2' 11". 

In struts of this form it can always be arranged to make the tendency of 
the strut to bend as a whole less than the tendency of the sides to bend 
between the distance pieces,^ or in other words, such a strut will tend to fail 
as indicated in Fig. 178. The strength of such struts will therefore to a large 




extent depend on the number of distance pieces used. Clearly the portions 
of each side bar between two distance pieces (such as ah. Fig. 178) can be 
looked upon as a long compression bar hinged at the ends. 

A simple way of designing such struts is to assume some convenient cross 
section for the flat bar iron forming the sides, and then to calculate how far 
apart the distance pieces can safely be placed. 




Fig. 178. 

In this example the stress is small, and therefore very small side bars 
will probably suflSce. 

For instance, assume If" x f " as the cross section of each side bar. Then, 
as each has to bear half the stress or 085 ton, the intensity of stress will be 
0-85 
= Y2 — 8 = 1*3 ton per square inch. 

On referring to Table V. it will be seen that this intensity of stress 
corresponds to a ratio of 135. Hence, since n = 3*5 for a rectangular cross 
section, maximum safe distance between distance pieces 

One distance piece is therefore hardly sufl&cient, and it would be better 
to use two, as shown in Fig. 179. 



^ The student is recommended to test this statement in the present case by 
taking the value of »=3'0 from Table V. 
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Fig. 179. 

The cross section of the side bars might, however, with advantage be 

increased (l|" being rather narrow) say to 2", then intensity of stress 

0-85 . , 

= - g = 1*13 ton per square inch. 
2 X g 

Whence ratio = 152, and maximum distance between distance pieces 

= |X 3:^ = 16-5". 

T Iron Prinoipal of a Boof. 

Example 20. — The T iron principal of a roof is subject to direct compres- 
sion only. The portions betw^een the supports are 1 0*8 feet long, and the stress 
is 7'83 tons. Find a suitable section for the T i^^n (see Example 42, p. 209). 

The purlins are supposed to be placed at the joints of the roof ; the 
principal is therefore only subject to direct compression and not to any bend- 
ing stress, as would be the case were the purlins distributed along its length. 
In this case, therefore, a section of T iron in which the stem is about equal 
to the table will be the best. 

Now in a roof of this size the principal would be made of a single X iron 
from wall plate to ridge, and on referring to Table H, p. 213, it will be seen 
that the upper part (DC) of the principal has less stress to bear than the lower 
part AD (Fig. 373), so that the upper part assists the lower part to resist 
buckling. Moreover, the purlin tends to " fix " the principal at D. The 
lower end (A) of the principal can, however, only be regarded as " rounded." 
On the whole, therefore, the principal from A to D can be regarded as a long 
column with one end " fixed " and the other " rounded," and the safe stress 
taken as the mean. 

Try in the first instance a section 4j"x4''xJ". From p. 333 we 

obtain 4 '9 as a sufficiently accurate value for n. Then from Table Y. 

„ . / 10-8x12 

Ratio y = X 4-9 = 162. 

A; 4 

Safe stress = i(0*98 x 2*1 4) = 1*56 ton per square inch. 

Total safe stress = 1-56 x (4 + 4)|, 

= 6*3 tons. 

Next try the section 4i" x 4 J" x J". Then 

J' . I 10-8 X 12 

Ratio - = — — — X 4-9 = 141 nearly. 

Safe stress = 1*86 ton per square inch. 
Total safe stress = 1*62 x (4 + 4 J)J, 
= 7 '9 tons, 
which will just do. 

Comparison with Molesworth's Tables, — On referring to the Table for 
trussed rafter roofs in Molesworth*s Pocket-Book of Engineering FormulcB^ it 
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will be found that the section of the principal is given as 3 J" x 3 x i". The 
roofs referred to in the above Table are of the same kind and shape as the 
one in which the stresses are found in Example 42, and the rise {\ span) 
and camber of tie-rod are the same as assumed in the example. On the 
other hand, however, as stated in Molesworth's Pocket-Book, in the Table 
the trusses are supposed to be 6 feet 8 inches apart, whereas in the example 
they were taken as being 8 feet apart ; and although not stated, it is probable 
that the covering on the roofs in the Table is corrugated iron or zinc, whereas 
in the example the roof-covering is countess slates on f boarding. 

It will be interesting to investigate this a little more closely. 

Now, on referring to Example 42, Table H, it will be seen that the stress 

in the principal (AD) due to roof-covering, etc, and snow is 4-46 tons, and 

on referring to p. 209 it will be further seen that this stress is due to a load 

of 20*2 lbs. per square foot covered by the roof. If the roof-covering is altered 

to corrugated iron the load will be reduced by about 8 lbs. per square foot (see 

Table XIII.), or say to 12*2 lbs. per square foot The stress of 4'46 tons 

will therefore be reduced to 

12*2 
4'45 X --— = 2-68 tons, 
20*2 ' 

and accordingly the total stress in the principal will be reduced from 7*7 8 

tons to 

7-78 - 4-45 + 2-68 = 6-01 tons, 

and diminishing the distance apart of the trusses from 8 feet to 6 feet 8 inches 

will further reduce the stress to 

6-01 X r7X7, = 6-01 tons, 
o 

We have now to find what stress a T iron principal 10*8 feet long and 

3^ X 3 X ^ cross section can bear. 

As before, 

^ . 10-8x12 ^^ ^,^ 
Ratio = X 4-9 = 212. 

Safe stress per square inch = I'Ol ton. 

Total safe stress = 1 '01 x (3 + 3) J, 

= 3 tons. 

From the above it appears that it would be wiser to use the stronger 

section obtained by the calculations on p. 120, at any rate for important roofs 

and in exposed situations, where full allowance for wind pressure ought to 

be made. 

Comparison with Hurst's Table. — In Hurst's Pocket-Book 4^" x 3^ x ^^ 

are given as the dimensions for the principals for a trussed rafter roof 40 feet 

span, rise \ span, and camber of tie-rod ^ span, covering countess slates on 

boards. Distance apart of trusses, 6 feet. 

Now in this case the length of the principal rafter from A to D (Fig. 360) 

is 11*7 feet, so that 

11*7 X 12 
Ratio = — ^-z — X 4-9 = 196. 
o'o 

Safe stress per square inch= 1*12. 

Total safe stress = (4-5 + 3)^ x 1-12, 

= 4*8 tons nearly, 

which would be almost enough for a corrugated iron covering. 



Chapter VII. 
JOINTS AND CONNECTIONS. 

AGEEAT variety of joints for connecting the various members 
of wooden and iron structures have been described in Parts I. 
and II. It is proposed to show in this Part how to determine the 
dimensions of the various portions of a joint when the stress to be 
borne is known. 

Riveted joints are principally used for built-up wrought iron 
beams and roofs, but occasionally pin joints are employed. In 
roofs, screw connections, cotter joints, and knuckle joints are used, 
and these will also be described in this chapter. 

Feints to be ebserved in making Joints. 

These are as follows : — 

1. The members of the structure connected together should be 
weakened as little as possible. They are liable to be weakened, 
as will be seen in the sequel, either by cutting away material (for 
instance, a minus screw thread), or by the design of the joint being 
such as not to transmit the stress uniformly over the cross section. 

2. Each part of the joint should be proportioned to the stress 
it has to bear. 

3. Abutting surfaces in compression should be placed as 
nearly as possible perpendicular to the stress. 

EIVETED JOINTS. 

The manner in which these joints are made and the technical 
names given to them were dealt with in Part I., and it there- 
fore only remains to show how the strength of such joints can 
be calculated. 

We will first consider riveted joints in tension. 

Biveted Joints in Tension. 
Lap Joint. — Starting with a single lap joint with only one 
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180, it is clear that this joint is liable 

r 

bars 



'*/-*— t 



^^^ 



Fig. 180. 



Fig. 182. 



C 



•CX. 



Fig. 183. 



^[o 



3-.^/ 




rivet, as shown in Fig. 
to fail — 

1. By one or both 
tearing across, Fig. 181. 

2. By the rivet cutting 
into the metal of the bar, or by 
the bar cutting into the rivet, 
according to which metal is the 
softer, Fig. 182. 

3. By the rivet being 
sheared. Fig. 183 (single shear 
in this case). 

4. By the rivet shearing 
a piece out of the bar. Fig. 
184. 

Let t be the thickness, h 
the breadth of the bar, and d 
the diameter of the clenched 
rivet and of the rivet-hole,^ also 
Ej the tension in the bar, r^ the 
working resistance per 
square inch in tension = 
5 tons. 

1. To guard against 
the first manner of failing 
E, = (&-rf)^r^ . (63). 

2. The resistance to 
bearing Tj, has been found 
by experiment to vary as ^^' ^®^' 

the thickness and as the diameter of the rivet, that is, ^td\ so 
that if r^ is the safe resistance to bearing per square inch 

T, = ^rfr, . . (64). 

The value of r^ of course depends on the quality of the iron 
employed, but it is usually safe to take it as 8 tons per square inch. 

3. The resistance of the rivet to shearing T, varies as the area 
of the cross section of the rivet, namely O'VScP, therefore 

T^rrO-rSd'^xr, . . (66). 

r, can be taken at 4 tons per square inch. 

4. To guard against the fourth manner of failing, the lap 
should be sufl&cient to prevent the piece of the bar shearing out 

1 See p. 136. 
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Two surfaces have to be sheared, each having an area of ^ x - 
(where I is the lap) and the resistance to shearing is therefore 

= ilrs .... (66). 

The joint should be so arranged that T^,, T„ and T/ are each 
greater than T, so that the metal of the tension bar may be sub- 
jected to the full, safe, tensile stress it is capable of resisting ; that 
is, the joint itself must not be less strong but a little stronger 
than the tension bar to be connected. 
Example 21. — As an example assume 

6=1-4", i = |", c/=f. 
Then 

Re = (1-4 - 0-7 6)1 x 5 = 1 62 ton. 
T6 = ^ X f X 8 = 2-99 tons. 
T,= 078 X (f)2 X 4 = 1-76 ton. 
By putting T/= 1'62 ton we get the least value of /, namely 

l-62_l-62 
^"^T 2"' 
= 0-81 inch. 
Practically, however, a lap of only 0*81 inch is quite insufficient, because 
the rivet holes would be much too close to the end of the bar, from a manufac- 
turing point of view. In the present case the lap should be 

2x l^xd = 2\ inches 
(see p. 136). 

Single riveted lap joint, — The equations already deduced can be easily 
appUed to the case of the joint shown in Fig. 185, thus 

'R, = (b-Zd)trt, ■ 
Tft = e(3d)rft, 
T,= 3(0-78d«)r^ 





Fig. 185. Fig. 186. 

Dovhle riveted lap joint — And similarly for the joints shown in Fig. 1 86. 
R, = (6-3c0«rt, 
Tfc = «(6rf)r6, 
T,= 6(0-7 8d2)r^ 

Butt joint with single oover plate. — The joint shown in Fig. 
187, with a single cover plate, can be looked upon as two joints 
like that shown in Fig. 185 put close together, and the equations 
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for that joint will therefore be applicable. Clearly the cover plate 
should have at least the same thickness as the plates to be 
joined.^ 

The double-riveted single 
cover joint shown in Fig. 188 
can be calculated from the 
equations for the joint shown 
in Fig. 1 86. 

In the above it has been 
assumed, in finding the resist- 
ance to tearing of the bars, 
that the tensile stress was 
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Fig. 187. 
uniformly distributed over the cross section. A glance at Figs. 




C 



. 00 



.... oo > . 

I < I I I It'll ' 



Fig. 188. 
189 and 190 will, however, show that this assumption is not 



^ 



Fig. 189. Fig. 190. 

warranted, and that the strength of the bar is less than cal- 
culated, the tendency of the stress being to draw the bars into 
the position shown. This is one of the cases mentioned at p. 
108, in which the stress is not transmitted down the centre of 
the bar, and an allowance should be made ; but the values of T^ 
and T, are not affected. 

Butt joint with double cover plate. — This reduction in the 
strength of a tie-bar can be avoided by using two cover plates, as 
shown in Fig. 191; which arrangement clearly allows of the stress 
being uniformly distributed. As regards the thickness of the cover 
plates, each should have at least half ^ the thickness of the plates 

^ Prof. Unwin says that a single cover plate should be 1} the thickness of the 
plates joined, at least in boiler work. — Mactiine Design, 
' Prof. Unwin says §, at least in boiler work. 
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to be joined ; the resistances of the covers to tearing and to bear- 
ing will then be at least 
equal to those of the 
plates. It is to be ob- 
served that the shearing 
resistance of the rivets is 
doubled by the use of two 
cover plates, because each 
rivet has to shear along 
two sections instead of only 
^^^' ^^^' along onty as shown in Fig. 

192. These rivets are said to be in "double shear." ^ 





Fig. 192. 
JovnXy Fig. 1 9 1 . — The equations to find the strength of this joint are therefore 
R, = (6-3d)«n, 

T, = 6(0-78(rO'-«. 
Comparing the joint shown in Fig. 193 with that shown in 

Fig. 194 it will be seen that, 

other things being equal, the 

first weakens the plates more 

than the second does, but 

that they have the same 

Fig. 193. bearing resistance and the 

I same resistance to shearing. 

The joint shown in Fig. 

195 has the same bearing 

( and shearing resistance as 

^ the two above, but weakens 

the plates by only one rivet 

hole. 

Considering a section 
AA, the plate is weakened 
by two rivet holes he, but be- 
fore it can tear across this 
section, the first or leading 
*^* rivet a must fail by shearing 

or bearing, which practically makes up the difference : so that this 

^ Some experiments show that the resistance to shearing on two sections is about 
i less than double the resistance on one section. 
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section is as strong as the one through the leading rivet. Similarly, 
the section through the three rivets def is stronger than the two 
first, there being three rivets ahc to fail as above, to set against the 
weakening due to two rivet holes. It should, however, be noticed 
that the cover plates should be made thicker than half the thick- 
ness of the plates, since (heir section is reduced by three rivet holes. 
JoimX^ Fig, 195. — The equations for this joint are therefore 

T, = 2x6(0-78d2)r„ 
and the thickness t' of each of the cover plates can be found from 

or 

2(6-3(0rt 
Joint, Fig, 1 96. — These equations also apply to the joint shown m Fig. 



y 
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Fig. 196. 

1 96 except as regards the cover plates. The upper plate, in which there is 
no joint, acts simply as a distance piece, and does not affect the resistance to 
shearing, or to bearing, of the rivets. But the lower cover plate now trans- 
mits more stress than the upper one, as shown by the arrows, and should 
therefore be made thicker ; in the present case very nearly in the proportion 

1 2 

- = -., so that §t' and \t' are the proper thicknesses to give to the top and 

2 ^ 

bottom cover plates respectively. There is, however, a danger, when carry- 
ing out the work, of transposing the cover plates, so that in practice both are 
made of equal thickness, and usually of the same thickness as the plates to 
be jointed, so as to be on the side of safety. 

General Formulsd for riveted Joints other than grouped Joints. 

The student ought to have no difficulty in deducing from the 
foregoing the following general formulae for riveted joints (other 
than grouped joints). 

Let Rj be the tensile stress to be borne by the tension bar 
(denoted by R^ in the previous equations). 

a the number of rivets required for resistance to hearing. 

yS the number of rivets required for resistance to shearing. 
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8 the number of sections at which each rivet tends to shear 
(ie, 8=1 for lap and single cover joints, and s = 2 for double 
cover joints). 

k the number of rivets in the first or outermost row, that is, 
the number of rivet holes by which the tension bar is weakened. 

b the breadth of the bar. 

t the thickness of the bar and also of the cover plates. 

d the diameter of rivet holes. 

'^^'^ ^r=n.{b-H)t .... (67). 

r* b — kd 

-n'-^ ' • • • m 

n (b-kd)t 

t/ O-lSsd^ .... (69). 

Whichever is greater, a or j3, must be adopted as the number 
of rivets in the joint. 

The calculations connected with the above are much shortened 
by the use of Table VIII. 

Double-cover Riveted Joint, 

Example 22. — Design a double-cover riveted joint similar to Fig. 195, 
the plates to be joined being 9" broad and ^^ thick. 
We have 

^=1, 
6 = 9, 

and from the practical rules for Riveted Joints, p. 136, 

9 — 1 X ^* 

Hence from (68) a = | • tt-^* 

IT 
= 6 nearly. 

^"^ {0'7Sx2x{\lf 
= 4 nearly. 
Each side of the joint must therefore contain six rivets. On reference 
to p. 136, it will be seen that the minimum pitch ought to be 2^" ; thus only 
three rivets can be placed in one row across the width of the bar. Hence 
the required joint will be as shown in Fig. 197. 

With the aid of Table VIII. the result can be obtained more quickly as 
follows : — 

The resistance to bearing of one |^" rivet in |" plates is 4*7 tons, and 
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the resistance to double shear is 2 x 3*45 = 6'9 tons. The number required 
for bearing must therefore be adopted. This number is 

^R, ^6(9-1 x|«)f 
4-7 4-7 ' 

= 6, nearly, as before. 

r 




Fig. 197. 

FormiiiBB for Grouped Joints. 

We have next to consider "grouped" joints (see p. 
Part I.) 

Equations for Joikts with three Plates. For Shearing. — Taking a 
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simple case of three plates joined together as shown in Fig. 198, we see that 
the joint can fail by the shearing of all the rivets, as indicated in Fig. 199. 

Let n^ be the number of rivets in each end group (t.«. between A and B 
and D and E) ; n^ be the number of rivets between the joints (i.e. between 
£ and C and C and D) ; < the thickness of the plates, and t^ the thickness 
of the covers. 

Then it is clear that the number of rivets sheared through, if the joint 
were to fail as above, is 

and therefore 

E, = (2r4 + 2nj)0-78(£2r, . (70). 

For hearing, — The joint might also fail by the rivets cutting into the 
plates, as shown in Fig. 200. From A to £ the resistance to bearing is 

?4 X Ztdrj^ 
and from B to C it is 

and from C to D 



So that altogether 



no X 2Wrft, 


ng X tdri. 


{Zn^ + Zn^dtri, 



B.C. — IV. 



(71). 
K 
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From Equations 70 and 71 the total number of rivets required can be 
obtained. Two values will be found for 2 (n^ + n^^ one being the number of 
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/ Contact with rivet. 

Separation between 
End of plates. 

Fig. 200. 
rivets required for shearing, and the other the number required for bearing ; 
the larger value is to be taken. 

So far we have only found the sum of 2n^ + 2n2, and to obtain n^ and 
fij separately we must consider two other ways in which the joint may faiL 
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Fig. 201. 
Failing <u in Fig. 201. — In the first place it may fail as shown in Fig. 
201, by the rivets between B and D shearing and the cover plates tearing 
across at B and D'. 

The resistance to tearing of the cover plates is, if n^ is the number of 
rivets to be deducted, 

2x(h-n^d)t^rt. 
The value of n^ depends on the width of the plates and on the pitch 
^j^ I of the rivets ; for instance, with 10" plates and 3" pitch, 
jf I ^3 ^^'^d ^® 3» ** shown in Fig. 202. 
' ■ The resistance to shearing of the rivets between B 
and D' is 
f ^":? \ 2n2xO-78rf% 

80 that 

R, = 2(6 - n^d)t^rt + 2713 x 0*7 ScPr, . (72). 
j^ I It must now be determined what value should be 



©--^ 



F* 209 given to t^. On referring to p. 127 it will be seen that 

** * when two plates have to be joined, the cover plate 

nearest the joint should be made ^t thick, and by the same reasoning it will 
appear that for three plates 

We can therefore find the value of n^ from equation 72, and hence the 
value of n^. 

Practically, as already mentioned, it is usual to make t^ = t, but this will 
not aiSect the above calculations. 

Gutting into covers and plates. — ^The joint can also fail by the rivets cutting 
into the covers between A and B, and into the plates between B and D. 

The resistance to bearing of the covers between A and B is 

^n^t^dri^ 
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and tlie reaistance of the plates to bearing between 6 and D is 

2n2<dr5 + Tij^drft (see p. 129). 
So that, assuming as before t^ = t, 

'R, = (2n^ + 3n^tdrt . . . (73). 

It is only necessaxy to see that the values already obtained for n^ and n, 
are sufficient to give the bearing resistance required by this equation. 

On the whole, therefore, the strength of a grouped joint with three 
plates can be calculated from the four equations 70, 71, 72, and 73. 

Similar equations would be obtained whatever the number of plates to be 
joined, and the following are the general equations which the student should 
check by working out several cases. 

General EqiuUions, — Let N be the number of plates on each side of the 
joint which are to be connected, then 
for shearing (see 70) 

R. = { 2»j + (N - 1)712 } 0-7 8d2 r, ... (74), 
for bearing (see 71) 

R, = ||2r4 + (N-l)n2jd^ . (75), 

for tearing of covers and shearing (see 72) 

R, = 2(6 - n^d)t^rt + (N - l)n2 x 0-78^2 r, . (76), 
for bearing on plates and covers (see 73) 

R,= |2ni + |(N-l)n2j(f<r6 . . (77). 

The total number of rivets is evidently 

2ni + (N-. 1)712. .... (77a). 

These equations can be solved very simply by the use of 
Table VIII., as will appear from the following example. 

Do\ihU<over Grouped Joint. 

Example 28. — Design a double-cover grouped joint to connect four plates, 
each 9* x J", the end group of rivets being so arranged as to only weaken 
the plates by one rivet hole. 

Prdirninaries, — Let «i= ij inch, which is the usual size of rivet for J" 
plates, and let r^ = 5 tons, r^ = 8 tons, and r, = 4 tons. 
Then 

R,= 4(9-4)1x5, 
= 118 tons. 
Now from Table VIIT. 

0-78rfV,= 3-98 tons, 
(ttrfc = 6-74 „ 

/.-(i«r6= 13-48 „ 

Clearly, therefore, a greater number of rivets are required for shearing 
than for bearing. 

Hence, from Equation 74 

2«l + 3»2 = 3.9! = 29-6 . . . (78). 
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We must now apply Equation 76. Following the same reasoning as at 
p. 127 it will be seen that for four plates 

Hence assuming ^3 = 3 we have (76) 

11 8 = 2 (9 - 3 X 1|) ^ X f X 5 + 3n2 X 4, 
whence 

118-34 ^ 

^«=-T2- = ^- 

The arrangement shown in Fig. 203 only gives n^ = 6, but is near enough, 
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Fig. 203. 

considering that the safe resistances assumed for bearing and shearing are 
rather low. Moreover, in practice t^ would be made equal to t. Substituting 
this value (6) for n^ in equation 78, 

2*4 = 29-6-3x6, 
= 11-6. 
nj= 5-8. 
Six rivets therefore will do. 

Substituting these values of n^ and n^ in Equation 77 we find 
R, = (2xe + |x3x6)6'74, 
= 323*5 tons, 
so that there is no fear of the joint failing in the fourth manner. 
The joint is shown in Fig. 203. 

Double-cover Grouped Joint for Plate Girder. 

Example 24. — Design the right-hand joint for the lower boom of the 
plate girder shown in Fig. 259 and Plate A. 

On referring to Example 36 it will be seen that the plates to be joined 
are two in number, and that they are 9" wide and f ^ thick ; and further 
that ^" rivets are used. 

Owing to the angle irons connecting the booms to the web, only two rows 
of rivets can be used, so that ^3= 2. 

Take 

r^ = 5 tons per square inch, 
^6=8 „ „ 

From Table VIIL it appears that for ^ rivets 

resistance to shearing = 1*77 ton, 
resistance to bearing in f" plate = 2*2 tons, 



80 that 



RIVETED JOINTS 

N. 



133 



2 



c?«r6 = 2-2 tons. 



Hence a less number of rivets are required for bearing than for shearing 
Now since two \' rivets have to be deducted 
R,= 2x(9-2x|)|x6, 
= 28-2 tons. 
Hence total number of rivets required for shearing 

28-2 



1-7 



= 16. 



Applying Equation 76 we find, remembering that for two pktes ^2 = §^ 
28-2 = 2(9 - 2 X |)§ X I X 5 + n2 X r77, 
28-2 -18-75 ^^ 
••• «2 = Ptt = ^*3 nearly. 

And since n^ = 2, three rows of rivets will be required in the length of half 
the joint 

Lastly, since from (77a) 

2nj + nj=16, 
.-. ni = 5*35, 
so that three rows must be used. 

In practice, however, tj would be made equal to t, and the above calcula- 
tions would be modified as follows — 

28-2 = 2(9 - 2 X |)f X 5 + n2 X 1-77, 
28-2 - 28-2 ^ 
.•.^2 = -T77— = ^- 

This appears to be an absurd result, but since there are only two plates 
to be joined, and the cover plates are made of equal thickness to the plates, 
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Fig. 204. 
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Fig. 205. 

it follows that the covers are able to transmit the stress without the help of 
any rivets between the joints. In practice, however, this would be a bad 
construction, and a couple of rows of rivets would probably be used, as shown 
in Figs. 204 and 205. 

On referring to Example 36 it will be seen that one of the covers can be 
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formed by extending one of the plates of the booms ; the other cover can 
be added in the usual way, and the angle irons can be cranked over it as 
shown in Fig. 259 (an objectionable arraogement), or the upper cover can be 
formed by angle wrappers as shown in Fig. 206. 



^web 



Jib:"' 



Fig. 206. 



Oblique riveted joints. — So far we have 
only considered riveted joints connecting plates 
sjf placed in prolongation one of another, but 
clearly the same rules are applicable when one 
plate, or set of plates, is placed at an angle to 
the others as shown in Fig. 208. 




Fig. 207 



Fig. 208. 



Example 26. — Thus, taking the dimensions given in Fig. 207 and 
deducting two rivets, we have, assuming r^ = 5 tons — rj = 8 tons — and r,= 4 
tons, R, = (6-2x|)Jx5, 

= 11-26 tons. 
If a is the number of rivets for bearing — 

axjxfx 8 = 11-26, 
a = 4 nearly. 
And if P is the number of rivets for shearing — 

^x 0-78(1)2x4 = 11-26, 
P = 6'Z nearly. 
So that the joint is weaker in shearing than in bearing. 

Using Table VIII. we find resistance to bearing of one rivet 

= 2-99 tons. 
Resistance to shearing of one rivet 

= 1-77 ton. 
Therefore number of rivets required 

= 1^ = 6-3 
1-77 

as before, and six rivets will do. 

It might be objected that, in calculating R^ only one rivet should be 
deducted to obtain the effective cross section of the tension bar, but it will 
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be observed that the leading rivet is much nearer to one edge of the bar than 
to the other, and therefore weakens the bar by more than one rivet hole, as 
explained at p. 126. Professor Reilly has treated this subject at some length 
in a paper published in Vol. XXIX. Minutes Proceedings of the histitution 
of Oivil Engineers, and shows that a similar faulty arrangement of rivets, 
though of frequent occurrence in practice, will increase the intensity of stress 
on one side of the bar by as much as 26 per cent. Professor Reilly not only 
recommends that the leading rivet should be placed on the centre line of the 
bar, but also that all the rivets be placed symmetrically about the central line, or 
at any rate that the centre of gravity of the rivets lie on the central line, which 
he calls the mean fibre. Thus arranged, the joint we have just calculated 
would be as shown in Fig. 209. Only one rivet need now be deducted, 
so that 

R, = (6-f)Jx5, 
= 13-1 tons, 



and 



^=—^=7 nearly. 




J V 




Fig. 209. Fig. 210. 

The rivets are rather numerous, and it would be better therefore to use 

larger ones. Re-calculating with f rivets we find 

R. = (6-|)ix5, 

= 12-8 tons. 

And from Table VIII. 

Resistance to bearing = 3*49 tons; 

Resistance to shearing = 2*4 „ 

Therefore 

12-8 
a=— — - = 5-3. 
2-4 

Five or six rivets ought therefore to be used, and with six rivets the 

arrangement of the joint would be as shown in Fig. 210. 



Riveted Joints in Compression. 

At one time it was considered that the compression stress 
was transmitted across the joint by the plates abutting against 
each other, and such would be the case if the joints were perfectly 
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fitted ; the rivets would then transmit no stress, and their only 
function would be to hold the plates together. Such fitting 
cannot, however, be ensured in practice, and it is therefore 
assumed that the whole stress is transmitted by the rivets, and 
the calculations are in no wise different from those required for 
tension joints. Tlie following points, however, should be ob- 
served — 

1. No deduction is to be made for rivet holes, as the metal of 
rivet completely fills up the hole and passes on the stress. 

2. The longitudinal pitch of the rivets sometimes requires to 
be less than in tension joints, or the plates might buckle between 
the rivets as shown in Fig. 211. 




Fig. 211. 

DimensionB for Biveted Joints. 

Diameter of rivet holes. — If t is the thickness of the thickest plate to be 
jointed — 
Fairbaim*s rule : c2 = 2* for plates under ^" thick, 

= \\t „ J" thidc and over. 

Unwin's rule : d=\'2 Ju 

Pitch of rivets. — Minimum pitch of rivets = 2 x rf ; minimum distance ^ of 
centre of rivet hole from edge of plate =1^ d. 

The pitch of rivets in girder work usually varies from 3 to 5 inches, 
but it should not exceed 10 to 12 times the thickness of a single plate, as 
otherwise damp may get in between the plates and cause rust, which in time 
swells and bursts them asunder^; 4" is a common pitch for girder work. 
The pitch is sometimes made greater in the tension than in the compression 
flange. 

Note upon the Difference between the Figured and Actual 
Sizes of Rftets and Rivet Holes. 

In the calculations given above, the rivets and the rivet holes are assumed 
to be of exactly the sizes shown or figured upon the drawings. 

In the actual work, however, neither the rivets nor the rivet holes are 
of the sizes shown upon the drawings. 

Iron rivets. — To begin with, the rivet as purchased is generally -^ inch 
smaller diameter than its nominal size — that is, a so-called ^ inch rivet would 
be ^ inch in diameter. 

When, however, the rivet is heated and clenched it will, if the work he 

^ ^" to i" should be added in the case of thick plates and rivets. ^ Stoney. 
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properly done, very nearly ^ fill tlie hole, and tlie hole will be found to be 
considerably larger than the nominal size of the rivet, especially in the case 
of punched holes. 

Punched holes in iron plates. — When a hole is punched in a plate the 
diameter of the punch, is generally -^ inch larger than that of the rivet that 
is to go into the hole, and then again the die is larger, in proportion to the 
thickness of the plate, than the punch. 

This results in the punched holes being larger at the lower surface of the 
plate than at the upper, and the actual diameter of the holes is from 10 to 20 
per cent larger than the nominal diameter of the rivets.^ 

Strength of iron rivets in punched holes in iron plates, — It will be seen, 
therefore, that the rivets filling punched holes will have a considerably larger 
shearing area than the rivets shown in the drawings. 

If rivets of the figured sizes are strong enough to withstand the calculated 
stress, then the actual rivets in the work will evidently be unnecessarily strong, 
and their nimiber might, so far as this point alone is concerned, be reduced. 

On the other hand, however, it must be borne in mind that the stress 
upon a riveted joint is not divided equally among all the rivets, as assumed 
in the calculations, but that in consequence of bad workmanship, and for other 
reasons (see p. 136), increased stress may come upon some of the rivets while 
others do not take their share. 

For this reason engineers sometimes add 10 to 20 per cent to the calculated 
number of rivets to make up for uneven stress. 

Thus on the one hand, though fewer rivets would be required in the work 
than those calculated, because ^e rivets as clenched are actually of larger 
sectional area, yet on the other hand more rivets would be required in order 
to make up for defective workmanship and consequent inequality of stress. 

Strength of a^twd riveted joint may he praxiically taken the same as figured, 
— The result is that these two causes affecting the number of rivets actually 
required as compared with those calculated may be considered to cancel one 
another,^ and there is no practical error involved in calculating the rivets 
according to their figured dimensions. This is the usual practice, and it is 
followed in these Notes. 

Punched holes in iron tension joints, — ^With regard to the deduction to be 
made for rivet holes in tension joints the case is somewhat different The 
diameters of punched holes are, as mentioned above, from 10 to 15 per cent 
larger than the nominal size of the rivet, and in addition to this, in roughly 
punched work, the edges of the holes are somewhat torn, so that the effective 

^ " In order to get good riveted joints the rivet must be properly put in and must 
fill the hole when cold, but as a matter of fact this is really never the case, in conse- 
quence of the rivets contracting laterally when cooling. This is not so much the case 
with steel rivets, as they are or should be worked at a dull red heat. The most per- 
fect joint would be one in which drilled holes were used and the rivets turned and 
closed quite cold." — Moberley, quoted in Stoney on the Theory of Stresses, p. 684. 

* Stoney. 

' There are other minor circumstances affecting both sides, e,g, rivet iron is gener- 
ally better than other iron, and might be subjected to a higher shearing stress. The 
friction between the plates assists the rivets ; on the other hand, an iron rivet 
sheared on two surfaces has not twice the resistance of one surface, but only 1| times 
that resistance. 
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area of the plate is reduced by a width greater than that of the nominal 
diameter of the rivet. 

Mr. Stoney says : " Probably the most accurate method for making an 
allowance for the injurious effect of punching would be to add a certain per- 
centage, say -nr ^<^ T of its diameter, to each hole when calculating the effective 
net area of a punched plate. Mr. White (Director of Naval Construction) 
states that they were accustomed to allow 4 tons off the very best iron for 
punching — 4 tons off 22 tons. Civil engineers, however, rarely make any 
similar allowance in riveted girder work, probably through inadvertence, or 
because the rivet holes are generally pitched farther apart in girders than in 
ships." 1 

It will be seen, therefore, that in the case of the holes as well as that of 
the rivets it is the usual practice to base the calculations upon the figured 
dimensions of the rivets, it being generally considered that the working 
stresses taken in practice are so low as to leave a sufficient margin to cover 
all extra stresses caused by enlarged holes, rough punching, injured plates, 
and other defects in workmanship. 

In some cases, however, engineers allow for the damage done to plates by 
punching, making a rough addition to the diameter deducted to cover this, 
e.g, in the case of a f inch rivet they deduct an inch from the effective 
width for the plate. In all important tension joints this question should be 
carefully considered and some allowance of the kind made if considered 
neces8€iry. 

Rimering out — If the hole is punched about ^ inch less than the required 
diameter, and this margin is afterwards bored out to the required diameter, 
the damaged metal is removed and no harm has been done by the punching. 

Drilled holes, — In the case of drilled holes their diameter is only about 
^ inch larger than the nominal diameter of the rivet. The edges round the 
hole are not damaged, so that there is no practical difference between the 
actual sizes of the holes and those figured for the rivets. 

Steel rvvets fill the holes better than iron ones, because they are not so 
hot when clenched and contract less in cooling. 



PIN JOINTS. 

These joints are much used for connecting the various tie- 
bars of roofs to the other members, and examples can be seen on 
reference to Parts I. and II. Such joints are also occasionally 
used for open girder work. 

These joints are formed with links 
somewhat of the shape shown in Fig. 
212. A little consideration will show 
that this link is liable to fail by 
Fig. 212. tearing, as shown in the figure. The 

continuity in the fibres of B is interrupted by the hole for the 

1 Stoney in Theory of Stresses, p. 650. 
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pin P ; moreover I is further liable to be split from the inside by 
P (if it is too small) bearing upon it, so that the intensity of 
stress over the cross sections cc is by no means uniformly distri- 
buted. However, the calculations that would be required on 



Kirkaldy, 



Shaler Smith, 
(hammered) 



Howard, 






Fig. 216. 



Fig. 215. 




Fig. 214. 



ShaUr Smith, 
(hydraulic forged) 

Fig. 217. 




Sir Charles Fox, 
Fig. 218. 



the assumption that the stress is Tiot uniformly distributed are 
far too difficult for this book, and would certainly not be carried 
out in practice. We must therefore resort to experiments. 
Such experiments were made by Sir C. Fox, C.E., and more 
recently by Mr. David Kirkaldy, C.E., and by Mr. C. Shaler Smith 
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in America. Figs. 213-220 give the shapes of links derived 
from these experiments, and also other shapes used in actual 
practice. It will be seen that there is a considerable diversity of 
opinion. In each of the cases shown, the various dimensions of 
the heads are given in terms of the width of the body of the link 
as the unit. On the whole, perhaps, the American experiments 
are the most reliable, and in these experiments the effect of the 
method of manufacture and of the proportion the diameter of the 
pin bears to the width of the bar was investigated. 

Table IX. embodies the results of these experiments, and we 
proceed to work out an example by its help. 

Pin Joint for Boof-Tross. 

Example 26. — Determine the dimensions required for the various parts 

of the joint shown in Figs. 2 1 9 and 
220. 

This is the joint at the point F 
of the roof worked out in Example 
42. From Table H, p. 213, we 
find that FA is subject to a stress 
of 7-83 tons, FG to 3-88 tons, 
FC to 4-13 tons, FD to 1*69 
tons. 

The dimensions of the strut have 
already been determined in Example 
19, p. 119, that of the tie-rod FA in 
Example 13, p. 108, and of the tie- 
rod FG in Example 27, p. 147 ; and 
it will be observed on referring to 
these Examples that l^" is the effect- 
ive diameter of the rod FA and that 
I'^'O is the effective diameter of the 
rodFG.i 

Pin bolt — It will be seen that 

for the double eye of the tie-rod FA 

the pin has four shearing surfaces, 

but that there are only ttoo shearing 

surfeces for the single eye of the 

^^«- 220. tie-rod FG. Gearly, therefore, the 

diameter of the pin will be regulated by the tension in the tie-rod with 

the single eye, namely 3*88 tons. Let d be the diameter of the pin, then 

since it is in double shear 

2xO-78d2xr,= 3-88, 




^ The actual diameter 1-^ is reduced by the screw in coupling. 
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.'. taking rf = 4 tonfi, we find 

(i = 0-79 = ^ J" nearly. 

Practically a ^ pin would be used, as some allowance must be made for the 
pin not fitting tightly. Professor Unwin recommends as a full allowance 
that only fths of the shearing resistance should be reckoned on. This full 
allowance would require a pin }j^ diameter. 

TitrEod, FQ. — ^The eye at the end of the smaller tie-rod is shown in 
Fig. 222, and we have to determine three dimensions, viz. a, the thickness 
of the link ; &, the width at the back of the eye ; and c, the width of the 
sides. 

The dimension a has a minimum value depending on the bearing resistance 
of the eye which must be equal to 3'88 tons. Hence, taking the pin as l" 
diameter, 

ax|xr5 = 3'88. 
Or, taking r^ = 6 tons,^ 

a=-„ .- = 0-88mch. 
7x5 

To allow for the pin not being quite tight it will be best to make a « 
1 inch. 

Referring now to Table IX. To use this Table we must first find the 
ratiodiameterofpm^j which is J- 1^ = 074. 
width of the bar a ^ TW 

The nearest number given in the Table is 0*75, and we find 0*67 as the 

3*88 
number in colunm 2 of the Table. Hence, since — — - is 

5 

the effective area of the tie-rod, 

^^^^ = 067, 

3-88 ' 

. •. c = 0-62 inch. 
Next to find h ; for a hammered eye the cross section at the back of the 
eye is equal to the effective cross section of the tie-bar. Hence 

^ 3-88 

whence 

6 = 0-78 inch = I' nearly =0'9". 

Tie Rod FA. — We next have to find the dimensions of the double eye 
of the larger tie-rod FA. Each half can be calculated as a single eye reckoning 
on half the stress. 

As before, to find a we have 

7-83 
«xjx5 = — -. 

Or 

a = 0-9. 
This is rather wide, and will make the joint look clumsy. To diminish 
a the diameter of the pin must be increased. Let, therefore, the pin be 

* "American engineers who have great experience in pin bearings . . . usually 
limit the bearing pressure to from 10,000 to 12,000 lbs. (4*46 to 5*36 tons) per square 
inch on the projected area of the pin, and this, no doubt, is a safe rule for pins."— 
Stoney on Strains. 
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made l"" in diameter ; this necessitates re-calculating for the previous 

eye. 

Eye of FQ. — It will be found that for this eye 

3-88 
a=--- = o-78, 

or say J" to allow for a loose pin. We now have 

diam. of pin d , , ^ ^ ^ ^ 

width of bar a ^^ 

This number does not appear in Table IX., but by interpolation we find 

that 0*7 is the corresponding number of colimin 2. Hence 

m X 6 

= •7, 



and 



.*. c= ■ 



3-88 
0-7 X 3-88 X 8 



5x 



=0-62, 



ha = 



3-88 




Fig. 221. 
Elevation of Eye of FO, 




Fig. 222. 
Plan of Eye of FO, 
Whence 

6 = 0-9 inch. 
These dimensions are given in Fig. 221. 

Eye ofYA, — Returning to the double eye we have for a pin 1 inch diameter 

•83 



ax 1 X 5 = - 



2 



a = 0-78 inch. 




Fig. 228. 
Plan of Eye of FA. 

Or, allowing for a loose pin, each half of the double eye can be made ^^ 
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diam. 
thick. But the ratio . , , for each half of the double eye ia l-T-lf = 0*73, 

cax 6 
f3r7-83 = «-«^' 

.*. c = 0'6 inch. 



80 that 



Further 



, a X 7-83) 
6a = - -^- -, 



.-. 6 = 0-9 inch, 

or very nearly the same dimensions as those found for the single eye. 
Practically the double eye would be of the form shown in Fig. 221, and the 
single eye also of the same shape. 

Hod FC. — There remains to be designed the double eye for the small 
tension-rod FC having a stress of 4*13 tons. In this case we have 

413 
2 ' 
a = '41 3 inches. 



ax 1 X 6 = - 




Fig. 224. 
FUm of E\ft ofFC, 

But as this thickness would be barely sufficient to make the arms of the 
jaw of equal strength to the body of the tie-rod, we will make a = ^". An 
increase' of strength in this part will be judicious. 

If the diameter of the rod FC be taken as 1" as shown in Figs. 373) 374, 

^^ diam. of pin 

and the width of the arms of the jaw also 1 , then -^^^ ^^ tie^^ar ~ ^ "=" ^ = ^> 

and the corresponding number in column 2, Table IX-, is 1'60. Hence 
c-^-c—l^ and c = J". The total width of the eye will therefore be nearly 
the same as that of the jaw shown in Fig. 221, which will do very 
welL 

The cross section at the back of the eye is as before equal to that of the 
tie-bar, or = '78 square inch — h therefore equals 078* or say l" ; but as it is 
not desirable to make minute alterations in the patterns of these eyes, we 
will take b = -9", and the shape of the eye will then be similar to that in Fig. 
221. The complete jaw is shown in Fig. 224. 

Fig. 220 shows the complete joint. It is wide in the direction of the 
bolt, and therefore somewhat clumsy in appearance. It would be improved 
by taking A =: f instead of J". The student is recommended to try this. 
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Joints at Apex and Feet of Truss. 

Example 26a. — The connections at the apex and feet of the roof-triiss are 
sometimes made by castings. 

These, however, are clumsy and unreliable, and apt to be broken in transit. 

As the principals are usually sent to their place of erection in parts (so 
as to avoid injury, and for convenience of carriage), it is better in the case of 
small roofs where there are not many principals to nse bolts rather than 
rivets, because there would be so few rivets that it would not be economical 
to send a gang of workers with their forge and tools, and because with bolts 
under ordinary circumstances all the necessary work in erection can be done 
by a carpenter. 

For the roof, Fig. 373, p. 215. The rafter is a T iron 4j x 4^ x J, and 

the stress it sustains = 7-83 tons (Table H, p. 213). 

7*83 
Taking r4 = 5 tons, bearing area required for bolts = = 1*56 square 



inch. 



For such roofo it is better therefore to use bolts, and connections with 



m'BoHs, 




0'\^V^' 






Fig. 225. 



Fig. 225a. 



bolts are shown in Figs. 225, 225a. That at the apex will now be calcu- 
lated. 

Joiid at apex. — Assuming l\" bolts. 

Bearing area of each bolt = ^" x 1 J" = -62 inch. 

1 'RR 

Number of bolts required on each side of the connection = --^ = 2*5, 

say 3. 

As there will be a plate on each side of the T i^n the bolts will be in double 
shear, and the shearing strength will not require investigation, as it will be 
very much in excess of what is required. 

The united thickness of the plates should be at least equal to the thick- 
ness of the stem of the T iron, i.e. ^" ; but as it is better to make them a little 
in excess, in this case two plates each ^" thick will do. 

Having calculated the joint for the T irons, the bars FC and CO (see Fig. 
373, p. 215) must be considered. The diameter of the bolts should first be 
calculated in proportion to the bars, as explained at p. 140, then the bearing 
area of the bolt on the connection plates investigated. If the thickness of 
plates calculated for the T irons is not sufficient, then the plates or the 
diameter of the bolts connecting FC and CG must be increased ; in this case 
the bars FC and CG are only ^" diameter, and it can be seen by inspection 
that the plates are amply thick. Fig. 225a shows the connection. 
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JovnJt at foot, — The shoe of the principal can also be made of wrought 
iron, as shown in Fig. 225. The stress and the bolts will be the same as 
at the apex. 

SCEEWS. 

Screws are of constant use in building construction in the 
shape of nuts and bolts, screw connectors, etc. 

The thread usually employed is that shown in Fig. 226 ; it 
will be observed that it is cut into the bolt or rod, and is therefore 
called a minus thread. The strength of the bolt or rod is thereby 





screw to being torn out of its nut 



Afiftus thread Plus thread 

Fig. 226. Fig. 226a. 

weakened, and to obviate this loss what is called a plus thread is 
sometimes used, as shown in Fig. 2 26a:. For such a thread the end 
of the bolt or rod has to be thickened by upsetting, and it is a 
matter for consideration, in each case, whether the saving in metal 
is worth the addition£d cost of cutting a pliis thread. As a 
matter of fact their use is somewhat limited. 

The thread on the bolt is called a "male" thread, and the 
thread in the nut into which it fits is called a ''female" 
thread. 

The resistance of the 
depends on the resistance 
of the threads to being 
sheared off. With the V 
thread generally used in 
building construction, the 
area to be sheared is the 
surface area of a cylinder 
of height / and of diameter 
D (Fig. 227). D is the 
diameter of the bolt, taken 
iat the bottom of the 
threads, and is called the ^' 

effective diameter, and the ratio between D and d depends on the 
B.C. — IV. L 
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pitch and the kind of thread employed. In the case of Whit- 
worth's screws, which are in general use in this country, the 
ratio is 

D = 0-9d-0-06 . . . (79), 

which can also be written 

D + 0-06 
d= Q.g =1-1 xD + 007 nearly . (80), 

D and d being expressed in inches. 

Now the area of the cylinder, that is the shearing area 
required, is 

ttDx/. 
Hence Eg = ifDl . t^ 

As regards the value to be given to r^ it is to be observed 
that the metal is weakened in cutting the thread, and for this 
reason Humber recommends a value of 2 tons to the square inch 
(instead of 4 tons, the usual value). Substituting for r. and D 
we get 

E, = 7r(0-9d- 0-06)^x2. 

Practical formula, — This equation will be found to reduce 
approximately to the following, which is a form suitable for prac- 
tical use — 

E. = (5-6d-0-4)Z . . (81). 

Theoretically the resistance to stripping of the thread should 
be equal to the tensile resistance of the bolt. The latter is 

E, = -j-.r, 
So that — — 5 = 7rD/r„ 

r, 4' 

= f(0-J 
4r, 

Substituting 5 tons for r^ and 2 tons for r. and reducing, we 

find 

I = 0-56c« - 004 nearly . . (82). 

d 
It thus appears that I requires to be rather more than -^ 

The usual practice is to make l=^d, which is a good, safe rule. 



= -J^(0-9d-0-06). 
4r, 
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Example 27. — The tie-rod of a roof is subject to a stress of 3*88 tons 
(see Example 42, p. 209), and is provided -with a screw coupling as shown 
in Fig. 228. Find the diameter of the tie-rod and of the coupling. 



1^ ^ 7* ^ 

Fig. 228. 

It wiU be noticed that one end of the coupling is cut with a left-handed 
thread and the other with a right-handed thread ; thus when the coupling 
is turned in one direction the tie-rod is drawn together, but is slackened off 
when the coupling is turned in the other direction. 

We must first find the effective diameter of the tie-rod. Referring to 
Equation 58, p. 106, it will be seen that 

3-88 =s6 + 



D2 = 



4 ' 
4 X 3-88 



5xir ' 

or D=1'0 inch. 

Hence from Equation 80 

d = l-lxl-0 + 0-07, 
= 1-17 = 1-^" nearly. 

Therefore following the rule l=^dy the female screw in the coupling 
should be made ly^ inch long. The length of screw thread to be cut on each 
half of the tie-rod depends on the amount of play desired ; under ordinary 
circumstances about 3 or 4 inches of screw on each will do, and consequently 
the least length of the coupling over all would be 6 or 8 inches. 

To find the outside diameter of the coupling theoretically required for 
strength, make the cross section of the coupling at A B equal to the effective 
cross section of the tie-rod. If (2^ is the outside diameter of the coupling, then 

Or in this instance 

(2i2:=x (1-0)2 + (1-17)2. 
Whence dj = l-54 = lyV 

Practically this diameter is quite insufficient, for a clearance must be 
allowed beyond the outer diameter of the thread, or the female screw could 
not be cut in the coupling ; the inner diameter of the coupling would there- 
fore have to be If. The thickness of metal would also be, say, \ inch, 
making the outer diameter of the coupling 2|, or 2 x d — a very proper 
proportion. 
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COTTEE JOINTS. 
A usual form of these joints is shown in Fig. 229 (see also 



j<«C-W 



If UriFirli 
t \ i 




Part I.) Such a joint tends 
to fail as follows — 

1. By shearing of the 
gib G and cotter C (double 
shear). 

2. By the cotter cutting 
into the tie-rod T. 

3. By the gib G cutting 
into the sleeve ss. 

%• 229. Let k be the thickness of 

the cotter or of the gib bearing against the rod or the sleeve, and 
c the width ^ of the gib and cotter ; t the thickness of the flattened 
part of the rod, and ti the thickness of each side of the sleeve, then 

Efc=2fe;xr^ 
For the rod E^ = A;^ x r^. 

For the sleeve E'^ = 2M^ x r^. 

Moreover, the efiTective section of the flat part of the tie and 
of the sleeve must be proportioned to the resistance to tension of 
the tie-rod, namely E^ 

For a theoretical joint these resistances should each be equal 
to E,, hence 2A:cr, = E, . . . (83), 

*^r, = E, . (84), 

and clearly t = 2t^ . . (86). 

If the value of A; is assumed, the remaining dimensions for a 
given value of E^ can be found. 

Example 28. — The tie -rod of a roof is connected to the principal, 
and to the shoe at the abutments, by means of a cotter joint, as shown in 
Fig. 229. The tension in the tie-rod is 7*83 tons (see Example 42, p. 209, 
and Table H, p. 213). Find suitable dimensions for the cotter joint 
Let A; = ^", then from Equation 84, taking r^ = 5 tons per square inch 
^ X e X 5 = 7-83, 
whence t= 3"1 inches. This is too large a value for t It will therefore be 
necessary to take a larger value for "k, for instance 1 inch, then 

7-83 X 1 



( = 



: 1-66. 



Practically Ij" will do. 



Hence (85) 



And 



2xlxcx4 = 7-83, 

c = 1 inch nearly. 



A taper of 1 in 24 to 1 in 48 is usually given to the cotter. 
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This ifl the minimnm value of c. Practically, more room is required to 
fit in the wedges and cotter ; not less than 2 or %\ inches. 

Lastly, to find the depdi a of the sleeve. The effective section of the 

sleeve is 2 x (a - Kf^ = — — , 

_. _vo 7*83 
or 2(a-l)f=-^, 

0-1 = 104, 
or a = 2*04 inches. 

Some allowance ought to be made for possible errors in manufacture, so 
that practically it would be weU to make a ^ %\', 

The depth of the fiat part of the tie-rod can also be made 2^ inches. 

The length of the sleeve should be made sufficient to prevent the cotter 
shearing a piece out of each side of it, and the same is true of the flat part of 
the tie-rod ; the calculations are, however, left to the student. The dimen- 
sions given in the figure are slightly more than those theoretically necessary. 

JOINTS m WOODEN STEUCTUEES. 

Numerous kinds of joints are employed by the carpenter in 
framing wooden structures^ and a large number of these were 
described in Part I. The proper proportions for such joints have 
been determined by long experience, and the necessity to make 
any calculations in connection with them is never likely to arise. 
It is, however, thought that the consideration of the principles on 
which the strength of such joints could be calculated will be a 
useful exercise for the student, and a few of the joints given will 
therefore be examined with this object in view. 

'^ Fished" Joint for Wooden Beam. 

Bxample 29 — For instance, let us inquire into the joint shown in Fig. 
230, which is shown in most books on aaa AjAaaa 

Carpentry, and in Part I. 

If the bolts fit tightly into the 

wood it can be considered that part 

of the stress is transmitted by them, 

and the remainder will therefore have 

to be transmitted by the tabling. 

Clearly only the resistance to bearing ^^' ^ * 

of the bolts need be considered. If the fish-plate is made of the same wood 

6-2t 
as that to be joined, the thinner part i should be made equal to — r— , % being 

the depth of the indent. Hence 

2< = 6-2* .... (86). 

The resistance to tearing of the fish-plates will then be equal to the resistance 
to tearing of the beams to be joined. It will also be seen that then the 
resistance to bearing of each bolt of diameter d, is 

2i X i X r^. 






uuuu'uuuu* 
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So that if there are n bolts on each side of the joint the total resistance 
to bearing i8 ^ntrf,*. 

Therefore the resistance to be demanded of the tabling is 

R, - 2n(dr5. 
Bat (remembering that we must deduct one bolt hole), 

Therefore the resistance of the tabling must be equal to 

2«(a -djfTt- ^rddf^ 

Now the indent must be of sufficient depth to prevent the fibres being 

crushed ; this condition is fulfilled by 

2e(a-i)rt-2n«dr5 = 2w»r<. . . (87). 

Again, the length of the indent and the distance AB must etuh be 

sufficient to prevent shearing off of the wood. The resistance to shearing of 

either is 

ear,, 

therefore Ha-d^rt-ntdrji^^ean', . . (88). 

From these equations the various dimensions can be found. 

As an example take the following data, which assume that the wood is 

of fair quality Baltic fir. 

a=12'', 

6 = 8", 

n = 4*, 

re= 12 cwta. per square inch, Table Ia, p. 328. 
rc=\0 cwts. „ „ 
f,= 1*3 cwt. „ „ 
r6=12cwts. „ „ 
Substituting these values in Equations 86 and 87, we get 

2< = 8-2i, 
or ( = 4 - i. 

And t(12 - 1)12 - 4< X J X 12 =* X 12 X 10, 

or 99£=120i 

Therefore 99(4 - 1) = 1 20t, 

2191 = 396, 
t = l-8 inch, 
and « = 2-2 inches. 

Again, from Equation 88 we have 

2*2 X (12 - f) X 12 - 4 X 2-2 X I X 12 = tf X 12 X 1-3, 
whence e= 14 inches, 

or say 11 f inches. 

It would probably be better in practice to neglect the resistance offered 
by the bolts, and take them as only holding the joint together. To adapt 
the above equations to this case it is only necessary to omit the term 
^lUdrjf, The equations then become 

2« = 6-2t, 
«(a-d)re = tarc 
t(a - i)rt =» ««*•#. 
Taking the same data as before, 

« = 4-t, 
<(12-f)12=tx 12x10, 
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whence 

(4-t)136 = 120t, 

. 136x4 ^ . , 
or t = Q, = 2-1 inchea. 

Hence « = 4 -2-1 = 1-9, 

and from Equation 88 

l-9(12-|)12 = tfx 12x1-6, 

l-9xll'25x 12 
'- 12x1-6 ' 
= 14^ inches nearly. 

It appears strange that the value obtained for e in this case should be 
so little greater than in the first case, but the reason is that the beam is 
much more weakened than in the first case owing to the greater depth of 
the indent, as will be seen by the following. 

In the first case the resistance to tension of the joint is 
2t(a - d)r« = 2 X 2-2 X 1 1 -25 x 1 2, 
= 694 cwts. 
In the second case it is 

2t'(a - d)rt = 2 X 1-9 X 1126 x 12, 
= 613 cwts. 
Further, the safe resistance to tension of the full section of the timber, 
namely 8" x 12", is 

8x12x12 = 1162 cwtB., 
from which it is evident that this is a very uneconomical form of joint, more 
than half the strength of the timber being lost 

Scarfed Joint for Wooden Beam. 

Example 30. — Calculate the safe strength of the joint shown in Fig. 
231, which is a bad form, as pointed out in Part I. 




. e 

Fig. 281. 

Prdiminafiea, — The various dimensions are given in the figure, taking 
as before 

r« = 12 cwta. per square inch, 
fc=12 „ „ 

r,= l'3 „ „ 

r6=12 „ „ 

This joint can fsdl in three ways : (1) by tearing across da or he; (2) by 
shearing along ea ; (3) by the fibres at 06 or aV being crushed. 
For the first we have 

R, = 9 X 2f X 12 = 297 cwts. 
For the second 

R,=»24x 9x1-3 = 280 cwts. 
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Fig. 232. 



For the third 

Ro = 3jx9xl0 = 315. 

It thus appears that this joint is most liable to fail by shearing the 
fibres along cOy and that 280 cwts. is the safe stress that it could be 
subjected to. 

The strength of the full beam = 9 x 9 x 12»972 cwts., so that this 
joint is still less economical than the last. 

Joint at Foot of Frinoipal Bafter (Wood). 

Bxample 81. — To ascertain whether the joint shown in Fig. 232 is of 
sufficient strength to resist a ^^ 

compression of 61 cwts. in the .y^\ |V/^ 

principal. 

Prdwiinariu, — ^We will as- 
sume that this joint is made with 
inferior timber, and therefore 
take 

re = 10 cwts. per square inch. 

**« = 7 „ „ 

^.= 1-3 

^6 = 7 „ „ 

The joint may fail in two 
ways : (1) By crushing the 
fibres at ad; (2) by shearing the tie-beam along cd. 

As regards (1), the bearing surface is ade^ allowing nothing for the tenon, 
which would not be fitted to bear ; de is inclined to the pressure, and only its 
equivalent at right angles to the pressure must be taken, therefore the bearing 
surface is the whole cross 'section of the principal, less the tenon, that is 

4x2 = 8 square inches. 
So that 

R^=:8x7 = 66-6 cwts., 
which is not quite sufficient. 

Ajs regards (2), R, = 6 x 4 x 1'3 = 31*2 cwts. 

But it will be observed that it is only the horizontal component of the stress 
in the principal that tends to shear tiie tie-beam along cd. This horizontal 
^ component can be very simply found by a graphic 
' ' method, which will be more fuUy explained in the 
sequel (see Chap. YIII.) Draw a triangle ABC (Fig. 
233); AB being vertical, BC horizontal, and AC 
parallel to the principal, then CB will represent the 
horizontal component required, to the same scale 
that AC represents the compression in the prin- 
cipal. In Fig. 233 the scale chosen is 50 cwts. 
to one inch, AC is plotted as 61 cwts., and the 
horizontal component CB is found to scale 53 cwts. 
It thus appears that the resistance to shearing of the tie-beam along oJ (31*2 
cwts.) is quite insufficient. 

The additional strength required can be obtained by means of a strap as 
shown in Fig. 234. To find the stress in this strap we must resolve the por- 
tion of the horizontal component it has to bear parallel to the strap. The 




(^ ss cwis ^ 

SeaU SO^tol inch. 
Fig. 233. 



JOINTS IN WOODEN STRUCTURES 153 

portion of the horizontal component which the strap has to bear is 53-31*2 
« 21*8 cwts^ and the resolved part of the stress can be found by means of a 
triangle as beforehand as shown in Fig. 235. Thus it is found that the stress 
in the strap is 43'6 cwts. = 2*18 tons. 

u «•« cwts- ►! 




\\ / 



\ \ Scale so ^ to I inch . 




Supposing the strap is made of ^ iron, then the necessary breadth & can be 
found from 

26xjx 5 = 2-18, 
whence 6 = 0*87 inch. 

A strap I'' wide would be used. 

By a calculation similar to that given in Example 27, it will be 
found that a ^ screw and nut are required. 

A bearing plate is required to prevent the strap cutting into the upper 
side of the principal at e ; its length will be 4'', the breadth of the principal 
rafter, and to find the least breadth we have 

4x6'x7 = 43*6cwts., 
whence ^' = if ii^cl^ nearly. 

The bearing plate ^ at/ would be made of the Fame width. 

The above calculation supposes that the horizontal component is partly 
borne by the strap, and partly by the wood. Any shrinkage of the wood 
would, however, throw the whole stress on the strap, and it is therefore safer 
to consider that the whole of the horizontal component is resisted by the 
strap. The stress in the strap would then be (referring to Fig. 235) 

■TO 

43*6 X — — = 106 cwts. = 5*3 tons, and malting the strap of f '^ iron, 
2 1*0 

26 X f X 6 = 5*3 tons, 

6=1-4. 

So that a strap 1^" x f " would be used. 

The bearing plates at € and / would be made about Al" wide, and the 

screw bolt of f " diameter. 

^ Unless there is any objection to weakening the tie-beam at this point, /would 
be better notched in to prevent slipping (see Part I.) 



Chapter VIIL 
PLATE GIRDERS. 

THE subject of plate girders was discussed to a certain extent 
in Part I., and it is now proposed to enter more into detail 
and to show how the various calculations can be effected. 

General form, — Fig. 236 shows in outline the 

general form of the cross section of a plate girder 

with a single web. The flanges consist of one or more 

plates (the thickness and number depending on the 

stress to be borne) riveted to a couple of angle irons ; 

the web consists of a thin plate^ stiffened, however, 

against crumpling up, by means of vertical T or L 

irons. On referring to the distribution of the stresses 

in a rolled iron girder, p. 83, it will be seen that the 

web of a plate girder being very thin can bear but a 

very small part of the direct stresses. Practically the 

Fig. 238. whole of the direct stresses may be taken as borne 

by the flanges, and the whole of the shearing stresses by the 

web. 

Practical points to be attended to, — ^The following practical points should 
be borne in mind in designing a girder. 

The depth of plate girders varies from J to ^ the span ; ^ is said to 
be the most economical proportion. In floors of buildings mudi shallower 
girders are often used to save height. 

For calculations the " effective span^ that is, the span between the centres 
of the bearings of the girder upon the abutments, should be taken, and the 
" ^edive depth,'* that is, the distance between the centres of gravity of the 
flanges (see Plates A and B). 

The width of the flange under compression should not be less than -^-^ to 
^ of the span, or it will be liable to buckle sideways. 

No plates of less than ^ inch thickness should be used, or they will soon 
be destroyed by corrosion. 

There should be as few joints as possible, especially in the tension flange 
and web. 

Plate girders should be constructed with a camber or rise in the centre 
of about j^ to -p^ of their span, or at any rate in excess of their calculated 
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deflection, so that if they should droop beneath their loads they may not «a^ 
below the horizontal line. 

Care should be taken to use market sizes of plates and angle irons ^ (see 
Part III.) as far as possible. Expense is incurred by using extra sizes. It 
may, however, be cheax>er in some cases to use extra lengths, in order to 
reduce the number of joints. 

All parts should be so arranged as to be got at easily for riveting. 

The ends of girders should be bedded on lead or felt. 

FLANGES. 
As regards the direct stresses, we need therefore only consider 
the part of the girder shown in Fig. 237, and from 
Equation 54, p. 87, it will be seen that the moment 
of resistance of this section is 

M = r^^orrAD . (89), 

according to which is least, D being the " efTective 
depth " for the whole cross section.* 

A]^£braic method of finding lengths of plates. — ^By equating 
the moments of flexure to the moments of resistance at differ- 
ent points along the girder, the number of plates required at 
those different points can be found. Such a method is, how- 
ever, cumbersome and tedious, and the required results can 
be obtained more easily and rapidly by the following 
graphic method. 

Oraphie mdhod of fivding lengths for plates in tension flanges, 
— It has been shown (p. 33 e^ seg) that the moments of flexure 
at the various points along a beam can be represented graphically 
by a curve ; for instance, by a parabola when the beam is uni- 
formly loaded. 

Thus, in Fig. 238, aJcc represents the moments of flexure at 
every point of a uniformly loaded beam of span ac. 

Resistance of angle iron. 
„ „ l8t Plate. 
„ „ 2d Plate. 
„ „ Sd Plate. 

Fig. 238. 
Now considering the tension side of the girder, the moment of resistance offered 
by the two angle irons wiU be'the same at every point, since the depth of the girder does 
not vary. Let ab represent this moment of resistance and draw od parallel to w, thus 
we obtain by the intersection with the parabola two points a' and c' ; and the portions 
aa' and c'c require only the two angle irons so far as strength is concerned. Pnicti- 
cally, however, the first plate is also generaUy continued fiom one end of the girder 
to the other. Let now ef represent the moment of resistance of the first plate. As 
before, we obtain points a" and c" where Ae second plate ought to commence, and 

' The weights of angle and tee irons can be found by means of Table X. 

' At is effective area of tension flange, A« is effecUve area of compression flange. 



At 

Fig. 287. 
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in like manner the point a'" and c"', where the third plate ought to commence, can 
be found, and so on for as many plates as may be required to afford the necessary 
resistance. 

The same process is clearly applicable to the compression 
flange of the girder. 

Flanges for Plate Girder of 20 feet span. 

Xxample 82. — The matter will be probably made clearer by an example. 
Let the effective span be 20 feet and the load 50 tons, equally distributed 
BO that the moment of flexure at the centre is 1500 inch-tons^ (see Fig. 
240). Then we can draw the parabola akc as explained in Appendix IIL^ 
Assume further that the depth of the girder to the backs of the L irons is 
1' 7^ and that 3* x 3" x ^^ L irons and Y plates 10' wide are used. 

Tendon^ or lower flange. — It will be seen from Plate A that the cross 
section contains one rivet (J*) hole in each angle iron, and two rivet holes in 
each plate.^ It will be found that the '' effective depth,'* %je, distance between 
centres of gravity for the L irons, is 17"1 inchea* Therefore the moment 
of resistance of both angle irons in the tension flange (taking r^ « 5 tons) is 
2(3 + 2^-|)xJxl7-lx5, 
= 395 indi-tons. 
Hence we can draw hd by making a5 = 395 inch-tons to the scale chosen for 
the figure, namely 3000 inch-tons to an inch, and we then find by measure- 
ment that aa' and c'c =1*4 foot 

Again, the effective depth of the first plate is 19'5', hence its moment of 
resistance is 

[10-(2x|)]xixl9-6x6, 
=: 402 inch-tons. 
Of the second plate 

[10 - (2 X I)] X i X 20-5 X 5, 
= 423. 
Of the third [10 - (2 x ^)] x ^ x 21-5 x 5, 

= 443. 
We can therefore draw a series of parallel straight lines at distances 
representing these several values in inch-tons, until we just pass beyond the 
apex of the parabola. In this manner we obtain the points /, g, etc., and by 
dropping perpendiculars the points a', a", a'", etc, so that the number of plates 
and length of each are shown in Fig. 239, and can be found by measurement^ 
Compresnon, or upper flange, — On the compression side the moment of 
resistance of the two angle irons (taking r^ = 4 tons) is 

» Mc=^(seep. 88)==^^^-g =1600 inch-tons. 

' A circular arc can be substituted for the parabola if the rise of the arc does not 
exceed Jth of the span (see p. SO). 

' In many cases, when the plates are wider, they are riveted together also at 
their edges, so that there would be four rivets to deduct. 

^ It is as easy and more accurate to take '' effective depths " separately for the pair 
of L irons and for each plate. 

' As the sum of the above moments is 1663 inch-tons, and by the data only 1500 
are required, it is evident that the third plate need not be more than •^'* thick. It 
will be found that the moment of resistance of such a plate is 276 inch-tona 
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2(3 + 2i)xix 17-14x4, 
= 377 inch-toiis.1 
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And of the first plate 



10xjxl9jx4, 
= 390 inch-tons. 
Of the second =410. 

Of the third « 430. 

Repeating the above process as shown in Fig. 239 we obtain the number 
and lengths of plates given in Fig. 240. 
Itesistanoe in inch-tons, 



8d Plate, 430. 
2d Plate, 410. 
l8t Plate, 890. 
Angle irons, 877 /^ 

Total .1607 
inch-tons. 




Fig. 240. 



Fig. 241. 



Fig. 239. 



Angle irons, 895 £ 
1st Plate, 402 
2d Plate, 428 
8d Plate, 443 
Total . 1663 inch-tons. 

As already observed, the first plate is continued in both the tension and com- 
pression flanges for the whole length of the girder, and is so shown in Figs. 
239-241. 

It is to be observed that in practice the plates (after the first) will be 
somewhat longer than shown on the diagram, for they must include the next 
row of rivets beyond the point indicated in theory. 



WEB. 

Calculations for the Web — Shearing dress. — ^As already 
mentioned, the web can be considered as taking the whole of the 
shearing stress, and no great error will be involved by further 
assuming that the stress is uniformly distributed over the cross 
section. The methods of finding the amount of the shearing stress 
have already been explained in Chap. III., p. 55 «^ seq. 

The thin webs of plate girders tend to fail, much in the same way as 
long compression bars do, by bending or buckling, as shown in Fig. 242, and, 
to understand this, we must consider for a moment the stresses acting on a 
small portion of the web. Let Fig. 243 represent a small square marked on 
the web. We know from p. 61 that vertical shearing stresses V act along 

^ The rivet holes are not deducted, as the rivets are supposed to fill them, so that 
the pressure is transmitted over the whole section. Some engineers would take 
re =6 tons over the section, deducting the rivet holes. M of the angle irons would 
then be the same as for the tension flange 395 inch-tons. 
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AB and CD, and that horizontal shearing stresses H act along CB and AD. 
Now it is clear that these forces will distort the square and make it take tlie 
shape of a lozenge, as shown in an exaggerated manner in Fig. 244. This 






Fig. 242. Fig. 243. Fig. 244. 

distortion clearly extends the material in the direction BD, and compresses it 
in the direction AC ; and the tensions and compressions thus excited in the 
material will just balance the shearing stresses. This may perhaps be more 
clearly understood by imagining the square AC formed of four rods jointed 





H 
Fig. 245. Fig. 246. 

at A, B, C, and D, and two springs introduced as shown in Fig. 245. When 
the forces H, H, V, V commence to act, the square will be deformed as shown 
in Fig. 246 ; the spring BD will be stretched and the spring AC compressed ; 
and (supposing the spring AC is not allowed to bend) the extension and com- 
pression of the springs will continue until they balance the applied forces. 

Now Professor Rankine has shown that the intensity of tension and 
compression excited as described above is equal to the intensity of the 
shearing stresses which produce them. We may therefore replace the 
vertical and horizontal shearing stresses, acting on the web of a plate 
girder, by a tensile and compressive stress of equal intensity, and acting 

directions inclined 



in directions inclined at an 
angle of 45° (see Fig. 247). 

Now it is the compressive 
stress CC which tends to cause 
the buckling of the web, and 
for purposes of calculation we 
can consider the web as made 
up of a series of strips, in- 
clined downwards towards the 
supports at an angle of 45**, 






1 



Fig. 247. 



Fig. 248. 
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and each acting as a long column. The length of these long columns is clearly ^ 

where 8 is the unsupported depth of the web between the angle irons (see Fig. 
248), and they can be considered as "fixed" at the ends. The thickness (O 
of the web is the least diameter of the long columns in question. We can 
therefore apply Gordon's formula (see p. 113, or Tables V. and XI.) to calculate 
the necessary thickness to be given to the web. It, however, frequently happens 
that an undue thickness would have to be given to the web to make it stiff 
enough. In such a case the additional resistance to buckling can be obtained 
by riveting vertical T or L iron stifFeners to the web as shown in Fig. 249, 
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and if S is the clear space between the stifieners, the length of the long 
columns into which the web is supposed to be divided is 

Sx >v/2, 
and Gordon's formula or Table Y. can be applied as before. 

As stated below,^ the base and perpendicular of the triangle, of which 
the column is the hypothenuse, are equal Therefore, when the distance S 
between the stiffeners is less than d, S will represent the base and perpen- 
dicular of the triangle, and the length of the column will be shortened. 
From this it will be seen that stiffenets are theoretically useless unless they 
shorten the length of the assumed columns, and to be effective must be closer 
together than the depth. , 

Example 88. — The depth between centres of rivets of a web is 21" and 
the unsupported depth (^ is IS'', the thickness ^, and the shearing stress 
to be resisted is 9*3" tons. Find whether any stiffeners are necessary, and 
if so, at what distance apart they ought to be placed. Find also what thickness 
ought to be given to the web to obviate the necessity of stiffeners.^ 



* Length of the long column = -. — j^o = V2 x 3. 

° ^ sm 46 

' The length of the columns is represented by the length of a line drawn across 
the web in the direction that the web will fail, and as this direction is at an angle of 
45*, its length can be represented by the hypothenuse of a right-angled triangle whose 
perpendicalar is equal to the depth of the web. The formnla ^/2 x S which expresses 
the length of the hypothenuse in terms of the depth of the web is arrived at from 
Eudid, Book I., Proposition 47. 

' The web being very thin the shearing stress may practically be considered as 
uniformly distributed, not as in Fig. 97. The depth of the web to resist shearing 
being taken as equfd to the distance between the centres of the rivets connecting it 
to the flanges, 21" in the present example. 
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Substituting in Gordon's formula (see p. 113) as follows — 
rc = 4 tons, 
1 



2600' 
Z=18x ^/2, 

we obtain — 

Safe intensity of compression in the web == - 






kttJ 
= 1*1 tons per square inch. 

/2 X 18 X 16 
Using Table V., n being 3*5, the ratio is 3*6 -^ , or 286, 

whence the safe intensity of compression is 0*88 ton. 
Now the intensity of shearing stress per square inch is 

Q.O 

^,-*- = 1*42 ton. 
21XtV 
Evidently, therefore, the web is not quite stiff enough. 
To find the distance apart of the stiffeners we have 

4 

7= — ;.= 1*42. 

1 (V2.S )g 

^+2500^ {^f- 
Whence we find by reduction 

S2 = 221, 
S = 14-9 inches. 
The distance apart of the stiffeners can also be found by means of Table 
V. The ratio corresponding to a stress of 1'42 ton is 216. Hence 

3-6 ^^' = 216, where 3-6 = w in Table V. 

TF 

or S = 13*6 inches. 

To find the thickness of web required to obviate use of stifeners we have 

/218 

from Table V. as above 3-6-^^»^^ = 216, 

he 

or ty, = 0-426 = -z-^ inch. 

We can also use Table XI. for this purpose. The stress per foot of depth of 

9*3 X 12 
the girder is — - — = 6*3 tons, which for a net unsupported depth of 18" 

corresponds to a thickness of web of |". 

The shearing stress we have been dealing with is the maximum stress at 
the ends. The intermediate stresses diminish towards the centre (see Fig. 
90), and the thickness of web may accordingly be reduced ; but it is never 
advisable, for practical reasons, to use less than ^" plates even at the centre 
of the girder. 

When the load on the girder is concentrated at one or more points it is 
usual to add stiffeners to the web at such points, to transmit the load equally 
to both flanges. 
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JointB in the Web. — These joints are arranged as shown in Fig. 
251. One or two covers can be used as shown in the sections, 
but it is better work to use two 
covers. The thickness of one cover 
should be the same as that of the 
web. When two covers are used 
their combined thickness should be 
at least equal to that of the web, so 
long as neither of them is made less 
than \ inch thick. 

As regards the number of rivets 
required to make the joint, it is to 
be observed that they must be suflB- 

cient on each side of the joint to take up the shearing stress 
at the section of the girder where the joint is made. 

Sxample 84. — For inBtance, taking the same data as in the two previous 
examples, namely — Shearing stress =» 9*3 tons, 

Thickness of web = 4 inch, 
Diameter of rivets = | „ 
the bearing resistance of one rivet is 262 tons ; so that the number of rivets 
required on each side of the joint is 

|1 = 3-6 nearly. 

These rivets are arranged as shown in Fig. 251, and the pitch would be 

— ==5 inches nearly, 

which is too great, being 13 times the thickness of the plates riveted. The 
pitch may be taken at 12 times that thickness,^ or practically at 4". 

WidXh of cover plates, — As regards the width of the cover plates, follow- 
ing the rule, p. 136, that the centres of rivets are not to be nearer the edge 
of a plate than 1^ times their diameter, it wiU be seen that the width must 
not be less than Axl^ d = 6 d. 

In the above example, therefore, the least width of cover plate is 
6 X f = 5^ inches, say 6 inches, 
and this would be a suitable width to take. 

Connection of the Web with the Xlanges. 

The web is connected to the flanges by being riveted to the 
angle irons, and the number of rivets should be sufficient to with- 
stand the horizontal shearing stress. The easiest way is to calcu- 
late the amount of the shearing stress per foot, and then to find 
the number of rivets required for bearing and for shearing. 

Example 35. — In the above example, for instance, the shearing stress 
at each end per foot 



^ Sea Stoney's Role, p. 136. 
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9-3x12 



'5*3 tons. 
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Now if y rivets are used, tlie resistance of one rivet to bearing in web (taken 
as ^" thick) is = 2*62 tons. 

(The resistance to shearing need not be considered, as it is much greater.) 
Hence the number of rivets required per foot 

= 11 = 2 
2-62 ' 

so that a 6-inch pitch would be sufficient as regards bearing, but this would 

be too great in proportion to the thickness of the plates, and a pitch of not 

more than 12 x f = 4j" should be adopted. In practice f" rivets with 4" 

pitch would probably be used in both this and Example 34. 

We have now considered the main points in the calculations 
required for plate girders. In the two following examples some 
further matters of detail will be considered. 

Example of Plate Qirder with Single Web.^ 

Bxampls 86. — Design the girder shown in outline in Fig. 26, p. 21. 

Load, — The load to be borne by the girder is 23 tons placed 10 feet 

from the left support, and from Fig. 54 it appears that the greatest bending 

moment occurs at this point The weight of the girder itself must, however, 

be taken into consideration, and this weight can be found by using either 

of the formulae given in Appendix XY. These formulae can only be expected 

to give approximate results, but the error is, as a rule, too small to be of any 

practical importance ; they are based on the supposition that the load is 

uniformly distributed. To apply them in the present case we must therefore 

first find the " equivalent '' un^ormly distributed load, that is the unifoimly 

distributed load that would produce the same bending moment at the centre 

of the girder that the actual loading does. Now if W is this load, we know 

by Case 7, p. 33, that the bending moment in th^ centre is 

WZ W. 30 , 
= -g- = — r — foot-tons. 

And from Equation 2, p. 25, the bending moment due to the actual loading is 
R^x 10' = 16-33 X 10 = 153-3 footrtons. 

So that W = -x 153-3 = 40-9 tons. 

30 
This does not include what would be required to carry the weight of the 
girder itself but the additional material would be small (about -16 ton), so 
that we can take W = 41 tons. 

AfproxivmaJU weight cf girder, — ^Using Unwin's formula (see Appendix XV.) 
and taking the data given there, and taking D = 30 as below, we obtain 
«r . , . . , 41 X 30> 

Weight of girder = 1500X 4 xf|>30» ' 

= 2-62 tons. 
As a check we may use Anderson's formula, and thus we obtain 

Weight of girder= ^g- x 41 x 30, 

= 2*2 tons. 

1 See Plate A, p. 852. 
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The former result agrees with the weight of the girder given at p. 21 (2*6 
tons), and we will assume it to be the weight of the girder. 

Befpth of girder. — ^The depth of girders is usually taken at 
from ^ to -^ of the span. It should be observed that the deeper 
the beam the more liable is the web to buckle, and therefore a 
thicker web or a greater number of stififeners will be required. 
On the other hand, a shallow girder requires more metal in the 
flanges, and is less stiff. We will assume a depth of 30^ that is 
-j^ of the span. The distance between the centres of gravity of 
the flanges may be taken as SO'". 

Deflection, — It remains to be seen whether the depth chosen (30^ is 
sufficient to ensure that the deflection does not exceed a certain amount, say 
-^" per foot of span. The total admissible deflection would be 
= ^x 30 = 0-76 inch. 

Now, as the beam is to be subjected to certain limiting stress, we can 
use Equation 46, p. 67, namely — 

ED 

As regards the value to be given to n', it is to be observed that the 

beam will be stiffer than a beam of uniform strength, but less stiff than a 

beam of uniform section, for the former n'=s^, and for the latter (with 

central load) n'^-rj-* It will therefore be a feiir approximation to take 

Further, let r<, = 4 tons, 

Tt — h tons, 
2=360 inches. 
As regards the value of E it should be observed that the full value 
(29,000,000 lbs.) for wrought iron cannot be reckoned on in built-up girders, 
owing to the unavoidable imperfections of riveting. A value between 
16,000,000 and 18,700,000 is generally assumed. We will take 17,920,000 
Ibsu, or 8000 tons. Hence 

. _ j^x9x360g 
8000x30 ' 
A = 0-49 inch. 
So that the girder is amply stiff enough. 

Wid£lh of fla,nges, — The width of the compression flanges should be 
sufficient to prevent buckling sidewaysL It is found by experience that for 
this purpose the compression flange should be made about -iis ^ TU ^^ ^^ 
span, that is in this case 12 to 9 inches. We will take 9 indies. The width 
of the tension flange is not subject to the same condition, but for imiformity 
we will assume it to be also 9 inches wide. 

Thickenen of flange plates. — ^The thinner the plates used, the more nearly 
can the girder be made to approximate to a beam of uniform strength. On 
the other hand, corrosion affects thin plates to a serious extent, and the 
number of plates to be joined together is increased. It should also be 
observed that very thin plates are liable to buckle along the edges when 
placed in the compression flange. Ptofessor Unwin says that the thickness 
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should not be less than y^ of the span. In practice the thickness is limited 
between J" and J"; usually J" or ^ ^ found to be suitable. We will in this 
example take f " plates. 

AngU irons for connectmg (he flanges to the toeb. — ^The thickness will be 
taken the same as that of the flange plates, namely f ^ A table 3 inches wide 
^yes sufficient room for riveting, but in the present case we will use angle 
irons 3^'' x 3^" x f '', as they will afford more room for riveting. 

CalcukUion of flanges, — ^We are now in a position to proceed 
with the calculation of the flanges in the manner explained at 
p. 156. 

From Fig. 54, p. 35, it will be seen that the diagram for the moment of 
flexure due to the single load consists of a triangle, the height of which is 
the maximum moment of flexure. This maximum moment of flexure due to 
the load is in the present case equal to 

R^ X 10 X 12 = 15-33 X 10 X 12, 
= 1840 inch-tons. 
We thus get the triangle AdB shown in Fig. 252. 

The weight of the girder itself produces a different diagram of bending 

moments, namely the arc of a circle (see p. 34) ; and the height of the arc 

is the bending moment at the centre, that is 

2-6x30x12 . 

= 117 mch-tons. 

o 

We thus obtain the arc AcB shown in Fig 252. 




Scale of Inch Tons 
Soo o 



1000 inch 
— I tons 



Fig. 252. 

The diagram for the total bending moments can of course be found by 
adding the ordinates of the arc to those of the triangle, and thus, Anally, we 
get AeB as the diagram of bending momenta 

Tension flange (see Plate A). — The rivet holes must be deducted 
from the cross section to obtain the eflfective section. Deducting 
one f ' rivet hole from each angle iron, and taking the depth to the 
backs of the angle irons at 29", ix. V less than the distance be- 
tween the centres of gravity of the flanges, whence the "eflfective" 
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depth ^ of the angle irons is 27'" we obtain the moment of resist- 
ance of both angle irons 

= 2(3j + 3|-|-f)fx27x5, 

= 595 inch-tons. 
Two rivet holes must be deducted from each plate, so that moment of 
resistance of the first plate is 

= (9-2xf)|x29f x5, 
= 413 inch-tons nearly. 

In the same way it will be found that the moment of resistance of the 
second plate is = 423 inch-tons, and of the third plate 434 inch-tons. The 
total moment of resistance of the L irons and the three plates is therefore 
1865 inch-tons, which is less than the maximum bending moment of 1944 
inch-tons, but practically sufficient. 

Following out the process eicplained at p. 155, we obtain the 
completed diagram given in Fig. 253, which shows the number of 
plates required and the length of eacL On referring to the Tables 
in Part III., giving the market sizes of iron, it will be seen that 
plates of the full length can readily be obtained, and that therefore 
no joints are needed; but as an exercise for the student the joints 




Fig. 258. 

have been so arranged in Fig. 253 that no plate will exceed 
13 feet in length, and, moreover, the joints have been so 
placed that "grouped" joints can be formed. Each of these 
joints requires to be designed and calculated on the principles 
explained in Chap. VIL, and in fact one of the joints has been 
worked out in Example 24, p. 132. 

Compression flange. — The diagram of bending moments just 

^ t.& distance between centres of gravity of angle irons. 
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obtained for the tension flange holds good for the compression 
flange, and is re-drawn in Fig. 254, but upside down, so as to 
show the plates in their proper relative positions. 




Fig. 254. 

As abeady remarked at p. 136, it is not necessary in this flange to deduct 
the rivet holes to find the effective section, but the safe stress is reduced to 
4 tons per square inch. 

The moment of resistance of both angle irons will therefore be 
2(3i + 3j-f)|x27x4, 
=:537 inch-tons. 

The moment of resistance of the first plate will be 
9xf x29|x4 = 396, 
and so on. 

The total moment of resistance of the L irons and of the three plates will 
be found to be 1754 inch-tons, but the maximum bending moment is 1944 
inch-tons. It will be therefore seen that three f " plates do not give sufficient 
resistance at the point of maximum moments of flexure^ but practically they 
are quite safe. By making the outside plate Y thick the moment of resist- 
ance will be increased to 1897 inch-tons, which is near enough. 

Repeating the operation we can obtain the number and length of plates 
required, and also ascertain in what position the joints ought to be placed if 
full-length plates cannot be obtained. 

The flanges can now be considered as designed, with the exception of the 
joints, for which the student is referred to Example 24, p. 132. 

Web, — To design the web the first step is to find the shearing 
stress in each portion of it. 

The simplest way is to make use of the diagrams given in 
Chap. III. As the girder is subjected to two loads, we must 
combine the diagram for a uniform load (Fig. 90, p. 59) with that 
for concentrated load placed at any point (Fig. 92). 
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Thus, in Fig. 255, A^/'B represents the shearing stress due to the weight 
of the girder, and A^Me2B the ^ 

shearing stress dae to the load of n 

23 tons, so that AZttmioB repre- a 
sents the shearing stress to which i^^^^^^ 
the web is subjected. ! 

It will be observed that owing j 

to the weight of the girder being g 

small in comparison with the load /' m 

to be carried, the shearing stress is ^^f- 266.* 

almost constant from A to D and again from D to B. It will therefore be theo- 
retically best to make the web of a certain uniform thickness from A to D, and 
of anotJier less thickness from D to B ; these thicknesses must now be found. 

For the part AD we have a mayjmum shearing stress of 16'6 tons to deal 
with (see p. 22), and the depth of the web (S) between the angle irons may be 
taken as 22^^ and the distance between the centres of rivets as 26 *1 (see Plate A). 

Assuming the web to be ^"^ thick, the intensity of shearing stress is 

16-6 
^^-z — j- = 1 '32 ton per square mch. 

aSO'l X -jr 

Now referring to Table V., we find the value of - for the equivalent long 

column to be, taking n ~ 3*5, 

3-6 X j-5^ = 218, 

and hence the safe intensity of stress (for a column fixed at both ends) to be 

nearly 1'40 ton ; so that a Y 'W'eb wiU do very well 

We can also find the thickness of the web by means of Table XL The 

net unsupported width of the plate is 22" and the shearing stress per foot is 

I6*f{ )< 12 ' 

— -— — = 7*94 tons, and it will be seen on referring to the Table that J" 

is the thickness required. 

It should be noticed that the }^ rivets, which have been selected, are a 
little small for a Y plate, but this difliculty can be overcome by drilling the 
holes, or by using a f^ plate for this part of the web, supported by stiffeners. 

Pitch of rivets to conned (he web to the flanges, — The stress per foot is 

1 f{*fi 

-— - X 12 = 7-94 tons nearly. 

25*1 

Taking r^ = 4 tons and r^ « 8 tons the resistance to bearing of a f '^ rivet 

in a Y P^te is 3*0 tons (Table YUI.), and the resistance to double shear 

is 1 *8 X 2 = 3-6 tons ; so that the number of rivets per foot 

7*9 

= 3^-2*«- 

Practically a pitch of A" would da 

For the part DB of the wb we have a maximum shearing stress of 9*0 tons 

(see p. 22). Assuming the web to be J'' thick, the intensity of shearing stress is 

^^ ■ ^0*95 ton. 

T> X .1. . ^ ' . 26*1 X I 

But the value of - is 

K 

1 See Appendix V., p. 298. 
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3-6 X 



22 X ^ 



290. 



And from Table V. the safe intensity of strefis is 0*86 ton, so that a |^ plate 
is somewhat thin. It should be observed, however, that the maxinrnm shear- 
ing stress occniB only at the abutment B, and it will also be found that -^^ 
is thicker than necessary according to the Table. There can, therefore, be 
no doubt that f " is thick enough. 

To use Table XI. we have : net unsupported width of plate « 22", and 
shearing stress per foot = 4*4 tons, which correspond to a thickness of f ". 

PUch, of riveU to connect the weh to the JUrngM, — The stress per foot is 

9-0 

— X 12 = 4-3 tons, 

and the resistance to bearing of a f rivet in a f ^ plate is 2*2 tons. Hence the 
number of rivets per foot 

2*2 ' 

or a 6^ pitch will do as regards bearing ; but in order to keep the plates 
together the pitch should not exceed 12 x f" = 4^', and may practically, for 
the sake of uniformity, be made 4^^ as in Plate A. 

JovnU in the web. — ^Two joints will be required in the web, so as to keep 
the plates within the ordinary market size& One of these joints will be best 
placed immediately under the load, and the joint can be made by means of 
two X irons, which will also act as a stiffener to transmit the load to both 
flanges of the girder. Referring to p. 160 we see that the least width of the 
table of the X iron should be 8x^ = 6 inches. If the stem of the X iron is 
I'' thick, there will be enough room for riveting, as shown in Fig. 256. 

It will benoticed that this joint is placedat the point where there is noshear- 
ing stress in the web, so that theoretically there is no need for a cover ; but prac- 
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tically it would not do to dispense with it, and, moreover, in this case, as before 
said, it fulfils the important duty of assisting to transmit the load of 23 tons. 

Theoretically, no rivets are required to connect the X iron to the web, but 
practically they would be placed at about 4" pitch to put the girder together. 
Fig. 257 represents the joint 

The second joint will be best placed midway between D and B. The 
shearing stress at this point found from Fig. 2 5 5 is 8*4 tons.^ The cover plates 

^ The student is recommended to draw Fig. 255 to a large scale to obtain this value. 
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can be made Q" wide, and y^^-" or •^" is a suitable thickness. To find the 
number of rivets, the bearing resistance of ^ nvets in a f " plate is 2*25 tons, 
therefore number of rivets 

:4 nearly, 




Rg. 258. 



2-2 
or a 4" pitch will do. 

End pillar s. — The ends of the girder should be 
stiffened to resist the shearing stress at those points. 
The most economical way is to stop the longi- 
tudinal angle irons at the ends of the girders, 
and to rivet two vertical angle irons to the web, 
using packing pieces as shown 
in Fig. 258. 

The ends of the girder 

are generally bedded on 

sheet lead. The rivet heads 

should be countersunk to 

allow of this, and four of 

the rivets would be left out 

at one end to enable the 

girder to be bolted down to 

the top of the column. 

Fig. 259 and Plate ^ A 

show the girder as arranged to comply 

with the calculations made above. The 

total length of the girder is 31' 0", 1' 0" 

more than the distance between centres 

of bearings, or 2' 0'' more than the clear 

span, thus allowing 12'' at each end to 

rest on the cap of the C.I. column and 

on the wall The bearing area is there- 

9 
fore — X 1 = 0*75 square foot, so that the 

9*0 
pressure at the wall end is -— — = 1 2*0 tons 
^ 0-75 

per square foot, and this is not more than 

a hard stone can bear. If, however, the 

stone is soft, a casting ought to be placed 

under the end of the girder to distribute 

the pressure. 



i 







^ In Plate A the joggles in the angle iron are omitted for the sake of simplicity 
and economy in constraction. 
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Example of Box Qirder. 
Example 87. — Calculate and design a box plate girder to act 
as a bressummer, as shown in Fig. 260 (see Plate B, p. 353). 

Load, — ^The first step is to find the load to be borne hj the girder. 
The portion of the wall supported by the girder is shown in dotted lines ^ 
in Fig. 260, and the cubic content of this portion is 




Fig. 260. 



^ It might be olijected that the load due to the wall ought to be taken as the 
weight of the wall contained between vertical lines drawn from the ends of the 
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(20 + 14 « „ , 16 + 14 , ) 14 
|-2-x3 + 8x8 + — 2-xl|- 

, i 14+10 „ ^ „ . 16 + 14 , 1 9 
+ |— 2-X2 + 8X8 + — g-xlj- 

= 229 cubic feet 

A cubic foot of brickwork weighs 1 cwt (see Table XVILX^ so that 
weight of brickwork to be supported = 229 cwts. 

The first floor is supported over a length of 18 feet, and since the floor is 
20 feet wide, area supported = 18x10=1 80 square feet 

The second floor is supported for a length of 14 feet by the girder, hence 
floor area supported =14x10 = 140 feet 

The total for both floors is therefore 320 square feet 

Assuming that these are warehouse floors, and that the load is 3} cwt& 
per square foot^ the total load produced by the two floors is 
320x3-5 = 1120 cwts. 

Lastly, the length of the roof supported is 14 feet, that is, a horizontal 
area of 14x10 = 140 square feet is supported. Allowing 40 lbs. per square 
foot (Tredgold), the load due to the roof is 
140 X 40 

-— ; = 60 cwts. 

112 
The total load on the girder (except its own weight) is therefore 
229 + 1120 + 50 = 1399 cwts., 

= 70 tons very nearly. 
A'ppr(»MMiU toeight of girder, — Clearly this load can be taken as uniformly 
distributed. 

Using Anderson's formula (Appendix XV.) to obtain the weight of the 
girder we get the weight per foot run of girder 

??^^-4x701b8.-280lbe. 
560 

Hence total weight of girder 

= 280 lbs. X 20 = 5600 lbs. ' 

= 2-5 tona 

Therefore the total distributed load the girder has to sustain is 

70 + 2-5 = 72-5 tons. 

Deflection. — ^As the load is considerable we will take the depth at ^ of 

the span, that is 24^ It remains to be seen whether this depth will give 

sufficient sti&ess. In the formula (Equation 46) 



We have in this case 



ED 

rc=4 tons, 
rt = 5 tons, 
{ = 240 inches, 
E = 8000 tons (see p. 163), 
D = 24 inches. 



girder ; it is considered, however, that the bond of the brickwork causes it to take 
part of the weight 

^ Under some circmnstanoes it would be better to take ISO lbs. per cubic foot as 
the weight of the brickwork, to allow for the bricks being saturated with water. 
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and for n' we must give some value between that for a beam of uniform 
strength and depth (|-), and for a beam of uniform cross section loaded 
uniformly (^ = ^). We will take n' = \' 
Hence ^^ ix9x240« 

8000 X 24 ' 
= 0-3 inch, 
so that the girder is amply stiff enough. 

It should be noticed that the value thus found for A is only approxi- 
mate, because it depends on the value of n' and of E, both of which can 
only be approximately estimated ; but the error would not be sufficient 
to affect the result practically, and does not, probably, amount to more 
than 10 per cent 

Calculoiiion ofJUmgu, — ^As the girder has to support a 14' wall, the flanges 
might also be given a width of 14' (see Plate B). This width, it will be 
observed, is much more than is required to prevent side buckling ; but if, on 
calculation, a less width be found to give a better arrangement of the plates 
it might be adopted so long as the width is not less than 9', which is too 
narrow for a box-section, and would require very large corbels for the brick- 
work. 

The size of the L irons used for connecting the webs to the flanges 
must first, however, be determined ; there are two L irons to each flange. 
The shearing stress is considerable, and therefore the thickness of the metal 
must be such as to give sufficient beariug area to the rivets without having 
to place them too close. 

Referring to Fig. 263, p. 173, it will be seen that the vertical shearing 
stress at the abutments is 36*25 tons, which is distributed over a length of 24 
inches, and at a foot from the abutments it is reduced to 

36-25 X 9 ^„ ^ , 
— — = 32-6 tons. 

Hence the average horizontal shearing stress for the first foot close to the 

abutments is 

12 36-25 + 32-6 

2jx 17-2 tons, 

and since there are two webs the stress the rivets have to resist per foot is 
8-6 tons. 

If y rivets are used, it will be seen on referring to Table YIII. that 
if the resistance to bearing is taken at 8 tons per square inch, the resistance 
of one rivet in a plate whose thickness is t will be 

7-0 xe, 

and if the pitch of the rivets is 4', that is 3 rivets per foot, the total bearing 

resistance of the rivets per foot will be 

7 X ex 3 = 21 xe nearly. 

8*6 
Hence < = -^r- = 0-41 inch, 

a thickness of -^'^ will therefore do, and L irons 3' x 3' x ^' would be a 
suitable size to use. It will be found that the centres of gravity of these L 
irons are 22' apart Hence their moment of resistance on the compression 
side is 



BOX GIRDER 



173 



2(3 + 3-yV)TVx22x4, 
= 428 inch-tons. 
Bat the moment of flexure at the centre of the giider is 2175 inch-tons. 
Hence the plates have to supply a resistance of 

2175 - 428 » 1747 inch-tons. 
We can assume as a sufficiently near approximation for the present 
inquiry that 25 inches is the mean effective depth for the plates. If t^ is 
the total thickness of the plates at the centre and 6 the hreadth, we have on 
the compression side &xfx 25x4 = 1 747, 

.•.2rf= 17-47. 
Hence if 6= 14 inches^ 

^=1*25 inch, 
and for this, one ^ and two \* plates would da 



If 

and three Y pl^^tes would do. 
If 



6=12 inches, 
t = 1 '45 inch, 



6=10 inches, 
<= 1-74 inch, 
and one ^ ^^ three ^ plates would be required. 

Either of these three arrangements would require about the same weight 
of iron, but the first two are preferable in having fewer plates, and it does not 
appear to be a matter of much moment which of them is chosen. We will 
adopt the first arrangement, so that a width of 14 inches will be chosen. 

Fig. 261. 
Compression boom 




-to' 0"- 
Scale WOO inch-tons to one inch 



is: 



L irons 



1^ 



*/t plate 



% plate 



Z^ 



Tension boom 
Fig 262. 

The number of plates, length and position of joints, can be found as in 
the previous example, by constructing 
Figs. 261 and 262. 

GaixfvJM.vm of web. — Beferring to 
Fig. 90, it will be seen that the dia- 
gram for shearing stress is simply an 
inclined straight line,^ as shown in Fig. 
263. In the present case the shear- 
ing stress diminishes rapidly towards 



-tod;. 





Scale. 80 ions to 1 inch 



¥ig, 263. 



^ Fig. 263 differs from Fig. 90 in that, on the right-hand side, the diagram is 
drawn above instead of below the centre line (^e Appendix Y. ) 
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the centre, and it will also be observed tliat it ib only necessary to make 
calculations for one half of the girder. 

Commencing at the centre and working outwards, let us see up to what 
point a Y plate can be used. The depth of the web between centres of rivets 
is 19^'' and between the angle irons is about 17'^, so that, referring to Table 
y. and p. 833 

1 = 3.5 lIiL^^« 336 nearly. 

This value of - is beyond the range of the Table, but from Fig. 166, p. 

110, it will be seen that the available intensity of stress is about 0*5 ton. 

The area of the web is 19*5 x ^ » 4*8 square inches, so that the greatest 
shearing stress it will bear is 

4-8 X 0-6 = 2-4 tons, 
and, as there are two webs, it follows that a Y P^^ <^^^ ^ ^^^'^ ^P ^ 
the point where the shearing stress is 2 x 2*4 = 4-8 tons, that is to the point 

-^-— X 10 = 1' 4* (nearly) from the centre. Strictly, however, the point 
3o*2o 

can be shifted half the width of the web (viz. 9^^ farther away from the 

centre, because the shearing stress of 2*4 tons can be taken to occur at the 

centre of the imaginary long column inclined at an angle of 45 ^ Hence a 

Y plate 2(1' 4* + 9") = 4' 2" could be placed in the centre of the girder. This 

is rather a small plate, and it will probably be better to use a ^ or \" plate. 

Repeating the above calculations for a f " plate, it is found that such 
a plate is available up to a point 5' lO"" from the centre ; that is, plates 11' 8*" 
long and \'* thick can be used at the centre of the girder for the webs. 

Taking the next available thickness of plate, namely -j^", we find, as 
before, that such a plate can resist a sheariug stress of nearly 15 tons, and 

would therefore be available up to a point ^^ ■ x 10 = 8' 4" from the centre. 

There remains 1' 8^^ of the web at the abutments, for which a •^" plate is 
insufficiently thick. It would be bad construction to put in a ^'^ plate (which 
would be strong enough) of so small a si^, causing an additional joint, and 
there are therefore two courses open : (1) to make the webs Y thick from the 
point where the f " plate ceases ; (2) to strengthen the ^" plates near the abut- 
ments by adding stiffeners. 

The first arrangement is the simpler, and as the amoimt of metal would 
be about the same in either case, it would be the best arrangement to adopt 
The calculations for the second arrangement will, however, be given. It is 
required to find the maximum distance between stiffeners. Let c be this dis- 
tance, then — =— is to be substituted in Qordon's formula for -. On the 
nr » 

1' 8" 
other hand, the intensity of stress at ~;r— from the abutment is for each web 

plate 

1812x911 1 

10— ^19^51^- ^-^^^^ 
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So that 



1-90 = 



^3000 \ 7 / 



From this equation the value of c can be found, an exerdse which is left to 
the student 

The result can be obtained more rapidly by using Table V. It will be 

found that a safe intensity of stress of 1 *90 ton corresponds to a value of - 

of 170. Hence taking n= 3'5 we have : 

16cv^ 170 

7 " 3-6' 

whence c= 16 inches nearly. 

The stiffeners can therefore be arranged as shown in Fig. 264, one stifFener 
being placed immediately at the edge of the abutment, the other just where 
the ^' plate commences to be strong enough without assistance. 

JovnU in the web, — ^There will be two joints ; the calculations for these 
are precisely similar to those already made, and are left to the student 

Joints in (he flanges will not be necessary, as the longest plate is only 20' 
long. 




Section M.N. 



Fig. 264. 



Bivets to connect the web to (he flanges, — The calculations for these are also 
left to the student^ being similar to those already explained. 




-^^//g^^- 



/SJtttrf 



Fig. 265. 
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End, piUars. — The clear span ia 20 feet, but the 
girder must be made longer at each end so as to bear 
on the stone sills, say 9 inches ; and as the shearing 
stress is considerable, it would be advisable to adopt the 
arrangement shown in Fig. 264. 

The completed girder is shown in Fig. 265, the 
thickness of the plates being considerably exaggerated, 
also in Plate B. 

Intermediate diaphragms. — In a large girder, two or 
three of these should be inserted. They are pieces of plate 
iron riveted to both webs to prevent racking, that is, to 
Fig. 266. prevent the girder bending over as shown in Fig. 266. 

Saddle-backed or Hog-baoked Girders have a carved upper flange such as 
that of the Cast-iron Girder, Fig. 144. Both flanges can be made of nearly uniform 
section throughout instead of as shown in Fig. 238. 

Such girders are however very seldom used in connection with buildings, and 
need not be further described. 




Chapter IX 
BRACED OR FRAMED STRUCTURES. 



General Bemarks. — ^Before proceeding to the consideration of 
lattice girders and roofe, which are braced structures, we must 
investigate a few general propositions in connection with such 
structures, and we will also give two methods of finding the 
stresses in them. 

Let us consider in the first place the simplest case of a weight 
W supported by two rods, as shown in Kg. 267, A and B being 




Fig. 267. 



fixed points. The two rods are evidently in compression, and as 
they are equally inclined to the direction of the weight they will 
be subject to equal stresses. The same remarks apply to the 
rods shown in Fig. 268, with the exception that they are in 
tension instead of in compression. 



w 




Fig. 271. 

If the inclination of the rods to the vertical is diminished, as 
in Figs. 269 and 270, the stress in them will also be diminished; 
and on the other hand, if the inclination is increased, as in Figs. 
271 and 272, the stress will be increased 

B.C. — IV. N 
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In Figs. 273 and 274 the rod AD is shown at a greater inclina- 
tion to the vertical than the other rod. Clearly the stress is less 



CwJ? 



p. 




w> 




Fig. 273. Fig. 274. 

in AD than in BD. If , as in Figs. 275 and 276, BD is veitical, 





w w 

Fig. 275. Fig. 276. 

that is, the inclination to the vertical is nothing, the stress in BD 
will be equal to W, and there will be no stress in AD. 

Having thus obtained an idea of the manner in which the 
position of the rods relatively to the weight affects the stresses in 
them, we proceed to show how the actual value of the stresses 
(in terms of W) can be found. 

Eetuming to Fig. 267, draw ha (Fig. 277) parallel to W, hd 
parallel to BD, and ad parallel to AD, then by a theorem called 
the " triangle of forces," ^ if 6a is drawn to scale to represent W, dh 
z will represent Cg and ad will represent C^ 
to the same scale. Supposing, for instance, 
that 'W"= 1*5 ton, and that ha is made 1'5 
^ inch, then it will be found that 




db = 0-93 inch, ad =0'93 inch, 



or 



Fig. 277. Fig. 278. Cg = 0-93 ton, Cj = 0-93 ton. 

Further, ba represents the direction of W, and ad will give 
the direction of Cj and db that of Cj, as indicated by the arrow- 
heads in Fig. 277. Transferring these directions to Fig. 267 we 
see that the rods AD and BD are in compression. 

It is very important to observe that in Fig. 277 the arrows 
follow each other, as it were, in the same direction of rotation. 

Again, applying the theorem to Fig. 268, we obtain Fig. 278. 
As before, if 

W= 1*5 ton, and ba= 1*5 inch, 
we obtain db = 0*93 inch, ad = 0*93 inch, 

T2 = 0-93 ton, Ti = 0-93 ton. 
^ A proof of this theorem will be found in any work on Statics. 
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In this case the arrows follow each other in the reverse 
direction of rotation as compared with the previous case, and 
transferring to Fig. 268 we find that the rods are in tension. 

Applying the theorem in succession to Figs. 267 to 270 
and Figs. 273 to 276, we obtain Figs. 279-286/ and assuming 
in each case that W=1'5 ton as before, we find the stresses 
marked on the figures. The arrows showing the directions of the 
forces are also marked. The student is recommended to compare 
these results with the preliminary remarks. 

Hie theorem of the triangle of forces can be thus stated : — 

If three forces acting on a point are in equilibrium, then, if a 
triangle be drawn whose sides are parallel to the directions of the 
three forces, the length of the sides will represent the magnitude 
of the forces, and the directions of the forces will follow each 
other round the triangle. 

Thus, taking a general case, if F, G, H are three forces acting 
on the point P as in Fig. 287, then Fig. 288 will be the triangle of 




^ % 



Fig. 287. Fig. 288. Fig. 289. 

forces ; and if the magnitude of one of the forces be known, that 
of the other two can be found, 
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291. 






Fig. 


292, 





Now supposing we replace the force H (Fig. 289) by two 
forces K and M, which together have the same effect as H (in 
other words, H is the resultant of K and M), then the triangle cda, 
(Fig. 290) would be the triangle of forces for K, M, and H 
(strictly H reversed), so that we obtain the polygon abed to repre- 
sent the forces G, F, M, and K. In the same way, if F were re- 
placed by two forces N and O (Fig. 291), we should obtain the 
polygon ofixd (Fig. 292), and so on. 

1 Figs. 279-286. See Plate I. at end of volume. 
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This result is called the ^' polygon of forces," and it can be 
stated as follows : — 

If any number of forces acting at a point are in equilibrium, 
then, if a polygon be drawn having its sides parallel to the forces, 
the sides of this polygon will represent or be proportional to the 
magnitude of the forces ; and the directions of the forces will 
follow each other in rotation round the polygon. 

In the case of the polygon of forces it is only possible to find 
the magnitude of two of the forces when the magnitude of all 
the others is known. Thus in Fig. 290, if only the magnitude of 
G were known, all that could be done would be to draw ch and 
the direction of cd, but the point d could not be fixed, as the 
magnitude of K ig not known ; but if the magnitude of K is 
known, then d can be fixed, and drawing da and la we see 
that the magnitudes of M and F are found. 

The student is recommended to study the above very care- 
fully, as these results will be found of the utmost importance in 
the sequel 

Some different forms of framed stnictures, — A framed structure 

is composed of a num- 
ber of bars jointed to- 
gether. It is usual to 
assume that these joints 
are hinged, and offer 
therefore no resistance 
to the movement of 
the bars. Such an as- 
sumption, unless pin 
joints are used, is not 
true, but it errs on the 
side of safety. 

The simplest frame 
is a triangle, as in Figs. 
293 and 294, and such 
a frame is perfectly 
braced; that is, it is 
^ rigid or stiff, and can- 
not change its form.^ 
Tliis being the case, the reactions E^ and E^ can be found by the 

* A very minute change takes place in consequence of the elongation and shorten- 
ing of the members produced by the stresses, but this may practically be disregarded. 
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Fig. 295. 




Fig. 296. 



rule given at p. 18 for beams, and thus, taking the numerical 
data given in Fig. 294, we find 

Ra = t£x7 = 5 cwts., 
Kb = A >< '7 = 2 cwts. 

A frame composed of four bars, as in Fig. 295, is, however, 
not perfectly braced, and 
would collapse under 
the action of the load 
W. But if an addi- 
tional bar DB be added 
(Fig. 296), it will be- 
come perfectly braced 
A moment's considera- 
tion will show that this 9a 
additional bar, called a 
*' brace," is in tension. 
The frame could also 
have been braced by 
adding a bar AC (Fig. 
297),which would, how- 
ever, have been in com- 
pression. Cj and Cg 
would then be unneces- 
sary. 

If the bars AD and 
CB are equally inclined, 
and another weight W 
be added at D (Fig. 
298), the frame would 
retain its shape, but the 
least deviation would 
cause it to collapse; it 
is, in fact, in unstable 
equilibrium, and practi- 
cally a brace would have 
to be added. If only 




Fig. 298. 




Fig. 299. 



one brace is added, it must be capable of resisting both com- 
pression and tension, that is, a simple rod would not do ; or two 
rods capable of resisting tension only may be added, as in Fig. 299. 
In this case the frame is over-braced, and it is possible, by drawing 
up the rods by means of coupling screws, to introduce stresses in 
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the frame in addition to those produced by the weight. In such 
a case the frame is said to be self -strained — a state of things 
which is of course to be avoided as much as possible. 

In Fig. 300 is shown 
a frame composed of 
five bars. If a brace 
EC be added (Fig. 301), 
the frame is still in- 
completely braced, and 
another brace, either AC 
or EB, must be intro- 
duced. Figs. 302 and 
303 show different ways 
in which a five -sided 
frame could be perfectly 
braced, and Fig. 304 
shows the frame over- 
braced. 

From the above it 
will appear that to per- 
fectly brace a frame it 
must be divided up into 
Fig. 802. triangles. 

Maxwell's Diagrams. 

Returning to Fig. 294, 
p. 180, which is redrawn 
in outline in Fig. 305,^ 
B and applying the triangle 
of forces to the joint A, 
we obtain the triangle 
shown in Fig. 306, and 
therefrom the stresses 
given. The triangle also 
shows that the bar CA 
is in compression, as re- 
presented by the arrow 

pointing towards A, and that AB is in tension, as represented by 

the arrow pointing away from A. 





Fig. 804. 



Figs. 305-811. See Plate II. at end of volume. 
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For the joint B we obtain in the same manner the triangle 
shown in Fig. 307. 

And lastly, at C we obtain the triangle given in Fig. 308, and 
we see that, as should be the case, the values obtained for C^ 
and Cg are the same as before. 

Method of drawing a stress diagram} — The above three triangles 
can be combined together in one diagram. Fig. 309, thus: Commence 
by drawing the triangle for joint A. We now have C^, and on this 
side of the triangle we can draw the triangle for the joint C,as in Fig. 
308, taking care to reverse the direction of C^. Lastly, the triangle 
for joint B can be drawn on Cg, Fig. 309, and if the diagram has 
been correctly drawn, it will finish off or " close " where it com- 
menced. Such a diagram is called a stress oxforce dia>gram,ajid is one 
of the methods of finding the stresses in a framed structura These 
diagrams were originally proposed by Professor Clerk-MaxwelL 

It will be noticed that in this example we could have com- 
menced by drawing the triangle for the joint C, and then obtain 
the other two triangles, thus finding the values of R^ and R^ with- 
out previous calculation; but it is not always possible to do 
this, as will be seen by the following example : — 

In Fig. 310, which is an outline copy of Fig. 297, but loaded 
with two weights W and Wj, if we were to commence at the joint 
C we should have four forces to deal with, namely, the weight W 
and the stresses in the three bars connected together at that joint. 
Therefore, as Already seen at p. 180, we cannot determine the 
stresses. Finding, however, R^ and R3 as usual, we can draw the 
triangle for joint B, as shown in Fig. 311. Now proceeding to 
joint C we form a polygon and obtain the stresses Cj and C^. 
This polygon is drawn by reversing the direction of Cg, drawing 
W vertically to scale, then drawing C3 to meet C^, drawn parallel 
to their respective bars. Taking D as the next joint, we find 
Cp and the polygon for the joint A can then be added. 

This diagram could, however, have been drawn by conmienc- 
ing at the joint D, without determining Rj^ or R^. 

The student is recommended to see what efiect altering the 
values of W and W^ has on the shape of the diagram. He will 
find, for instance, that when W = W^, then C3 = T and C^ = ; 
or, again, when W^ = 0, then C3 = and C^ = 0, which is, more- 
over, evident on inspection. 

^ In Appendix XVI. will be found more detailed rules for drawing a MazweU's 
diagram. 



i84 



NOTES ON BUILDING CONSTRUCTION 



The above method will be applied in the sequel to the 
determination of the stresses in roofs. 



Bow's system of notation has not been used for the simple roof trusses here 
dealt withy but it is admirable for complicated structures. It is explained in Ap- 
pendix XVII. and used for the braced girders at p. 854. 

METHOD OF SECTIONS. 

We can now proceed to the consideration of the second method of de- 
termining the stresses in a framed structure. 

Imagine the frame shown in Fig. 312 cut in two parts along the line PP ; 
then, considering the left portion, it is clear that this portion could be kept 
in equilibrium by applying to each bar that is cut, a force of the same mag- 
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Fig. 812. 



Fig. 818. 



nitude and direction as the stress existing in the bar before the section is made. 
Thus the forces K^^, W, Cg, Cg, and T, acting on the portion of the frame shown 
in Fig. 313, are in equilibrium. Hence the sum of the moments of these forces 
about any point is zero (see App. II.) Now it is quite immaterial about which 
point moments are taken. If, therefore, we wish to find C3, we can select ^e 
point A, which is the intersection of Cg and T (the other two unknown forces), 
and so we obtain an equation containing C3 in terms of W, and the perpen- 
dicular distances from A on to the directions of Cg and W, which are called the 
lever arms (R^ does not appear in the equation, as it also passes through A). 
If I is the lever arm for W, then fW is the moment of W ; and if l^ 
is the lever arm for Cg, Ifi^ is the moment of Cg — the sign being negative, 
because Cg tends to turn the portion of the frame in what we have assumed 
to be the negative direction (see p. 26). 

Hence W -\Q^^0, 

or Co = 7-W. 

I and \ could be found by calculation, when the dimensions of the frame 
are known, but the process is rather complicated, and, moreover, they can be 
obtained graphically very simply and rapidly, and with sufficient accuracy for 
all practical purposes, by dramng perpendiculars from A (which can be called 
the " turning point '*) to the directions of W and Cg, and measuring the 
lengths of these perpendiculars to the same scale that the drawing of the 
frame is made to. Carrying this out in the present example we find (Fig. 314) 

^ = 6-70 feet, ?i = 3-93 feet, 



METHOD OF SECTIONS 



X8s 



and consequently 



c»=IS-^=^'^- 



To find T we must take moments about the point D, the intersection of 
Cg and Cg. Measuring the lever arms we find ^ 

- 9-5T- 8-3W+ 15R^ = 0. 
Hence 

T=l-58R^-0-87W. 
And lastly, to find Cg we must produce T and Cg to meet at (Fig. 315); 
and dropping perpendiculars from on to the directions of W and R^^ we find 
-6'7C5 + 19-3W-12-6R^ = 0. 



Hence 



Cq= -(1-88R^-2'9W). 
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Fig. 816. 



This method is called the Method of Sections, and is a modification of that 
originally proposed by Professor Rankine. In the present form it was, it 
is believed, originally suggested by Professor Ritter.^ 

Rule fob Method of Sections. — This method can be stated as 
follows : — 

Sever the structure in two parts by means of an imaginary line (which need 
not be a straight line), cutting if possible through three bars of the structure. 
Select one of the parts, and apply to the severed ends of the bars forces equal 
in magnitude and direction to the stresses in those bars. This part of the 
structure will then be in equilibrium. To find the stress in any one of the 
severed bars, take moments about the point of intersection of the other two 
bars. An equation will thus be obtained containing the unknown stress it 
is required to find, any loads that may be acting on the part of structure 
selected, any reaction that may be acting on it, and the lever arms of the 
various forces involved. 

The following terms are used in connection with this method, and are 
tabulated as follows : — 

Turning poirU is the point about which moments are taken, and is generally 
the intersection of two of the unknown stresses. 

Lever arm of a force is the perpendicular distance from the turning point 

^ It will be observed that the forces applied to the ends of the several rods in 
Figs. 313, 314, and 315 are all tensions. Hence clearly tensions are positive but 
compressions are negative^ if the forces are thus drawn. 

' See Iron Bridges and, Boofs^ by Professor Ritter, translated by Lieut H. R. 
Sankey, R.E. 
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to the direction of the force. Practically these lever arms are obtained 
graphically. 

It was mentioned above that the section should if possible be taken 
through three bars. This is not always possible, and the method must then 
be slightly modified. 

The above is only an outline of the method, which is a very powerful 
one. The student is referred to Professor Hitter's work above mentioned, 
where he will find the method very fully described. 

We have now considered two method^ of determining the 
stresses in a braced structure, and it will be found that in some 
cases the first, and in other cases the second method, gives the 
result in the quickest and simplest manner ; and again in other 
cases the methods are equal in this respect. Experience wiU 
soon show which method to apply, and it does not appear to be 
of any use laying down general rules on the subject. 

It should be observed that both methods require a drawing 
to scale of the structure, and to obtain accurate results this draw- 
ing should be made to as large a scale as possible. 

We now proceed to apply these methods to some simple cases 
of framed structures. 



Chapter X. 
BRACED OR OPEN WEBBED GIRDERS. 

T>EACED or open webbed girders are much used in engineering 
-'-^ works, but have only a limited application in building con- 
struction. It will therefore only be necessary to consider one or 
two simple cases. Moreover, the general theory of these girders 
is difficult, and beyond the scope of this book. 

Warren Girders. — A very usual form of braced girder is shown in Fig. 

B 




Rg. 816. 

316, and names are given to the different parts as follows : — 
AB is the compression boom or flange. 
OiqC^iq is the tension boom or flange. 

^1^11' ^2^2> S^s) ^^) ^^^ called braces, and are tension braces 

or compression braces according to the stress in them, 
o^, a^ etc., are the apices. 
A modification of this girder would be obtained by turning it upside 

/\A/\AAAAAA/\ 

Pig. 817. 

down, as in Fig. 317, when the nature of the stresses in the diagonals is 
of course reversed. These forms of braced girders are known as Warren 
girders. 

|yxxyxxx>^x^ 

Fig. 818. 

Iiattice Girder. — Fig. 318 shows another form of girder, which is called 
a lattice girder. Vertical braces are added at the ends, and are called end 
pillars. 
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It is most usual to incline the braces of a Warren girder at 60*" and 
those of a lattice girder at 45^ 

TS Girder.^ — Fig. 319 shows another form of braced girder, called the 
N girder. In this the upright braces are called verticaU, 




Fig. 319. 



IXIXIXIXIXIXIXIXI^ 



Fig. 320. 

N {braced) girder. — Sometimes additional braces are added, as in Pig. 320 ; 
but, as exphdned at p. 181, the girder is then over-braced and may be self- 
strained, so that these braces should not be added unless the girder is subject 
to a moving load, and then only to a certain number of bays next the centre, 
depending on the proportion of the moving load to the weight of the girder. 

Application of the Iioad; — The load is supposed to be concentrated at 
the apices, either at the top or at the bottom ; occasionally, but unusually, 
at botii top and bottom. To do this, arrangements must be made to transmit 
the load to the apices by means of secondary bearers. The weight of the 
braces and booms can also be considered as applied at the apices, and practi- 
caUy the weight of the girder can be taken as uniformly distributed. 

Proportion between span and depth of girder. — As in former 
cases, the depth of the girder must be sufficient for stiffness, and 
it is found that a ratio of about ^ gives the best results. The 
exact depth must be arranged so as to get an exact number of 
triangles, and will therefore depend on the angle of inclination 
chosen for the braces. 

Stresses in Warren Girder. 
Zlzample 38. — We will take as an example the girder shown in Fig, 
32 1 supporting loads of Wj, Wj, W3, etc., tons on the upper apices. 

w. w, w. w. w, w, w. 

jg, ira^ ia, W, iaj ia^ jg. 




or 



tfio Mil **u ^^ ^ "i* ^ ^tr Oii^ 

Fig. 321. 
To find the number of triangles we have, d being the depth, 

2d 

^=7r 



^ Also called WTiippU-Murphy girder. 



STI^ESSES IN WARREN GIRDER 

If n is number of triangles, 

2(2 
n(Aaj) = span = 1 2(£ « n •-^, 

»=10-4. 
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whence 

Therefore ten triangles will do, and will give a depth rather greater than 

y^ span, as shown in the figure. 

V» V« V» ^ 




Fig. 322. 

To find the stresses, take a section and select the left portion of the 
girder for calculation (Fig. 322). We will adopt the following notation : — 

^4,6» *^® compression in the bar a^^ of the top boom, 
^4*14. *'^® stress in the brace fi^^^ 
'^13,14, *^® tension in the bar 0^3^14 of the lower boom, 
a, the distance between the apices. 

And similarly for the other bar& 

To find the stress C^^^ we must take moments about a^^^ and we thus 
obtain the equation 

, r* ^r <* «r 3a _. 5a .^ 7a ^ 9a 
+ (ixC4,5-W4X2-W3X-2--W2X— -WjX— + R^x— = 0. 

Supposing that 



as is most 

and 

Or 


usually 
+ 2dx 


W, = W2 = W3= . . . =W, = W, 
the case, then 

R^ = 4-6W, 

C4,5-a(W + 3W + 6W + 7W-9x4-5W)-0. 
+ 2(£ X 0^,5 + 24-6W X a = 0, 


and 




C,^=-24-5W^. 


But 




* -cotaneo^-^ 


Therefore 




c..= -^^>. 



The - sign shows that C^,^ is in compression. 

Again, to find T^sj4 we must take moments about a^ and we obtain 

- d X Tjg^i^ - Wg X a - Wg X 2a - Wj X 3a + R^ X 4a = 0. 
As before, when the apices are equally loaded, we get 

- (£ X Ti3,i^ - a{W + 2 W + 3W - 4 X 4-6 X W) = 0. 
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That is, 



24 



= 75^' 

According to the rule, to find B^^j^ we ought 
to take moments about the intersection of a^a^ 
and 0^^0-iy But these lines do not meet, or, in 
other words, their intersection is at infinity. All 
the lever arms would therefore be infinite. Although 
the result can be obtained by following the rule, it 
is simpler in this case to resolve vertically (see Appen- 
dix II.) the forces acting on the portion of the girder 
shown in Fig. 322. It will be observed that both 
C^^g and Ti3^i^ have no resolved part vertically, since 
they are both horizontal, and that the resolved part of 



'4,14 ' 



^4,14 ^ ^^ ^^^ 



v/3 



B. 



'4,14* 



Hence 



-^B4,u-"^4-W8-W,-Wi + K, = 0. 



Or, if the 



apices are equally loaded, 



B^„ = 0-6W- 



_ ^ 

In the same manner the stresses in all the 
other bars can be found. These have been worked 
out, and are marked on Fig. 323. 

In the above example the loads are supposed 
to be applied to the upper apices. If they were 
applied to the lower apices, the stresses would be 
slightly modified. The student is recommended 
to re-work the example with the loads applied to 
the lower apices. 

Stresses in Whipple-Murphy Girder. 

Example 89. — Find the stresses in the girder 
shown in Fig. 324, the lower apices being loaded 
with 3-0 tons each. 

To find the stresses in the bars ^30^, ajiO,, 
and a^ia^2« ^^^ ^^ oblique section along the line 
00, as shown in Fig. 325. 

The stress in a^a^ can be found by taking 
moments about a^g, thus (the depth being 4 feet) — 

+ 4Cg^ - 4 X 3 - 8 X 30 + 1 2 X 1 3 -5 = 0. 



WHIPPLE-MURPHY GIRDER 

Whence ^8.4= -31*5 tonjB. 

agtt^ is therefore in compression. 

To find Tjj^j2, *^® moments about Og, 

- 4Tii,i2 - 4 X 3-0 - 8 X 30 + 12 X 135 = 0, 
^11,12= +31-6 tons, 
80 that 0^10^2 ^ ^ tension. 
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|«-iL?- 



Fig. 824. 




W-5 



Fig. 326. 



Fig. 327. 



The stress in the vertical a^^ can be found by resolving vertically, 
thus — 

- ¥3,12 - 3-0 - 30 + 13-5 = 0, 

^3,12= ^"^'^ ^"^ 

Another section must be taken to find the stress in the brace OjO^j^ as 
shown in Fig. 326, 
Resolving vertically, 

^3,11 ^ ^^ ^^^ + 13-5 - 3-0 - 3-0 = 0, 

Bsiu^ -7-5x v/2, 

B3,n= - 10-6 tons. 
To find the stresses in the bars a^a^ and a^o^^, we can take a section 
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s-si 



S'Ol 



HI 



i'-y 



OS 



9'*! 



V-Ol 



HSl 



cutting through only two hara (Fig. 327),* 
Resolving vertically, ■ 

B^^,iXC08 46' + 13-6 = 0, 

or Bo,i= -13-5X >v/2» 

= - 19-1 tons. 

To find T^^iQ we can take moments 
about any point in a^a^^ for instance, about 
P, whose dlBtance from a^ is c, then 

- T^^,i(, X c sin 46* + 13-6 X c cos 46" = 0. 
But sin 45° s= cos 46", 




•^0.10" 



+ 13-6 tons. 



so that 

The stresses Bq^^ and Tq^jq can also be 
found very simply, by diagram, as shown in 
Fig. 328. 



IS'5, , 






Fig. 328. 






' 'S tons. 
Fig. 329. 

It will be observed that a straight section 
taken to obtain the stress in a^jot^^ will cut 
through four bars, but by taking a circular sec- 
tion, as shown in Fig. 329, we need only cut 
through three bars, and by resolving vertically 
we obtain at once 

^5,14= +3 tons, 
a result which is eelf-evidently correct. 

The stresses in the remaining bars of the 
girder can be obtained in precisely the same 
manner to tne above, and as an exercise the 
student is recommended to carry out the cal- 
culations for each bar and check the results 
he obtains by those given in Fig. 330. He is 
also advised to find the stresses when the 
girder is turned upside down, as shown in 
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General Remarks. — It is to be noticed that in both the 
above examples all the top horizontal bars are in compression, 
and all the lower horizontal bars in tension. Further, all the 
braces sloping downwfuds away from the centre are in com- 
pression, and all the braces sloping downwards towards the centre 
in the Warren girder and the verticals in the Whipple-Murphy 
girder, supported as in Fig. 330, are in tension. The stress in 
both top and lower booms is greatest at the centre, and gradually 
diminishes towards the ends ; the stress in the braces is least at 
the centre, and increases towards the ends. 

The student is recommended to compare carefully these stresses 
with those in a plate girder. 

Dimensions of the variotis bars. — ^The stresses being obtained, 
the dimensions of the various bars can be found as explained in 
Chap. VI. 

For the small braced girders used in building construction, 
the booms are generally made of horizontal plates riveted to- 
gether as in plate girders, and connected by L irons with a 
.vertical web plate, to which the braces are secured. The ties 
are generally made of flat bar iron, and the struts of L, T, or 
LJ iron. 

• 
Short praotical Formula for all open webbed Girders. 

Tht stresses in the Jlanges B, may practically be taken as in 
a plate girder. 

Applying this to Example 38, p. 188, for a plate girder (uni- 
formly loaded) we have from Equations 15 and 89 

o 

.-. B,xd= — andBi=g^, 

tt;= — in Example 38; d^—. 
a 2 

26aW 
«W here=W in Example 38, 

B.C. IV. O 
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which is practically near enough to the result in Example 38, viz. 
24-5W 

The stress on any bar is equal to the shearing stress at the 
point multiplied by the cosecant of the angle of inclination of the 
bar to the horizontal, and divided by the number of triangulations. 
Thus in Example 38 the shearing stress at 84,14 = — W4 — Wj 

By above rule the stress in 84,14 = '5W cosecant 60"* 

= -5W— p = -7-, 

which agrees with the result by the other method (see p. 190). 

In vertical bars (the cosecant of 90"^ being 1) the stress is equal 
to the shearing stress at the point (see y8,i2, p. 191). 
Graphic Method. 

Figs. 1 and 2, Plate C, show Example 38 worked out by a Max- 
well's diagram, and Figs. 3 and 4 show the same for Example 39. 

In Example 38, 2 tons per upper apex has been assumed 
as the load. The notation is by Bow's method, which is explained, 
in Appendix XVII. 

By measuring the different lines of the diagrams on the scales 
given it will be seen that the stresses found graphically agree 
with those found by calculation. 

The thick lines denote compressions, the thin lines tensions. 

Lattice girders may be calculated by the method given for 
Warren girders at p. 188, or by the graphic method. 

A separate calculation or diagram should be made for each 

triangulation. 

Bowstriiic Girders have a curved upper flange or bow, which for an uniformly 
distributed load should theoretically be a paraboh, but is practically made an arc 
of a circle (see p. 34) ; the lower flange or string is horizontal. 



For an uniformly distributed deadload only vertical bars are required, suspending 
the string (on which is the load) firom the bow. 

Where Z=span, it = weight of bow and load per unit of length, (2= depth of 
girder at centre, m= distance between the vertical oars. 

The hoTvumial thrust (T) throughout bow = tension in string =^-^ 

The compression along the bow at any point distant x horizontally firom the 
centre= l/vM^T, 

Thrust on bow at springing=T x secant of angle of tangent of bow at this point 
with horizontal. 

Tension on each vertical bar=mir. 

AdvaiUages, — ^The stress on the string and verticals is uniform, that on the bow 
varies only from 8 to 12 per cent, so that the bars and plates may be of uniform 
dimensions. As the girder can be made of a depth equal to | its span, the sections 
of the flan|[e8 will be light and economical in comparison with those of shallower girders. 

Bowstnng girders are very seldom used in connection with buildings and need 
not be further described. 



Chaptee XL 
TRUSSED BEAMS 

SEVERA.L kinds of trussed beams were described in Part I., and 
it will be noticed that the construction of these beams is 
simple ; the calculations to obtain the stresses accurately are, how- 
ever, difficult, and beyond the scope of these Notes. It is clear that 
the beam itself bears a certain proportion of the load, and the 
trussing makes up the difference. The part borne by the beam 
depends on the comparative stiffiiess of the beam and of the 
trussing, and this varies with the temperature, which affects the 
length of the tie-rods. Moreover, the beam is not in a simple 
state of bending stress, but is also subject to direct compression 
arising from the trussing, and liable at any time to alteration by 
tightening or slackening the nuts of the tie-rods. These con- 
siderations will show that the accurate calculations are compli- 
cated and practically useless, as they would have to be based on 
assumptions which might at any time cease to be correct. 

It is therefore usual in practice to assume that the beam does 
not bear any of the load 
as a beam, and this as- 
sumption amounts to the 
same thing as to suppose ^' 

that the beam is jointed ''* ' 
at the point or points 
where the struts are con- 
nected to it. Thus the 
trussed beam shown in 
Fig. 332 is assumed to be jointed as in Fig. 333. This assump- 
tion clearly errs on the safe side, and makes a rough allowance 
for the compression produced in the beam by the tension in the 
tie-rod. 

With this assumption there is no difficulty in finding the 
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stresses by either of the methods given in the preceding chapter. 
For instance, employing Maxwell's diagrams it will be seen that 
Pig. 334 is the diagram of the stresses in the trussed beam shown 

in Fig. 332. 
*K Having thus obtained the 
stresses, the dimensions of the 
>^R. various parts can be found as ex- 
plained in Chaps. III. and VI. 
^'^^* Trussed beams of the form 

shown in Fig. 335 are, as explained at p. 181, incompletely braced,, 
and are therefore imsuitable if the load is not uniformly distri- 




mjPlta 

^^f thread 



buted. 



Fig. 836. 
Fig. 336 shows the change of form which would take 



place if the beam were jointed and one point only were loaded ; 




Fig. 336. 



this figure exhibits, therefore, the tendency when the beam is con- 
tinuous, although the stiffness of the beam controls the deforma- 
tion. For uniform loads, however, such beams are suitable, as the 
stiffness of the beam would be quite sufficient to counteract any 
small unevenness in the load that might occur. 

Bxample 40. — Design a trussed beam 18 feet span to carry a load of 8 
cwts. per foot run. 

The first step is to find how many struts to employ. If we place one 
ptrut at the centre, the beam will be divided into two portions of 9 feet each, 
and there will be a load of 9 x 8 = 72 cwts. on each of these portions. 
Considering eodi portion as a beam loaded uniformly and mpfporied, at both 
ends, it will be found on referring to Tables II. and III. that for strength 
6" X 9" deep, and for stiffness 3 J" x 1 1'' deep, is required. If, therefore, timber 
3j X 1 1, or its equivalent in section, is available, one central strut will be suflS- 
cient, and the trussed beam would be of the shape shown in Fig. 332. We 
will, however, suppose that timbers of this section are not obtainable ; it will 
therefore be necessary to use more than one strut. If two struts are used, as 
phown in Fig. 335, the total span will be divided into three portions of 6 
feet each, and if taudi, of these portions is looked- upon as a beam uniformly 
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loaded and supported at both ends, it will be found thai for strength and for 
stiffness a beam 4'' x 1" deep is needed. We will decide on this section. 

The depth of the trussing must next be fixed. If it be made deep, the 
stresses will be much reduced, but in many cases a deep trussing is incon- 
venient. A rule applicable in general cases is to make the depth of the 
trussing from centre of beam to tie-rod about -^ of the span. In the present 



Rri*§ cwu. 



Bg'18 cwts. 




case, therefore, a depth of 1' 6* would do very well, so that the struts will 
be 1' 2^" long. Fig. 337 shows the trussed beam in outline. 

Distribution of the Load, — ^We may consider that half the load on AC and 
half the load on CD is concentrated at C ; that is, the load at C is 
i(6 X 8 + 6 x8) = 48 cwts. 
The remaining half of the load on AC is transmitted direct to the point 
of support, and it therefore does not affect the stresses in the trussing. At 
D there will clearly be the same load as at C, hence the reactions B^ and 
Ra are each equal to 48 cwts. 

We will now find the stresses both by the method of sections and by 
Clerk-Maxwell diagram. 

Stresses by Method of Sections. — To find the stresses in AE and CE 
take the section shown in Fig. 338, and for the 
stress in AE take moments about C. 
-l-44Ti + 6x48 = 0, 




Ti=- 



6x48 



= 200 cwts.. 



1*44 
= + 10 tons. 
To find the stress in CE take momenta 
about A 
+ 6 X 48 + 6 X C^ = 0, 

Ci= -48 cwts., 
= - 2*4 tons. 
The stress in EF can be found by taking the section shown in Fig. 339, 
and taking moments about C, then Q. 

- 1-6 xTg-i-ex 48 = 0, 1^ 



T2=' 



6x48 



cwts.. 




1-5 
= 9-6 tons. 
The stress in FB will clearly be equal **^* ^^^' O 

to that in AE, and the stress in DF to that in CE. We do not require 
the direct compression in AC, CD, or DB for the approximate method we are 
employing. 
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Strebsbs bt Clerk-Maxwell Diagram. — Commencing at the abutment 
A we obtain the triangle fgh (Fig. 340), from which we find T^ = 10 tons as 
before. Proceeding to E we obtain the triangle Urn (Fig. 341), from which 
we obtain 

T2 = 9-6 tons, 

Ci = 2-4 tons. 



i M cwtt. 




T^MOO 



Fig. 340. 
Scale 100 cwt. = 1 inch. 

Having obtained the stresses, the diameter of the tie-rod can be found as 




Tg— 153 ewts, 



Fig. 841. 
Scale 100 cwt = 1 inch 



explained in Example 13, and is given in Fig. 335. The stress in the struts 
is 80 small that no calculation of dimensions is needed. 



Chapter XIL 

ROOFS. 

IV/TANY different kinds of roofs were described in Parts I. and 
•^•^ II., and Tables of the dimensions used in practice were given. 
Cases may, however, occur in which the conditions are diflFerent 
from those assumed in these Tables, and it then becomes necessary 
to find the stresses in the various members of the roof, and there- 
from deduce the dimensions. 

The general method of finding the stresses in roofs will 
therefore be described in an elementary manner, and will be 
illustrated by examples. 

Loads to be borne by Boofo. 

Roofs are subject to several kinds of loads, but these loads can 
be classed under two heads — 

1. Permanent Loads. — ^These consist of the weight of the 
roof truss itself, of the purlins, rafters, and roof covering; 
frequently also the weight of a ceiling has to be borne by a roof, 
and sometimes the weight of a lantern. 

The weight of the truss itself must be estimated much in the 
same way as the weight of a girder, but there does not appear to 
be any formula available corresponding to that of Unwin's for 
girders. Table XII., however, gives the information required for 
several difierent kinds of roofs, and even in a special case the 
weight required can be deduced therefrom with suflBcient accuracy 
for practical purposes, care being taken in large structures to 
check the assumed weight by that deduced from the completed 
design, modifying the dimensions if found necessary. 

The weights of purlins, rafters, roof covering, etc., are also 
given in Tables XIL and XIIL 

The use of these Tables will be better shown when working 
out the examples. 
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2. Occasional Loads. — The occafiional loads consist of the 
weight of snow and of the wind pressure. 

&now, — The weight of snow a roof is likely to have to bear, 
depends on the locality in which it is to be erected^ and at best 
only an approximate estimate can be given. It is usual to assnme 
in England that a roof of very flat pitch may have a depth of 6 
inches of snow on it, and the depth will of course diminish as the 
pitch increases. It can be further assumed that the weight of a 
cubic foot of snow varies from 5^ to 11 lbs., according to the 
amount of consolidation, so that an allowance of 5 lbs. per square 
foot of horizontal surface covered by the roof is ample. 

Wind pressure, — The wind pressure is more difficult to allow 
for, and the experimental data on the subject are at present very 
deficient It is, in fact, only since the Tay Bridge disaster that 
English engineers have inquired at all closely into the subject, and 
the estimated allowance to be made for wind pressure has varied 
very considerably. In Unwin's Iron Bridges and Roofs, however, 
although published long before the Tay Bridge disaster, the subject 
is treated at some length, and the following is principally derived 
from that work. 

Assvm^ that the wind blows horizontally. When it meets the inclined 
surface of a roof it will produce a pressure, normal {i.e, perpendicular) to the 
surface of the roof, and there will also be a force exerted along the surface of 
the roof. Now as air is almost a perfect fluid, this force along the surface of 
the roof will be extremely minute and can be neglected. Therefore we can 
state that the wind pressure acts perpendicularly to the surface of the roof 

Let P be the horizontal wind pressure per square foot, that is, P is the 
force exerted by the wind on a vertical surface one square foot in area, and 
let Py be the pressure normal to the surface of the roof per square foot, 
then according to Button's experiments 

P, = P(8in t)i-84 COB i - 1 . . . . (90), 
where * is the angle of pitch of the roof. 

Amouvi of wind pre§9ure to he calculated for. — ^As regards the value to be 
given to P, the data at our disposal are not so numerous or so trustworthy 
as might be wished ; the general practice, however, is to give P some value 
between 40 and 60 lbs. per square foot^ For ordinary roofs, unless in positions 
of exceptional exposure, 50 lbs. per square foot will be sufficient to take. 

Table XIV. is derived from Equation 90, which it must be 
remembered is only empirical, on th6 assumption that P = 50 lbs, 
per square foot. 

^ A wind pressure of 41 lbs. per square foot has been registered at Greenwich. 
The gale which destroyed the Tay Bridge was calculated to have a force of 42 lbs. 
per square foot The Board of Trade require 56 lbs. per square foot to be taken for 
railway bridges which are often much exposed (Wray, Seddon). 
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Stresses in roofs of special shape.—lt may occur in large roofs of special shape that 
the wind pressure produces (say) compression in some member of the roof, in which 
the permanent load and the snow produce tension, or vice versd. In such a case the 
weight of the snow actually assists the member in question, but as the maximum 
wind pressure may occur when there is no snow on the roof, this assistance from 
the snow should not be reckoned on.^ Hence the stresses due (1) to the permanent 
load, (2) to the snow, (3) to the wind pressure, should be determined separately, and 
that combination of (1), (2), and (8) which produces the greatest stress in any member 
must be adopted in designing it. However, in the comparatively small roofs used 
in ordinary building construction, such as those illustrated in Parts I. and II., the 
wind pressure does not reverse the stresses in any of the members. 

Stresses in ordinary roofs. — In these it is only necessary to 
obtain the stresses produced — 

(1) By the permanent load and the snow combined, (2) by 
the wind pressure ; and from a consideration of these stresses the 
maximum stress to be borne by each member can be found, as will 
be shown in the sequeL 

Tredgold assumed that the wind pressure acted vertically and 
uniformly over the whole surface of the roof. Such an assump- 
tion is clearly erroneous, nevertheless the scantlings given on his 
authority in the Tables, Parts I. and II., are dependent on this 
assumption. The lighter scantlings for wooden roofs given in 
Parts I. and II., and in Table XV., were obtained on the assump- 
tion that the wind pressure acts perpendicularly to the surface of 
the roof, and only on one side, and are recommended for use. 

Distribution of the Iioads. 

The weight of the roof covering of the snow and of the wind 
pressure is borne in the first instance by the common rafters, and 
by them transmitted to the purlins. Taking a simple case, in 
which there is only one purlin on each side of the roof, each 
common rafter will be supported in the centre by the purlin, at 
the top by the ridge piece and at the bottom by the wall plata 
If the rafter is continuous, and these three points are accurately in 
a straight line, it can be shown (see Appendix XI.) that ^ths of the 
load on the rafter will be supported by the purlin, ^ths by the 
ridge piece, and ^ths by the wall plata If, however, the three 
points of support are not in a straight line, this distribution 
would be changed. Supposing the rafters were not continuous, 
but (as it were) jointed just over the purlin, then clearly the dis- 

^ '* It is suggested that, except perhaps in very cold climates, the snow need not 
be considered at all. Since long before such a wind force as 50 lbs. per foot square 
could take effect upon a roof all the snow would have been blown off it." — ^Wray, 
Insiructum in Construction (Seddon). 
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tribution would be as follows: — ^half the load on the purlin, 
quarter on the ridge piece, and quarter on the wall plate. This 
latter distribution causes greater stresses in the roof, and it will 
therefore be better to accept it. Now let a, 5, c (Fig. 342) be three 

purlins (and we will suppose, as is 
usually the case, that ab = hc and that 
w is the load ^ on the portion ab of 
the rafter and also on the portion be), 
then, if the rafter is considered to be 
jointed over each purlin, half the 

load on the portion abf or ^ '^^ he 

transmitted to the purlin 6, and half the load on the portion be 

[or ^ will be transmitted to the same purlin. On the whole, 

therefore, the purlin b will have a load = w transmitted to it from 
the rafter in question. Applying this to the case where there are 




Fig. 842. 




Fig. 843. 



two purlins on each side of a roof, as shown in Fig. 343, the two 

purlins will each support a load w and the ridge piece and wall 

w 
plate 2" 

The total load on a purlin will be that due to the sum of the 
loads transmitted by all the common rafters supported by that 
purlin. Beferring back to Fig. 342 it will be seen that purlin 

^ The loads are shown acting rertically, but the aignment holds equally for the 
Vrind pressure. 
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h supports the load on a strip of the roof 



ah + 1)0 



wide, and ex- 



tending the whole length of the purlin, that is, from one truss 
supporting the purlin to the next This is indicated in Fig. 344. 
The purlins transmit the load to the principal truss, and, 
looking upon the purlin as a beam supported at each end, half 
the load on the purlin will be borne by each truss supporting it 





Fig. 844. 



Fig. 345. 



Thus, referring to Fig. 345, at each point where a purlin is fixed 
to the principal rafter of the truss there will be a load 

= \ load on purlin AB + ^ load on purlin BC, 
that is the load due to the hatched portion of the roof. Fig. 345. 

Usually the trusses are equidistant In such a case the 
load at every point of the principal rafter where a purlin is fixed 
is equal to the load on a strip of the roof equal to 

distance apart of purlins x distance apart of trusses. 

So far we have tacitly assumed that the purlins are placed 
immediately over the joints of 
the truss as shown in Fig. 346. 
Sometimes, however, smaller pur- 
lins are used, and they are dis- 
tributed along the principal rafter 
as shown in Fig. 347. In such 
a case we can consider oi as a 
beam supported at h, and he as 
another beam supported also at 
h, so that half the load on each 
of these beams will be transmitted 
to the joint at 6. The load on 
the joint at I will therefore be 
the same as if there were only 
one purlin at h. The above 




Fig. 847, 



refers strictly only to the loads due to roof covering, rafters and 
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purlijis, wind and snow. The weight of the trass itself should 
strictly be considered as applied at all the joints, but it is 
sufficiently accurate to consider this part of the load as applied 
to the same joints (ie. the upper joints) as the other loads. 

In every case, therefore, the load acting on a joint of the 
principal rafter (and in almost every case these are the only joints 
that have to be considered as loaded) is the load on a strip of 
roof whose width extends half-way from the joint in question to 
the joints on either side of it, and whose length is the distance 
between the trusses. 

Example 41. — ^To take a numerical example, let it be required to find the 
loads on the joints of the iron roof shown in Fig. 348, the trusses being 
supposed to be 10 feet apart. 

Permanent Load and Snow, — ^First as regards the permanent load and the 
snow, we want to know the load per square foot of roof surface. 

Referring to Table XIII. we find 

Per square foot of roof surface. 

Roof covering (countess slates) . . 8 lbs. 

Slate boarding (r thick) . . 35 „ 

11-6 lbs. 



From Table XII. 

Per square foot of coyered area. 

Common rafters and purlins .2*0 lbs. 

Principal 3-5 „ 

Snow 6-0 „ 

10-5 lbs. 





Fig. 348. Fig. 349. 

This last part of the load must be reduced to the load per square foot of 
roof surfjEu^ Referring to Fig. 349 it will be seen that it is the load on 
1 X 1*15 square foot of roof surface, so that this part of the load is, per 
square foot of roof surface, 

10-6 

Therefore the total load per square foot due to permanent load and snow 
= 11-6 + 9-1 = 20-6 lbs. 
The load at joint A is due to a strip of roof 5 feet wide as indicated by the 
arrows in Fig. 348, and 10 feet long, but as this load is supported directly 
by the abutment, it does not cause any stresses in the roof, and need not 
therefore be considered. 
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The load on joint D is due to a strip of roof 6 + 6 = 10 feet wide by 10 
feet long. Hence load at D 

= 10 X 10 X 20-6 = 2060 Iba, 
= 0*92 ton. 
The load at C is due to two strips, each 5 feet x 10 feet, so that the load at 
C is the same as at D. 

Clearly the load at E is also the same. 

Load due to Wind, — Next, to find the load due to the wind. Supposing 
that the wind is blowing from left to right, then the left side only of the 
roof will have any wind pressure to bear. As already mentioned, the 
direction of the wind pressure is taken normal to the surface of the roof, 
and from Table XIY. we see that for a pitch of 30° the wind pressure to be 
allowed for is 33*0 lbs. per square foot. 

The load at joint A is due, as before, to a strip of roof 5 x 10, so that 
the load equals 

6xl0x33=:1650 1ba, 
= 0-73 ton. 
The load at joint D is 

10 X 10 X 33 = 3300 Ibsw, 
= 1-46 ton. 
And the load at joint C is 

6xlOx33 = 1650 1b8w, 
= 0-73 ton. 
The load on any roof can be found in a similar manner. 

Beaotions at the Abutments. 

As regards the permanent load and the snow, the reactions at 
the abutments can be found as explained at p. 23 (Example 3). 

The reactions due to the wind pressure cannot, however, be 
found in so simple a manner. 
Let Fig. 350 represent a roof 
{the arrangementof the bracing, 
being immaterial, is omitted), 

then, regarding the roof as a ' p""^ F* S60^ 

whole, the total wind pressure 
P„ can be considered as concentrated at D, the centre point of 
the side of the roof. 

Further, P„ can be replaced by two forces— one a vertical 
force, Py, and the other a horizontal force, P^. The reaction at 
each abutment can also be replaced by two forces, one vertical 
and the other horizontal, as shown in the figure. 

V^ and Vg can be found at once, as being the reactions due 
to a vertical load P^, and thus (Rule I., p. 18) 

V — "^ V P — 3p 
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As regards H^ and H,, however, all we can say is, that 

H, + H. = P„ . . (91), 

but we cannot, from the conditions of equilibrium, determine the 
value of H^ or Hg. 

This will be easily understood by considering that, if the 
support B were quite smooth, and therefore unable to offer any 
horizontal resistance, the support A would have to furnish all 
the horizontal reaction. We must therefore endeavour to find 

some other condition to determine 
the relative values of H^ and H^ 
or else make some assumption. Now 
in the case of wooden roofs a fair 
assumption to make would be, that 
each abutment will just afiford suffi- 
cient horizontal reaction to make 
the total reaction parallel to the normal wind pressure, as is 
shown in Fig. 351. In this case 

B^(m + n) = 'P^xm, 




and 



E, ^P„ . . (92), 



K ^P» • . (93). 

m + n 



And m and n can be found by measurement 

In iron roofs, however, the case is rather different. To pro- 
vide for the expansion and contraction due to variations of 
temperature, one end of the roof is fixed and the other end left 
free to move; and so to enable this end to move freely it is 
usual in large roofs to place steel rollers under the shoe. 

In small roofs, where the shoe at the free end simply rests 
on a stone template, the horizontal resistance of the free end 
cannot exceed the frictional resistance. Now the coefficient of 
friction for iron upon stone can be taken at about 0*45, and to 
find the resistance to friction we have only to multiply the 
vertical pressure by this number, so that, supposing B to be the 
free end, we have, if V^ is the vertical reaction due to the wind 
pressure, roof covering, roof truss, and snow, 

H. = 0-45V^ . . . (94), 
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and this is the greatest value H3 can have, and H^ = P^ — 0*45Vb, 
so that, knowing H^, we can easily find H^. The assumption 
made in the case of wooden roofs is therefore only tenable in the 
case of small iron roofs, so long as it does not require a greater 
value of H3 than the above. 

Now, for ordinary pitches, the assumption that the re€tctions are 
parallel to the wind pressure holds good, and equations 92 and 93 
are applicable, but for high pitches it does not hold good. 

Let us inquire ai what pitch the change takes place. Fig. 352 is the 

oatline of a roof, the reac- h^ 
tions at the abutments being 
parallel to P^ It will be 
seen that the inclination of 
A^^"^^^ J?' 0-0 ^*?^^^^^j l^B to V, is a, the angle of 

* pitch. Hence Fig. 868. 

R,cosa = V^ 
also R.8ina=H,^ 

Results which are also evident from the triangle of forces, Fig. 353. 
But by taking moments about A, 

iP,, = 2cos«axR,. 
Hence 

P-sina , „ P, 

H.= :;^^-o-, andV=- 





' 4 cos ^a' ■ 4 cos a 

Now if L denote the permanent load, 

'^» 4cosa 2 
Therefore the maximum value of H^ from equation 94, 

= 0-45fr— ^ + -V 
\4 cofl a 2 / ' 

and the value of a required can be obtained from the equation 

P^sina / P L\ 

/ a =0-45(- +-). 

4 cos ''a \4cosa 2/ 

It will be seen that a depends on L, and it will be found on trial that 
for very light roof coverings (such as zinc) a = 36*", and for heavy roof cover- 
ings, such as in Example 41, a = 45^ 

When an iron roof expands by an increase of temperature, the 
abutments will resist the expansion by exerting horizontal forces 
h. and A-, which will be equal ^^.^^ 

and opposite to each other ; but ^/^ ^s^y p^ 

as soon as these forces exceed Y* y^^ ^\. Y» 

the Motional resistance of the L^ryT" ^ ^^^"H^ 

free end, that end will begin to J^i^ed^nd Fig. 354. p:^^,Zi 

move. Now supposing that a strong wind is blowing from right 
to left, whilst the roof is expanding, the wind causes a horizontal 
reaction H!^ and the increase of temperature a horizontal reaction 
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Ag in the opposite direction, as shown in Fig. 354. Supposing, as 
may well happen, that 

then clearly there will be no horizontal reaction at the abutment 
B, or, in other words, abutment A will have to supply the whole 
of the horizontal reaction, that is 

H', + A, = Ph. 
A similar case may occur when the wind is blowing from left 
, ^^"v. to right, and the roof is at 

p^Vj y^ ^^^ the same time corUractinff; 

, ^^J^ I^^ t! then, as in Fig. 355, if 

•^^•**^ Kg. 856. Hr=^-* H, = A3, 

we have 

H. + A, = P^, 
and the horizontal reaction at the free end will be zero. 

Cases to be Considered. 

Eeviewing what has been said with regard to wwll iron roofs, 
supported on substantial abutments and with the free end not 
resting on rollers, it will be seen that there are four cases to be 
considered, as follows : — 

The free end being on the right. 

Beactions parallel to normal wind press- 
ure for pitches from 36** to 45**, ac- 
cording to the roof covering, or hori- 
zontal reaction at free end equal to 
frictional resistance for pitches above 
45^ 

Case 3. Wind on left 1 tt • i. i x- x i* j 

n A Txr- J • T_i. r Horizontal reaction at free end zero. 

Case 4. Wmd on nght J 

It will be necessary to find the stresses in each case, and then 
pick out the maximum stresses to which the various bars may be 
subjected. 

On the -other hand, in large iron roofs, where the free end of 
the trusses are supported on rollers, or, again, in small iron roofe 
having one end supported by a column, which can oflFer little or 
no horizontal resistance, the horizontal reaction at the free end 
can be taken as zero. In such roofs, therefore, only two cases 
need be considered, namely — 

Case 1. Wind on left 1 tt • i. i *,- j. p j 

i-i ft ^TT- J . 1.x f Horizontal reaction at free end zero. 

Case 2. Wind on nght J 



Case 1. Wind on left 
Case 2. Wind on right 
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We have now shown how to find the loads and reactions 
acting on roof trusses, and the next step is to show how the 
stresses can be obtained. This we proceed to do by means of a 
numerical example. 

Stresses in an Iron Boof Truss. 
Methods of flnding the Stresses. — The stresses can be found either by 
the method of sections or by the graphic method (Clerk-Maxwell diagrams). 
If the stresses in all the bars are required, then the latter method will be the 
better one to use ; but if it is only required to find the stresses in one or 
two of the bars, then the method of sections will give the result, as a rule, 
more quickly. As an illustration, however, the stresses will be found by 
both methods, by the graphic method below, and by the method of sections 
in Appendix XVIII. 

Example 42. — Find the stresses in the iron roof truss shown in Fig. 
373, p. 215, and 356,^ Plate IIL, assuming the following data: — 

Span 40 feet. 

Distance apart of tnisses 8 feet. 

Purlins placed over joints of truss. 

Roof covering — Countess slates on J" boarding. 

Pitch 21 J* or \ span. 

Rise of tie-rod ^ of span. 

Stresses due to Pebmanent Load and Snow. 

PMimrna/ries, — To find the permanent load and snow on the roof we refer 
to Table XIIL, whence 

Per square foot of roof snrfkce. 
Boof covering and boarding . . 10*5 lbs. 

Per square foot of covered area. 
Common rafters and purlins .2*0 lbs. 

Principal 3'5 „ 

Snow 5-0 ,, 



10-5 lbs. 



^ ^^'^ ^ wTq = ^'7 lbs. nearly per square foot of roof surface. 

1 *0o 

Hence total load per square foot of roof mrface 

= 10-5 + 9-7 = 20-2 lbs. 
Now the length of principal rafter is 

V202 + (Y)2, 
= 21-6 feet. 
Hence the loads are (see p. 203) at joint D 

?^x8x20-2 = 1745lb8., 

= 0-78 ton. 
And joints C and E will be loaded to t)ie same amount. 
The reactions at A and B will be each equal to 
|x 0-78= ri7 ton. 

^ Figs. 356-359. See Plate III. at end of yolume. 
B.C. IV. P 
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The external forces due to the permanent load and the snow are therefore 
as drawn in black in Fig. 356, Plate III. 

MaxwelVs Diagrams, — Commencing at joint A (Fig. 356), Plate III., by 
drawing ah parallel to AC, 6c to AF, etc., we get the triangle ahc (Fig. 3 5 7), which, 
measured on the scale of forces, gives the stresses in AD and AF, and shows 
that AD is in compression and AF in tension. We next proceed to joint D : 
there three bars meet, and there is also one external force, hence we obtain the 
quadrilateral dbdeay and we thus find the stresses in DC and DF. Next pro- 
ceeding to joint F we get the quadrilateral cbdfc ; as this quadrilateral is of 
peculiar shape it is shown separately in Fig. 358, and from it we find that both 
FC and FG are in tension. The student is strongly recommended thus to draw 
separately the diagram for each joint until he has made himself completely 
master of the subject. We have thus practically fi>und the stresses in tiie left 
half of the truss, and the stresses in the right half can be deduced at once by 
symmetry ; for clearly the stress in C£ will be the same as that in DC, and 
so on. The diagram has, however, been completed for the whole truss. 

At joint C we get the five-sided figure eghfd (Fig. 359). 

At joint E the quadrilateral ghUc (Fig. 357). 

At joint Q the quadrilatercd fhlc. To draw this quadrilateral all we 
have to do is to draw from { a line parallel to GB, the other sides being already 
determined. This line ought, if the diagram has been correctly drawn, to 
pass through c, or, as it is expressed, the diagram ought to " close." We 
thus have a very useful and simple check on the accuracy of the work, for 
if any mistake has been made the diagram will not close. 

Finally the triangle ckl gives the stresses at joint B, and the numerical 
values of the stresses can be obtained by measuring the lines representing 
them on the scale given (§ inch = 1 ton), the values being then filled in 
to column 2, Table H., p. 213. 

Stressbs dub to Wind Pressure. 

We now proceed to find the stresses 

due to the wind. On referring to 

Table XIV. we find that, for a roof of 

2 If* pitch, the wind pressure normal 

to the roof should be taken at 25*2 

lbs., or say 25 lbs. per square foot 

Fig. 360. Following the method explained at p. 

205 we then obtain the load caused by the wind on the joints D and C, as 

shown in Fig. 360, namely — 

91 *R 

P^^'^x 8x25 lbs., 

= 0-96 ton. 
Po=iP» = 0-48 ton. 
P^ = 0-48 ton, 
and P^ the total wind pressure, is 

"P, = 2P„=l-92 ton. 
We will suppose that A is the fixed end of the truss, and that the end 
B is free to move, but not placed on rollers. 

Case 1 (see p. 208). JVind on left. Reactions parallel to loind presstire.^ — 




Since the pitch is less than 45" (see p. 207). 



EXAMPLE OF IRON ROOF 211 



Referring to Equations 92 and 93, p. 206, and to Figs. 360 and 361, we see 
thati 

28-4 ^ 

"40" 

28-4 



R. = — P,, 



and 



= -j^x 1-92 = 1-36 ton, 



1 1'R 

R, = -r7rX 1-92 = 0-56 ton. 

40 



The external forces due to tlie wind from the left are therefore as shown in 
Fig. 361.2 

MaxwelVs DiagrarM, — Commencing at joint A we find two external forces, 
R^ and P^ ; as, however, these two forces are acting in exactly opposite 
directions, we need only plot their difference, namely — 

1-36 -0-48 = 0-88 ton. 
"We thus obtain the triangle ahc^ which gives us S^ and S^ (Fig. 362). 

Proceeding now to joint D we get the quadrilateral cade, in which ad 
represents P,, and is drawn to scale equal to 0*96 ton. 

For joint F we obtain the quadrilateral hcef. This quadrilateral is also 
shown separately in Fig. 363. 

Next taking joint C we get the five-sided figure /eftyA (see also Fig. 364). 

Then proceeding to joint £ we get the straight line gh as the diagram. 
This shows that Sc,=S„ and S„ = 0. 

For joint G we obtain the triangle fhh, and not a quadrilateral, since 
S„ = 0. This triangle will be a check on the accuracy of the drawing, for 
the diagram ought to close at h. 

Lastly for joint B we get the triangle hhg, and we have thus obtained the 
stresses in all the bars. They can be measured to scale on the diagram and 
are then inserted in Table H., p. 213. 

Case 2. Wivd en right Reactions pa/rcUlel to normal wind pressure, — A 
moment's consideration of Fig. 365 will show that this case is exactly the 




Fig. 865. 



opposite of Case 1, and we can immediately write down the values of the 
various external forces, as h& been done in the figure, and it is further 
manifestly unnecessary to go through the calculations for the stresses, as we 
can deduce them from those obtained under Case 1. Thus the stress in CE 
in the present case will be equal to the stress in DC in Case 1, and so on. 
Column 4 has thus been filled in in Table H. 

Case 3 (p. 208). Wind on left. Reaction at free end vertical. — In this case 

^ m ^28-4 
m+n 40 ' 
* Figs. 361-364. See Plate IV. at end of volume. 
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(Fig. 366) it is a little more difficult to find the values of R^ and R,, because 
the external forces acting on the roof aie not parallel to each other, and we 




R,-^-^ 



Rf^-55 



Fig. 866. 

know neither the direction nor the magnitude of R^. Now when three forces 

acting on a body are in equilibrium, their directions meet in a point/ so that, 

as we know the direction of P^ and R^ we can find the direction of R^ by 

joining A with the point of intersection of P, and R.. But with flat roofs, 

as in the roof under consideration, this intersection is a long way below the 

roof, and the intersection is acute, and therefore cannot be obtained with 

great accuracy. 

In such a case, therefore, a better way is to find the value of R^, which 

can be done by taking moments about A. We obtain 

+ 10-8xP,-40xR, = 0, 

^ 10-8 X 1-92 

R, = jz = 0-52 ton. 

Now draw ah (Fig. 367) parallel to P, and measure along 
it 1 *92 ton to scide ; next 6c parallel to R., and measure 
along it 0-52 ton a to scale ; then ac will be the direction of 
R, and we also find by measuring ac that 
R^= 1-45 ton. 
We can therefore now proceed to find the 8tresse& 
MaxwelVs Diagrams. — Commencing at joint A (Fig. 368)* we find two exter- 
^ijK nal forces, P^ and R^. Let ad parallel 
to P^ and ac parallel to R^ represent 
these forces (Fig. 369), then adec is the 
complete diagram for joint A. 

It will be found that the remainder 
of the diagram for the roof can be 
drawn as in Case 2 ; the description is 
not therefore repeated, but the diagram 
is given in Fig. 369. 

Case 4. Wind on right. Reaction at 
free end vertical, — In this case we can 
obtain the reactions very simply by dia- 
gram. Thus produce P, and R. to 
meet at K (Fig. 370) and join AK; then 
AK is the direction of R^ (see Fig. 367). 
Now, plotting KA to scale to represent 




Fig. 367. 




Fig. 870. 



^ This can be easily proved by taking moments about the intersection of two of 
the forces. The moments of these two forces will be nothing, but for eqnilibrimn 
the sum of the moments of three forces is nothing, therefore clearly the moments of 
the third force about this point must be nothing ; that is, its direction must pass 
through the point, or, in other words, the three forces meet in a point, 

' Figs. 368, 369. See Plate V. at end of volume. 
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P, (1*92 ton), and drawing ah parallel to R« we obtain the triangle of forces 
for the three forces P^ R,, and R^, and by measurement we find 

R^ =0-87 ton, 
R, = 1-26 ton. 
As a check, taking moments about A, we have 

-40xR.+26-3x 1-92 = 0, 
R. = l-26 ton- 
MaxwdVa Diagrams, — Fig. 37 1^ shows the loads for this case, and the corre- 
sponding diagram is given in Fig. 372, and the stresses obtained therefrom 
are entered in Table H. 

Tabulation of Stresses. 

We have thus obtained the stresses in the various members of the roof 
under various conditions. These stresses must now be tabulated, so that we 
may be able to pick out the maximum stress to which each member of the 
roof truss may be subjected. This has been done in Table H below, and 
the stresses that are to be added together, to obtain the maximum stress, are 
printed in italics. The seventh column gives the maximum stresses, and it 
will be seen that the maximum stress to be borne by corresponding members 
on either side of the roof is not quite the same. This is due to the fact that 
one end of the roof truss is fixed and the other end is free to move. But as 
these differences are very small, and it would be practically unwise, at any 
rate in so small a roof truss, to make corresponding members on either side 
of different scantlings, these differences will be ignored and the scantlings 
snU be calculated to meet the stresses given in column 8. 

It should be noticed also that the stress in the principal rafter is greater 
in the lower part than in the upper part ; but, in a small roof truss like the 
one under consideration, no difference would practically be made in the 
scantling of the principal from A to C. In column 8, therefore, the stress in the 
upper part of the principal rafter has been put equal to that in the lower part. 
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Wind. 




8. 














Stresses 
to be used 

in calcu- 
lating 
scant- 


1. 

stresses. 


s. 

Perms- 
nent load 


Reactions paraUel 


Reaction free end 
vertical 


7. 
stresses. 




and snow. 


8. 


4. 


5. 


0. 






On left 


On right 


On left 


On right 




lings. 


s^ 


-4-4^ 


-3-27 


-1-89 


-SS8 


-1-62 


-7-83 


-7-83 


s^ 


-\-4'16 


+ 3-38 


+ 1-67 


+ 3 67 


+ 0-83 


+ 7-83 


+ 7-83 


s,>. 


-0-7$ 


-0-96 


00 


-0-96 


00 


-1-69 


-1-69 


s«, 


-4'ie 


-3-28 


-1-89 


-3-33 


-1-62 


-7-49 


-7-83 


Sn, 


+ V9S 


+ 2 17 


+ 0-32 


+S'SO 


+ 0-16 


+ 4-13 


+ 4-13 


s«. 


+fi'S4 


+ 1-30 


+ 1-31 


+ 1-64 


+ 0-69 


+ 3-88 


+ 3-88 


Sea 


+ 1'9S 


+ 0-32 


+;?-i7 


+ 0-38 


+ 2 02 


+ 410 


+ 413 


Sc« 


-4'ie 


-1-89 


-S'gS 


-1-98 


-80 


-7-44 


-7-83 


So. 


-0-73 


0-00 


-096 


0-00 


-0-96 


-1-69 


-1-69 


s« 


+4-16 


+ 1-57 


+ 338 


+ 1-88 


+ 2-70 


+ 7-64 


+ 7-88 


s„ 


-4-45 


-1-90 


-S'S7 


-1-98 


-3 00 


-772 


-7-83 



* Figs. 371, 372. See Plate V. at end of yolome. 

' See p. 185. Many writers take compressions as + and tensions as 
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Calculation of the Scantlings. 

Having obtained the stresses in the various members of the roof truss the 
next step is to decide on the form, and to calculate the scantlings of the vari- 
ous members, so that they may be able to safely resist these stresses. 

Suitable forms, such as are used in practice, have been described in 
Parts L and II., and the student is therefore referred back for information 
on that part of the subject. 

As regards the calculations of the different members and joints, several 
examples have already been worked out in Chap. VI. of this Part, and the 
student is specially referred to Examples 13, 19, 20, 26, 26a, 27, and 28. 

The roof truss can now be considered as completely designed, and the 
result is given in Fig. 373. The same truss is shown in Fig. 374, when the 
purlins are distributed along the length of the principal rafter, in which 
case the principal rafter is increased in section but no alteration is made in 
the other members of the truss. 

The calculations to find the size of the principal rafter in the 

CASE where a number OF SMALL PURLINS ARE DISTRIBUTED ALONG ITS 

LENGTH would be as follows : — 

We must first find the load on the principal. The permanent load and 

snow consists of 

Per square foot of roof sor&ce. 

Roof covering and boarding .10*5 

Per sqnare foot coTerwL 

Purlins 1*5 

Snow ....... 6*0 



Or 



6-5 

- = 6 lbs. per square foot of roof surface. 



1-08 

Total= 10-5 + 6 = 16-5 lbs. 

This load is vertical and must be resolved perpendicularly to the principal 

by multiplying by cos 21 J° thus — 

16-5 X cos 211" = 15 lbs. 

The normal wind pressure is 25 lbs. per square foot (see Table XIV.), so 

that the total load per square foot is 

15 + 26 = 40 lbs. 

Hence total load on one half of the principal rafter is 

Distance 
Length, apart of 
trasses. 

40x10-8x8 = 3456 lbs., 

= 1-54 ton. 

This load produces a bending stress in the principal, tlie compressive 

element of which must be added to the direct compression. The moment of 

flexure is wP_WZ_ 1-54 x 10-8 x 12 

8 "" 8 "" 8 * 

= 25 inch-tons, 

whether we consider the principal as jointed at the strut, in which case 

the lower half of it is a beam supported at both ends, or whether we suppose 

it to be continuous over the strut, when the lower half is a beam supported 

at one end and fixed at the other. 
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We must now assume some section of T ^^9 <^d see if it is strong 
enougb. Assume, for instance, a section A" x 5^"" x Y^ the table being A" 
wide. 

According to the rule given in Appendix IV. the distance of the centre of 
gravity from the edge of the table is 

- 4x1+5x3 , ^ . , 

4 + 

And according to Appendix XIY. the moment of inertia about an axis passing 
through the centre of gravity is 

1 = J { 4 (1-88- 1-38) + J(l-38 + 3-73)}, 
= 13-65. 

Treaiing principal <u jointed. — Hence the greatest compression due to 
bending (at the edge of the table), on the supposition that the lower half of 
the principal is supported at both ends. 

From Equation 53 r^=-^ = ———— = 3*3 tons per square inch. 

The direct compression produces a stress per square inch (see note below) 

7-83 7-83 ^ ^ ^ , 

= =-———-= 1-7 ton nearly. 

area (4 + 5) J 

Hence total maximum compression 

« 3-3 + 1*7 = 5 tons per square inch. 
Practically this section would do. 

Treating principal as continued. — If, however, the principal is considered 
as continuous over the strut, and is supposed to be supported at one end and 
fixed at the other, the maximum compression due to bending at the edge of 
the stem becomes 

25x(5>5-l>8)^ 

13-65 00 WHS. 

So that on this supposition the section is too smalL 

Next, try a section 3^" x b^, the table being ^ thick and the stem |". 
It wiU be found that the distance of the CG from the edge of the stem is 
3"-92, and that 1= 15*9. Hence maximum compression (at edge of stem) 

25x3-29 ^^^^ 

= =5-17 tons. 

15-9 

And the total compression is 

6-17 + 1-49 = 6-66 tons. 

This section is therefore apparently too small, on the supposition that 

the principal is continuous over the strut. This supposition, however, re- 

o quires that the three 

^,,.^<^^^'^^^:>-'..^^ points A, D, and C 

D..^^^^ ^"^v^^s^ ^^^ remain in a straight 

^^^^^^y^ ^^/^^ s^ line, but the maximum 

.^ — ^^ ; **'*-^^^ compression occurs in 

^ig- 876. the principal AC when 

the wind is blowing from the left, and this wind pressure bends the roof as 
shown in Fig. 375 in a very exaggerated manner, and it is evident that this 
bending of the principal will considerably relieve the compressive stress on 
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the stem of the T iron, so that it can be taken that this section is quite 

strong enough. 

Note,— It has been assomed that the direct compreMioA is nnlfonnly distributed over the cross 
section of the T iron. The deflection due to the distributed load tends, however, to increase the 
intensity of the stress towards the edge of the table. The increase is, however, small. If, for 
instance, the deflection were ^", the moment of flexure due to the direct compression would be 
7*88 X 0*5 s 8*2 inch tons, which would cause with a T iron i"x5\"xii'' a maximum compression of 

^I^.^J^sO*42 ton per square inch, to be added to the 1*7 ton already found. 
18*65 

Diagrams for yarious Boof Trasses. 

In Figs. 376-395 ^ diagrams for different kinds of roof 
trusses are given, with the hope that they may be of assist- 
ance to the student. Iti is strongly recommended that, as an 
exercise, some span be as- 
sumed, and that the stresses 
be obtained by following 
these diagrams ; the results 
obtained being occasionally 
checked by the method of p 
moments. 

In these diagrams only 
one case for the wind 
pressure has been shown, 
since the other cases pro- 
duce very similar diagrams. 

It should be observed that 
the diagram for the roof truss 
shown in T"ig. 392 cannot be 
drawn by the graphic method 
alone, because either at the 
points E or M the stresses in 
three of the bars are unknown. 
But the stress in MN can easily ^»% 
be found by taking a section as 
shown in Pig. 396 for permanent 
load and snow, and in Fig. 397 
for wind. The value thus found for S„ can then be inserted, and the 
diagram completed. 

WOODEN ROOFS. 

It is not worth while to give examples of the calculations for 
timber roofs. These can very seldom he necessary, atviy if required, 
would he similar to those for iron roofs. 

Tables of Scantlings for Wooden and Iron Roofs are given in 
Table ZV. p. 340, and in Parts L and 11. 

* See Plates VI., VII., VIII., IX., and X., at end of volume. 
2 For Figs. 398-430, see Appendix XVIII. 




Fig. 397.2 



Chapter XIIL 

STABILITY OF BRICKWORK AND MASONRY 
STRUCTURES. 



TT is proposed in the following chapter to show, in an elementary 
-*- manner, how the dimensions for various kinds of brickwork 
and masonry structures can be calculated. 

The mortar with which the stones or bricks of a wall are 
bedded assists the wall by its resistance to tension ; but, on the 
other hand, the resistance to compression of mortar being less than 
that of stone or brick, it reduces the resistance to crushing of the 
walL On the whole, the effect of the mortar is to increase the 
strength of the wall as regards overturning. 

In important structures, however, the tenacity of the mortar is 
not taken into account, because settlements are liable to occur 
which may dislocate the joints, and such walls are treated as if 
built up of uncemented blocks. 

We will first consider the following problem. 

Single Block. — A rectangular block ia supported by a flat surface, and 
is pressed against it by an inclined force F (Fig. 43 1). Find in what manner 

the pressure between the block and the 
flat surface is distributed. 

It will be observed on looking at the 
plan that, for simplicity, the force F is 
assumed to act in the central vertical plane 
of the block, and is supposed to include the 
weight of the block. 

The point C, where the direction of the 
force intersects the supporting surface, is 
Fig. 431. called the centre of presswre. 

Now F may be resolved into two components— one perpendicular to the 
supporting surface or joint, and the other parallel to it. Y and X are these 
componenta The component X tends to make the block slide along the 
surface and is resisted by the friction ; but at present we are not concerned 
with this part of the question. 
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The normal component T is the one that causes the pressures between 
the block and the surface. 

Since C is not in the centre of GH it is clear that these pressures will 
fijci be uniformly distributed, but will be greater towards AE than towards BD. 

In the first place, since GH is midway between AB and ED, and C lies 
on GH, the pressure at all points of any line KL drawn parallel to AE will 
be the same, and therefore we can take the pressures along GH to represent 
the pressures over the whole surfsice of the joint 

Secondly, on the supposition that the joint is a perfect one (and in a 
masonry structuj^e the principal function 
of the mortar is to make the joint prac- 4 
tically perfect), we can say that the : 
pressure along GH diminishes uniformly \ 
from G towards H. The pressures along ^ 
GH may therefore be represented by a g 
triangle GMO as shown in Fig. 432, so ^ 
that the pressure p at any point V is ^, 

given by the ordinate VN, and this or- ^ v y u h 

dinate will also give the pressure at any Iy Fig. 432. 

point on KVL (Fig. 431). 

First, Let be situated between G and H ; this means that there is no 
pressure on the joint from to H. 

Now the system of parallel forces acting over the whole joint and repre- 
sented by the triangle GMO have a resultant R acting through the centre of 
gravity of the triangle, and for equilibrium R must be equal and opposite to 
Y, that is 

R=y. 

Again, R is represerUed by the area of the triangle GMO, and is equal to 
the area x AE. Tliat is 

R = ^xGOxAE = Y. 
2 

2V 

Therefore MG=. 



GOxAE 

But since T passes through the centre of gravity of the triangle GMO we have 

G0 = 3GC, 

and for MG we can write p^jaua.) 

2Y 
Hence y^^=____ .... (96), 

and since. Y, GC, and AE are known, P(mKx.) ^^^^ easily be found. 
XSxample 48. — As a numerical example let 

Y = 4 tons, 
GC = 0-5 foot, 
AE=1 foot, 

tben y^, = -.__, 

= 6'3 tons per square foot. 
Second, Let and H coincide, as in Fig. 433. In this case we have 

GC = J-GH, 
and this is the condition which must exist in order that the pressure may 
just vanish at H, or more strictly along DB. 
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Let GH s 3 feet, and the remaming data be as before, then 
4 
P(mi^x) = ~ • 3 ^ ^ = 2-67 tons per square foot 




Bg. 433. 

Now if C were situated at the middle point of QH, the pressure would clearly 
be uniformly distributed over the joint, and its intensity would be 

4 



3x1 



= 1S, 



from which we see that when the centre of pressure is so situated that the 
pressure vanishes along one edge of the joint, then the pressure along the 
opposite edge of the joint will be double what it would have been had the 
centre of pressure been at the middle point This is an important result, and 
should be carefully remembered.^ 

Thus far we have not considered the horizontal component X of the force 
F. This component is balanced by the resistance to friction of the joint so 
long as slipping does not occur. Now the resistance to friction is 

where /a is called the coefficient of friction, and is simply a number (always 
less than 1) depending on the nature of the surfaces. Thus for stone against 
stone 

If, however, in a masonry or brickwork joint the strength of the mortar 
is taken into account, the resistance opposed to X wiU be the resistance to 
shearing of the joint In practice, however, it is not usual to take account of 
the strength of the mortar. It will be observed that the horizontal compon- 
ent X and its effect on the joint are independent of the position of the centre 
of pressure. 

Uncemented Block Structuees. — If we consider anymasoiuy 
or brickwork structure, such as a retaining wall for earth or water, 
a boundary wall or an arch, we see that such a structure can be 
dissected as it were into a series of blocks separated by joints, 
such as the one we have just been considering. There will be a 
resultant external force acting at each joint through the centre of 
pressure of the joint, and this force will be resisted by the com- 
pressions (and tensions in some cases) acting over the surface of 
the joint 

^ See Appendix XIX. 
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Btf. — ^The line joining the centres of pressure is called the 
" line of pressures," or " Moseley's line of resistanca" 

Thus in Fig. 434, representing a portion of an arch, the broken 
line dbcdef is Moseley's line 
of resistance; a, b, c, d, e, and 
/being the centres of press- 
ure at the respective joints. 

Conditions 0/ StaMLUy. 

I. For important struc- 
tures, or for structures the 
failure of which might lead 
to serious consequences, 
such as loss of life : 

(a) No portion of any ^^^ 
joint should be brought into ^^ 

tension. Kef erring to Fig. 433, p. 220, we see that, to conform to 
this condition, the centre of pressure must not be nearer the edge 
of any joint than one-third the width of the joint (GH); or, in other 
words, Moseley's line of resistance must lie within the middle third 
of the structure.^ 

(b) The intensity of pressure should nowhere exceed what 
the material is capable of safely resisting. 

That is, jP(nu«.) must not exceed the safe resistance to crushing 
or cracking of the material and mortar (see Table Ia). 

(c) The resistance to sliding must be greater than the 
horizontal component of the external force at each joint* 

II. For unimportant structures (such as boundary walls) : 

(d) The intensity of pressure should nowhere exceed what 
the material or mortar is capable of safely resisting. 

(e) The intensity of tension should nowhere exceed what the 
mortar can resist 

(/) The safe resistance to shearing of any joint must be 
greater than the horizontal component of the resultant external 
force acting at the joint. 

These conditions will now be applied to some numerical 
examples. 

^ The middle half is sometimes taken for unimportant structures, as in Example 
51, p. 254. The middle third should be taken for all important arches, as in the 
Example, Appendix XX. 

* See p. 248. 
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Brick Pier. 

Example 44. — Find whether a brick pier 14 inches square and 8 

feet high can resist a thrust of 3 cwts. inclined at an angle of 55° and 

applied at the top of the pier, as shown in Fig. 435. If the pier is not 

strong enough, find what additional thickness of brickwork 

frrlj, is required, and how high it ought to be carried up. The 

tenacity of the mortar not to be taken into account. 

Preliminaries, — We will assume that one cubic foot of 
brickwork weighs 1 cwt. The total weight of the pier 
will therefore be 

o 14x14 
^ 12x12 ^ ^ = ^^ ^"'^^ nearly, 

and acts vertically through the centre of gravity of the 
pier, which is easily found. 

The direction of the weight W intersects that of the 
force P in the point A, and these are the only two external 
forces acting on the pier. Their resultant can be found 
in the usual way by means of the triangle A&c. 

To find the centre of pressure^ produce Ah to intersect 

the plane of the base of the pier. It will be observed 

that this point falls outside the actual base of the pier, 

and, since the tenacity of the mortar is not to be taken 

into account, it follows that the pier is not strong enough 

to withstand the pressure of 3 cwts.^ 

_,. It will therefore be necessary to increase the thickness 

^* ' of the pier. Suppose the thickness is increased to 18 

inches, which would appear to be about what is required, as the centre of 

pressure will be brought nearer to the wall owing to the additional weight. 






Fig. 486. 



Fig. 487. 



^ The student will also observe what a very small thrust is sufficient to overturn 
a pier of the given dimensions. 
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then the first question is how £ar up is it necessary to make the pier this 
extra thickness. 

JovnX KL, — As a trial, suppose the increased thickness commences 3 feet 
from the top of the pier, then it must he ascertained whether the joint KL 
at the point of change is safe (Fig. 436). The external forces acting on the 
upper three feet are the thrust of 3 cwts., and the weight of the portion of the 
pier EL acting through its centre of gravity. Determining the resultant of 
these two forces in the usual way, it will he seen that its direction passes 
very near to K, so that the portion EL of the pier would he on the point of 
overtumiug. 

Next try if increasing the thickness of the pier 2' 6" from the top will 
do. Carrying out the same construction as before, we find that the centre 
of pressure now lies 0-9 inch within the edge Kj. 

Crushing, — We must now find the maximum intensity of compression, that 
is, l>(inax.) The vertical component (Y) of the total pressure on the joint K^L^ 
can be found by dropping a perpendicular 6rf on to S<i the direction of W 
(Fig. 437), and it is thus found by measurement that 

Y = 5-85 cwts. 

Hence applying Equation 95 we have 

5*85 . , 

l>(max.) = 2 X 3 ^ Q.^ ^ ^^ = 0-31 cwt. per square inch. 

And since |)(nuuc) c*"^ safely be as much as 0*5 cwt. per square inch (Table Ia.) 
there is no fear of crushing, and condition (6) is therefore fulfilled. 

Sliding. — As regards condition (c), the force tending to cause sliding is 
the horizontal component of the thrust of 3 cwts. By measurement as above, 
it is found that 

X = l-7 cwt 

The resistance to sliding is found by multiplying the vertical component 
(Y) of the pressure on the joint by the coefficient of resistance ^ to diding, 
which can be taken at 0*47. Hence the resistance to sliding is 
0-47 X 5-85 = 2-7 cwts., 



C'lcwti^ 




lewis. 








Fig. 438. 



Fig. 489. 



Fig. 440. 



^ 0*47 is the co-efficient of friction for masonry and brickwork with wet mortar 
(see Table XYa.) 
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80 that the joint is safe against sliding.^ Finally, therefore, it is safe to 
commence thickening the pier at 2' 6" from the top. 

Joint OH, — It remains to be seen whether the conditions (&} and (c) are 
fulfilled at joint G^H, Fig. 438. We have now to consider the portion L^G^ 
of the pier. The external forces acting on this portion of the pier are the 
resultant pressure acting on joint K^L^, the value of which is found bj 
measurement from Fig. 437 to be 6 '1 cwts., and the weight of the portion 
L^Qj of the pier, namely 9*6 cwts., acting through the centre of gravity of that 
portion, as diown in Fig. 438. 

The centre of pressure of joint Q^H is found to be quite close to Q^, so 
that the pier is still not thick enough at the bottom. We have therefore 
to find how far below the joint K^L^ the thickness of 18 inches can be 
carried. Assume that it is carried down 4' 6" below KjLj to joint MN (Fig. 
439), then, proceeding as before, the centre of pressure of joint MN is found 
to be 0*3 inches within the edge M, and from Equation 95, p. 219, 

13-7 
^^"•'^l^^'^ 3x0-3x14' 

= 2*18 cwt per square inch. 
Crushing. — The maximum intensity of compression is therefore more than 
the safe intensity, and consequently MN must be taken nearer to K^L^, say at 
MjN^, 3' 6" below K^L^ (Fig. 440). We then find 

11-9 
^<--^»^^'' 3x0-9x14' 



= 0*63 cwts. per square inch. 



UCfiftX» 




Fig. 441. 




^ According to Rankine, there is no danger of sliding if the angle S (Fig. 437) 
between the normal to the bed joint and the direction of the resultant pressure is less 
than from SS"* to 36** the angle of repose of fresh masonry. In this case, the angle at 
S is only 16^ 
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Below K|Lj, therefore, the pier must again be thickened to the next brick 
dimensions, that is to 23 inches. 

Lotoegt portion of pier, — We now have to consider the portion of the pier 
shown in Fig. 441. The external forces acting on this portion are its weight 
(4*4 cwts.) and the resultant pressure of 12'1 cwts. acting at Cg as found by 
measurement from Fig. 44 >• 

Crushing and sliding, — It is then found that the centre of pressure is Cg, 
which is 3*6 inches from the edge, and the vertical component of the resultant 
pressure on the joint is also found to be 16*4 cwts., so that 

16-4 
l'(u».x.) = 2x 3x3.5x14' 
= 0-22 cwt. 

Condition (6) is therefore fulfilled. As regards condition (c), the force 
tending to cause sliding is found by measurement to be 1*7 cwt ; and since the 
vertical component of the pressure is 16*4 cwts. the resistance to sliding is 
0-7 X 16-4 = 11 -5 cwts. 

The pier has now been designed, and is shown in Fig. 442, 



Chimney. 



Example 45. — Find what wind pressure the chimney shown in Fig. 
can safely resist. 
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It will be seen at once 
that AB is the joint most 
likely to fail. 

Now the fall of a chimney 
may lead to serious conse- 
quences, and it is therefore 
well to lay down the rule that 
the centre of pressure shall be 
kept so much inside of one edge 
that no tension will be excited 
at the other edge. Refer- 
ring to Appendix XIX. we see 
that for a hollow square chim- 
ney, AC must not be less than 
\ AB in order that the above 
condition maybe fulfilled ; and 
this value can be applied with 
sufficient accuracy to the case 
u^ider consideration. But AB 
is 22'5", so that least value of 
AC = 3-75". 

It will be found that there 
are 87 cubic feet of brickwork 
above the joint AB. There- 
fore (allowing 1 cwt. per cubic 
foot for weight of brickwork) 
the weight of the chimney 
above the joint AB is 87 cwts. 
B.C. — IV. 
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Let P be the normal wind pressure ; the total wind pressure on the side 
of the chimney will therefore be 

11' 3" X 6 X P = 67-6P cwts., 
and this force is applied at the centre of gravity of the side of the chimnej. 

The part of the chimney above the joint AB is therefore under the action 
of three external forces — namely, 87 cwts. acting vertically through C.G., 
67'5P cwts. acting horizontally at E, and R the reaction to the resultant 
pressure acting upwards at C. 

Taking moments about C we have 

(?|:5-3-76)87-lli^xl2x67-5P = 0, 

whence 

P = 0-1428 cwt. = 16 lbs. 

It therefore appears that this chimney does not fultil the condition laid 
down, and although the tenacity of the mortar would materially increase the 
powers of resistance, this chimney cannot be considered as safe. 

Crushing. — The maximum intensity of compression with 16 lbs. wind press- 
ure should also be found. In this case the vertical component of the resultant 
pressure on the joint AB is equal to the weight of the chimney, namely, 87 
cwts., and this pressure is distributed, but not uniformly, over an area of 
9*9 square feet, or 1425 square inches. Following the rule given at p. 220 
we have ^^ 

Pinua.) = 2 X -— - = 0*122 cwt per square inch nearly, 

so that there is no fear of crushing with a wind pressure of 16 lbs. per 
square foot 

Sliding. — As regards sliding, the force tending to cause sliding is the wind 
preesure equal to ^^^^^.^ 

= 9-6 cwts., 



112 



= 61 cwts.. 



and the maximum resistance of the joint AB to sliding is 0*7 x 87 = 

so that there is no fear of sliding. 

Stay. — ^This chimney can, however, be 
made perfectly safe by fixing an iron stay as 
shown in Fig. 444. Let it be ascertained what 
the cross section of this bar ought to be. 

We have seen that the chimney itself 

can safely resist 16 Iba wind pressure. 

Taking 50 lbs. as the maximum wind press- 

I ure, it follows that the iron will have to 

1 resist 50 - 16 = 34 lbs. per square foot. So 
that the wind pressure the stay has to resist is 




67-6 X 34 



112 



- = 20*5 cwts. 



To find S, the stress in the stay, take 
Fig. 444. moments about A (Fig. 443) 

7 xS- 5-62 X 20-5 = 0, 
8 = 16-5 cwts. = 0-82 ton. 
When the wind is blowing in the direction shown in Fig. 443, the stay 
has to act as a strut, and it must therefore be calculated as a long column 
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with ends fixed. By the help of Table V. it will be found that an L iron 
2" X 2" X f " can safely bear 0*9 ton (ends rounded), and will therefore be 
strong enough either as strut or tie. 

Enclosure Wall. 

Example 46. — Find the wind pressure per square foot a long enclosure 
wall of the section and plan shown in Fig. 445 can safely resist. 

Ignoring tenacity of the mortar, — If the tenacity of the mortar is neglected, 
it can be shown that, with a wind pressure of 16*2 lbs. per square foot, the 
centre of pressure would be at A, so that, to say nothing of crushing the 
bricks, the wall would be on the point of overturning. This investigation 
is, however, left as an exercise for the student 

Long enclosure walls should therefore be built in good tenacious 
mortar, and it is well to build the lower courses in cement, especially if the 
situation is exposed. 
By a long enclosure 
wall is meant one 
whose unsupported 
length is more than 
about ten times its 
height Shorter walls 
than these receive 
considerable support 
from each end. 

Considering tena- 
city of the mortar. — 
We will now suppose 
that this wall is built 




n a good hydraulic * \ ^ ^ m 

inriA mnrtii.T. anA t.liafc UiTfiSfr- 



lime mortar, and that 
the adhesion of this 
mortar to the bricks 



'00' 






Fig. 445. 



can be safely taken at 0*06 cwt. per square inch (see Table I a). The tenacity of 
the mortar itself is greater, but of course we can only reckon on the adhesion, 
as it is less. 

Now, looking at the plan, we see that we can take a portion of the wall 
from £ to F as a unit The weight of this portion of the wall (allowing, as 
before, 1 cwt per cubic foot of brickwork) is found to be 59 cwta This 
weight is distributed uniformly over the area of the joint AB in section and 
portion EF on plan, which is found to be 1215 square inches. The pressure 
due to the weight of the wall is therefore 

59 
- ryr = 0*05 cwt per square inch nearly. 

Let P be the wind pressure per square foot^ then the total wind pressure 
acting at the centre of gravity of the imit of the wall is 

10'6"x6'7i"xP = 69-5P. 
The full height of the wall is not taken on account of the inclination of the 
coping. 

The wind pressure will clearly produce tension on the windward side, 
that is at B, and compression at A, and the intensities of these stresses can be 
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found by considermg the portion of the wall as a beam fixed at one end, 

namely, at the joint AB. Referring to p. 50 (footnote) we see that we must 

first find the moment of inertia of the section, and this we can do by adding 

together the moments of inertia of two rectangles thus — 

I:=^xl8*x(13-53) + ^9xl2)x9», 

= 10261. 

The distance of the extreme fibre from the "mean" fibre is sensibly 

13-5^^^ . ^ 
y^ = -— — 6*26 inches. 

So that moment of resistance 

10251 . , _^ 
= ^o X ^^e inch-cwts. 
D'25 

But moment of flexure 

=69-6Px (5:^*1^1 

_ „ 10261 X 2 

^""""^ ^ = 6-25 X 69-6 X 79-6 '"'^ 

To find P we must therefore decide what value to give to r©. Now we 
have seen that the mft adhesion is 0*1 cwt. per square inch ; but r^ can be 
given a greater value than this, because the compression produced by the 
weight of wall (viz. 0*05 cwt. per square inch) relieves the tension. Hence 
we can take 

ro = 0-1 +0-05, 
= 0-15 cwt. per square inch. 
Hence 

P=-089 cwt. = 10 lbs. 
Therefore even if the wall is built in good hydraulic lime it cannot mfdy 
resist more tlian 10 lbs. per square foot of wind pressure. It would of course 
take a greater wind pressure than this to cause the wall to faiL Thus, taking 
the ultimate adhesion of best hydraulic lime to hard stock bricks as 36 lbs. 
per square inch or 0'32 cwt, we can put 

ro = 0-32 + 0-05, 
= 0-37 cwts. 
And 

10251x2x0-37 
""6-25 X 69-5 X 79-5' 
= 0-22 cwt, 

= 24*5 lbs. per square foot 
In an exposed situation, therefore, this wall would undoubtedly in course 
of time be blown down. In an unexposed situation, however, the wall might 
be safe enough, especially as the friction of the wind against the ground is 
known to lessen considerably its force near the surface. 

The wall can be materially strengthened by building the first ten or twelve 
courses in cement In this case the safe adhesion can be taken at about 0*6 I 

cwt per square inch, and hence ! 

_ 10251 X 2x0 -6 
"" 6-25 X 69-5 X 79^' 
= 0-35 cwt, 

39*5 lbs. per square foot, 
80 that the wall is now strong enough. 
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It is clearly nnneceBsaiy in this case to find the maximum intensity of 
compression, neither need any calculations be made as regards the resistance 
to sliding, as the resistance we can now reckon on is not merely the friction 
of brick against brick, or stone against stone, but the shearing strength of the 
mortar, and this is much more than enough. 



Chapter XIV. 



RETAINING WALLS.* 

A EETADTING wall is a wall built for the purpose of " retain- 
-^^ ing " or holding up earth or water. In engineering practice 
such walls attain frequently enormous proportions, being used in 
the construction of railways, docks, water- works, etc. In building 
construction, however, their dimensions are never very large, and 
the difiBculties attending their design and construction, which in 
engineering works are often very great, are therefore much reduced. 

Usual cross Sections for Retaining Walls. — ^The form of 
cross section given to such walls varies considerably according to 
circumstances, and often according to the fancy of the designer. 
A few of these forms, such as might be useful in building con- 
struction, are given in Figs. 446-456. 

Fig. 446 shows a simple rectangular walL Such a section is 
suitable only for very low walls (say not exceeding 5 feet), as it 
is wasteful of material. 





Fig. 446. Fig. 447. 

Figs. 447 and 448 show a better section, in which the back 
of the wall is sloped. Except in the case of a wall for retaining 
water, the alterations in the thickness of the wall would be carried 
out by means of offsets, as in Fig. 448. 

^ For Practical Formula see pp. 235, 239, 244, and App. XXI. 
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Fig. 449 shows a wall with vertical back and with a " battered" 
face. In point of stability a wall with a battered face may or 
may not be, according to circumstances, more stable than a wall 
with a straight face and sloped back It has the appearance of 
being more stable, and there is the advantage that a small altera- 
tion in the batter, caused by rotation or inclining forward, is not 





Fig. 449. 

noticeable, whereas the eye is offended if a wall with a vertical 
face rotates ever so little. To prevent lodgment of water, how- 
ever, the batter should not exceed \, 

In Figs. 450 and 451 walls with battered face and sloping 




n^'- 




Fig. 450. 



Fig. 451. 



backs are shown. It will also be noticed that the footings are 
inclined, thus giving greater resistance against sliding forward. 
The section shown in Fig. 450 is, however, clearly not suitable for 
retaining water. 

In the case of walls for retaining earth, counterforts are some- 
times added, as in Figs. 452 and 453, and Professor Eankine has 
shown that a slight saving in masonry is thereby effected. 

In the preceding cases it has been supposed that the top- 
surface of the earth to be retained is horizontal, and also level with 
the top of the wall Frequently, however, a bank has to be sup- 
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ported, as shown in Fig. 454 or 455. Such walls are called 
" surcharged " walls and clearly require greater strength. 





Fig. 452. Fig. 453. 

Another case in which greater strength is required is when a 
building is placed close to the wall as shown in Fig. 456, because 




Fig. 454. Fig. 456. Fig. 456. 

the weight of the building tends to overturn the wall by increasing 
the natural thrust of the earth. 



RETAINING WALLS FOR WATER. 

The calculations for finding the dimensions of walls for retain- 
ing water, so long as the depth of water to be retained is not 
great, are comparatively simple. 

Such a wall is acted on by two external forces, namely, the 
pressure of the water and the weight of the waU. 

As regards the pressure of the water, it is known from hydro- 
statics that it is : 

(1) Directly proportional to the depth below the surface. 

(2) Normal to the surface exposed to the pressure. 
Applying this to the case of a waU with a vertical back 

(Fig. 457) ; at the lowest point B the pressure will be proportional 
to the depth of water AB, and will be horizontal, since it is 
normal to the surface pressed. The pressure of the water at B 
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can therefore be represented by BD, which is drawn horizontally 
equal to the depth of water at B. At A the pressure is clearly 
zero ; hence ordinates from AB to AD represent the pressures at 
all points along AB. 




Fig. 467. 

The area of the triangle ABD therefore represents the total 
water pressure on the wall (see p. 219), and the resultant 
pressure will pass through the centre of gravity of this triangle. 
The centre of pressure E is therefore two-thirds of the way down, 
that is AE = f AB . . . (96). 

And if we consider 1 foot of length of the wall, the resultant 
pressure (P) on tJm 'portion of the wall will be equal to the 
weight of a prism of water whose cross section is the triangle 
ABD and length 1 foot (Fig. 458). 




Fig. 468. 

The volume of the prism is 



AB X BD , AB« 



Fig. 459. 

IS} 

"2' 



where H is the height of water above the point B. 
cubic foot of water weighs Qbbl cwt, we have 



And, since a 
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P = 0-557 X — - cwts. . . (97). 

We therefore know the magnitude, point of application, and 
direction of P, which is all we require to know. 

In the case of a wall with sloping back some modifica- 
tions must be introduced. Thus in Fig. 459 the pressure at B 
will be represented by BD drawn normally to AB and equal to 
H. AD will then represent the pressure along AB, so that the 
triangle ABD will represent the total pressure, and 

AE = f AB. 
Also 

ABxH 
P = 0-557 X — 2 — ^^^^^ • • (^)- 

P is therefore completely determined. 

As regards the second external force, namely, the weight of 
the wall, if we assume a trial section the weight can easily be 
obtained, and we can then ascertain whether this trial section is 
suitable by applying the rules given at p. 221. 

In the case of a wall for retaining water it is of the utmost 
importance that no cracks should be formed, and for this it is 
necessary that no tension should be excited. Hence the centre 
of pressure must not approach the outer edge nearer than one- 
third the width of the joint 

The various points that have been considered will now be 
illustrated by means of an example. 

Beservoir Wall. 

Example 47. — ^A wall to retain water to a depth of 6 feet is required ; 
the top of the wall is to be 1 foot above the surface of the water and the 
batter of the face ^-. The wall to be built in brickwork and cement 

PreZiminarie«.— So far as stability is concerned, the top of the wall might 
be built to a feather edge, but if the wall were thus built the top would soon 
be in want of repair; moreover, the saving in brickwork would be exceedingly 
small, and would not compensate for the additional difficulty in building. 
A width of 9" at the top, although somewhat narrow, will be assumed. 

Since the batter of the face of the wall is given, it remains only to find 
the batter of the back of the wall, or, what comes to the same thing, to find 
the width of the wall at the footings. 

Now it can be shown that if the wall were of triangular section, i.e. with 
a feather edge at the top, that all joints would be of equal strength, and the 
effect of giving a certain width to the top of the wall is to make the lowest 
joint the weakest ; we need therefore only consider this joint. 

The courses will be built at right angles to the face of the wall, so that 
the joints will have a slope of -j^^^. 
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As a first trial, assume the thickness of the wall at the footings to be 4 

feet The weight of one foot of length of the wall will be 

0-76 + 4 

— X 6-6 X 1 cwt = 15-6 cwts., 

and this force will be applied at the centre of gravity marked C.G. in Fig. 
460, which can be found graphically by a method explained in Molesworth's 

The water pressure is equal to ^ ^ 

^ ^ 6-4x6 

0-657 X — ^ — , 

= 10-7 cwts. 
It is perpendicular to AB, and is applied at the point E. 





\'Z cwts. 
Fig. 460. l/^ Fig. 461. 

The resultant of these two forces intersects the joint DB in the point C, 

T)B 
and as DC is 1*05 foot and is less than -r- the wall must be made thicker. 

o 

Next try 6 feet ; the weight will be 19 cwts. and the water pressure 
11-2 cwts. It will be found that DC = 1-7 foot, which is within the middle 
one-third of the width of the joint This thickness is therefore sufficient, 
and the section of the wall will be as shown in Fig. 461. 

Strictly it should be ascertained that con- 
ditions (6) and (c), p. 221, are fulfilled. This 
is left as an exercise for the student. 

As a further exercise, the student can find 
the proper dimensions to give to this wall 
supposing the back to be vertical 

Fraotioal Bnle for thlokneas of walls to 
retain water. — The following is an old rule 
for retaining walls for water — 

Width at bottom = height x 0-7, 
Width at middle = height x 0*5, 

Width at top = height x 0-3, Fig. 462. 

^ Page 386, 22d edition. 
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and a wall designed accordingly would be as shown in Fig. 462. It will be 
seen that ibis section has a smaller base but somewhat greater area than the 
one just designed. Its weight per foot run is 19*6 cwts. The resultant in 
this case also falls just at the one-third of the width of the base within the 
toe. On comparing Figs. 461 and 462 it will be seen that the width at the 
top has a considerable effect on the cross section of the wall. 

EETAINING WALLS FOE EARTH. 

The section of a wall for retaining earth could be at once ascer- 
tained in the manner just described for walls for retaining water 
if we knew the direction and magnitude of the pressure exerted by 
the earth on the back of the wall We saw in the last example 
that the water pressure on the back of a wall can be easily found, 
but it is not so with regard to earth pressure, which varies with 
every different kind of soil, and also with the conditions in which 
the soil is ; for instance, whether loose or compressed, wet or dry. 
Various theories on the subject have been propounded by Professor 
Rankine, Boussinesq, and others, but they do not appear to be very 
satisfactory, and in any case are far too complicated for these Notea 
Under these circumstances it will only be possible to give a mere 
outline of the subject. 

If a steep bank of earth is left to itself it will, under the 
action of the weather, gradually 
crumble down until it has taken 
up a certain slope as shown in Fig. 
463. The angle of inclination of 
the slope at which crumbling ceases 
is called the " angle of repose," and 
this angle varies with each diflFerent 
kind of earth. This angle is gener- ^^S- ^^S- 

ally denoted by </>. In Table XVI. will be found the angle of 
repose for several of the usual kinds of earths, but this angle can 
be found experimentally in any particular instance by shovelling 

the earth up into a 
^^^ heap and measuring 
the angle of the slope 
so formed. 

Now suppose that 
the earth behind a re- 
taining wall is loose, 
and that it would im- 
Fig. 464. mediately fall down to 
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the angle of repose were the wall removed, then it will be seen 
from Fig. 464 that the wall, aided bj the friction of the earth, 
supports the wedge of earth represented in the figure by the 
triangle ABF, which is tending to slide down BF. 

The resultant pressure of this wedge of earth will be some 
force such as E, and it is to find this force R that the various 
theories already alluded to have been proposed. Once found, the 
dimensions of the wall can be ascertained precisely as in the case 
of the reservoir wall (Example 47). If, however, the earth is 
at all consolidated, so that it would not fall to the natural slope 
immediately on removal of the wall, the pressure on the back of 
the wall is much less than that due to the wedge ABC. The 
earth may even be sufficiently consolidated to stand vertically on 
removal of the wall, in which case there is practically no pressure 
on the back of the wall, and if it can be ensured that the earth will 
always remain in this condition, the wall need only be built thick 
enough to resist its own weight It then acts simply as a covering 
to the earth to prevent its being degraded by the action of the 
weather. Such walls are called " breast waUs." On the other hand, 
however, infiltration of water will increase the pressure of the earth 
against the back of the wall, beyond what it is when the earth is 
quite loose. The student will at once see that to frame a theory to 
meet all these different conditions must be a difficult matter. 

'* The presence of moisture in earth to an extent just sufficient to expel 
the air from its crevices, seems to increase its coefficient of friction slightly ; 
but any additional moisture acts like an unguent in diminishing friction, and 
tends to reduce the earth to a semi-fluid condition, or to the state of mud. 
In this state, although it has some cohesion, or viscidity, which resists rapid 
alterations of form, it has no frictional stability; and its coefficient of friction, 
and angle of repose, are each of them nulL 

'* Hence it is obvious that the frictional stability of earth depends, to a 
great extent, on the ease with which the water that it occasionally absorbs 
can be drained away. The safest materials for earthwork are shivers of 
rock, shingle, gravel, and clean sharp sand, whether consisting wholly of 
small hard crystals, or containing a mixture of fragments of shells ; for those 
materials allow water to pass through without retaining more than is bene- 
ficial. The cleanest sand, however, may be made completely unstable, and 
reduced to the state of quicksand, if it is contained in a basin of water-holding 
materials, so that the water mixed among its particles cannot be drained off. 

" The property of retaining water, and forming a paste with it, belongs 
specially to clay, and to earths of which clay is an ingredient Such earths, 
how hu^ and firm soever they may be, when first excavated, are gradually 
softened, and have both their Mctional stability and their adhesion diminished 
hy exposure to the air. In this respect^ mixtures of sand and clay are the worst ; 
for the sand favours the access of water, and the clay prevents its escape. 
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" The properties of earth with respect to adhesion and friction are so vari- 
able that the engineer should never trust to tables or to information obtained 
from books to guide him in designing earthworks w^hen he has it in his 
power to obtain the necessary data either by observation of existing earth- 
works in the same stratum or by experiment/' ^ 

Mathematical Eormulffi. — Eankine's Theory — Earth, hori- 
zontal top, — It has been shown by Eankine that in the case of a 
wall retaining loose granular earth (i.e. not consolidated), the top 
surface of the earth being horizontal and the back of the waU 
vertical, the pressure P of the earth acts horizontally, at a point 
^d of the height from the base, and that its magnitude is 

wS} 1— sinA 

^ . (99), 



P = 



2 l+sin</» • 

in which ^ = the angle of repose, w = weight of earth per unit of volume, H = AE 
Graphic Method. — This result can be expressed graphically 




~B B 

Fig. 465. Fig. 466. 

as shown in Fig. 465 by laying ofiF the «uigle ABC = <f>, and mak- 
ing CP = CA. Then ^^^^(BP)^ lbs. is the magnitude of the earth 
thrust, for it can be shown * that 

1 + sm^ 
so that P=:^(BP)Mbs. . (100), 

and hence the earth thrust is represented by cd. 

If the hack of the wall slopes, AB can be taken as a vertical 
line just clear of the wall, and the earth resting on the back of 
the wall adds to its stability. 

1 A Manual of CivU Engineering, by Prcf Rankine, F.R.S., etc. 

■ AC)«=(^> AB tan ^Wh« ^^ l^^/^' ^H' ,^ T'^ » 



« BP>=(BC- 



\CO8 



cos'^ 



l+sin^' 
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Wlum, the surface of the earth is at a slope instead of being 
horizontal a similar construction will give the earth thrust, by 
drawing its direction, according to Bankine, parallel to the slope 
of the eartL These constructions are shown in Figs. 466 and 
467. It will be observed that Fig. 467 shows the general case, 
and that Figs. 465 and 466 can be deduced from it According 
to Dr. SchefHer's theory the direction of the thrust is always in- 
clined at an angle <f> to the 
horizontal, but the magni- 
tude is greater than given 
by Eankine, except in the 
case shown in Fig. 466. 

The overturning power ot;''^ 
of the thrust as found by * 
ScheflBer's hypothesis isless 
than that of the thrust as 
found by Eankine's method, ^^8- ^^'^' 

but it has been proved by experiments made by G. H. Darwin, 
weU as by the results of actual practice, that Scheffler's 




as 



^T-> 




Fig. 468. Case 1. Fig. 469. Case 2. Fig. 470. Case 8. Fig. 471. Case 8a. 

theory can be safely depended upon. This hypothesis, in fact, 
makes some allowance for the cohesion of the soil, whereas, as 
already stated, Eankine's method is based on the supposition that 
the earth is granular and loose. 

Fraotioal Eormuln. — A formula is given in Hurst's Pocket- 
BooTc^ based on Eankine's investigations, which is shown below, 
with certain modifications.* 

1 Page 128, 14th ediUon. 

' The following process is recommended for designing retaining walls ; first find 
the section by means of the formula, and then apply the graphic method as a 
check. 
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Let 

T = thickness of wall with vertical sides. 

Tj = TTiean thickness of wall with either face or back sloping 

(ix. thickness half-way up the wall). 

H = height of the walL 

w = weight of a cubic foot of the earth at the back of the walL 

W = weight of a cubic foot of the wall. 

/90 — <f>\ 
K = 0'7 tan ( — ^ — ), where ^ is the angle of repose (see 

Table XVI.) 

Then 

Case (1) Wall with vertical sides and backing horizontal at the 
top (Fig. 468). 

T-K.Hy| . 

(2) Sloping walls with vertical hack (Fig. 469), 
Batter of face 

¥ 

f 

f 

Case (3) Wall with vertical fa^e and sloping hack (Fig. 470), 
or {Case 3a) with offsets (Fig. 471). 

Ti = 0-85T. 



T, = 0-86T. 
Tj = 0-80T. 
T^ = 0-74T. 



(101). 




Fig. 472. Case 4. 



Fig. 478. Caae 6. 
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Fig. 474. Com 6. 

Case (4) Surcharged Eevetments. — Substitute for H in the 
formula the vertical height H' measured to the point G, found by 
setting off the distance H along the earth slope, as shown in Fig. 
472. 

Case (5) V/"ken the batik is of less height above the wall than the 
distance H would give, take the actual height of the bank, as 
shown in Fig. 473. 

Case (6) When the earth slopes from the front edge of the wall 
the point G should be found, as shown in Fig. 474. 

Values for w and W will be found in Table XVII. 



Betaining Wall for Light Vegetable Earth. 

Example 48. — Design a wall to retain light vegetable earth, consolidated 
and dry, to a depth of 8 feet, the backing being 
horizontal at the top and flush with the top of 
the wall. The back of the wall to be vertical 
and the face to batter |. The wall to be built 
in ordinary brickwork. 

Preliminaries, — From Table XVII. we find 
w=90 lbs. per cubic foot for vegetable earth. 
W = 1 1 2 „ „ for brickwork in 

mortar. 
Also from Table XVI. 

K = 0*26 for moist vegetable earth. Fig. 475. 

B.C. — IV. R 



CitnitfUdattd 
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Cakulaiion by practiced formula. — Hence Equation 101, p. 240, 
T = 0-26x8y^, 

= 1-86 foot; 
and Tj = 0*80 x 1-86, 

= 1-49, 

or say 1' 6" ; and as the batter is f the thickness at the top will be 1' 0", 

and at the bottom 2' 0". 

The foundations can, with advantage, be inclined so as to resist the 

pressure which tends to make the wall slip forward. We thus get a wall as 

shown in Fig. 475. 

Graphic meihod, — To compare the formula given above with Rankine's and 

Scheffler's methods, draw a cross section of the wall, and apply the graphic 

construction as shown in Fig. 476, taking the angle of repose as 49**. It 

will be found that BP is 2*96 feet, so that 

90 
Jti?(BP)2= -g (2-96)2 = 394 lbs. 

Also the weight of one foot length of the wall = 1345 lbs. 

Taking Rankine's method first, we find R as the resultant of the weight 




Fig. 476. 

and the thrust, and it will be seen that R intersects the plane of the base 
sufficiently inside the walL R^, the resultant found according to Scheffler's 
method, intersects the base still more inside the walL It is left as an exercise 
for the student to find the maximum intensity of compression at the edge. 
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The student should observe that an extreme case has been chosen for this 
example ; the earth is very light and the angle of repose large. If the earth 
were not consolidated, the angle of repose would be SQ"", and it will be found 
that the mean thickness (T^) would then be 2*4 feet 

Betaining Wall for London Clay, 

Example 49. — Same wall as in the previous example, but designed to 
retain London clay recently excavated and saturated with water (see Fig. 477). 
In this case we find, on referring to Table XVIL, 
IT = 120 lbs. per cubic foot, and 
K = 0-63. 
Hence Equation 101, p. 240, T = 0-63 x 8 ^/J|f = 4*4 feet, 

Tj = 0-80 X 4-4 = 3-6 feet 
Therefore a wall of the section shown in Fig. 477 is required. 
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Fig. 477. 



Fig. 478. 



Surcharged Betaining Wall (Loamy Earth). 

Example 60. — Find the dimensions of the surcharged retaining wall 
shown in Fig. 478. The earth is supposed to be of a loamy nature ; the 
face of the wall is to be vertical, and the back to have a batter of about ^i 
the wall to be built of rubble masonry. 

Preliminaries. — From Table XVIL we find 

w= 80 lbs. per cubic foot, 
W=140 „ 
and 

K = 0-83. 
On measuring H along the slope we find 
Hj = 9-3 feet, 
and therefore 

T = 0-33 X 9-3 V^^ = 2-3 feet 
Hence from (3), p. 240, 

Ti = 2-3 X 0*86, 
= 2 feet nearly. 
The dimensions in Fig. 478 give a mean thickness of 2 feet and a batter 
of {^ at the back. 
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Baker's practical Rules for Thickness of Betaining Walls. 

Proportion of thickness to height. — "As a result of his own 
experience " Sir Benjamin Baker " makes the thickness of retain- 
ing walls in ground of an average character equal to ^ of the 
height from the top of the footings." 

He also says that "A wall quarter of the height in thickness, and 
battering 1 inch or 2 inches per foot on the face, possesses sufficient 
stability when the backing and foundation are both favourable." 
Also that "under no ordinaiy conditions of surcharge or heavy back- 
ing is it necessary to make a retaining wall on a solid foundation 
more than double the above, or -^ of the height in thickness." 

Equivalent fluid pressure^ — ^He says further that "Experiment 
has shown the actual lateral thrust of good filling to be equivalent to 
that of a fluid weighing about 10 lbs. per cubic foot; and allow- 
ing, for variations in the ground, vibration, and contingencies, a factor 
of safety of 2, the wall should be able to sustain at least 20 lbs. fluid 
pressure, which will be the case if ^ of the height in thickness." 

These rules may be usefully applied to check the calculations 
made by other methods. 

Foundations. 

Ordinary firm earth will safely bear a pressure of about 1 to 
1^ ton per square foot, while moderately hard rock will bear as 
much as 9 tons. 

It is therefore not worth while to make any calculations for 
the foundations of ordinary walls because the pressures they 
cause are so small. 

The foundations of retaining walls are subject, however, to 
considerable pressures, which moreover are not uniformly distri- 
buted. They should therefore be of such a width that the 
maximum intensity of pressure is not greater than the soil can 
safely bear, and the centre of pressure should not be nearer the 
outside edge than -^ the width of the foundation. 

Example 50a. — Pressure, — A9 an example suppose Nc, Fig. 478a (the 
normal constdtuent of the resultant of the v^eight of the wall for 1 foot in 
length and the pressure of the earth upon it) to be equal to 2 tons. 

Assume foundations such as those shown in Fig. 477, thie centre of 
pressure c being at \ the width ef of the foundation from the outer edge, 
then the maximum intensity of pressure will be at e (see p. 219), and it will 
be equal to 2 x f = § tons per square foot. 

It is evident, therefore, that on firm earth, clay, or harder soils the maxi- 
mum intensity of pressure Would not be too great. 

If the soil were very loose and unfit to bear weight then the concrete 
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foundation would have to be extended so that the maximum pressure upon it 
should not exceed what the soil could bear, and in extreme cases the founda- 
tion would have to be prepared by driving piles. 

If it is very important 
for any reason that the 
pressure on the earth should 
06 uniform, the toe of the 
concrete must be extended so 
that c should bo the centre 
of the earth pressed upon. 

Concrete hose. — 
Care must be taken 
that the concrete is 
made so thick that 
there is no danger of 
its breaking across. 



In Fig. 478a ahde is 
in the condition of a can- 




Fig. 478a. 



tilever nearly uniformly loaded and tending to break off at hd. 
Thus see Appendix VII. 

2 "" 6 
taking /o= 100 Iba. per square inch,^ 



Wlr 



2 xl2(x 18)2x100 



6x24 
= 5400 lbs. 
= 2 J tons nearly. 
Therefore the cantilever will bear 2 J tons distributed or 1 J ton per foot 
superficial without breaking. 

Whereas the most intense pressure at the end is only § ton per foot 

(giving a factor of safety of -y- = nearly 4), and the mean pressure distri- 
buted only y^^ ton. 

The concrete therefore is amply thick enough. If made 12" thick it 
would bear about ^ ton per foot-superficial. 

Sliding on concrete, — To prevent danger of the wall sliding 
forward on its concrete base, the tangent of the angle MQE (between 
the normal NQ to the base and the resultant pressure EQ) must 
not be greater than ^ x the coefficient of friction of brickwork 
with damp mortar. Table XVa, i,e. not greater than ^ x '74 = -59. 

The angle EQN measures 21°, the tangent of which is '38, 
so that the condition is amply fulfilled and the wall quite safe 
against sliding. 

Sliding on day, — In the same way by using the proper co- 
efficients from Table XVa it will be found that the wall would 
slide on wet clay but would be safe against sliding on dry clay. 

1 Baker. 



Chapter XV. 
ARCHES. 

TN Parts I. and II. some preliminary remarks were made in 
■'- connection with arches ; the names of the different parts were 
given, and also some practical details as to the construction of 
brick arches. 

It is proposed to show in this chapter how to ascertain the 
thickness of the arch ring in order that the arch may safely resist 
the load it has to bear. 

The calculations in connection with the stability of the arch 
ring are amongst the most difficult that occur in engineering, but 
there is a simple graphic method by means of which the desired 
result may be obtained by a series of approximations, and it is 
this method which will be described. 

It should, however, be observed that in the large majority 
of cases the arches used in building construction have but a small 
span, and are, moreover, only repetitions of what have been built 
before, so that there is ample experience to fall back upon. There 
is therefore no necessity, in such cases, to make any calculations, 
and the dimensions can be obtained by referring to a table such 
as that given in Molesworth's Pocket-Book^ or Table XVIIa. 

Graphic Method of determining the Stability of an Aroh. 
Let I, J, K, L be any voussoir^ of an arch. The load on 
this voussoir consists of its own weight and of the portion of the 
weight carried by the arch included between the dotted lines 
(Fig. 479). Let w be the resultant of both these weights acting 
through their conmion C.G. The voussoir is also subjected to 
the pressure P of the voussoir above it, and to the reaction E of 
the voussoir below it. These are the only three forces acting on 
the voussoir, and if we know w and P we can find E and also its 

^ Page 108, 22d edition. 

' The stadent is referred to Parts I. and II. for the meaning of the various 
technical terms employed. 
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point of application G, which is the centre of pressure for the 
joint I, J. Now we know (see p. 221) that for 
stability the point must lie inside I, J, and 
that, moreover, to prevent crushing the material 
of the voussoir, C must not approach I or J 
nearer than a certain distance, depending on 
the value of B, and on the resistance to crush- 
ing of the material. On this point Dr. Scheffler 
has laid down a general rule that the point C 
should lie within the middle half of the joint, 
but other authorities recommend that G should lie within the 
inner third of the joint,^ in order that no tension be excited (see 
p. 221). Dr. Scheffler's assumption is amply safe for all ordinary 
cases, and wUl therefore be accepted for these Notes. 

Now, for purposes of calculation, the arch can be considered 
as divided up into a number of imoffinary voussoirs, as shown in 
Fig. 480, and we can suppose that the centre of pressure at each 




Fig. 479. 





joint has been found, and that these centres of pressure are then 
joined together by a broken line. If the arch had been divided up 
into a greater number of imaginary voussoirs, as in Fig. 481, the 
line joining the centres of pressure would be almost a continuous 
curve, and if a still greater number of voussoirs had been assumed, 
the line would hardly be distinguishable from a curve. This 
line is called the line of resistance, and from it we can obtain the 
point of application (centre of pressure) and direction of the 
pressure at any section of the arch. 

Applying, therefore, the results arrived at in connection with 
one voussoir, we see that for safety the line of resistance must lie 
within the middle half of the arch ring, as shown in Fig. 485. 

For mere stability, if the material of the arch ring were un- 
crushable, the line of resistance might just touch the outside of 
the arch ring. 

The line of resistance also gives the direction of the resultant 

^ For important arches the line of resistance should always be kept within the 
middle ihird of the arch ring, as in the Example, Appendix XX. 
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pressure on any joint of the arch ring, this direction being a tangent 
to the curve ; and should this direction be too much inclined to 
the joint the arch would fail by sliding.^ As a matter of fact, how- 
ever, the inclination seldom, probably never, is sufiBcient to produce 
failure in this manner, except in straight arches (see Fig, 1 4, Part L) 

To fini the line of resigtance. — The problem therefore is to find the line of 
resifitance, and herein lies all the difficulty. 

On looking at Fig. 48 1 it will be seen that the line of resistance is hori- 
zontal at the point D; at this point therefore 
the pressure is horizontal. 

Suppose the portion DB of the arch is re- 
moved (Fig. 482), then we have the left-hand 
portion of the arch kept in equilibrium by — 

(1) The portion of the load it has to sup- 
port (W,). 

(2) The horizontal pressure H at D. 

(3) The pressure P^ at the abutment A. 
Fig. 482. Now, a force is determined when we know 

(1) its direction, (2) its point of application, 
and (3) it6 magnitude. Wj is, or can be, so determined. Of H we only know 
the direction ; and as to P^ we know nothing except that it is equal and op- 
posite to the resultant of Wj and H, We therefore cannot solve the problem 
until we know the point of application and the magnitude of H. To obtain 
these we must resort to what is known as Mosele/s Principle of Least Besittance. 

Professor Eankine states this principle as follows : — 

" If the forces, which balance each other in or upon a given body or 
structure, be distinguished into two systems, called respectively €utive and 
passimy which stand to each other in the relation of cause and effect, then will 
the passive forces be the le(i8t which are capable of balancing the active forces, 
consistently with the physical condition of the body or structure." 

In the case under consideration W^ represents the (ictive forces and H and 
P^ the passive forces. 

It therefore follows that, in the actual arch, the magnitude of H will be the 
least possible consistently with the physical condition of the arch. And it will 
also be seen that to each value of H there is a corresponding line of resistance. 

Combining this with the condition relative to the line of resistance 
(p. 247) we arrive at the following result. 

The value of H will be such that the corresponding line of resistance 
is just included within the inner half of the arch ring. 

This line of resistance ia called the line of least resistance. 

Theory of graphic method, — To determine the true line of least 
resistance mathematically is most difficult, even in simple cases ; 
but by the graphic method of trial and error already referred to, 
the line of least resistance can be found very expeditiously — only 

^ " To insure stability of friction the nonnal to each joint must not make an angle 
greater than the angle of repose with a tangent to the line of pressures drawn through 
the centre of resistance of that joint" (Rankine, Civil Engineering), 
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approxiinately, it is true, but witt ample accuracy for practical 
purposes. This method is as follows : — 

Beferring to Fig. 48 2, let ^ be the lever arm of H from the centre of pressure 
of the joint at A (viz. the point of application of P^), and a the lever arm of 
W| from the same point Then taking moments about this point we have 
WiXa-HxA = 0, 

or H = ^.Wi . . . . (102). 

Hence H will be least when a is least and h is greatest, and that is the case 
when the point of application of H is as high up as possible (that is at E, Fig. 
483), and the point of application of P^ as low down as possible (that is at K). 




Fig. 483.1 / ' Fig. 484.1 y\%, 485.1 

On the other hand, the greatest admissible value of H will be when a is great- 
est and h least, that is when H is applied at F, and P^ at G, as in Fig. 484. 
The true value of H lies somewhere between the least and greatest 
values thus found, and is the least value of H that allows of the line of 
resistance being just included within the inner half of the arch ring. Thus, 
supposing that it has been found that a certain value H^ gives the line of 
resistance shown in Fig. 485, then any less value of H would cause the line 





Fig. 487. 



Fig. 486. 




^ In Figs. 483, 484, 485 and others, the curved dotted lines represent the centre 
half of the arch. 
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of resifitance to pass below K H^ is therefore tlie least admissible yalue of 
H, and tbe corresponding line of resistance is the line of least resistance. 

Clearly, therefore, the next step is to establish a method of finding the line 
of resistance corresponding to any assumed value of H. 

Suppose that the portion AD of the arch ring is divided up into a number 
of imaginary voussoirs, as shown in Fig. 486, and let the load on each of these 
voussoirs be found, namely to^, w^ tOg, etc 

Now the first voussoir is kept in equilibrium by three forces, as shown in 
Fig. 487. We know H and Wp but P^ has to be found. To do this, draw ah 
(Fig. 488) to represent H, and oo^ to represent 117^ ; then (by the triangle of 
forces, p. 179) Oj6 will represent P^. We therefore have only to draw Pj 
parallel to 0^6 through the intersection of H and w^ to find Cy 

Proceeding to the second voussoir we have forces as shown in Fig. 489 ; and 




Fig. 490. « Fig. 491. 

Fig. 490 gives the triangle of forces. Cj therefore can be found as before. The 
same process can be repeated for each succeeding voussoir, and by this means 
the various centres of pressure can be found, and by joining them the line of 
resistance can at once be obtained (Fig. 491). 

It will be observed that Figs. 488 and 490 can be combined to form one 




Fig. 492. 




Fig. 498. 
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figuie, as shown in Fig. 492, and similarly the triangles of forces for all the 
succeeding joints can be combined into one figure (Fig. 493), thus saving a 
considerable amount of drawing. 

It will also be observed that the broken line formed by the forces H, P^, 
Pj, etc. (Fig. 491), approximates to the line of resistance, and if double the 
number of voussoirs had been taken, the approximation would be still closer, 
as shown in Figs. 494 and 495. With a very large number of voussoirs, the 
line of resistance and the broken line formed by the direction of the pressures 
at the joints practically coincide. 




Fig. 495. 



Fraotioal Graphic Method of finding the Line of Besistanoe 
in an Arch with a Synunetrioal Load. — The line of resistance 
corresponding to any particular value of H can therefore be found 
by the following very simple graphic method. 





Fig. 497. 

Tried line, — Find the loads w., w^ w,, etc., acting on the arch 
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the forces P^, P,, P3, P^, 
w^, then 



(Fig. 496), and draw the diagram of forces, Fig. 497, thus obtainii^ 
etc. Then find the intersection of H and 
the intersection of P^ and w^ and so on. Join these 
points of intersection, and the broken line so obtained will be 
approximately the line of resistance required. 

It will be observed that this line of resistance (Fig. 496) is 
not included within the inner half of the arch ring. The reason 
is that the point of application of H has been chosen too higL 





Fig. \n. 



True line, — Lowering the point of application, which will 
also increase H to H^ (Fig. 498), we obtain a new diagram of 
forces (Fig. 499) and a new line of resistance, which is now found 
to just fit in within the inner half of the arch ring, and is there- 
fore the line of least resistance required. 

To find where the line of resistance is horizontal. — On refer- 
ring to p. 248 itwiU be seen that the section D was taken through 
the point where the line of resistance is horizontal, and we must 
now show how this point can be obtained. 





Fig. 601. 

Taking the simplest possible case, when the load is uniformly 
distributed, as in Fig. 500, it is clear from symmetry that D will 
be situated at the centre of the arch ring. 
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Or, again, if the load is symmetrically distributed D will still 
be at the centre of the arch ring (Fig. 501). 

In both these cases the line of least resistance will be 
symmetrical about the point D. 

Kow let us investigate the effect a concentrated load,^ placed 
at any point on the arch ring, has on the position of the point D, 
as shown in Fig. 502. Let W be this concentrated load, and let 





Fig. 502. I Fig. 503. 

it be applied at the point P. If we take any section of the arch, 
as in Fig. 503, the thrust at the section can be represented by 
the horizontal thrust H and a vertical force V. What we want 
to find is the section at which V is nothing. If we regard V in 
the light of a shearing stress we see on referring to p. 56 that 
since, as a consequence of Eule 2, the shearing stress is nothing 
under the resultant of all the loads, therefore the section of the arch 
we require will be under the resultant of W and w^, w^ , , . w^ w^. 

In any case, therefore, the point D can be found by determining 
the resultant load on the arch, and this can be done very simply, 
by finding the centre of gravity of all the loads, as explained ia 
Appendix VI. 

Thickness of the arch ring, — The thickness of the arch ring 
should be sufl&cient to allow of the intensity of pressure being not 
greater than what the material is able to bear safely. Molesworth 
gives a rule, based on Eankine's, for finding the thickness of the 
arch at the crown, or, in other words, the depth of the keystone. 
It is as follows : — 

Depth of keystone = n-^^/radius at crown . (103), 

where n = 0*3 for blockstone, 

= 0*4 for brickwork, 

= 0*45 for rubble stonework. 

The depth thus found is expressed in feet. 

1 A different method of treating an arch with an unsymmetrical load will be 
found in Appendix XX. 
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The actual intensity of pressure at any section of the arch 
ring can, however, be found, as soon as the line of least resistance 
is known, by applying Equation 95. 

Semicironlar Briok Aroh. 
Example 61. — Find the line of least resistance in the symmetricallv 
loaded semicircular brick arch shown in Fig. 504 when loaded with a uni- 
form load of 1 ton per foot run, including its own weight. 




Fig. 504. 

Preliminaries. — It will be found, by applying Equation 103, that the 
thickness of the arch ring at the crown is ' 

= -4 /v/6 = 0*9 foot nearly. 
14" is therefore the nearest brick dimension, and we will call this 1*2 foot 

The arch being unifonnly loaded, we need only consider one half of the 
arch, and the thrust at the crown will be horizontal, as shown in Fig. 505. 




Fig. 505. 
The total load on the half arch is 6 '2 tons, and its direction is at a distance 
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of 1'9 foot from tlie point A. Now, as seen at p. 249, H will be a minimum 
when appKed at the point E, and its lever arm will then be 

5 + (fx 1-2) = 5-9 feet. 
The lever arm of the load is 

1-9 + (ix 1-2) = 2-2 feet. 

Hence 

2*2 
H(niin.) = ^x6-2, 

= 2-3 tons. 
Again, H will be a maximum when applied at F, and when moments are 
taken about G. In this case the lever arm of H is 

6 + (ixl-2) = 5-3feet, 
and of the load 

1-9 + (I X 1-2) = 2-8 feet. 
Hence 

H(niwL) = — X 6*2, 

= 3-26 tons. 

The true value of H, giving the line of letMi resistance, must lie between 
these two values, provided of course the arch ring is able to withstand the 
load put upon it 

A* a firit trial draw a line of resistance through K Following the pro- 
cess explained at p. 251 we obtain the line of resistance given in Fig. 506, 





Fig. 507. 



Fig. 606. 



that is, draw H = 2-3 tons horizontally through E to intersect the first load 
of 1 ton, from this intersection draw a line parallel to Pj (Fig. 507) to meet 
the second load of 1 ton, then from this intersection a line parallel to Pj to 
meet the third load, and so on until a line parallel to P^ is drawn to meet the 
last load. From this point of intersection a line parallel to P^ is drawn and 
gives the direction of the pressure at the springing ; P^ in Fig. 507 being 



256 



NOTES ON BUILDING CONSTRUCTION 



the magnitude. This line of resistance passes below the soffit of the arch, 
and therefore the value of H must be increased. It should be observed that 
the direction of P^ passes through E, the point about which moments were 
taken, and this forms a valuable check on the accuracy of the drawing. 

As a second trial increase H to H^qji^), namely, 3*26 tons. The point of 
application of H will in this case be F, and the line of resLstance shown in 
f^g. 508 will be obtained, which also cuts through the arch ring at the soffit 




»-H-5'Jg<^Wf-~»f 




Fig. 509. 



Fig. 508, 



As a last trial apply H at E and take moments about G, so that the 
line of resistance will pass through G. We find 

H = —x 6-2 = 2-95 tons, 

and the corresponding line of resistance shown in Fig. 5 10 is obtained. This 
line of resistance is within the arch ring at all points, but at the haunches it 
is outside the inner half of the arch ring, and therefore does not comply 
with Dr. Scheffler's rule. 

To raise the line of resistance at the haimches so that it will be within 
the inner half of the arch ring, we can either increase the load above the 
haunches or increase the thickness of the arch ring at the springing. The 
first alternative is left as an exercise for the student. 

Thickejiing arch. — Supposing that the thickness of the arch ring is in- 
creased to 1' 6" at the springing, as shown in Fig. 511, the point G is now 
at a distance offx 1'5 = 1'13 from the inner point of the springing, and the 
lever arm of the load becomes l*9xl'13 = 3'0 nearly. Hence, if H is applied 
at E, 

3-0 
H = -— X 6-2 = 3-15 tons, and the 
o'y 

True line of resistance shown in Fig. 5 1 1 is obtained. This line of resistance 
is practically everywhere included within the inner half of the arch ring, and 
is therefore the line of least resistance required. Practically, however, a brick 
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arch would not "be built of varying depth owing to the expense of cutting 
the bricks, and the arch ring would therefore be made 1' 6" deep throughout. 
This expedient could, however, be adopted if the arch were built in masonry. 
Thvikmjm to rmst crushing, — The thickness of the arch ring must be suffi- 
cient to prevent the intensi^ of pressure being greater than the pressure the 
material can safely bear. Now on inspection it would appear that the 
greatest intensity of pressure occurs either at the point M (Fig. 5 1 3) or at 




^•H'f-OStons-^. 




Fig. 510. 



Fig. 610a. 



the abutment, and to find the required thickness it will be necessaiy to ascertain 
at which of these points the intensity of pressure is greatest. At the point 
M the line of least resistance is practically perpendicular to the joint between 
the voussoirs, and on referring to Fig. 512 it will be found that the pressure 
at the point M is 6*1 tons. We must now employ Equation 95, p. 219, 
and we can write 

Y = 5-1 tons, 

GC = Y^ inches, 

AE = h (the width of the arch ring). 

„ 2x51x4 0-97 

Hence p^^ 



or 



5== 



3x14x6 
0-97 



Now proceeding to the abutment we find from Fig. 512 that the pressure 

is 6*8 tons ; but this pressure is inclined to the joint, and we must resolve 

perpendicularly to the joint. We thus find (Fig. 514} 

Y = 6 tons, 

also GC = J^ inches. 

„ 2x6x4 0-89 

Hence ^^_, = ____. = _, 

B.C. IV. S 
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Fig. 513. 



Fig. 511. 



Therefore h is greater than \^ or, in other words, the Tnaximum intensity of 
pressure is greater at M than at the abutment 





-«' 0' 



Fig. 514. 



Fig. 515. 



If the arch is built in ordinary brickwork in mortar, p can be taken at 

about 0'6 cwt per square inch. Hence 

. 0-97 X 20 ^^ . _ 
a= — ;— — = 38 mches. 
0*0 
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But if the arcli were built in cement, f can be taken at 0*8 cwts. per square 

inch, and then 

^ 0-97x20 ^^ . ^ 
6 as — -pr:^ — = 24 inches. 

Aroh with ansymnietrioal Load. (See Appendix XX.) 

Abutment for Arch. 
Example 61a. — As an example it will be assumed that the 
arch is situated at one end of the wall of a building, as shown in 
^ig- 5 1 5- The forces acting on the abutment are the thrust of the 
arch, namely, 6*8 tons as found above, and the weight of the brick- 
work in the wall immediately over the wall, including the weight of 
the abutment itself. It will be assumed that this weight is 1 tons, 
acting as shown in Fig. 515. These two forces intersect at A, and 
completing the triangle of forces we obtain B as the centre of pressure 
at the joint DC. In order that no tension be excited at C we must 
make DB = ^BC. It must also be ascertained that the intensity of 
pressure is not too great The vertical pressure an tJiejoirU DC is 1 6 
tons. Hence taking the width of the arch as 2 3"' we have from (9 5) 
_« 16x20 

= 0"36 cwt per square inch nearly. 
It will be seen from Table Ia that 0*5 cwt is safe. 
The maximum pressure at the joint at A will, however, be 
somewhat greater; the vertical pressure will be reduced by 
about 1 ton (viz. the weight of the abutment below A) ; and as 
A is (according to the dimensions taken) at ^ the width of the 
joint from the outer edge 

_^ 15x20 
^^"•"^■" 4^6%r23'^ 

= 0*48 cwt per square inch nearly. 
Resistance to sliding can be found* as before. 
The concrete foundations to the abutment can be designedonthe 
same principles as above, taking care that the maximum intensity 
of pressure is not greater than the soil can withstand with safety. 
Table of thickness of arches.^ — The arches used in building 
construction are not generally of very great span, and they do 
not as a rule require to be calculated. Their thickness is often 
governed by appearance, or it may be found in Tables founded 
upon experience. One of these is given at p. 343, and others in 
Molesworth's and Hurst's Pocket-Boohs. 

1 See Appendix XXI. 
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HYDRAULICS^ 

(As applied to Building Constmidicm). 

HYDRAULICS is a subject which is related to building con- 
struction only to a limited extent, and in fact only two 
subdivisions of the subject need be considered, namely — 

1. The motion of liquids through pipes in connection with 
water supply and disposal of sewage, 

2. The delivery of water from a jet in connection with stand- 
pipes. 

We must first consider and define some of the terms in use. 
Pressure, — If we imagine a small cube immersed in a liquid as 
shown in Fig. 516, the pressure exerted by the 
liquid on each of the six faces of the cube will 
be normal to that face, and if the cube is sup- 
posed to be very small indeed, all these pressures 
will be almost equaL If the cube be now sup- 
posed to diminish without limit it will become a 
point ; the pressures will become exactly equal, 
and will then be the pressure at a point, as at P, Fig. 616. 

for instance, in Fig. 517. It is shown in works on Hydrostatics 
that the pressure at a point in a liquid is propor- 
tional to the depth below the surface of the 
liquid, and in fact that the intensity pressure, 
that is, the pressure per unit of area (a square 
inch, for instance), is equal to the weight of a 
column of liquid of a height equal to tlie depth 
below the surface and one unit of area in cross 
Fig. 517. section. Thus if D is 50 feet and the liquid 

is water, a cubic foot of which weighs almost exactly 62*4 lbs. 

^ For Practical Formulcs, see pp. 267, 281, and App. XXI. 
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at a temperature of 52^*3 Fahr., the pressure on a square inch at 
the point P would be 

50 x-^x 62-4 = 21-67 lbs. 
144 

The intensity of pre&mre at the point P is therefore 21*67 lbs., 
or as it is usually expressed, 21*6'7 lbs. per square inch. 

ffead of pressure, — The depth of the point P (Fig. 5 1 7) is also 
called the head of pressure at the point P, or simply the " head," 
and is generally expressed in feet 

Head of elevation. — ^The height of the point P (Fig. 517) above 
some datum level is called the head of elevation of the point P. 

Loss of head, — ^When a liquid is in motion, each particle is 
constantly moving from a place of greater head to a place of lesser 
head, and the difference between the two heads is called the loss of 
head. This loss of head may be entirely a loss of head of pressure, or 
entirely a loss of head of elevation, or, again, partly a loss of head 
of pressure and the remainder a loss of head of elevation. 

The following examples will assist to illustrate the above — 

AB (Fig. 5 1 8) is a pipe connected to a tank T ; at A there is 




a tap. When the tap A is closed, the head at the point P wilf be : 

Head of pressure, EP ; 

Head of elevation, FP. 
At A the head of pressure is GA, and there is no head of 
elevation with reference to the datum chosen. 




Da tum level. 

Fig. 619. 

When the tap is opened, however, the pressure at A is reduced 
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to zero, and if the resistance of the pipe to the flow of the water is 
uniform, the pressure at each point of the pipe can be represented 
by the straight line AL, as shown in Fig. 519. Therefore the 
head at P will now be : 

Head of pressure, KP ; 
Head of elevation, FP. 

It will be observed that the head of elevation is not altered, 
but that the head of pressure is reduced by the amount KE. 
With reference to a second point P', the head of pressure is K'P', 
and the head of elevation F'P' ; but the " loss of head " between 
the two points is K'O. This loss of head is made up of K'M, the 
loss of the head of pressure (KM is drawn parallel to PP'), and of 
MO, equal to P'N, which is the loss of the head of elevation 

If the pipe is horizontal, as in Fig. 520, it is clear that the 



loss of head between the two points P and P' is entirely loss of head 
of pressure, and there is no loss of head of elevation. 

On the other hand, if water is flowing in an open channel. 



■'^■i, ifctg.iii >i »i<^- 




Fig. 521. 



as in Fig. 521, the loss of head is entirely loss of head of eleva- 
tion ; in fact, the water is not flowing under pressure. 

Another way of looking cU the matter is as follows : — The water, when flowing 
in the pipe or in the channel, has to overcome the resistance of the pipe or 
of the channel, which means that the water has to do a certain amount of worh^ 
and this work is proportional to the loss of head. Supposing, for instance, 
that 1 lb. of water, in flowing through a pipe, loses 10 feet of head, then the 
work done by that pound of water is 10 foot-lbs. 

Wetted perimeter. — ^In an open channel, or in the case of a 
pipe not flowing full, the portion of the cross section of the 
channel, or of the pipe, wetted by the liquid (from E to F, Figs. 
522 and 523) is called the wetted perimeter. It is also called 
the " border" 

JSydratUic mean depth. — The quotient of the area of the 
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cross section of the liquid divided by the wetted perimeter is called 

the hydraulic mean depth, and will be denoted by R 

rm. • TT- . A . The area of EBF ^ 

Thus an Fags. 522 and 523. ^^ ^^ of EBF ^^^ 





Fig. 522. Fig. 528. 

MOTION OF LIQUIDS IN PIPES. 

The motion of a liquid in a pipe is due to gravity, and if the 
pipe were perfectly smooth, and offered no resistance, the velocity 
would increase without limit. But, as already mentioned, pipes 
do offer a resistance depending on their diameter and on the 
state of their inner surfaces, so that the velocity, instead of in- 
creasing continually, is limited. Moreover, the velocity of the 
liquid is not uniform throughout the cross section of the pipe, 
but is greatest in the centre, diminishing gradually at first,- and 
then rapidly towards the sides. Close to the sides the liquid 
does not flow freely, but is disturbed by numerous small eddies. 
It was at one time thought that neither the diameter nor the 
state of the surfaces had any influence on the resistance, and to 
account for this it was supposed that these eddies formed, as it 
were, a liquid lining to the pipe. 

Darcy has, however, shown by means of an elaborate series of experi- 
ments that this view, due to De Prony, is erroneonB, and has also shown that 
the mistake arose from combining experiments on pipes of large diameter 
but with rongh surfaces, and experiments on smooth pipes but of small 
diameter, and that the resistance offered by the rough surface in the one set 
happened to exactly equal the resistance due to the small diameter in the 
other set ; so that it appeared that neither the state of the surfBLce nor the 
diameter had any influence on the resistance. 

Although this supposition is now known to be erroneous, yet 
in many of the formulae in general use for obtaining the discharge 
of pipes, the effect of the diameter on the resistance is not taken 
into account, nor is any notice taken of the degree of roughness 
of the surface; practically this latter is of little moment, for 
whatever the surface may have been originally, it wiU speedily 
be covered with sediment. These formulae are empirical, and are 
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based on numerous experiments that have been made on the 
flow of liqidds in pipes. It should, however, be observed that 
these experiments, made at various times by different observers, 
are neither numerous enough nor weie they sufficiently system- 
atically carried out to obtain results of scientific accuracy, 
although they may be good enough for practical purposes. 

We have to consider two cases of the flow of liquids through 
pipes, namely — 

1. When the pipe is flowing full and the liquid is therefore 
impelled to move by the pressure of the head of liquid. 

2. When the pipe is flowing partially fulL In this case the 
liquid is not under pressure, and simply flows down, owing to 
the slope of the pipe, as it would in an open channel 

We will consider each of these cases separately. 

Discharge from a Pipe flowing full under Pressure, 

As already mentioned, numerous formuke have been proposed 
to find the discharge from a pipe, but we will only consider four 
and then select for future use the one best adapted for our purpose. 

One of these, known as Eytdweiris formula, is 

wh™ V-108^x=_0l3 . . (104). 

V is the mean velocity of the water in feet per second ; 
H the effective head of water in feet, that is, the actual head 
reduced by the various losses of head due to bends, etc. (see 
p. 268); 
L is the total length of the pipe in feet ; 
D is the diameter of the pipe in feet 

NeviU^i fovmvla ia said to be more accurate than Eytelwein's, but it is 
more complicated and is as follows : — 



„ /D H , s/D H „^^, 

V=140V^-Xj--ll;y-Xj- . . (105)- 



Both in Hurst's and Molesworth's Pocket-Book will be found tables calcu- 
lated from this fonnula, which are of great assistance in practical calculations. 

Thrupp*$ formula, — ^The latest, and probably the most accurate formula, is 
that recently elaborated by Mr. Edgar C. Thrupp, which is as follows : — 

V=5 JL«.x(S)- . . (106), 

c 

where B is the hydraulic mean depth (which is equal to — for pipes flowing 

4 



full, see p. 280), S is the slope of the pipe ( t.e. — j, and x, v, z, and 



e are con- 



PIPES FLOWING FULL UNDER PRESSURE 



265 



stants depending on the material of which the pipe is made and on the sur- 
face of the pipe. For further information on this formula, and for values of 
the constants, reference is made to the Proceedingz of (he Society of Engineers 
(Dec. 1887). The following cases may, however, be useful : — 
For wrought iron pipes over 3 J" diameter, 



v=. 



R0<5 



0-004787 
For wrought iron pipes 1" diameter. 



x(sy^ 



•DO-wr 1 



For new cast iron pipes. 



0004787 



x(S)S, 



. (107). 
. (108). 
. (109). 



0006752 

Darcy's formula. — The fourth formula we will mention is 
Darcy's, namely — 

^=Vi^? • • • ("°)' 

where C is a coeflBcient to be foimd from the following tabla^ 







TABLE J 


r. 












Diameter of pipe in inches 
= 12 xD. 


i 


1 


2 


8 


4 


6 


6 


7 


8 


Value of C. 


65 


80 


93 


99 


102 


103 


105 


106 


107 



Maximum value of C for very large pipes, 113*3. 
To compare these formulae we will work out some examples. 
Example 62. — Find the velocity in a pipe 1 inch in diameter, 100 
feet long, the effective head being 1 foot 
We have 
By Equation 104 (Eytelwein's formula), 

7=108^^^x^x^^-0-13, 
= 1*43 feet per second. 
By Equation 105 (Neville's formula), 

= 2-02 -0-65, 
= 1*37 feet per second. 
By Equation 110 (Darcy's formula), taking C = 80 for this size of pipe, 
y^&Oy/ix^x^j^, 
s= 1'15 feet per second. 
By Thrupp's formula (for wrought iron 1" diameter). Equation 108, 



^ From Molesworth's Pocket-Bock of Engineering FormuUz. 
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0-004787 ' 

00786 



0*004787x1-29' 
= 1-27 feet per second. 

Example 58. — Find the velocity in a pipe 1 inch in diameter, 100 
feet long, the effective head being 10 feet 
By Equation 104, 

V=108^/i7^^r^-013, 
=s 4-8 feet per fiecond. 
By Equation 105, 

V= 140^/iir^^r^- 11 ^ilT^lT^, 
s= 4-99 feet per second. 

By Equation 110, 

V = 80x/iir^^7^ 
s 3*65 feet per second. 
By Thrupp's formula (Equation 108), i 

*"" 0-004787 

00786 



0-004787 X 3-694' 
s= 4*59 feet i)er second. 



ICxampld 64. — Find the velocity in a pipe 4 inches in diameter, 100 
feet long, the effective head being 1 foot 
By Equation 104, 

V= 108 v/ixT*,x^- 0-13, 
» 2-99 feet per second. 
By Equation 105, 



V = 140^/ixT^XTi^-ll4/ixxVxT*lF. 
= 3-01 feet per second. 

By Equation 110, taking C = 102, 

V=102^/Jxt-Vxt*t7> 
B 2'94 feet per second. 

By Thrupp's formula (for cast iron, Equation 109), 



0006752 ^^TOT^ ' 



0-209 



0-006752 X 10' 
= 3-09 feet per second. 

Example 56. — Find the velocity in a pipe 4 inches in diameter, 100 
feet long, the available head being 10 feet 
By Equation 104, 

V= 108 vT^^A^T^- 0-13, 
= 9-73 feet per second. 
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By Equation 105, 

« 10'53 feet per second. 
By Equation 110, 



V==102v/ixAx^, 
= 9*31 feet per second. 
By Thrupp's formula (for cast iron, equation 109), 

0-006752 ^TTO/ > 
0209 
"0006752xl0i' 
= 9 '7 9 feet per second. 

Fraotioal Formula (Darcy's). 

It will be observed that in all cases Daley's formula gives 
the lowest velocity, and practically it is better to under-estimate 
the velocity than to over-estimate it. It is also a simple formula 
to use, so that on the whole it is to be preferred to Thrupp's 
in cases where great accuracy is not essential, and it will therefore 
be used to work out any further examples in this book. 

The discharge of the pipe can of course easily be found as 
soon as the mm,n velocity is known ; thus 

Discharge in cubic feet per second = V x — 7-> 

4 

or F = 0-785D2V . (111). 

ttD^ 

Discharge in gallons per minute = V x x 6*25 x 60, 

4 

or G = 294D2V . . (112). 

In practice, however, the question is generally to find what 

diameter of pipe is required for a given discharge, the effective 

head and length of pipe being known. Combining equations 

110 and 112 together we get 

G=294D«xC>y5x? 

whence, by squcmng and simplifying, 

D being expressed in f^, 

/L G«\t 
Or ^=l'63(g.ci) . . . (114), 

when d is expressed in inches. 
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To obtain the fifth root of the expression in brackets, 
either logarithms can be used, or else a table of fifth roots, 
such as published in Molesworth's Pocket-Booh 

Equation 114 can, however, be written 

Now C^( — — ^) depends only on rf, or, in other words, for 
\1'63' 

every value of d there is a corresponding value of the expression 

H L 

Table XVIIL gives the value of — . Gr^ for various sizes of 

pipes, and also shows the diameter of pipe that should be practi- 
cally adopted to allow for the incrustation which takes place in 
water-supply pipes. 

Table XIX. is a similar table for larger pipes, the discharge 
being reckoned in cubic feet per second, and is obtained from the 
formula 

l-^'^-u-Q' ■ ■ ("«■ 

where F is the discharge in cubic feet per second. 

These Tables simplify the calculations very considerably, as 
will be shown farther on. 

Loss of Head. 

On referring to p. 264 it will be seen that H is defined as 
being the effective head. In Fig. 524 A'G is the total head, and the 

.L 




Fig. 524, 



effective head AD is somewhat less, the loss being due to certain 
resistances which will be mentioned later on. It will also be seen 
that the effective head is equal to the loss of head between A 
and B, due to the resistance of the pipe ; in fact, the flow of water 
in the pipe is such as to produce this equality. 
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Further, if we know the loss of head between two points P, P' 
in the pipe and the length of pipe between these two points we 
can find the velocity and the discharge. 

The resistance of the pipe causes by far the greatest loss of 
head, but there are some minor losses produced as foUows : — 

Loss of head due to orifice of entry, — ^The orifice of entry 
obstructs to a certain extent the flow of water into the pipe, 
causing therefore a loss of head. This loss depends on the form 




Fig. 625. Fig. 626. Fig. 627. 

of the orifice, as will readily be seen from Figs. 525, 526, and 
527, and it can be found from the formula 

Ho = V*xC . . (117), 

where Hq is the loss of head due to orifice. 

C = 0*007849 for round orifices such as the end of the pipe. 
Fig. 525. 
= 0*000444 ditto when splayed or beU-mouthed, Fig. 526. 
= '014846 when the pipe projects into the cistern (diameter 
uniform). Fig. 527. 
Example 56. — Find the loss of head due to a round orifice projecting 
into a cistern when the mean velocity in the pipe is 2 feet per second. 
From the above we have 

Ho = 22x0-014846 feet, 
= 0-06 feet 

Loss of head due to velocity, — The water in the reservoir or 
cistern is at rest, and a certain amount of head is lost in causing 
the water to take up the velocity in the pipe, or, as it would be 
more scientifically expressed, a certain amount of energy of position 
(which is measured by the head) has to be converted into energy 
of motion. The energy of motion is measured by 

V2 



64-4* 



Hence if H^ be the loss of head due to velocity 

64*4 



(118). 
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Bzaznple 57. — Find the loss of head due to a velocity of 2 feet per 
second. 

From the above H^ = 2* x 0-0 1 56 feet, 

= 0-062 feet 

Loss of head due to bends and elbows. — Every bend in a pipe 
causes a resistance and a consequent loss of head, and elbows do 
so to a still greater degree. 

These losses can be found from the following formulae, some- 
what modified from those given in Molesworth's Pocket-Book and 
in Hurst's Pocket-Book, 

Calling the loss of head due to bends 
H3 we have 
Ta/^' For lends B^^bAY^ . (119X 

where & is a coefficient depending on 

R 

the ratio, 3, of the radius of the bend 
d 

to the internal diameter of the pipe, 

and A is the change in direction caused 

^"'^ by the bend measured in degrees (see 

Fig. 628. Kg. 528). Table XXL will be found to 

■p 

give values of b for various values of -r. 

IDxample 58. — ^Flndtheloss of headdueto a bend of 30° ina pipe 2" diameter, 
the radius of the bend being 3^ inches, the velocity being 2 feet per second. 

We have 




d 2 



In Table XXI. we find for 



1=1.55. 



and for 

We may therefore take 



d-^' 



6 « 0-000016, 



6 = 0-000013. 



6 = 0-000014. 
Hence H,= 0*000014 x 30 x 2«, 

= 0-0017 foot 

Fordbows B^^e.Y^ (120), 
where e is a coeflBcient depending 
on the angle A of the elbow (see 
Fig. 529), and Table XXII. gives 
values of e for certain values of A. 

Example 59. — Find the loss of head 
due to an elbow of 30"* when the velocity 
is 2 feet per second. 

From Table XXIL we find e = 0-001 1. Fig. 629. 
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Hence 

H,=0-0011x2«, 
= 0-0044 foot. 

The above constitute all the minor losses of head, and, as will 
be seen by the following example, these losses, unless the bends 
and elbows are very numerous, are small in comparison with the loss 
due to the resistance of the pipe, and can practically be neglected. 

Example 60. — ^Water is flowing at the rate of 2 feet per second in a 
pipe 2" diameter ; find the loss of head due to the resistance of the pipe in 
100 feet length. 

From Equation 110, 

and substituting, 
squaring, etc., 



V=93 



/D H 



2 = 93^jx^x^-^; 

TT_ 4x4xl2xl00 
932 X 2 ' 

= 1-11 feet. 



It is thus clearly shown that the losses due to entry, velocity, 
etc., are in ordinary cases insignificant in comparison with the loss 
due to the resistance of the pipe. Of course if there are a great 
number of bends and elbows it might be necessary to allow for 
the loss of head due to them. 

PRACTICAL EXAMPLES. 
We will now proceed to work out some practical examples. 

Water Supply to a House (Intermittent Servioe). 

Bzaznple 6L — ^A house is supplied with water on the intennittent 
system : 400 gallons is the quantity of water used per diem, and the water is 
turned on for four hours every day, and flows into a supply cistern. The ball 
cock in the cistern is 30 feet above the main in the road, and the service pipe 
is 120 feet long. The head in the main, at the junction with the service 
pipe, is 40 feet Find the diameter of the service pipe. 

At the tap the available head, ie. the head of pressure less the head of 
elevation, is 

40-30 = 10 feet, 
and the required discharge into the cistern to fill it in four hours, 

= 1*67 gallons per minute. 

4 X 60 ^ *^ 

Diameter of pipe ly Damfe formuUL — Hence substituting in Equation 
113, and taking C = 66 since the pipe will be a small one, 
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J. 1_ /120 \B1^\\ 

""7-37 \ 10 * 662^ ' 



1 / 1 
'7-37 
1 



\126-8y ' 



7-37 X 2-63' 
= 0-0617 foot, 
or (£ = 0*62 inch. 

Strictly the value = 65 is for a ^" pipe, and for a pipe 0-62 inch 
diameter C = 70 would be a more correct value. It will be found by re- 
peating the above calculation with the new value of C that the diameter of 
the pipe is 0*062 foot, so that there is practically no difference. Adding \ 
to allow for incrustation, 

(£ = 0*72 inch, 
so that a i" pipe would practically do. 

JHameter of pipe by Table, — This result may be obtained more readily by 
the use of Table XVIII. We have 

= 33-3. 

And on referring to the Table it will be seen that f " is the nearest market 
size of pipe, allowing for incrustation. 

Tap. — It has tacitly been considered in the above that the tap in the 
cistern has the same bore as the pipe — a small reduction in the bore does not 
affect the flow very much, but if the reduction is at all considerable the flow 
is much impeded, as will be seen by the following. 

The data being the same, find the diameter required for the delivery pipe : 

1. When the bore of the tap is J". 

2. When the bore of the tap is |". 

3. When the bore of the tap is ^". 

As in each case the discharge must be 1*67 gallon per minute in oidet 
that the cistern may be filled in four hours, it follows that the smaller the 
diameter of the tap, the greater must be the velocity of the issuing stream. 
If V is this velocity expressed in feet per second, the volume of water isaning 
in one second is 

V X —- . TT cubic feet, 

or Vx— . IT X 6-24 gallons. 

And since G is the discharge in gallons per minute we have 
G = Vx — xffx 6-24 X 60, 



whence by reduction 

where D is in feet, or 

where d is expressed in inches. 



V = 0-0034 x^ .... (121), 



V = 0-49x§ (122), 
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Applying Equation 122 to the first case under consideration we have 

^•67 

V = 0*4? 7TT2- = 3*3 feet per second. 

There must therefore he suificient head at the tap to produce a velocity of 

3*3 feet per second. The required head can he found from Equation 118, 

thus 

3.32 

H^ = -— - = 0*17 foot nearly. 
-o4*4 

The availahle head to force the water through the supply pipe instead of 
being 10 feet, as before, \& reduced to 

10 -01 7 = 9-83 feet, 
but clearly this reduction in the head is not sufficient to make any practical 
difference in the size of the pipe required. 

In the second case, when the diameter of the tap is only \ inch, we have 

V = 0-49xg, 

= 13*1 feet per second. 
Hence 

H. = ^' = 2-7feet. 

Let us see whether this greater reduction will make any difference in the 
size of the pipe required. We have, using Table XVIII. , 

H "* 10-2-7'*^''^' 
= 46, 
so that a \" pipe is still sufficient, allowing for incrustation. 
In the third case we have 

V = 0-49 X -3-rj = 23-3 feet per second. 

H. = gJ = 8-4feet 

The available head is therefore 

10-8-4=l-6'feet. 
Hence 

:t.G«=^xl-67«=:209. 
±1 1*0 

This number corresponds in Table XVIII. to a 1" pipe. 

Bends. — ^Find the effect of 10 bends of 90** each and 4 inches radius. 

On reference to Equation 1 19 it will be seen that the smaller the diameter 
of the pipe, the greater is the resistance of a bend in it. Therefore to be on 
the safe side we ought to reckon the resistance of bends when the diameter of 
the pipe has been diminished by incrustation, or, in other words, resistance of 
the bends should be reckoned on the diameter found to be required before 
incrustation has been allowed for. From Table XVIII. and also from p. 
271 it will be seen that in the present instance this diameter is 0'6 inch 
nearly. 

Referring to Equation 119 we see that we must' first find the value of 5. 
B.C. — IV. T 



274 



NOTES ON BUILDING CONSTRUCTION 



Now ^ = ^.g = 7 nearly. 

Hence from Table XXI. 

6 = 0000011. 
We next require V; from Equation 122 

V = 0-49xi-*^^„ 
(0-6)2' 

= 2*27 feet per second. 

Hence from Equation 119 

H, = 0-000011 X 90 X 2-272, 

= 0-005 foot. 

And for ten bends the loss of head will be only 0*05 foot This loas of hea- 

is much too small to have any practical effect on the size of the pipe, and 

thus the opinion expressed at p. 271 is confirmed. 

Water Supply to a House (Constant Service). 

Example 62. — The water supply to a house is represented in Fig. 530. 
Find the diameter of the pipes in order that the tap at A may discharge thrtr 
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1 
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Fig. 630. [ 
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^D 



gallons per minute, and the tap at B two gallons per minute, when botli tap« 
are open, allowing for incrustation. Find also the discharge from each tap 
when the other is closed. The available head in the main is 90 feet. The 
levels are shown thus+ 10 with reference to the main. 

To FIND SIZE OF BC AND AC. — The best way to proceed is to assume the 512- 
of one of the branches. For instance, supposing BC is taken as J" diameter. 

L 



Then, from Table XVIII., 



H 



.G2 = 5. 



Hence if we take L = 30 feet and = 2 gallons, H will be the I068 of head 
from C to B, thus 

„ 30 X 22 

H=- ~, 

= 24 feet 
Now since B and C are at the same level the available head at C ought 
to be 24 feet 

In the pipe AC the water has to rise 19 feet, hence the available head is 
24-19 = 6 feet 
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Hence 



±1 




So that (Table XVIII.) a f " pipe is too small and a f " is too big. We have, 
however, made no allowance for the various minor losses of head. It will 
be well to see whether in this case they are of suflBcieut magnitude to take 
into account. 

Minor losses of head, — In the first place, if the pipe AC is connected to 
BD by means of a T piece, as shown in Fig. 531, the general flow of the 
water will be along DB, as shown by the arrows. Consequently in entering 
the pipe CA there will be a loss of head due to the change in the direction of 
the flow, a part of which may be taken as the loss of head required to impart 
the velocity in the pipe AC, but, in addition, eddies are formed (called gurgli- 
tation) which cause another loss of head, 
generally taken as tvjice that due to velo- 
city. On the whole it is usual to reckon 
the loss as three times that due to velocity.^ 
We must therefore first find the velo- 
city : — Supposing a f" pipe is provision- 
ally decided upon, then we must reckon 
the velocity when the diameter of the 
pipe has been diminished by incrustation. 
From Table XVIII. it will be seen that 
the (7^ nished diameter is 0*64 inch. 
Hen^ .om Equation 122 

= 3*6 feet per second, 

3-62 
and H^ = ^— : = 0*2 foot 

d4*4 

So that the loss of head is 

3x0-2 = 0-6 foot. 

Bends. — ^We will neglect the loss due to bends ; it must be small owing 

to the low velocity. 

Tap. — The tap, if smaller than the pipe, will cause a slight loss of 

head. Supposing that the bore of the tap is ^", or 0*48 inch, making a slight 

allowance for incrustation, then to discharge three gallons per minute the 

N^uing velocity must be 

= 6*4 feet per second 

or H=r— -7 = 0-63 foot 

64 4 

But the velocity in the pipe is 3*6 feet per minute, which represents a head 
of 0-2 foot as already seen. Hence the additional head required to produce 
the issuing velocity, or, in other words, the loss of head due to issue, is 
0-63 -0-2 = 0-43 foot 
Total minor Loss op Head. — Altogether, therefore, we must reckon on 
a loss of head of 0*6 4- 0-43, 



^ See Hurst's ArchiUctural and Surveyor's Handbook, 
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= 1-03 foot, 
or say 1 foot. 

The available head is therefore reduced to 4 feet ; we thus have 

^.0^ = ^x3^ = 46. 

It thus appears (Table XVIII.) that a f " pipe is the proper size. 

To FIND Size op CD. — We now have to find the diameter of the pip^ 
CD. We found that the available head at C ought to be 24 feet, and theiv 
is a loss of head in the pipe CD of 10 feet, due to di£ference of level. 
Hence the available head is 

90-10-24 = 56 feet 

Therefore ~ . G^ = ^^ x (2 + 3)2 = 46, 

H oo 

which corresponds to a f " pii)e. 

Since the pipes AC and CD are both of the same diameter, the joint at C 

would be made as shown in Fig. 532, instead of as in Fig. 531, and this wouI>. 

prevent the loss of head of 0*6 foot, a&u 

the loss would occur in the J" pipe. 

Referring back to p. 274 it will be seen 

that the diameter of the pipe BC w.i5 

assumed as J". Had a laiger diameter 

been assumed the loss of head in IX' 

would have been less, so that the availablr 

head at C producing the discharge in AC 

would also have been less, and conse- 

_ quently this pipe would have to be mad? 

bigger. On the other hand, the availabk 

head in CD would have been greatar, 

hence this pipe would have been smaller ; that is, the service pipe would \^ 

smaller than the branches, which is not advisable. Thus the arrangemeri 

worked out is practically the best 

To find the discharge from one tap when the other is closed. — First, when tap 

A is open, it is clear that the available head is 90-29 = 61 feet, or, allowing 

for the various minor losses of head, say 60 feet. 

Hence from Table XVIII. 

L ^,^100 + 20^^,^^3 

H 60 

mu ^o 48x60 ^, 

Thus G«=-j^^=24, 

or G = 4*9 gallons per minute. 

When tap B is open and tap A closed, we have to deal with two sizes of 
pipe. Let Hj be the head at the point C, then 90- lO-H^ will be the 
available head in the portion CD of the pipe. Hence for the pipe BC 

J.G. = 3^.G^ = 6 ....(„), 

and similarly for the pipe CD 

Now the discharge G is the same in both pipes. Hence, dividing Equation 
(a) by Equation (6), 




or 
whence 
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30 oHj 

100~48(80~-H7)' 
3x48(80-Hi) = 60Hi, 

„ 3 X 48 X 80 
^1 = 
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194 ' 

= 59-6 feet 

Inserting this value in Equation (a), 

^5 6 X 59-5 ^ ^ 
02 = -^^ =9-9, 

or G = 3*15 gallons per minute. 

Of course we ought to get the same result from Equation (6), namely — 
^^48(80-59-5)^^^ 
100 
Water Supply to Eight Houses in a Street. 

Example 68. — Eight houses^ as shown on plan in Fig. 533, are to be 
supplied with water from a branch main connected to the main at the point 

Fig. 533. 



Head9J'$ 




+51' 



4«' 



A+ffl' 



s\^iU 




Vertical scale 10 times horkontal scale 
Fig. 534. 
A. The levels of the branch main are shown in Fig. 534, and each house is 
fitted up as in Example 62. Find the diameter of the branch main 
capable of supplying each house approximately with 5 gallons of water per 
minute. 

On referring to Example 62 it will be seen that the highest tap was 
29 feet above the main, that it was connected to the main by 120 feet of ^' 
pipe, and that the discharge from it was 4-9 gallons per minute when the 
head in the main was 90 feet. It will also be seen that the discharge is 
almost the same when both taps are running. We will therefore ignore the 
lower tap in the present example. 

Size of Main — Half the taps opened simtUtaneously. — It is very un- 
likely that all the houses will require water at the same time, and a very 
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safe assumption to make is that half the number of houses require tlie fell 
amount of water at the same time. Supposing, therefore, that the up|w_'r 
taps in houses 1, 2, T, 2' are opened simultaneously and that an. avern^'.- 
of 4*9 gallons is running out of each, then, from Example 62, the he^ii 
at Aj must be 61 feet more than the height of the tap, that is 

H2 = 61+31=92 feet. 
Hence the available head in the portion A^A of the branch main is 

92-5- 92 » 0-5 foot 
Again, the discharge at A^ must be 

4 X 4*9 = 19*6 gallons per minute. 

Hence the value of the expression g . G' is 

600 

— - X 19-6' = 460,000 nearly. 

And referring to Table XVIII. it will be seen that a 4" pipe is the neares^t 
market size, allowing for Incrustation. 

Theoretically the branch main ought to be made to diminish after the 
junction to each house, but the practice is to maintain the same diameter, f<.>r 
some distance at any rate. 

AU upper taps opened nmuUaneovdy, — As an exercise let us inquire what 
the discharge would be supposing all the upper taps were open. Althoupl 
it may appear paradoxical, the discharge from each tap will not be very much 
diminished. The direct solution of the question, however, leads to several 
cumbersome quadratic equations, and the best way is to work by approximation. 

Thus as a first approximation let us suppose that the average di^char^e 
per tap is 4*0 gallons per minute when all the taps are open, then the dis- 
charge at A^ must be 

8 X 4 = 32 gallons per minute. 
Now from Table XVIII. we have for a 4" pipe 

^.G* = 420,000. 
11 

Hence 

120x32' 
" 420,000 ' 
= 0*29 feet, 
which is the loss of head between A and A^. Hence H^, the bead at A^, is 

92-5 -0-29 = 92-21 feet 
since there is no diflFerence in level. 

The discharge from the tap in house No. 4 will therefore be 
48 X (92-21 -29) 
^* " 120 

or Q4 = 6 gallons per minute. 

It follows that the discharge at A3 will be 

32 - 2 X 5 = 22 gallons. 
Hence 

24 X 22' 
^='420;000""^'^®' 
or H3 = 92-21 + 5 -0-28, 

= 96-93. 
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Therefore discharge in house No. 3 is 









^3 - 120 


' > 


or 






Q3 = 5*4 gallons per 


minute. 


The discharge 


at 


A, 


will therefore be 

22-2x5-4 = 


11-2. 


Hence 






240x11-22 

A OA f\r\f\ 


= 007, 



or H2 = 96-93-7-0-07, 

= 89-86. 
Hence discharge in house No. 2 will be 

48(89-86 -31) 
^2- i-20 ' 

62 = 4-8 nearly. 

We still have the discharge from house No. 1, so that clearly the original 
assumption of 4 gallons per minute is considerably too small. 

As a second trial assume 4 '9 gallons as the average discharge of each tap 
per minute, then repeating the above calculations we will find 

H4 = 92-5 -0-44 = 92-06, 

G^ = 5 gallons. 

Hg = 92-06 + 5 - 0-48 = 96*78, 

03 = 5-4 gallons. 

Hg = 96-78 - 7 - 0-19 = 89-69, 

G2 = 4-8 gallons. 

Hi = 89-59 -0-04 = 89-55, 

Gi = 4-8 gallons. 
Practically, therefore, we get the same values as we did before, when only 
half the number of taps were running, and the reason is, that a small alteration 
in the head produces a considerable alteration in the discharge of a 4" 
pipe, but no practical difference in the discharge of a |" pipe. 

As a further exercise let us find the discharge in the pipe connecting 
house No. 3, when only the corresponding tap is opened. We have for the 

^"P'P* ^, 48(H3-2 4) 

^» ~ 120 ■"' 
and for the 4" pipe ^ ^ 420,000( 9 2-5 + 5- H3) 

' 240+120 

Tlierefore 420,000(975 - HJ 
48(Hj - 24) = — ^ \ ^, 

H,(48 + *?^°) =^^^^5^^ + 48 X 24, 

whence 

H8 = 97*5 very nearly, 
that is to say, that the flow of water horn A to H3 is so little, that there is no 
appreciable loss of head. Therefore 
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^, 48(97 5-24) 
^3 " 120 

Gg = 5'42 gallons per minute. 

When the pipes are new, the discharge will of course he greater, for 
instance in the last case, since the corresponding value from Table XTIIL 
for a pipe 0*75 inch diameter is 117. 

^,, 117(97-5-24) 
^3 - 120 ' 

G'g = 8*4 gallons per minute. 

Discharge from Pipes flowing partially full. 

It has been shown by experiment that the mean velocity of 
flow of a liquid in a pipe is roughly proportionate to 

VRS, 

where R is the mean radius or hydraulic mean depth (see p. 262), 
and S is the slope of the pipe (see p. 264). 
An approximate formula would therefore be 

Y = CJ^ . . (123), 

the units of measurement being the foot and the second, and C being 
a constant. DifiFerent values have been ascribed to C by various 
experimenters as follows : — 

Beardmore . . 95, 

Downing . . . 100. 

But Darcy makes C vary according to the diameter of the pipe, 
as in the Table given at p. 265. 

Neville's formula — namely, 

V=140>v/RS-ll^RS . (124) 

— is considered to be more accurate, but as in practice the choice is limited 
to certain sizes of pipes, the additional accuracy is not worth the considerable 
complication introduced into the calculations. 

The student will observe that these formulse are similar in form to those 
given for pipes running full under pressure. Now for a pipe running full 



and 
So that 



from which it will be seen that the formulas for pipes running full are a 
special case of those now given. A distinction must, however, be made 
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H 



between -=- and S ; the former is 

the head of water divided by the 
length of the pipe, whereas S is 
the slope of the pipe, and may 
vary at different points. Thus in 
Fig. 535 if the pipe were running 
full we would have to substitute 

H H 

= 2_- foj in Equation 1 10, and the velocity of the water would be the 

same throughout the pipe ; but if the pipe were only partially full, then for 
the portion A£ 




and for the portion BC 



-&, 



s=l2;:5j, 




and the velocity would be greater in BC than 
in AB. 

Daroy's formula. — For the same 
reasons as those given at p. 267, Darcy's 
I formula is preferred, and will be used 
in working out examples. 

To find the discharge we must multiply 
the velocity by the area of discharge. Let 
A be this area, then 

F = A.Cv/RS . (125). 
To find A in circular pipes we must sub- 
tract the area of the triangle NKM (Fig. 536) from the area of the sector 
NKM, thus— ^ T)2 T)2 

^ -•-- . (126), 



Fig. 536. 



^=^360 ^'^T'T'^^* • 



whence 



R=: 



/^^sin^N 
*V360 2 / 



360' 



(127). 



D 



These expressions are given to show how the discharge could 
be calculated if necessary, but in practice what we require to 
know in connection with drain pipes is whether, when conveying 
the average quantity of sewage, the velocity is sufficient to keep 
the pipe clean, without flushing.^ Of course the size of the drain 
pipe depends on the maximum quantity of liquid to be conveyed. 

Vdocity, — The question therefore is, knowing the diameter of 
the pipe and the discharge, to find the velocity. We have from 
(123) 

■ Sm p. 283. 
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A 
But E = p' 

where P is the wetted perimeter expressed in feet Further, 

F 
A = v- 

Hence V«=C2.^.S, 

. CF . S 
or V»=-^- . (128:1 

Now we do not know P, and we must therefore assume a triaJ 
value Pj, and thus we obtain an approximation (V^) to V. Bui 

where A^ is the corresponding value to P^ obtained from Table 
XXIIL 

If F^ is greater than F, then V^ is also too great or P^ is toi* 
large, and vice versd. Two or three trials ought to give a suf- 
ficiently accurate value of V. 

Example 64. — A 15-iiLch drain pipe, laid at a slope of ^^, is dischai^- 
ing 0*2 cubic foot per second. Find the velocity. 
Assume P^ = 06 x D, 

= 0-75 foot 

Then from Equation 1 28 V/ = 57^3^^^, 

or Vj = 2*5 feet per second. 

P 

But from Table XXIII. the corresponding value of Aj when jz = 0*6 is 

0034 X D«, 

= 0*053 square foot. 

Hence F^ = 0-063 x 2*5, 

= 0'132 cubic foot per second, 

so that clearly P^ is too small. 

Assume as a second trial 

P2 = 0-7xD, 

= 0-87 foot. 

^^o 110«x0-2 
Then Y^^ = -—- — ~ -, 

2 0-87 X 200' 

or Vj = 2-4 feet per second. 

But A2 = 0-062 xD2, 

= 0-0813 square foot. 

Hence Fg = '1 95 cubic foot. 

Vg is therefore a sufficiently near approximation. We will, however, trr 

the next value of P from Table XXIII., namely — 
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Then 

But 
Hence 



P3 = 0-8D, 
= 1-0 foot. 
1108x0 -2 
« ~ 1-0x200' 
¥3 = 2-3 feet per second. 
A3 = 0-075xD2, 

= 0-117 square foot. 
F3 = 2-3x 0-117, 
= 0-27 cubic foot. 



Drain Pipes. 

A drain pipe must be large enough to convey the maximum 
discharge, due to heavy rains, without running quite full, so that 
there may be no danger of the pipe being under pressure, and 
the velocity of discharge should be ascertained to see whether a 
heavy rainfall will flush the drain. The next step is to find the 
velocity of discharge when the pipe is only conveying the average 
quantity of sewage ; it will then be seen whether arrangements 
must be made for periodical flushing during dry weather. 

In the case of small drains (6 to ^9 inches diameter) the 
velocity ought to be not less than 3 feet per second, and for larger 
pipes, in which the sewage is generally well diluted with water, tlie 
velocity ought to be not less than 2 feet per second, in order 
to dispense with periodical flushing.^ The method of calculation 
will be best illustrated by an example. 

Simple System of Drains. 
Example 66. — Fig. 537 shows two branch draina BC and BD con- 
nected to a main drain AB. The lengths of the pipes and the levels of the 




Fig. 537. 



.+ J5 5 



bottom of the pipes are also shown on the figure. The pipes are laid at an 
even slope between these levels. The discharges to be reckoned upon are as 
follows : — 





Cubic feet per second. 


Maximum. 


Average. 


Discharge in BC 
Discharge in BD 


4 
3 


0-2 
0-03 



^ "These velocities should be increased for small pipes, say for house drains 
under 6 inches in diameter, and for mains under 12 inches in diameter" (Hurst). 
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Find what size of pipes should be used, and whether any arrangement 
for periodical flushing ought to be provided. 

"We will work out this example by means of Tables XIX. and XXIII. 
Pipe BC. — For the maximum discharge we have 
F = 4 cubic feet per second. 
H = 4-7"l-6 = 3-l feet 
L = 320 feet. 
Hence 

L ^ 320 . 

= 1650. 

On referring to Table XIX. it will be seen that this number corresponds 
to a 12-inch pipe, and that this pipe will run very nearly full when dis- 
charging the maximum quantity. 

To find the velocity of discharge we may consider that the pii>e is 
running fulL The discharge in that case can be found from 

g.F«=1860, 

^ 1850x31 



Hence 

or, since 

4-23) 

TTXl'^ 

= 5-4 feet i)er second. 
The velocity is therefore well above the limit for flushing. 
Next, to find the velocity when the average quantity of sewage is being 
dischai^d. Proceeding as in Example 64, assume 

P = 0-8D, 
then, since (Table I.) C= 109-5 for a 12" pipe, 

f T? .• lOQ Trq 109-52 X 0-2 X 3-1 

from Equation 128 V,^ = — , 

^ 1 0-8x1x320 ' 

V, = 3*07 feet per second. 

Hence, since (Table XXIII.) Aj = 'QlbJy\ 

Fi = 0-075xl"x3-07, 

= 0-23 cubic foot. 

This is a sufficiently near approximation, and since the velocity is a 

little over 3 feet per second, there is no necessity to make any arrangements 

for flushing. 

Pipe BD. — For the maximum discharge we have 

F = 3 cubic feet per second. 

H = 13-8 -1-6= 12-2 feet 

L = 416 feet 

Hence 

L ^ 416 ^2 ^^^ 

H-^=12^^'='^^- 

On referring to Table XIX. it will be seen that a 9" pipe will do. 



X' = 


320 ' 






• F = 


4-23 cubic feet 


per 


second. 


7rD2 
4 


4-23, 






D = 


= 1 foot, 






V = 


4-23 X 4 
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Let OS inquire how full this pipe will run when discharging the maxi- 
mum quantity. Assume 



then (Equation 128) 



= 2-2 xD = 2-2x 0-75, 

g 108' X 3x 12-2 
1 " 2-2 X 0-76x416' 



Vj = 8*5 feet per second. 
Hence, using Table XXIII., 

Fi = 0-699 xO^S'^x 8-5, 
= 3*2 cubic feet per second. 
For P2 = 20xD we find 

Vg = 8*8 feet per second, 

Fg = 2*95 cubic feet per second. 

It can therefore be taken that the wetted perimeter is 2*1 x D, or 18*9 
inches. The lin-wetted perimeter is therefore 

28-3 -18-9 = 9-4 inches, 
and the angle subtended at the centre by an arc of 9*4 inches is 

^x 360= 120^ nearly. 

Hence, when discharging 3 cubic feet per second, the 
pipe will be filled to the depth shown in Fig. 538. 

Check by Neville's formula. — As a further exercise let us 
test the above result by means of Neville's formula (p 264). 
We have, using Table XXIII., 
0-638 X 0-75 
2-1 




Fig. 538. 



-=0-225 foot. 



V = 140y0-225xi^-11^0.225\g, 

11-36-2-06 
=9*3 feet per second, 
so that there is a fair agreement between the results. 

To find the velocity when the average discharge is flowing. 



Assume 



then 



v= 



0-6 X 0-76, 

1082 X 003 X 12-2 



0-6 X 0-76x416 ' 
Vj = 1*32 foot per second, 
Fj = 1-32 x 0-034 X 0752 = 0-025. * 

Since the average dischai^e is 0*03 cubic foot per 
minute, the velocity just found is a sufficiently near 
approximation, and as it is less than 2 feet a second, it is j 
clear that this drain would require periodical flushing 
during dry weather. The depth of liquid in the pipe 
for the average discharge is shown in Fig. 539. The 
calculations to find this depth are left as an exercise for 
the student. 

Pipe AB. — For the maximum discharge we have 

F = 4 + 3 = 7 cubic feet per second. 

H = l-6. 

L=1283. 




Fig. 539. 
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Hence 



1^283 
~i-6 



X 72 = 39,300 nearly. 



And from Table XIX. it appears that a 24-inch pipe is the nearest market size 
that will do. 

Assume P^^S-OxD, 

^,,_ lll'5 2x 7x1-6 
^^^'"^ '1 " 2-Ox 2x1283' 

V^ = 3-0, 

Fj = 3-0 X 22x0-595, 
= 7*1 cubic feet nearly. 
The average discharge is 

0-2 + 0-03 = 0-23. 
Assume Pj = 0-6xD, 

_ lll-52x0-23xj^ 
^^^"^ ^' "~0-6^ 2x1283 ' 

V^ = 1 -44 feet per second, 
Fi= 1-44x22x0034, 
= 0-196. 
As a second trial, if we assume P2 = 0*65 x D we will find 

Vj = 1 -40 feet per second, 
F2= 1-40 X 22x0-042 = 0-236, 
which is near enough. 

This drain will therefore require periodical flush- 
ing, more especially because the velocity is low even 
when discharging the maximum quantity. When 
discharging the average quantity the drain will be 
filled to the extent shown in Fig. 540, and it will be 
seen that the wetted perimeter is large in comparisun 
with the amount of liquid, and this is one cause of 
the low velocity. 

Egg-shaped Sewer. 
The wetted perimeter can be reduced by using an egg-shaped 
sewer as shown in Fig. 542, and the velocity of discharge will 
therefore be somewhat increased. The principal advantage, how- 
ever, is that the depth of the liquid is increased, which is im- 
portant in the case of sewage. Such sewers are therefore suitable 
when the slope is small, the maximum discharge large, and the 
average discharge small. 

Example 66. — Design an egg-shaped sewer suitable for the pipe AB 
in the previous example. 

Egg-shaped sewers can be, and are made of various forms, but the most 
usual form is as follows : — ^ 




Fig. 540. 



Let (Fig. 541) 



X = diameter of bottom of sewer, 
M = diameter of top of sewer, 
O = radius of sides, 
K = depth of sewer. 



See also Part II. 
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then 



N = |.M = f.O = K. 




.'4 




Fig- 541. Fig. 542. 

In the present case we must, in the first place, ensure that the sewer is 
large enough to carry the maximum discharge without running full. We 
have already seen that a circular pipe of 24 inches is required, and it will be 
near enough for practical purposes if we make the area of the egg-shaped 
sewer equal to that of the circular sewer. Now the area of an egg-shaped 
sewer of the form given above can be found from the formula 

Area = 0-525xK^ . . . (129). 

And the area of a circle 2 feet in diameter is 
3' 14 square feet 
Hence 

0-525xK* = 3-14, 

K = 2-45 feet 
Therefore the depth can be taken as 2' 6". Hence N= 10" M= T 8" and 
applying these dimensions we obtain the sewer sho^vn in Fig. 542. 

Let us now see to what extent the velocity is greater than with the 2-foot 
drain pipe when the average discharge is flowing. The quantity flowing 
being small, it will probably not rise above the invert, so that we may regard 
it as flowing in a 10" pipe. Supposing that 



Pi = l-2>cJ^, 



then 



v= 



109* X 0-23 X 1-6 X 12 



and 



1-2x10x1283 ' 
Vi = l-5, 

10« 
F,= 1-5 X 0-216 x—2> 

= 0-226, 
which is a very close approximation, and thus we see that the velocity is only 
very slightly increased. 

Chedc by Neville* 8 formula. — To check this result by using Keville's formula 

we have 

10» 
•216 x~, 

R= r^=0-16. 



l-2x 
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Hence 



V=140^ 0-15 x^y^3-liy 0-15 x^l, 

= 1-92 -0-63, 

= 1 '3 feet per second nearly. 
The results therefore agree fairly well. 

. It appears therefore that, at any rate in this case, an egg- 
shaped sewer does not increase the velocity to any material 
extent. 

JETS. 

It is sometimes necessary to know, in connection with fount- 
ains and hydrants, the height to which a jet of water will risa 

When a stone is thrown vertically into the air it rises to a 
height depending on the velocity with which it was thrown. \i 
the stone is not thrown vertically, but at an angle, it will describe 
a curve depending on the velocity and on the angle of elevation, 
i.e, the angle at which the stone is thrown. In the same way a 
vertical jet of water will rise to a height depending on the velocity 
with which it issues from the orifice (or nozzle), and an inclined 
jet will describe a curve depending on the velocity and the angle 
of elevation. 

Now it is shown in books on dynamics that in the case of a stone thrown 
vertically, and neglecting the resistance of the air, the height to which it will 
rise is inven by tt2 

^=h. (130). 

If the stone is thrown at an angle, then the ciurve described by it is repre- 
sented by the equation ^ 

t/ = xtan^- 16*1 :rfi — =-2, 

where V is the initial velocity in feet per second, and B is the angle of eleva- 
tion, as shown in Fig. 543. 

|Y 

I 

i 




To find tlie range, or the distance from where the stone strikes the 
horizontal plane, that is OA = R, put y = 0, then 
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R 

OP R = jg:T.8in^cos^ . . (131). 

p 
Further, to find the greatest height the stone rises to, or BD, put y = «» ^^®^ 

BD = A<„«^) = 3^tan^sin^cos^-.^^^^p^. ^^2. sin^^cos^^, 

V2sin2^ 
or ^m>x.)= g^.^ .... (132). 

These formulae are applicable to jets projected in vacuo, and 
to make allowance for the resistance of the air the simplest way 
is to multiply the initial velocity by a reducing factor, or, in other 
words, to calculate the path for a less initial velocity than the 
actual. 

The result is not quite accurate (see Fig. 544), but is 
near enough for practical purposes. The reducing factor dimin- 




l Full velocity 
t Reduced velocity 
5 Actual ^ih 
Fig, 544. 

ishes as the ratio of the diameter of the jet to the head increases, 
and can be found from Table XXIV., which is based on experiment, 
Szample 67. — A jet of water is issuing from a ^-inch nozzle with a 
velocity of 60 feet per second. Find : 

(a) The height to which the jet will rise when it is thrown vertically. 

(b) The distance to which the jet will reach, and the greatest height it will 
attain, when thrown at the angles of 15** and 55" respectively. 

A velocity of 60 feet per second corresponds to a head of 

H = - — = 56 feet. 
64-4 

^ j,^ . ,. i. , 11 56x 12 ,^^^ 

Hence d heing diam. of nozzle -j — — j — = 1350. 

We can therefore take (see Table XXIV.) 

J = 0-91. 
Consequently for case (a), from Equation 1 30, 

, (0-91x60)2 _^ 
^= 64-4 =^gfe^^ 
B.C. — ^IV. V 
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-i^ It should be observed that if the jet is perfectly tst- 

tical, and there is no wind, the water faUs back on the jet, 

and thus reduces the height as shown in Fig. 545. 

Again for case (6), when the angle of elevation is 15'. 

we have from Equation 131 

_, (0-91 X 60)' . ^^, 

R= —- sin 15 xcos 15 , 

Ib'l 

= 46 feet ; 

and from Equation 132 

(0-91 X 60)" sin* 15' 



^max.) = 



64-4 



Fig. 646. 



= 3-1 feet. 

Lastly, when the angle inclination is 55**, we have irm 

Equation 131 

_ (0-91 X 60)' . . 

II = — tttt: sm 55 x cos 55 , 



16-1 
= 87 feet ; 



and from Equation 132 

. (0-91 X 60) . , . 
/Km«L)= -^^ X sin' 55 , 

= 31 feet. 

Issuing velocity of a Jet — ^We must now see how to obtain 
the issuing velocity of a jet. If the nozzle offered no obstruction 
to the issuing stream of water, it is clear that the velocity would 
be that due to the head at the nozzle ; but the nozzle does offer 
an obstruction, or, in other words, causes a loss of head, the 
amount of which depends upon the shape of the nozzle. 

The reduction in velocity caused by the nozzle has been 
ascertained by experiment aa follows : — 

A well-shaped nozzle, such as the one shown in Fig. 54^' 
reduces the velocity to 

0*97 X velocity due to the head. 




Fig. 548. 
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A converging nozzle, as in Fig. 547, reduces the velocity to 

9 4 X velocity due to head. 
And a cylindrical nozzle, as in Fig. 548, causes the following 
reductions : — 
When the diameter is 



J to ^ length .... 0-81 \ 

3^ „ 35^ „ . . . . 0-73 r tor ■ 



» head. 

S«i^ » • • . 0-68 j 

The reduced velocity obtained by applying the above is of 
course the initial velocity of the jet to be used in finding the 
height or the range. 

Example 68. — ^A ^" nozzle for a vertical jet is connected to the end of 
a 1" pipe, 300 feet long. The head at the farther extremity of the one-inch 
pipe is 100 feet) and the nozzle is 10 feet higher than this point Find the 
height of the jet and the quantity of water that will be discharged. 

Let V feet per second be the mean velocity of the issuing jet of water ; 
then if G is the discharge in gallons per minute, we have from Equation 122 

G = X?, 
•49' 

= 204x^xV, 

= 0-126 xV. 

Now if the nozzle is of a good shape (see Fig. 546) the velocity d\u to the 

head at the nozzle will only be j-rz: greater than V. Hence if H is the 

head at the nozzle / y \ 2 

fe) =«*-*^ 

or V« = 60-7H. 

Hence ii^-^ =60-7H, 

\0*126/ 

or G* = 0-96H nearly. 

Again, we have from Table XVIIL for a 1" pipe, allowing for incrusta- 
tion and remembering that the nozzle is 10 feet (Jiiwt the farther extremity 
of the 1" pipe, 

100-10-H 



G* = 260x: 



300 



Hence 0-96H = ?5? x 90 - ?^ . H, 

300 300 

or H = 41-7 feet 

The ratio of H to the diameter of the nozzle is therefore 

^^•^^^ = 2000. 

Hence by interpolation from Table XXIV. the factor J is 0'82. And since 
from the above equation 
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V* = 60-7x41-7, 

, , (0-82)* X 607x417 

we nave h = i L 

64-4 

= 26-4 feet 

Lastly for the discliarge we have 

G» = 0-96x417, 

or = 6'3 gallons per minute. 

Water Supply for House and Jet. 

Bxample 69. — A jet, to rise to a height of 30 feet above the nozzle, 
is required for an ornamental piece of water. The water is to be obtained 
from a reservoir which is also to supply the house, the arrangements for 
which are the same as in Example 62. The various lengths and level* 
are given in Fig. 549. Find the diameters of the pipes that will be requirei 
and also how much higher the jet will rise when no water is being supplied 
to the house. 

We must first find the head required to produce a jet 30 feet high. Tc 
do this we require to know the issuing velocity. 



**-CL 


Xeserycir 
^.^^^='=^-' Datum level. 


^ 


Vertkal scale exaggerated S timet. 
Fig. 549. 



The head required at the nozzle will be about 40 feet, hence the ratio of 
the head to the |' diameter of the nozzle is 

H 40 X 12 X 8 , 

1 3— ^^1>^ 

= 1280. 
So that, referring to Table XXIV., it will be seen that the factor J can Ic 
taken at 0'90. Hence if V is the issuing velocity by Equation 130 

3^^(0;90xV)2 
64-4 ' 
or V = 49 feet per second nearly. 

If the nozzle is well shaped, the velocity due to the head will be 

49 
-zr^ = 50'6 feet per second. 

Hence the head required to produce a jet of 30 feet with a good nozzle L«i 

S_2:?^ 39-6 feet. 
64-4 

It is to be observed that the head assumed (namely, 40 feet) for th: 
purpose of calculating the factor J is very nearly the calculated head. H^ 
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there been any considerable difference tbe calculated head would have been 
looked upon as a first approidmation, from which a more accurate value 
of J could have been found. 

The next step is to find the discharge from the jet, which will be, from 
Equation 122, 

G = = 14 gallons per mmute nearly. 

On referring to Example 62 it will be seen that a head of 90 feet 
is required at the point B to obtain the necessary water supply to the house. 
Hence the available head from B to A is 

90 + 12-39-6, 
= 62-4 feet. 
Applying, therefore, Table XVIII. we have 

250 X 14' ^^. 

and to this number corresponds a 1 J" pipe. 

To find the diameter of the portion BC of the pipe we have the available 

head : 112- 90 -12 = 10 feet, and the discharge is : 14 + 5 = 19 gaUons per 

minute. Hence 

8700x19'^ ^^ 

10 

a number which corresponds in Table XVIII. to a 3^ inch pipe. 

The jet will not be exactly 30 feet high, because the available diameters 

of pipes are not quite those required to produce a jet of this height under the 

conditions given. Working backwards we find — 

Loss of head from C to B, 

5700x19'^^.^ 

208,000 

and the loss of head from B to A will be 

250x14* ^^-- . 

= 60*5 feet 

810 

Hence the head at A will be 

112 -9-9 -60-5 = 41-6. 

The velocity due to this head is 

ViFelTei^ = 51 -8 feet per second, 

hence the issuing velocity will be 

51-8 X 0-97 = 50-3. 

Therefore height of jet= Q'^Q'x50-3'^ 3^.^ ^^^ 
^ ^ 64-4 

When no water is being supplied to the house, the jet will be a little 
higher. In this case the loss of head from C to B 

_ 5700xl4' _^.^ 
208,000 
Hence the head at A will be 

112 -5-4 -60-5 = 461. 
The ratio of the head to the diameter of the nozzle is 
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46-1x12x8 -.Q^ 1 
= 1480 nearly. 

Hence from Table XXIV. the valne of J is about 0'89. 
Therefore the height of the jet will be 

461 X (0-97 X 0-89)5 ^ 34.3 feet 
Strictly a alight correction ought to be made, because the issuing velodtr 
of the jet is slightly increased Hence the discharge will be greater — cc'S- 
sequently the loss of head somewhat greater than calculated above ; but as tbf 
formulas used are only approximate it is not worth while going into 5&:1 
nicetie& 
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APPENDIX I. 

Factors of Safety. 

The following Table shows the Factors of Safety recommended by various 
eminent engineers for application in several cases that arise in practice. 



p 






Factor 




o 


Nature of 8tnictare. 


Nature of Load. 


of 


Remarks. 


< 






Safety. 






Cast Iron. 








U 


Cteneml 


Dead 


4 




U 




Live or varying 


6 


Stress of one kind only 


U 


(1 • • • • • . 


II 


10 


Equal alternate stresses 


U 


!«•••••■ 


Varying with shocks 


15 


of different kinds 


R 


!(•••••• 


Dead 


8to 4 




R 




Live 


6 to 8 




B 


Oinien'. \ \ \ \ \ 


Dead 


8 




B 


^j 


Live 


6 




8 


.... 


Live 


6 




S 


Wafer tankB*. . . . . 


Dead 


4 




S 


PUlara 




6 




S 


„ aabject to vibration . 


Live 


8 




s 


,j transvene shock 
Wrouffht Iron. 


" 


10 




u 


Oenexal 


Dead 


8 




u 


II 










Live or varying 


5 


Stress of one kind only 


u 


II 












Varying with shocks 


8 


Equal alternate stresses 


u 


II 












12 


of different kinds 


R 














Dead 


8 




R 














Live 


4to6 




S 


Olrden 












Dead 


8 




8 


II ■ 












Live with shocks 


6 




B 


Bridges 












Mixed 


4 






Riveledjointo 








Dead 


4 




IT 


Roofs . . 










4 




8 




Live with' shocks 


6 




88 


II i> • 




4^ to 7 


According to proportion 
of length to least dia- 


8 




Dead 


4 




BteeL 






meter 


U 


Oenexal 


Dead 


8 




U 


, 


Live and varying 


5 


Stress of one kind only 


U 


„ 


,, 


8 


Equal alternate stresses 


U 
R 


»i 


Varylngand shocks 


12 
8 


of different kinds 


R 


Briages: 


Live 


4to6 







Mixed 


4 






Timber. 








U 


Oeneial 


Dead 


7 




U 


It 


Live and varying 


10 


Stress of one kind only 


U 




„ 


15 


Equal alternate stresses 


U 




Varying and shocks 


20 


of different kinds 


R 


It • • • • • . 




10 




8 


Exposed to weather . 


Dead 


10 




8 


Undercover 


j^ 


8 




8 


For temporary purposes 
Brickwork and Uasonry. 


" 


4 




U 


General 


Dead 


20 




U 





Live 


80 




R 


••••.... 


Dead 


4 to 10 




8 


Arches 




20 





B. Board of Trade. G. OommiBsioners. R. Rankine. 8. Stoney. 88. Shaler Smith. U. Unwin. 
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Tlie Factor of Safety determined upon for any particular case -will depend 
upon what is accurately known of the strength and quality of the particiilai 
material to be used, upon the importance of the structure, etc. 



APPENDIX II. 



Note on Eqnilibrixun. 

When the forces acting on a body lie in a plane, there are three conditionfl o^ 
equilibrium, namely — 

1. The algebraic sum of the resolved parts of the forces along some straight line 
is equal to zero. 

2. The algebraic sum of the resolved parts of the forces along another straight 
line perpendicular to the former is also equal to zero. 

3. Tne algebraic sum of the moments of the forces about any point is equal to 
zero. 

By the resolved part of a force along a straight line, is meant the effect the force 
produces alonjg that straight line. Thus if a force is parallel to a straight line, ihe 
resolved part is equal to the force ; but if the force is perpendicular to the strmigfat 
line, the resolved part is zero. When the force is inclined, the resolved pcurt is equal 
to the force multiplied by the cosine of the angle included between the direction cf 
the force and the straight line. Thus the resolved part of X along AB (the direction 
A to B being taken as positive), Fig. 29, is + X cos ^ and the resolved part of Y will 
be - Y cos 0. 

By the moment of a force about a point, is meant the magnitude of the force 
multiplied by the length of the perpendicular drawn from the point to the directioB 
of the force. The moment measures the power the force has of turning the body it 
is acting upon about the point ; and if one direction of rotation (say like the hands of a 
watch) be taken as positive, then the reverse direction will be negative. Thus in 
Fig. 29 the moments of the forces X and Y about the point P will be - Xa and + Y£t. 




Fig. 29. 



Pig. 80. 



As an example, let the conditions of equilibrium be applied to the case of a ladder 
resting against a wall shown in Fig. 30. 

Resolving horizontally, R, - Rj = 0, 

, , vertically, Rj - W = 0, 

Moments about A, RjxO-RjxO + Wxa-RiX 6=0. 
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From which it appears, by solving these three equations, that 

Sometimes a solution is arrived at sooner by taking moments about more than 
one point, instead of resolving. 

APPENDIX III. 
To draw a Parabola. 

Suppose the object to be to find the curve of bending moments for a 
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uniformly loaded beam. The data given axe the two points of sapport AB 
(or, in other words, the span) and the maximum bending moment at Uie oentre 
CD ; that is, the three points A, B, and D (Fig. 550) are given, and it is 
required to draw a parabola through these three points. 

Produce CD to F, making DF = CD ; join AF and BF. Divide AF and 
BF into an even number of parts by repeated bisections, and number the 
points thus obtained as shown in Fig. 551. Then join 1, 1 ; 2, 2 ; 3, 3 ; 
etc. etc. These lines are tangents to the required parabola, which can then 
be drawn in. (The parabola has not been drawn in the figure, as it would 
confuse the construction, and the tangents sufficiently indicate the shape.) 

APPENDIX IV. 

To show that the Neutral Axis in a Beam passes through the 
Centre of Gravity of the Gross-section {see p. 44). 

For a rectangular cross-section. 

Let ro be the stress in the outside layers of fibres (0'$' orpV, Fig. 62). 

dj the depth of the beam. 

Xy the distance from the neutral axis of any layer of fibres situated above 
the neutral layer, such as c'd', Fig. 62. Ax the thickness of the layer. 

bAz, the area of this layer of fibres (b being the width of the cross-sectionX 
z' and &Ax' the same for a layer such as e'f. 

Then the total tension over the cross-section of layer c'd' is, by assump- 
tions 2 and 3, p. 44, 

Hence the sum of the compressions above the neutral axis 

and similarly the sum of the tensions below the neutral axis 

= ^^20^^'. 
a 

But for equilibrium the tensions miist be equal to the compressions. 
Hence 

2xAx-2x'Aa;' = 0. 

If now X be the distance of the centre of gravity from the neutral axis, 
we have, by taking moments about this axis, 

a(62Aa: + feSAxO = h^^xAz - hIa'Ax'y 
= 0. 
that is, x = 0, or the neutral axis passes through the centre of gravity. 

The same reasoning can be applied to a cross-section of any shape, with 
the difference that the breadth of each layer, instead of being constant, varies. 

APPENDIX V. 

Diagrams of Shearing Stress. 

These, for beams supported at the ends, are often differently arranged 
from those given at pages 58 to 60. 



APPENDICES J 299 

By many writers the shearing stresses acting in one direction, say thus ^\y 
are called 'potnJtim^ and those acting in the other direction ^^ negative, or 
vice versa. 

The diagram of positive shearing stress is shown on one side of the line 
representing the beam, and that for the negative shearing stress on the other. 

Thus in Fi^. 263, p. 178, which represents the shearing stress caused by an 
uniformly distnbuted load, the diagram for the shearing stress of this direction 
A^ is below the line, that for the shearing stress -^^ is above the line representing 
the beam, instead of the whole diagram of shearing stress being below the line as in 
Fig. 90, p. 59. 

Fiff. 255, p. 167, is similarly arranged for a distributed and a concentrated load, 
both oiagrams from A to D bemg below the line, and both from D to B above the 
line, instead of being as in Fig. 91, p. 69. 

Similarly in Fig. 87, p. 58, half the reotande denoting the shearing stress from 
one abutment to G might be below the line and the other half above the line. 

In Fig. 4, Appendix YI., the diagram of shearing stress with direction ^>^ may be 
called positive, and is above the line from A up to the point where the direction 
changes to >^^j from this to B it may be called negative, and is below the line* 

The area of the shearing stress diagram hetiveen any point and either abutment 
is equal to the bending momerU at the point. 

This is evident in Fig. 82, p. 57, where (P being the point), the area of the 
shearing stress dii^gram at P (being the rectangle under PB) = PB x W= Wx and the 
bending moment at PMp= Wx. 

In Fig. 83, P being the point, the area of shearing stress diagram at P (being the 

triangle under PB) =s — x x= - - 

and Mp=taBX-=-^. 

When the portions of shearing stress diagram between the point and the 
abutment chosen are of different signs or directions, the difference of these 
areas must be taken. 

Thus in Fig. 90, if the area be taken of the diagram under PB, we have to take 
the area of the triangle under BC minus the area of the triangle under PC 






= 


tolx 
2 


W7? 




Mp=Y5<J»-««5X 


X 

'2 




wlx 


VXX? 





and 



■"2 2 • 
By working out other cases the student will find that the rale given above 
always holds good, and it is sometimes very useful. 

APPENDIX VL 

Graphio method of finding the Bending Moments and 
Shearing Stresses in a loaded Beam. 

In Fig. I AF is a beam carrying the loads Wj, Wg, Wg, W^, at the points 
BCDE, through which draw vertical lines downwards as dotted. 

Draw another vertical line YZ (Fig. 4) at a convenient distance. Along 
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YZ lay off Wj, Wg, Wg, W^, on any conyenient scale of loadB. Take any 
point 0, which is caQed the ^^pole,' and draw the lines a, 5, c, d^ «, joining to 
it the extremities of the lines indicating the loads to the pole. 

Bending Moments. — Starting from any convenient point X (Fig. 2) verti- 
cally under A, draw in succession a, 6, c, d, «, parallel to a, 6, c, i, e of Fig. 4, 
respectively — intercepted between the verticals from A to F of Fig. i, and 
terminating at V on the vertical from F. Join XV, Fig. 2. The polygon 
thus formed is called the *^ Funicular polygonJ^ In Fig. 4 draw tlie 
horizontal line oH, and the dotted line oN — the latter parallel to XT. 
Then YN will represent Ra and NZ will represent R^ measured on the scale 
of loads. 

Moreover in Fig. 2 the ordinate UT of the "funicular polygon" vertically 
under any point P measured on a proper scale represents the bending 
moment at P. 

Take a foot as the unit of the linear scale, and a lb. as the unit of the 
scale of loads. 

Then if Ho is equal to 1 foot on the linear scale, UT on the scale of loads 
will represent the number of foot pounds of the bending moment at this point. 

If, however, Ho is more than one foot of the linear scale in length, then 
the length UT on the scale of loads must be multiplied by Ho to find the 
number of foot pounds of the bending moment. Of course any other units 
may be substituted for the foot and pound — for example, the inch and ton. 

Shearing Stresses. — These are shown in Fig. 3, the construction of which 
is obvious. 

The dotted horizontal lines are drawn through the extremities of the loads 
set off along YZ, and are intercepted between the verticals from Fig. i as shown. 

A dotted horizontal line is drawn also through the lower extremity of 
Ra on Fig. 3, and at this point the shearing stress changes from ^f^^" ^ ^^ 
or + to — . 

The shearing stress at any point of AF is equal to the portion of the 
vertical from that point intercepted between the upper and lower lines of 
the shearing stress diagram (Fig. 3). Thus SQ is the shearing stress at the 
point P. 

Example.— In Fig. 1 take AF=20 feet 

AB=4 feet. Wi= 80 lbs. 

BC = 2 „ W2=120 „ 

CD = 6 „ W8= 20 „ 

DE=4 „ W4= 60 „ 

EF=4 „ 
Take the linear scale to be 10 feet = 1 inch, and the scale of loads 120 lbs. = 1 incL 
Lay off AB, BC, etc., on Fig. i on the linear scale, and Wi, Wj, Wj, W4, Fig. 4 on 
the scale of loads. Complete the figures as described above. 
Measure oH. It equals 10 feet on the linear scale. 

Measure YN on the scale of loads. It measures 168 lbs., which shonld be equal 
to Ra. NZ measures 114 lbs., which should equal Rf. 
To check this by calculation (see page 60) we have 

„ 80 X 16 120 X 14 20 X 8 60 X 4 

**A= — J^TJ — -i 7.n *"~OA~'"*"~ 



Similarly Rf= 114 lbs. 



20 20 20 20 

= ^2^^=168 lbs., which agrees. 
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Scales. 



10 



100 50 o 
'••■-' 



Linear Scale lo ft. - 1 inch^ 
100 



Scale of loads 120 lbs, - 1 inch. 



iocx> 500 < 

I I I I I I I I I I 



1000 



20 feet 



20opounds 



2000 foot pounds 



Scale of nictnents 1200 ft, /^j.-i itich. 
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To find the scale of bending moments we have 

Ho in feet on the linear scale x number of lbs, per inch on load scale = (hs 
number of foot pounds in one inch on the scale of Tnomcnis, 
10 ft. X 120=1200 foot pounds 
. *. on scale of moments 1200 ft. lbs. = 1 inch. 

Draw the scale. 

Then to find the bending moment at any point P, draw PUT a vertical intei^ 
cepted by the upper and lower sides of the polygon. UT will be the bending moment 
Measuring UT on the scale of moment we find it =500 foot pounds.^ 

Shearing Stress. — Prolonging PT through the shearing stress diagram we have 
the shearing stress at P=SQ=168 lbs. By calculation we know that it equals 
Ra=168 lbs., which agrees. 

In the same way the bending moment and shearing stress at any other point can 
be found, and a similar process will enable the bending moments and shearing 
stresses for any other distribution of load to be found. When a load is uniformly 
distributed it may be divided into equal portions, and each of these treated as a 
load ; but in this case the bending moments may be obtained more easily by drawing 
the parabola described at p. 34. 

Centre of gravity or Besiiltant of system of parallel foroes. — If the lines 
a and e be prolonged so as to meet at G, then a vertical drawn upwards 
through G will cut the beam at the centre of gravity of the loads — that 
is, the point through which their resultant would pass. 
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Bending moments. Breaking weights, and Shearing stresses for 
Beams and Cantilevers with various distributions of load. 

The Table opposite shows for CantUevin and supported BmiM with different distributions of load 
the Bending vumtnU and the Breaking weighu for the cases pp. 28 to 40, and the Shearing streams 
for the cases pp. 57 to 60. 

Ck>mparison of Concentrated and Distributed Loads. 

From the table opposite it will be seen that if the total distributed weight 
ti;^ be taken as W, then, 

Case 1. Cantilever. Load at free end \V=-s^-— 

6/ 



Case 2, Cantilever. Uniformly loaded iol=Vl= ^ 



" 6/ 



Case 6. Supported Beam. Load in centre W= 

Casel, Supported Beam. Load distributed k7Z=W=?^^ 

From this we see that 

W in Case 2 is twice as great as in Case 1. 

Hence the load uniformly distributed over its length that a cantilever can bear is 
twice the load that it can bear at the free end. 

W in Case 7 is twice as great as in Case 6. 

Hence the load uniformly distributed over its length that a beam supported at 
the ends can bear is twice the load that it can bear at the centre, 

^ If we had not made a scale of moments we should measure UT on scale of 
loads— X = 60 lbs.— and multiply by Ho = 10 feet 60 lbs. x 10 feet = 500 foot pounds. 
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Again, 

If a cantilever can bear W concentrated at its free end 

It can bear 2W uniformly distributed over its length. 

A beam of the same length supported at both ends and loaded in the 
centre can bear 4W. 

A beam of the same length supported at both ends and loaded uniformly 
throughout its length can bear 8W. 

In all these cases the weight of the beam itself is omitted, being assumed 
to be so small compared with the loads as to be practically insignificant 
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Comparison of the Strength, Stiffliess, and Shearing Strength, 
of Beams of Uniform Cross Section throughout their Length 
Symmetrical above and below the neutral axis and sup- 
ported at both ends, with those fixed at one or both ends, 
showing the effects produced by fixing one or both ends. 



Arrangement 
of Beam. 


Arrange- 
ment of 
Load. 


Bending 
Moments. 


Effect of 
fixing on 
Strength. 


Deflection 
value of n 
in formula 

^= EI 
seep. 66. 


Effect of 
fixing on 
Stiffhess. 


Shearing 
Stress. 


Effect of 

fixing on 

Shearing 

Stress. 


Supported 

both ends 

Fixed both 

ends 

Supported 

one end, fixed 

at other 

Supported 
both ends 

Fixed both 
ends 

Supported 

one end, fixed 

at other 


Centre 
Centre 

Centre 

Uniformly 

distri- 

buted 

Do. 

Do. 


^ at centre 

WI 
g- at fixed ends 

Wi 

-g- at centre 

3W 

-^ at fixed end 

32" at centre 

-g- at centre 

^2^ at fixed ends 
urPJ 
2:4 at centre 

-g- at Axed end 

^^ at centre of 
16 beam 
o,/.79 ** centre of 
»^ supported 
128 portion 


Increased 
a82tol 

Increased 
as4to8 

Increased 
as8to2 

No effect 


til 

^\^ 
tIt 


Increased 
as4tol 

Increased 
as 2-8 to 1 

Increased 
as6tol 

Increased 
as 6 to 208 


^ at ends 

y at ends 

Oin centre 

HW at fixed 

end 
AW at sup- 
ported end 

-^ at ends 

fii02 at fixed 

end 
fwl at sup- 
ported end 


No effect 

Increased 
as 11 to 1 

byT 

No effect 

Increased 

as5to4 

Reduced 

byi 



From the above table it will be seen that 

Tht effect of fixiiig both ends of a beam as compared with leaving both ends 
supported is 

With Load ai Cefnire, Strength doubled. Stiffness increased as 4 to 1. 
Shearing stress not altered. 

With Load uniformly distributed. Strength increased 50 per cent 
Stiffness increased as 5 to 1. Shearing stress not altered. 

Ths effect of fixing one end of a beam as compared with Uaming both ends 
supported is 



304 



NOTES ON BUILDING CONSTRUCTION 



With Load at Centre, Strength increased 33 per cent. Sti&ess increased 
as 2*3 to 1. Shearing stress increased at fixed end, reduced at sapported end. 

With Load uniformly dittributed. Strength not altered. Stiffness in- 
creased as 5 to 2. Shearing stress increased at fixed end, reduced ai 
supported end. 



APPENDIX IX. 

Deflection of Bectangular Beams under different 
Conditions of Load. 



The formula (47), p. 68, 



12nW/a 
EW8 



(47) 



is for rectangular beams. It may, by the substitution of the different values 
of n from Table C, p. 67, be stated in a convenient form for different con- 
ditions of load. 

Take the case of a beam fixed at one end, free at the other, with a load 
at the free end. Substituting in (47) from Table C for n, we have 

JW^^4W/3 

E^ EM3 
Substituting similarly values of n for other cases we have the following 
Table. 



Arrangement of Beam. 


Load. 


Formala. 


Beam fixed one end, free other . 


at free end 


EW3 


>» jj • • 


uniform 


3wr5 


Beam supported both ends 


centre 


W/3 


» i> • • 


uniform 


5WZ3 
^"32E6d* 
A 1 ^'^ 


Beam fixed both ends 


centre 


>» » ... 


uniform 




Beam supported one end, fixed other . 


centre 




» i> >» 


uniform 


A 1 Wi» 



APPENDIX X. 
Belative Strength of Beams of different Sections. 

The following are given as they may be of interest to the student, but they are of 
no practical value. 
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Square Beam and Ctlindrical Pole of Diameter equal to 
SIDE OF Beam. 






M of sqwirt heam^f pi _ •^''12. 
Vo" d 
2 

6 
In a square beam 6=rf.'.M=^^ . . . L 

M of cylindrical pole =r^- = 

=^ 
4 

s 



but r = ;r 



d . (d\ 



, from I. and II. 



4 

8x4 
_ /ox8' 1 4xrf» 

82 
=A/c^ ... II. 



M square beam : M circular pole : : \f^ : ^o/o^ 

D O 

: : W^ ' Af^ 
:: 10 to 6. 

The Strength of a Square Beam side Vertical is to that of a 
Square Beam with Diagonal Vertical 




::7:5 



A Triangular Beam of the same area and depth as a Rectangular 
Beam is only one-half the strength of the latter. 

The strength of a eylindrical pole to that of a square beam of the same area is as 
1 to VIS, 

The strength of a cylindrical beam to that of the strongest beam that can be cut out 
of it is as 1-63 to 1. 



APPENDIX XL 

Continaoua Beams of Uniform Section loaded uniformly with 
Points of Support equidistant from one another and in the 
same Straight Line. 

On pp. 74, 75 are shown the forms assumed by a uniformly loaded girder 
of uniform strength extending over two spans. 

B,C. — IV. X 



3o6 NOTES ON BUILDING CONSTRUCTION^ 

In practice, however, small continuous beams are generally of untfiorm 

When such beams are jixtd at the ends and continuous over one c< 
more supports, each portion may be treated as a beam fixed at both cllu^ 
(see p. 72, Case 2), and the moments of flexure, etc,, will be found accori- 

iiigly- 

When, however, a beam is continuous over one or more supports, and 



Fig. 1. 



Total load =r2w2. 



supported only at the ends — which is sometimes the case in practice — the 

Total loadaSipI. 
A O D B 

Fig. 2. t-./....X..../....l..-./-..J 

Ra«iVwI Rc«Uirf Rd=H«* Rb«=Aw' 
Ma=0 Mc=t^ Md=|'^ Mb=0. 

resulting stresses are different, and are very difficult to find entirely tr 

calculation. 

Total load* 4102. 



Fig- 3. i.-~l--l—i-X-~l->%--i--^ 

Ri-H»2 Bc^iiwI Ri^ltvt RDsHirl Rb=)}«( 
M.=0 Mi=f'^ M.-,*^ 11,^,^ M..0. 

Beacttons and Bending Moments, — Figs. 1 to 3 show the reaction anti 
the bending moment at each point of support for beams continuous over from 
2 to 4 s^mns. 

Each span = 2 
Load on each span = wl 

Deflection. — This will be a maximum in the two end spans, and may be 
obtained for those from Case 3, p. 73, and Appendix VIII., though if the 
two end spans are not reduced their inner ends will not be perfectly fixed 
and the actual deflection will be in excess of that calculated. 

Points of Contrary Flexure, — These, if required to be known, may for 
each of the intermediate spans be found as in the case of a beam fixed at 
both ends (p. 72), or for each of the end spans, as in the case of a beam fixed 
at one end and supported at the other. 

To find the Bending Moment from the Beadions, — When the reactions are 
known, the bending moment at any point may be found by the ordinary 
method described in Chapter III. 
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Thus in Fig. i 

The bending moment at a section infinitely close to C will be 

Mo = R^xAC-t(?Zx- 



Again in Fig. 3 



wl^ 



^wl X I - 






Beams oontinuoiis over several Supports. 

The following table gives the reaction on each sapport caused by uniformly 
loaded beams of uniform section continuous over several supports. 



Uniformly Loaded Beams contin'uous over several Supports. 
Table of Distribution of Loads, 



Xo. of 
Span. 

1 


Number of each Support, and Load borne by it in terms of W. or of loul on each span. 


1st 


2d 


Sd 


4th 


6th 1 «th 


7th 


8th 


9tb 10th 


i 


i 


















2 


# 


V 


* 




... 






... 






3 


A 


H 


« 


A 




... 










4 


I:: 


« 


U 


H 


H 






... 






5 


*i 


« 


« 


U 


H 


H 










6 


iVi 


«f 


m 


m 


m 


Hi 


■A»r 








7 


^ 


m 


Hi 


Hi 


Hi 


Hi 




1% 






8 


Hi 


m 


Hi 


m 


m 


m 


lii 


m 


i« 




!) 


m 


m 


m 


m 


m 


m 


m 


m 


m 


m 



UliLstration, — The principal rafter of the roof dealt with in Chapter XII. 
is treated in page 214, first as if it were in two portions each supported 
at both ends, and next as a beam continuous over two spans. In both 
cases it is uniformly loaded. 

In this example the maximum bending moment is the same under 

either supposition, being in the case of each supported portion -^ in the 

o 

centre, and in the continuous beam — at the intermediate point of 

support 

In the case, however, where a rafter extends over several points of 
support (see p. 202, Fig. 343) the maximum bending moment to which it is 
subjected will be very different if it is a continuous beam, compared with what 
it would be in a jointed and supported beam. 



3o8 NOTES ON BUILDING CONSTRUCTION 

Thus in Fig. 4, if it be assumed that there are joints at the points of 




Fig. 4. 
support, then AC, CD, DB are supported beams (see Case 7, p. 33X and the 

maximum bending moment is -^ at the centre of each. 

o 

If AB is assumed to be continuous, then (see Fig. 2 above) the maxim nni 

bending moment is at C or D, t.e. y x ^ being less than - -, and therefore if 

the rafter is really continuous, all the points being accurately in a straight line 
a less scantling will do for it than if it were jointed and supported.^ 



APPENDIX XII. 

Method of finding the Centre of Gravity of an nnsymmetrical 
Cross Section of a Girder by Calculation. 

Divide up the cross section into rectangles all parallel to each other and 
A to the bottom edge of the section. 

iJtt/^. — Multiply the area of each rectangle br 
the distance of tto centre of gravity from the bottom 
edge, and add these products together. Divide bv 
the whole area of the section ; the quotient is the 
distance of the centre of gravity from the bottom 
edge. 

Example. — Thus the cross-section of the cast 
iron girder shown in the figure can be divided up 
into three rectangles, and the products are 
4x 1 X 19-5 + 18 X 1 X 10 + 16 X 1x0*5 = 266. 
The whole area is 4x1 + 18x1 + 16x1= 38. 
Therefore distance of CG from bottom edge 

= —=7 inches. 

Since the section is symmetrical vertically, the 
centre of gravity is determined as shown in the 
figure. Should, however, the figure be unsym- 



—J 


i^ 


i"-L-. 
1"- 

t 

\" 

1 


1 

1 
1 
1 
1 

1 

Is" 

1 

1 
1 

1 

1 

; 


11 , 1 


« / 


5'^ 



B 



^ In reality the case lies between the two, because C and D are not rigid 
supports. 
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metrical in all directions, the above process must be repeated with reference 
to an axis perpendicular to the first one. Thas in the present case, to find 
the distance of the centre of gravity from the axis AB the products are 

4xlx8 + 18xlx8 + 16xlx8 = (4 + 18 + 16)8. 
Hence distance of centre of gravity 

(4 + 18 + 16)8 



4+18 + 16 



- = 8 inches. 



APPENDIX XIII. 

Graphic Method of finding Centre of Gravity of nnsymmetrical 
Cross Section of Girder. 



Set oflf dbc^ Fig. 2, respectively equal to the areas of the portions ABC of 
the girder, and join the extremities of the lines representing these with any 
point X, called the pole. 







oaew 



b'i8 




c-16 



Fig. 2. 

Draw the polygon OPQR having its sides parallel to opqr respectively, and 
intercepted between verticals drawn through the centres of gravity of ABC. 
From the intersection of R and at Y draw a vertical The point at which 
this cuts the centre line of the girder will be its centre of gravity. 

The figures show that this agrees with the calculations above (App. XII.) 
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APPENDIX XIV. 
Moment of Inertia (I) of Various Sections.^ 

Section. 

(1) Rectangle (breadth b, depth d) 

(2) Isosceles triangle (base 6, height d) .... 

(3) (Krcle (radius r) 

(4) Annulus (R outer radius, r inner radius) 

(5) Semicircle either thus \^ or thus /^^^ 



Value of I. 
6^ 

12 
hf 
36 

j(R*-r*, 

0-1 ir 



WT' 



b(u^-z^) + t(y^ + 2^) 



(see Fig. i). 



(7) I girder divided into rectangles as in Fig. 2 — 



f 'neutral 

y 






^ 



ii 



ha 






L 



Fig. 1. Fig. 2. 

GENERAL RULE FOR ANY SECTION MADE UP OF A NUMBER OF SIMPLE FIGCBff 

a. Finji the moment of inertia of each of the simple figures about art <w*^ 
traversing its centre of gravity parallel to the neutral axis of the complex fignn. 

b. Multiply the area of each simple figure by the square of the distanct it- 
tv3een its centre of gravity and centre of gravity of the whole figure. 

Add the results so found (by a and b above) for the moment of inertia of tk^ 
whole figure, (Rankine. ) 

I for Rolled Beam. — Applying No. 7 formula to find I for the section of 
the rolled iron girder, p. 83, we have 

^{1x98 + 4(103-9% 
= iVii X 729 + 4(1000 - 729)}, 
= 120-7. 

^ In each case the moment of inertia is taken about an axis parallel to the neatrai 
axis passing through the centre of gravity of the section. 

T is the ratio between the circumference and diameter of a circle, and it$ 
numerical value is 8*1416. 
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I fw Cast Iron Girder, — Applying Rankine's rule to the section of the 
cast iron girder, Fig. 3, we have 

4xl» 4 
a. I of upper flange = 



I of web 



12 
1 xl8» 

12 
16x13 



I of lower flange = 

Total 



" 12' 
5832 

" 12 * 

16 

' 12; 

6852 






12 



= 487-6. 



h. Area x square of distance of centre of 
gravity from the neutral axis 

Of upper flange = 4 x 12-52 = 625, 
Web =18x32 =162, 

Lower flange = 16 x 6*52 = 676, 

Total of a and 6 = 1950 = 1. 



T 



la IS 



to" 






T 1 



1 1- 



'16 

Fig. 8. 



It should be observed that the thickness assumed for the lower flange, 
namely, 1 inch, is rather little for the width, but it simplifies the example. 



APPENDIX XV. 
Formuled for flnding approximately the Weight of Girders. 

The weight of a girder can be found with a fair degree of accuracy by 
either of the following formulae, the first being, however, the more accurate. 
Weight of girder in tons 

W X L2 

= _r — ^ (Prof. Unwin's formula), 

W X L ... , - 
= ——;-— (Andersons formula), 
560 

where 

W = distributed, or equivalent distributed, load to be borne by the girder, 

in ton& 

L = span in feet. 

C = a factor whose value is from 1400 to 1500 for small girders, and 

from 1500 to 1800 for large bridges. 

re = stress in compression boom (generally about 4 tons per square inch). 

D = effective depth of girder in feet 



APPENDIX XVI. 

Bules for drawing Maxwell's Diagrams {seep, 183). 

The diagram of the truss itself is called the frame diagram. The 
H^fl gr fttn of the forces is called the stress diagram or *^ diagram offerees,'* 
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In the stress diagram lines are drawn parallel to the several lines of tk 
frame diagram, thus 

1. Draw each known force in succession in the direction in which r.>3 
know it acts. 

2. Then from the two " open ends " draw the two unknovTn force* parallel 
to their directions on the frame. The first unknown force working in tki- 
direction ->- is at the end of the last known force, that is, at the end to whiel: 
the arrow mentioned in next paragraph points. 

3. Place arrows on the tiress diagranp beginning with the known ioic^. 
and make them all follow each other pointing in the same direction. 

4. By transfening these arrows in imagination back to thejrame^ and 
considering them with reference to the point in question, yon know whetbs 
each member is in compression or tension. 

The above rules are applied to each joint of the frame in aucc^saion. 

Example.—Thus in the example illustrated in Figs. 305 to 30S, Plate IL 




Fig. 1. Frame Diagram, 



-5 Cwts. 




^'7 Cwts, 



Kg. 2. Stress Diagram, 

we know (pp. 180, 181) that "^=7 cwts. Ra=6 cwts. R,= 2 cwts. 

C<mimeneing at joint A in the frame (Fig. i) draw for the stress diagram «i« 
known R* ^ 6 cwts., and mark upon it the arrow head showinc its direction, t.e. upwtfw. 
Then working in the direction -^ draw from its end q, to which the arrow points, the 
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imknowii T parallel to AB of the frame, and from the other end draw Ci parallel 
to AC. These intersect at p^ and by measurement 

2P=3-94cwt8.=T 
()p=6*4 cwts.=Ci. 
Now place arrows on the stress diagram (Fig. 2). We have marked the arrow on 
Ra pomting upwards — following round in the same direction the arrow on T points 
towards p and that on Ci towards O. Transferring these to the frame we see tnat Ci 
is in compression pushing towards A, and T in tension pulling from A. 

Proceeding to the next joM C on the frame^ we have Ci and W known and Ca 
unknown. 

On the stress diagram we have Ci already drawn. Draw W vertically = 7 cwts., 
and draw a line from the end 5 of W parallel to Cj ; this will be the line «0. 

We know the direction of the arrow for W is downwards. Following on in the 
same direction the arrow for Cj will point toward O and that for Ci towara p. The 
latter is in a di^erent direction from what it was before, because Ci is now in com- 
pression toward C. 

Transferring these arrows in imagination to the frame, we find C^ Cs l>oth in 
compression. 

We come now to the lastjfowi^, B^ and have Rb Cj T all known. 

Draw Rb=2 cwts. and a line T=3*94 cwts. from a parallel to AB of frame. This 
will be the line ar. 

Again the arrows are placed — on Rb pointing upwards, on Cj toward 5, and on 
T towards r. Transferring these to the frame we find C, in compression toward B, 
and T in tension from B. 

If a line drawn through 8 parallel to AB and equal in length to 3 '04 cwts. did not 
come exactly to r, it would be certain that some mistake had been made in the 
drawing. 

In such a case the diagram is said not to ** close '* properly, and this property 
of not closing when there is anything wrong in the diagram is very valuable, 
because the error thus shown to exist can be mvestigated and corrected, whereas, 
in using formula there is often nothing to show the existence of an error, which 
remains undetected and makes the resmt incorrect. The non-closing may be due 
only to inaccurate drawing. If this is suspected, the stress upon one or more bars 
may be checked by Bitter s method (see p. 185). 



APPENDIX XVII. 
Bow's System of lettering Maxwell's Diagrams (««ei>. 184). 

The following words quoted are from Mr. Bow's own description of his 
system.^ 

" This plan of lettering consists in assigning a particular letter to each 
enclosed area or space in^ and also to each space (enclosed or not) around or 
bounding the truss, and attaching the same letter to the angle or point of 
concourse of lines which represents the area in the diagram of forces. Any 
linear part of the truss or any line of action of an external force applied to 
it is to be named from the two letters belonging to the two spaces it 
separates : and the corresponding line in the reciprocal diagram of forces 
which represents the force acting in that part or line, will have its 
extremities defined by the same two letters." 

Etample.^ — Figs, i and 2 give an example of a truss and a diagram of forces so 
treated. 

^ From Bow's Economics of Construction, ^ Ihi<L, but condensed. 
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The spaces in the truss are lettered ABC, those around the truss DEFGH. 
These letters are attached to the corresponding points of concourse in Fig. 2. 




Fig. 2. Diagram of Foreea, 

Each line in the truss is lettered according to the letters of the spaces it 
separates. Thus the line separating spaces A and F is AF and is shown as AF oa 
the force diagram below. Similarly the line separating spaces B and C is BC. 

If any triangle in the truss be taken, such as A, the stresses on its sides as shovn 
on the force diagram will be found to radiate from A. Thus, in Fig. 2, AB, AF, AP 
radiate from A. 

Examples of the application of Bow's method to girders will be found at p. 191 



APPENDIX XVIII. 



Calculation of the Stresses upon the Iron Boof (Example 42, 
p. 209) by the Method of Sections. 

Referring to Example 42, p. 209, we now proceed to find the stresses by means of 
the method of sections (see p. 185). 

Stresses DUE to Permanent Loabs. — Commencing as before at joint A (Fi?. 
356, Plate III.), we take the section shown in Fig. 3^, which cuts through odIt 
two bars ; therefore to find the stress in AF we can take 
moments about any point in AD, round m for instan<?e. 
Ra=£1'17 tons (see p. 209). We find by roeasuremen: 
that the lever arm of Ra is 8*53 feet, and of the 
in AF, 2-39 feet 
Hence 

8-58 X 1-17 -2-89x8^=0, 
or 







Fig. 398. 

Similarly to find S^ 
for instance, 



"^ 2-39 
, we can take moments about any point in AF. We find. 

lever arm of Ra =10-35 feet, 
„ Sa»= 2-72 feet. 



APPENDICES 



315 



Hence 



10-85xM7 + 2-72xS^=0, 
Sad= - 4 "46 tons, 



so that AD is in compression. 

To find Sor we can take the section shown in Fig. 399, and the lever arms are 
marked on the figure. Taking moments about A we nave 
10x078 + 10-78xSp,=0, 

Sm= -0-72 ton. 



Br 1-17 ton 




R-/-27 




Fig. 399. 



Fig. 400. 



The same section will enable us to find Soo ; the lever arms are, as shown in Fig. 
400, for 

Ra, 11*07 feet, 
W,. 1-04 „ 
2-90 „ 



and therefore 
whence 



Sdci 



11-07 X 1-17 - 1-04 X 0-78 + 2-90 x S«,=0, 



S^= -4*20 tons. 
Lastly, to find Sn and Svo we take the section shown in Fig. 401, and obtain the 
lever arms as marked, whence 

20 X 1-17 - 10 X 0-78 - 6-67 x 8^=0, i^ to'o"- 

Sre= +2-34 tons. 

For S^ wo must take moments 

about the intersection of F6 and DC, 

thus B'1'17 

3-25xM7 + 6-75x0-78-4-69xS^ 

Sw= +1-93 ton. 

On examination (see Table H) it 

will be found that the two methods do 

not in all cases give exactly the same 

values for the stress. The dififerences 

are due to slight errors in the drawing of the diagram and in measuring the lever arms. 

Stbesses due to Wind Pressure. — It does not appear necessary to describe the 

working of this method again in detail, and therefore the various sections to be taken 

are simply marked on the figures, together with the turning points and corresponding 

lever arms ; and the calculations are given below for each stress. 

Case 1. Wind ati left — Reaetiona parallel to vnnd pressure, — S^o : Section 1, 1, 
Fig. 402. Turning point a. 

2-69 xSadH- 10-0 X 0-88=0, 
Sai»= -8-27 tons. 






Fig. 402. 



Fig. 408. 
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Si,,: Section 1, 1, Fig. 403. Turning point h. 
- 2-61 xS^, + 10-0 X 0-88=0, 
Sa,= +3'38 tong. 
Sd, : Section 2, 2, Fig. 404. Turning point A. 
AD xSpr+ADx 0-96=0, 
S„= -0-96 ton. 
That is, the compression in DF is equal to the wind pressure acting at D. 





Sbc : Section 2, 2, Fig. 405. Turning point F. 
2-9 xS«.+ 10-8x0-88=0, 
Sno= -3-28 tons. 
Thus we see (allowing for errors of measurement) that 

S^=S])o. 




Sto : Section 8, 8, Fig. 406. Turning point c 
- 4-65 X S„+3-62 x 0-88 + 7-18 x 0-96=0, 
S„= +2 17 tons. 




Fig. 407. 
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Sra : Section 8, 8, Fig. 407. Turning point C. 

-6-67 xS„- 10-8 X 0-96 + 21 -6 xO-88s=0, 

Sto= +1*80 ton. 




Fig. 408. 

Sa : Section 4, 4, Fig. 408. Turning point G. 
- 2-9 X So,- 9-81 X 0-56 = 0, 
S„= -1*89 ton. 




Fig. 409. 

Soo : Section 4, 4, Fig. 409. Turning point d, 
4-66 xS„- 2-62 X 0-56 = 0, 

S«i= +0-32 ton. 
0-5$ 




P'86 




Fig. 410. Fig. 411. 

Sos : Section 5, 5, Fig. 410. Turning point B. 

-10-8xS„-0x0-56=0, 

S„=0. 

Soa : Section 5, 5, Fig. 410. Turning point £. 

+ 2-78 xS„.- 7-8x0-66=0, 

Sa.= + 1-67 ton. 

Sn : Section 6, 6, Fig. 411. Turning point G. 

-2-9xS„-9-81x0-56=0, 

S„=-l-9ton. 
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Again we find slight discrepancies between the values found by tiie two metk^I^. 
and, as before, these discrepancies are due to errors in measurement. 

Case 2. Wind on right — Renetions pardUel to normal innd pressure. — The stresies 
can be deduced from Case 1. 

Case 3. Wind on left — Reaction aifree end vertical. — It should be noted that P^ ar i 
Ra being no longer exactly opposite in direction (as they were in Case 1), we cai cv' 
now use their difference oxily, bat must introduce them separately into the eqiiatdus. 





Fig. 412. 



Fig. 413. 

Saj> : Section 1, 1, Fig. 412. Turning point a. 

+ 2-69 xS^- 10-0 X0-48 + 9-58X 1-45=0, 

S^= -8*38 tons. 

S^ ; Section 1,1, Fig. 413. Turning point 6. 

-2-61 xS*,- 10-0 x0-48 + 9-92x 1-45 = 0, 

S^,= +3-67 tons. 




Fig. 414. 

Sd, : Section 2, 2, Fig. 414. Turning point A. 

AD xSp, + ADx 0-96=0, 

Sdp= -0-96 ton, 

which is the same value as already obtained under Case 1. In fact, since this stress 

does not de|)end on the reaction at the abutment, but only on the load at the joint 

(as is evident from the equation of moments), it follows that it is unnecessary to 



recalculate it each time. 



Si>c : as in Case 2. 
ScD=S^=- 3-38 tons. 




Fig. 416. 
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S,o : Section 3, 3, Fig. 415. Turning point c. 

- 4-65 X Sro+7-18 X 0-96 + 8-61 x 1 -45 - 8-62 x 0-48=0, 

Sw = + 2*2 tons. 

Sro : Section 8, 8, Fig. 416. Turning point C. 

-6-67 X Sro- 10-8 X 0-96 - 21*6 x 0-48 + 21-4 x 1*45=0, 

3„=+l-54. 




0^5% 




Fig. 417. 



Fig. 418. 



ScB : Section 4, 4, Fig. 417. Turning point G. 

- 2-9 xScK- 11-04x0-52 = 0, 

Sc=- 1-98 ton. 

Soo : Section 4, 4, Fig. 418. Turning point d, 

+ 4-65 xSo»- 3-40x0-52 = 0, 

Soo= +0-38 ton. 

Syo could also be found very easily from this section. 




O'Bt 




Fig. 419. 



Fig. 420. 



So» : Section 5, 5, Fig. 419. Turning point B. 

- 10-8 xS„- Ox 0-52 = 0, 

So,=0. 

Sqb : Section 5, 5, Fig. 420. Turning point E. 

+ 2-76 X So,- 10-0x0-52 = 0, 

So,= +1-88 ton. 




Fig. 421. 

S„ : Section 6, 6, Fig. 421. Turning point G. 
- 2-9 xS„- 11 -04x0-52 = 0, 
S„= -1-98 ton. 
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Ccue 4. TTiTui on right — Reaction cUfru end vertical. 

S^ : Section 1,1, Fig. 422. Turning point F. 

2-9xS^, + 5-40xO-87 = 0, 

S^=- 1-62 ton. 

( 








Fig. 422. Fig. 428. 

Saf: Section 1, 1, Fig. 423. Tarning point D. 

- 2-75 X SAr + 2-65 x 0-87 = 0, 

Saf=+0-84 ton. 

S„ ; the stress in DF is clearly 0. 

Sw : Similarly, as in Case 8, 

Sdo=S^= -1-62 ton. 





Fig. 425. 

Section 3, 3, Fig. 424. Turning point e. 

- 4-65 xSro + 0-88x 0*87 = 0, 

S„= +0-16 ton. 
Section 3, 3, Fig. 425. Turning point C 

- 6-67 X Sro + 5-26 x 0*87 = 0, 

Sro= +0*69 ton. 





Fig. 426. 



Fig. 427. 



Sc, : Section 4, 4, Fig. 426. Turning point G. 

- 2 -9 X Sc, - x -96 - 11 -04 X 1 -26 + 10 '8 x 0*48 = 0, 

So«= -3-0 tons. 

Sco : Section 4, 4, Fig. 427. Turning point rf. 

+ 4*65 X S08- 7-18 x0-96 + 3-62x 0-48- 3-37 x 1-26 = 0, 

Soo= +2-02 tons. 



APPENDICES 



321 




0-4S 




Fig. 428. 



Fig. 429. 



So* : Section 5, 5, Fig. 428. Turning point B. 

-10-8xSo,-10-8xO-96 = 0, 

S„=-0-96 ton. 

So, : Section 6, 6, Fig. 429. Turning point E. 

+ 2-75 X S«, + 10-8 X 0-48 - lO'O x 1 -26 = 0, 

SoB=+2-7 tons. 




Fig. 430. 

S„ : Section 6, 6, Fig. 430. Turning point G. 

- 2-9 xS„- 11 04 xl'26 + 10-8x 0-48 = 0, 

S«,= -8 0tons. 



APPENDIX XIX. 
Centre of Pressiire in Masonry Joints (see;?. 219). 

It can be shown by an investigation, similar to, but more complicated than 
that given at p. 219, that the position of the centre of pressure for a joint of 
any section whatever, when the pressure vanishes along one edge, depends on 
the moment of inertia of the section. Kankine ^ gives the result as follows : — 

Let A denote the area of the joint. 

y, the distance from the centre of gravity of the figure of the joint to 
the edge farthest from the centre of pressure. 

\ the total breadth of the joint in the same direction. 

I, the moment of inertia of that figure, computed as for the cross section 
of a beam relatively to a neutral axis traversing the centre of gravity at right 
angles to the direction of the deviation to be found. 

S, the deviation to be found. 



Then 



Ay 



^ A Manual of Civil 
10th Edition. 

B.C. — IV. 



ing, by W. T. M. Rankine, F.R.S,, etc., p. 378, 

Y 
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If the joint is rectangular, as shown in Fig. 431, p. 218, and the oenmr 
pressure is situated in GH, then : 

A = BD.GH, 
GH 

^ = BD, 

I = i- .BD.GH8, 
12 

5 = ^? ~QC. 
2 
GH 2.BD.GH3 
Hence GC = -g- - ^ 27BD:GH2' 

or GC = JGH, as before. 

The following values of GC for a few sections will be found nseful h 
practice : — 



Description of Section. 


Value of GC. 


Bectangular ..... 
Circular ..... 
Hollow rectangular >,^_^ 
„ Circular ) •^ 


JOH 
|GH 

iGH ) . , 

Igh I *pp™"™**® 



APPENDIX XX. 
Arch with Unsymoietrical Load. 

The following memorandum by Mr. Henry Fidler describes bow iki 
line of least resistance in an arch with an unsymmetrical load may be 
drawn, by the method devised by Professor Fuller, and modified by ProfesBc: 
Perry. 

Let ahcd be a segmental arch divided into any convenient number :: 
imaginary voussoirs (in this case 9), and loaded imequally. 

The positions and intensities of the loads are indicated by the vezticL 
arrows 1, 2, 3, 4, etc., and the direction of each vertical force is suppoeed k 
pass through the centre of gravity of each voussoir. 

The centre third of the depth of the arch ring is indicated by the dotted 
arcs, and it is required to draw the polygon of forces corresponding to tht 
load and contained within the boundaries of the central third. 

"With any pole e, draw the force diagram, Fig. 2, shown below the arcL 
plotting the vertical loads 1, 2, 3, etc to any convenient scale. Diav 
the polygon of forces JKLMNORSTUV in the usual way, tenninatin: 
with the closing line JY, to which ef is parallel, giving the vertical 
components of abutment reactions /^, fh, for the right and left hand 
abutments respectively. 

For the sake of convenience repeat the polygon of forces jklmnontnt 
above the arch to an increased vertical scale if necessary, plotting the 
vertical ordinates from a horizontal base AB. On AB take any two 
convenient points p, q, and join pr, qr. 
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From the points k^ I, m, n, o, etc. of the polygon draw horizontal Li- 
intersecting the straight lines jpr, qr. From the points of interse^i:: 
let fell the perpendiculars I, II, III, IV, V, etc. 

From the points of intersection of the -perpendiculars 1, 2, 3, 4, 5, r\ 
with the upper and lower boundaries of the central third, draw hoiii ^'^ 
lines intersecting the corresponding perpendiculars I, II, III, IV, V. ri 
Join the points thus obtained and complete the irregular figure WXYL 
Within the area W, X, Y, Z, select the pair of straight lines, Xj: ; Zx : il^ 
ing at X (on the vertical through r) containing the smallest possible angle v. 
and contained wholly within the boundaries of the area W, X, Y, Z. 

The straight lines Xx and Zx bear the same relations to the p>a:: 
required to be drawn within the central third of the arch ring as the stia:.. 
lines jw, jr, do to the polygon jklmno, etc. 

From the points of intersection of the lines Xx and Zx witli t 
verticals I, II, III, etc. draw horizontal lines intersecting the verti<als 1, i ^ 
etc. By joining the latter points thus obtained the required polygon \y:^ 
within the central third of the arch ring is drawn. 

A second force diagram. Fig. 3, may now be drawn from the polygon b 
obtained giving a polar distance T equal to the minimum horizontal thri 
of the arch required to meet all the conditions. 

If it be not found possible to draw any pair of straight lines withiii :I- 
boundaries of the area W, X, Y, Z, and meeting at sc, the depth of the arch ijl 
must be increased until these conditions are met. 

The above method is of course equally applicable to an arch witL i 
symmetrical load : and it avoids the necessity of drawing repeated trial Im-^ 
of least resistance, which is very tedious. 



APPENDIX XXI 
Short Formiil» to be remembered.' 

It is dangerous to trust to the memory for formulae that are ncA 11 
habitual use, and the invaluable Pocket-books of Molesworth and HukC a: 
not always at hand. A student who has grasped the principles upon wb-: 
the different calculations are founded can. generally build up the formnli^ l- 
requires, but in everyday out-of-door life there is not always time for ili- 
and it is well to have a few simple formulae in one*s memory to aid in rapk-r 
forming an opinion when reference to books of any kind is impossible. 

The following are good formulae to remember. In those for snppor.-. 
beams the safe distributed load is given, in cwts. for timber, in tons for m- 
From this the safe weight for other distributions of the load can easily ^ 
ascertained (see Appendix VII.), 

rf = deDth f °^ ^*°* ^^ girder in inches. 
S=span of beam or girder in feet 

^ These short formulse are derived from those given in this volume at the par 
mentioned in connection with each. They have been made shorter by substituii'.: 
in some cases feet for inches, cwts. for tons. 



APPENDICES 325 

Timber Beams, ewpj^orUd at ends and vaiiformly loaded. 

Strength. — For Fir, 

r^ ^ ,. .1 1 1 , , n . W* in inches. 

The safe aistnbuted dead load m cwts. = —^r- — j—: — . (l.)^ 

■^ S in feet ^ ' 

(See Case 7, p. 69.) This assumes the modulus of rupture/, =6500 lbs., or about 
60 cwts., and a factor of safety of 6. 

For English Oak and Pitch Pine multiply the result of (I.) bylj. 
For Teak multiply by 2, and for Oreenheart by 3. 

Stiffness. — ^When a beam supported at the ends is loaded with the dis- 
tributed safe weight found by (I.) then (see Equation 45, p. 67) 

S2 in feet. 
Deflection at centre == ^ -y-. — : — r — .... (II.) 
**" a m inches. ^ ' 

For Fir, Oak, Teak, GreenheaH. 
The distributed dead load in cwts. ) j. js • • ii 

to cause a deflection of i" per > = -- ^^ ^^^ ■ . . (HI.) 2 

foot of span. j S2 in feet. 

(See Eouation 47, p. 68.) For dead load in centre to cause the same deflection, 
multiply the result of III. by f . 

In II. and III. the modulus of elasticity is taken at 1,210,000 for large scantlings. 

Cast-iron Girders supported at ends and uniformly loaded, 

ad 
The safe distributed dead load in tons = -5- . • (IV.) 

a being the efifective area of tension flange in inches — d the depth of girder in 
inches — S the span in feet. 

(See Equation 57, p. 95.) This assumes c=6i tons and factor of safety =4. 

Wrought iron, rolled, or Plate Girders, supported ai ends and uni- 
formly loaded. 

The safe distributed dead load in tons = -5- . . (V.) 

(See Eouation 54, p. 87.) a being the effective area of compression flan^ in 
inches. Tne ultimate resistance to compression is taken at 18 tons per square inch, 
the factor of safety as 4. The limiting stress per square inch is therefore 44 tons. 

Open Webbed Girders. 

Load is as in (V.) above. 
Stress on any bar in web 

shearing stress at the point x length of bar 
"" depth of girder. 

(See p. 194.) 

Betaining Walls. 

For water (see p. 235) mean thickness = J of height . (VII.) 

For average earth (see p. 244) „ = J „ . . (VIII.) 

Arches, thickness of, from 10' to 25' span. 

Masonry — Block, 1 inch for every foot of span . . . (IX.) 

Rubble, Ij inch „ „ . . . . (X.) 

Brick, J brick for every 5 feet of span . . (XI.) 

^ R, E. Aide Memoire, * Seddon. 
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Water Supply. — Pipes flowing fM (see p. 267). 

Q as GaUons supplied per minute, 
H = Head in feet 
L = Length of pipe in feet 
d = diameter of pipe in inches.' 

G-28 V'^Jf '?1L 

'-i^) <^"' 

For }" pipes take |, for 1* pipes take |, and for pipes of over 12* diamet«r take t|, of tbt rtc: 
found by XII. 

For ^ pipes take d ^ larger than aa found by XIII. 
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TABLE lA. 
Safe Besistance of Materials. 



Phis Table only includes tUje materials most generally in use, and the v^alaes gives 
be depended upon as quite safe for the ordinary quality of materials.* 





Safe Resistance to Tension. 


Cast iron 


1-5 ton per 1 


Oak, English 


16ewt8.per 

sq. inch 
12 do., do. 


Portland cement, 


11-0 cwt, per 




sq. inch 




neat, after 9 mon. 


aq. inch 


Wrought iron 

built-up girders 
Wrought iron 


b tons do. 


Fir, Baltic . 


B'kwork in c«menta] 0-5 cwL, d<x 




Pine, American 


S do., do. 


Do. in mortar (hy- 


O'l do., do. 


t do., do. 


yellow 




draoliclime)) 
Concrete, Portland 


. 


rolled Joists 


1 


Pine, pitch . 
Teak Moulmcin . 


10 do., do. 


O-S dOL, do. 


Steel, mild . 


8 do., do. 1 


10 do., do. 


cement^ 5 to 1 


' 




Safe Resistance to Compression. 


Cast iron 


8 tons per i Pine, pitch . 
sq. inch | 


lOcwts. per 1 
sq. inch 


Bricks, ordinary 
stock 


0-8 cwt. per, 
sq. inch 


Wrought iron 


4 do., do. 1 Teak, Monlmein 


12 do., do. 


Brickwork in mor- 


0-6 do., do. 


built-up girders 


[ Portland cement, 


9 do., do. 


tar (good) s 




Wrought iron 


5 do., do. neat, after 9 




Brickwork in ce- 


0-8 do., d<J 


rolled joists 


{i months 




ment* 




Steel, mild . 


6'5 do., do. 1; Mortar, common . 


0*5 cwt. do. 


Granite, Aberdeen 


10 cwts. do. 


Oak, English 
Fir, such as Riga 


IS cwts., do. ; Concrete, lime 


0'5 do., do. 


Limestone, granu- 


9 do., da 


10 do., do. 


„ Portland 


2 cwta. do. 


lar 




or Dantsic 




cement, 6 to 1 
Concrete.Portland 






., 


Fine, American 


C do., do. 


1 cwt. do. 


Sandstone, ordin- 


5 do., do.' 


yellow 




cement, 10 to 1 




ary 
Masonry, rabble 


0-4 cwt. do. , 




Safe Resistance to Sheaking. , 


Cast iron 


2*4 tons per ;i Fir, such as Riga 


I'B cwt per 
sq. incn 


Oak. English, 


S^ctj., da 1 




sq. inch 
5 do., do. 


or Dantzic, along 


across grain 


Wrought iron 


the grain 




» along 


Steel, mild . . 


6-5 do., do. 1 




the grain 






Safe Resistance to Bearing. 


Cast iron 


10 tons per Steel, mild . . 8 tons per 
sq. inch sq. inch 
5 do., do. Oak, English . 26cwts.do. 


Fir, such as Riga 13 cwta. pert 
or Dantzic aq. inch ' 


Wrought Iron 


.. , 




1 
Safe Modulus of Rupture. 


Cast iron 


S'5 tons per 
sq. inch 


Oak, English 


16 cwta. per 

sq. inch 
11 do., do. 


Pine, American 
yellow 


10cwt«.per( 
sq. inch i 


Wrought iron 


4-5 do., do. 


Fir, such as Riga 


Teak, Monlmein . 


20 do., do. 






or Dantzic 




1 



1 For more detailed information see Part III. 

s These figures represent the adhesion of fresh mortar to bricks. 

TKt heti Kydravlic mortar cannot be safely taken as adhering to the best stock bricks after six 
months with a greater ultimate force than 86 lbs. per square inch. The adhesion to soft place bricks 
is only about 18 lbs. per square inch. 

CeiMnt mortara after a short time exert a tensile and adhesive resistance nearly equal to the 
tensile strength of good brick, i.e. about 280 to 800 lbs. per square inch. 

s The reatstance of hrixksoork to cracking or enuring is much less than that of the bricks alone. 
After allowing three to six months (according to the mortar) for setting, good stodc brickwork will 
begin cracking at a pressure of 200, 400, or 700 lbs. per sqnare inch, according as it is laid in gray 
Chalk lime. Lias lime, or Portland cement mortar. For ultimate crushing from one and a half time 
to twice these pressures would be required. {Wray and Seddon.) 
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I 
For practical purposes the value of - caa be found with sufficient 

acciiracy from 

I I 

K b 

where n and h have the following values for various sections in general use.-— 



Section. 



Holkno 

IZZII 

Metal ifio^^b 



Solid 



Section. 



Hollow 
MttalHtO^b 



3-5 



2-5 



80 



4-0 



81 



1\ 






m t b 9 



I 

jtrta ^tytbrn/t ana of 
flangts. 



6-0 



4-9 



4-2 



3-9 



4-2 



Section. 






■53- 



II 



+1 



4-9 



3-9 



3-8 



4-3 



4-9 



Example, — Find the safe stress for an L wrought iron strut, 3" x 3" x J", 

10' 0" long, the ends being considered rounded. We have 6 = 3, n= 4*9, 

i=120; hence 

I 120 

- = 4-9 -^=196. 

K 3 

From the Table the safe stress per square inch is 0*70 ton nearly. Hence 
Safe stress- 0-70 x (3 x J + 2| x J) = 1-9 ton nearly. 
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TABLE VI. 
Strength of Wooden Struts. 

Uownded Ends, 

Wood supposed to be average quality fir, such as is used in roof work. 
R = ratio of length 4- least dimension of cross section, 
r^ s safe stress per square inch in ctpts. 

If both ends are fixed take value of r^ corresponding to - . 

If one end is fixed and the other rounded take mean of values of \ 

corresponding to — and R. 



R 


*-c 


R 


"' \ 


R 


re 


R 1 


re 


6 


9-55 


19 


3-85 1 


38 


1-66 


54 


0-58 


6 


9-25 


20 


3-60 1 


84 


1-43 


66 


0-55 


7 


8-85 


21 


3-88 


35 


1-35 


58 


0-52 


8 


8-30 


22 


3-18 


36 


1-28 


60 


0-49 


9 


7-75 


28 


2-92 


37 


1-22 


62 


0-46 


10 


7-20 


24 


2-75 


88 


1-16 


64 


0-48 


11 


6-70 


25 


2-60 


39 


1-11 


66 


0-41 


12 


6-26 


26 


2-41 


40 


1-06 


68 


0-39 


18 


5-80 


27 


2-25 


42 


0*96 


70 


0-87 


14 


5-40 


28 


211 


44 


0-87 


72 


0-35 


15 


6-05 


29 


1-96 


46 


0-79 


74 


0-38 


16 


4-75 


80 


1-82 


48 


0-72 


76 


0-81 


17 


4-45 


81 


1-71 


50 


0-66 


78 


0-29 


18 


4-15 


82 


1-60 


52 


0-62 


80 


0-27 



Example, — Find the safe stress that can be applied to a wooden strut 
3" X 2" and 10 feet long. 

10 X 12 
R= — _ — =60 ; re = 0-49; safe stress = 3x 2x0-49 = 2-9 cwta. 



TABLE VII. 

Strength of Timber Columns. 

The following Table has been deduced by Mr. Stoney, C.E., from a seri^ 
of experiments made by Mr. Brereton, C.E., on square columns of American 
yellow pine (Pinus strobus). 



Ends adjusted as in ordinary practice. 










Ratio of length to side of column 10 


15 j 20 


25 
100 


30 


35 


40 


45 


50l 


Breaking weight in tons per sq. 
foot or section 


120 


118 


115 


90 


84 


80 


77 


1 
75' 
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TABLE VIII. 

Strength of Bivets (Iron Bivets in Iron Plates). 

Safe resistance to shearing, 4 tons per square inch. 
Safe resistance to bearing, 8 tons per square inch. 



Blani. 

of 
rivet. 


Resistance to 
nny2< shear- 
tons. 


Resistance to bearing of om rivet in plates of various 
thicknesses— tons. 
















iNr" 1 i" 


r 


r 


r 1 r 


r 


1" 


r 


078 


0-26 


1-00 


1-50 


2-00 


2-50 


3-00 


3-50 


4-00 


r 


1-23 


0-31 


1-25 


1-87 


2-60 


3-12 


375 


4-37 


5-00 


r 


177 


0-37 


1-60 


2-25 


3-00 


876 


4-50 


5-25 


6-00 


r 


2-40 


0-44 


175 


2-62 


3-60 


4-37 


6-25 


6-12 


7-00 


H" 


276 


0-47 


1-87 


2-81 


375 


4-69 


5-62 


6-56 


7-60 


1" 


3-14 


0-50 


200 


3-00 


4-00 


6-00 


6 00 


7-00 


8-00 


ir 


3-98 


0-56 


2-25 


3-37 


4-50 


5-62 


675 


7-87 


9-00 


li" 


4-91 


0-62 2-60 


875 


5-00 


6-25 


7-50 


875 


10-00 



TABLE IX.1 
Dimensions of Eyes of Wrought Iron Tension Bars. 



Ratio of diameter of 
pin to width of bar, 

or diameter of bar 
(if round) 

(not to be < 0-67). 


Ratio of area of metal at side of eye to 
area of bar. 


Ratio of mazimnm 

thickness of bar to 

width. (Pin in 

single shear.) 


Hammered eye. 

(Metal section at 

back of eye = that 

of bar.) 


Hydraulic forged 

eye. (Same section 

at back as at sides 

of eye.) 


0-67 


0-66 


074 


0-21 


0-75 


0-67 


076 


0-25 


1-00 


075 


075 


0-38 


1-25 


076 


0-80 


0-54 


1-33 


079 


0-85 


0-61 


1-50 


0-83 


0-93 


070 


175 


0-84 


100 


0-88 


200 


0-88 


113 


1-08 



1 This Table is taken from Instnictian in Construction (revised edition), and is 
founded on that given by Mr. Shaler Smith. 
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TABLE X.1 . 
Weight of Angle Iron and Tee Iron. 

1 foot in length. 



Thick- 
ness. 






Sum of the Width and Depth ix Ixches. 




li i 11 


13 


li 


2 


24 , 2i 


2i 


24 


2g , l\ 


Iaclu». 


lbs. 


lbs. 


lbs. 


lbs. 


lbs. 


lbs. 


lbs. 


lbs. 


lbs. 


lbs. lbs. 


i 


•57 


•62 


•68 


-73 


-78 


•83 


•88 


•94 


-99 


1-04 1-09 


A 


•81 •sg 


•97 


1-05 


1-13 


1-21 


1-29 


1-37 


1-45 


1-52 1-6'^ 


i 


1-04 1-15 


1^25 


1-86 


1-46 


1-56 


1-67 


1-77 


1-88 


1-98 j 2i'S 


A 


1^24j 1-87 


1-60 


1-63 


1-76 


1-89 


2-02 


2-15 


2-28 


2-41 1 2-54 




2i 1 3 


3i 


8i 


3i 


34 


36 


3J 


3« 


4 I 4i 


i 


114 1-20 


1-25 


1-80 


1-35 


1-41 


1-46 


1-51 


1-66 


1-62 1-72 


A 


1-68 1-76 


1-84 


1-91 


1-99 


2-07 


2-15 


2-28 


2-30 


2-88* 2-54 


k 


2^19; 2-29 


2-40 


2-50 


2-60 


2-71 


2-81 


2-92 


3-02 


8-13 3-3-3 


A 


2-67| 2-80 


2-93 


3-06 


3-19 


8-82 


3-45 


3-58 


3-71 


8-84, 4-10 


jl 


S^ia 3^28 


3-44 


8-59 


3-75 


8-91 


4-06 


4-22 


4-38 


4-53 > 4S4 


A 


3^57| 3-76 


3-98 


4-11 


4-29 


4-48 


4-66 


4-84 


5-02 


5-20 5-56 




4* 1 4i 


5 


6i 


54 


6S 


6 


6i 


64 


6} 1 7 


A 


2-70 2-85 


3-01 


316 


8-82 


3-48 


3-68 


3-79 


8-95 


4-10 4'26 


i 


3-54, 3-75 


3-96 


4-17 


4-88 


4-58 


4-79 


6-00 


6-21 


5-42 5'»-3 


A 


4-36I 4-62 


4-88 


6^14 


6-40 


6-66 


6-92 


6-18 


6-45 


6-71 6-?7 


§ 


5-16 5^47 


6-78 


6-09 


6-41 


6-72 


7-08 


7-34 


7-66 


7-97 1 .^-2S 


A 


5-921 6-29 


6-65 


7-02 


7-38 


7-75 


8-11 


8-48 


8-84 


9-21 9-5: 


i 


6-67 


7-08 


7-50 


7-92 


8-33 


8-75 


9-17 


9-58 


10-00 


10-42 10S?> 


A 


7 •38 


7-85 


8-32 


8-79 


9-26 


9-73 


10-20 


10-66 


11-18 


11-60 ,12^37 




7i 


7i 


7i 


8 


8i 


84 


8} 


9 


9i 


94 , 9| 


i 


5-83 


6-04 


6-25 


6-46 


6-67 


6-88 


7-08 


7-29 


7-50 


7-71 , 7-t2 


A 


7*23 


7-49 


7-75 


8-01 


8-27 


8-53 


8-79 


9-05 


9-31 


9-57 1 9SS 


i 


8^59; 8-91 


9-22 


9-53 


9-84 


10-16 


10-47 


10-78 


11-09 


11 -41^ 11-72 


A 


9-9310-80 


10-66 


11-08 


11-39 


11-76 


12-12 


12-49 


12-85 


13-22 13 5f 


i 


ll-25|ll-67 


12-08 


12-50 


12-92 


13-33 


13-75 


14-17 


14-58 


15-00 i 15 4i 


A 


12-5418-01 


13-48 


13-94 


14-41 


14-88 


15-36 


15-82 


16-29 


16-76 17":3 


8 


13*8014^32 


14-84 


15-86 


15-89 


16-41 


16-93 


17-45 


17-97 


18-49 i 1901 




10 


lOi 


11 


Hi 


12 


124 


13 


134 


14 


144 1 15 


i 


12-08|12^66 


13-28 


18-91 


14-68 












A 


13^9514^67 


15-40 


16-18 


16-86 


17-59 


18-31 


19-04 


19-77 


20-50 ' 21 2f 


i 


15^8316^67 


17-50 


18-33 


19-17 


20-00 


20-84 


21-67 


22-50 


23-34 1 24 i: 


A 


17-7018-63 


19-57 


20 51 


21-44 


22-88 


28-81 


24-26 


25-19 


26 12l27-<* 


g 


19-53|20-57 


21-61 


22-66 


23-70 


24-74 


25-78 


26-88 


27-87 


28-91 ,291^: 


1 


23-13 


24-38 


25-63 


26-88 


28-13 


29-37 


30-63 


31-88 


33-13 


34-38 35 1. 




12 


12i 


13 


184 


14 


15 


16 


17 


18 


19 ! ^) 


1 


23 •70,24 -74 


25-78 


26-88 


27-87 


29-95 


32-03 


34-12 


86-20 


88-28 1 40 ■;« 


28^1329-37 


30-63 


31-88 


33-13 


35-63 


38-13 


40-63 


41-18 


43-63 46 13 


i 


32-45 33-91 


35-36 


86-82 


38-28 


41-19 


44-12 


47-02 


49-95 


52-87 ,55:^ 


1 


36^67'38-33 


40-00 


41-67 


43-38 


46-67 


60-00 


53 -33 


56-67 


60-00 63:^ 



NdU, — When the base or the web tapers in section, the mean tldckiicss is ic>^ 
measured. 



1 From D. K. Clark's EuUs and Tables. 
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Web Plates— thickness of. 

TahU^ for determining the thickness of xjceh pUUe, suitable for a given 
shearing stress per foot depth of girder, at varying widths of plate between 
supports (whether L irons of flanges or vertical stiflfeners). The Table is 
founded on the formula _ 48^ 

1^ 

9t* (Unwinds Iron Bridges and Roofs\ 

where T is the stress in tons ; t the thickness of web plate ; h the unsupported 

width of plate in feet 

To itM the TahU, — Find the least unsupported width of plate in the top 
row of figures, and underneath it find the number nearest in excess of the 
given shearing stress in tons per foot depth of girder. The corresponding 
thickness of plate will be that required. 

For example, a girder 3 feet deep has a maximum shearing stress of 18 
tons =3 6 tons per foot of depth : the distance between the L irons is 30 inchea 
Under the number 30 we find 6*3 tons, and the corresponding thickness is 
\", which is to be the thickness at abutments. 



rhick- 
less of 


Net unsupported width of plate in Inches, whether between flanob L 


IRONS 


OR vertical stiffeners. 








?eb in 






1 














. 






nches. 


12 


15 


18 1 21 


24 


27 


80 


33 


36 


39 


42 


45 


48 


61 


I 


4-3 


8 1 


2-4 


1-9 


1-5 


1-2 


1-0 


•8 


7 


•6 


•5 


•46 


•4 


•86 


tV 


7 


6-5 


4-8 


3-4 


2-8 


2-2 


1-8 


1-6 


1-3 


1-2 


10 


•9 


•8 


7 


1 


10-0 


8-0 


6-5 


6-3 


4-8 


3-6 


8 


2-6 


2-2 


1-9 


17 


1-5 


1-8 


1-2 


T^ir 


18-8 


10-9 


9-0 


7-6 


6-8 


6 -3 


4-5 


3-9 


8-4 


2-9 


2-6 


2-3 


2 


1-8 


h 


16-7 


14-2 


12-0 


10-2 


87 


7-4 


6-3 


6-5 


4-8 


4-2 


87 


3-8 


8-0 


27 


tV 


20-1 


17-4 


161 


13-0 


11-2 


9-8 


8-5 


7-4 


6-6 


57 


5-1 


4-6 


4-2 


8-8 


f 


28-4 


207 


18-8 


16-0 


14-0 


12-8 


10-8 


9-5 


8-4 


7-6 


67 


6-0 


5-4 


4-9 


H 


267 


24-1 


21-6 


19-2 


17-0 


16-0 


18-4 


11-9 


10-6 


9-5 


8-6 


7-6 


6-8 


6-3 


f 


30-0 


27-4 


24-9 


22-4 


20-1 


17-9 


16-1 


14-5 


13-0 


117 


10-5 


9-5 


8-6 


7-8 



Obviously the Table can be used for determining the thickness of web 
plate at any part of the girder, as well as at the abutments, when the shearing 
stress is known ; and it is easy to find thicknesses for unsupported widths not 
given in the Table by estimation between the widths above and below. The 
safe compression shearing stress used in the formula is 4 tons per square inch, 
and as the assumed diagonal pillar, 12 inches wide, is not independent but 
continuous with the adjacent parts, the stresses given in the Table are well on 
the safe side. If, therefore, the given stress is but little over a tabular number 
it will be safe to use the corresponding thickness instead of the next greater. 

If, for example, the stress is 11 tons per foot of depth, and the unsupported 
width 30 inches, it will be quite safe to use a web plate |" thick. 

TABLE XII.2 

Weight of Boof Framing, Ceilings, etc. 

Ceilings. 
^ Lath and plaster ceiling . . . . 8 ) lbs. per square foot hori- 
: Ceiling joists . . . . . . 3 ) zontal surface covered. 

1 Kindly given to the writer by Mr. C. Light. 

' The weights of framing of iron roofs are taken from Unwinds Bridges and Roofs ; 
those for wooden roofs from Instruction in Constructiony by Col. Wray, R.E. 
B.C. — IV. Z 
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Framing, etc., Wooden Roofs. 
Common rafters . 3 ) lbs. per square foot of roof 

Collar beams 2 j surfiace. 

Framing for wooden roofs, including purlins and ridge boards, but exdusirc 
of tie beams — 

20 feet span, king post, rise \ span 

30 „ „ „ 

40 „ queen post „ 

50 „ „ „ 

60 „ „ „ 

Tie beams — 

20 feet span, king post 



30 
40 
60 
60 



queen post 



J lbs. per square foot of roi 
( surface. 



3 ,s 99 

^ >» >» 

1 1 lbs. per foot ran of tie. 

20 

18 „ „ 

20 

80 



Framing 


\ OP Iron Roora. 












Weight 


; per square foot of coFerei , 






Distance 




area in lbs. 


1 




Clear 


apart of 
Prin- 




















Span. 


Of Pur- 


Of Prin- 


Total 


Total 






cipals. 


lins, etc. 


cipal. 


Iron- 
work. 


with 
coTeiiD^. 


Tmssed Roofs. 


Feet 


Feet. 










Pent .... 


15 


... 


... 


... 


3-5 


... 


Common truss 


37 


6 


11 


3-5 


4-6 


6^ 




40 


12 


20 


3-6 


5-5 


... 




54 


14 


6-5 


30 


9-5 


... 




56 


H 


4-6 


7-0 


11-6 


... 




72 


20 


4-2 


2-8 


7-0 


... 




84 


9 


2-6 


5-9 


8-5 


-., 




50 


10 


... 


... 


3-0 


6-2 




100 


14 




... 


70 


9-0 




130 


26 


0-8 


5-6 


6-4 


8-0 




140 


12 


... 


4-5 


... 


... 


Bowstring Roofs. 














Manchester . 


50 


11 




... 


9-6 


... 1 


Lime Street 


154 


26 


... 


4-9 


... 


... 


Birmingham 


211 


24 


... 


7-3 


11-0 


... 


Arched Roofs. 














Small Corr. Iron. 


40 






... 


... 


5^6 


5» >» • * 


60 


... 


... 


... 


... 


3-5 


Strasburg Rail . 


97 


13 




... 


12-0 


... 


Paris FiX. large . 


153 


26 


9-5 


5-5 


16-0 


... 


Dublin 


41 


16 


3-4 


7-3 


10-7 


' 


Derby 


8li 


24 


10-8 


6-0 


16-8 


... 


Sydenham . 


120 




7-9 


3-9 


11-8 


... 




72 


... 


8-4 


2-9 


11-3 


... 


St. Pancras 


240 


29j 


7-4 


171 


24-6 


••• . 
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TABLE XIII.1 
Weight of Boof Coverings. 



Per square foot. 
5i Ibe. to 8i lbs. 



Lead covering, induding laps, but not boarding or rolLs 

Zinc covering „ 14 to 16 zinc gauge . 14 „ to \\ 

Corrugated iron, galvanised, 16 W.G 3n „ 

18W.G 2| „ 

20W.G.. . . . 2 „ 

Sheet iron, 16 W.Q. 2i „ 

„ „ 20W.G. l| „ 

Slating laid with a 3-incli lap including nails, but not 

battens or iron laths — 
Slates, Doubles, 13 inches x 9 inches, at 18 cwt& per 

1200 8j „ 

„ Ladies, 16 inches x 8 inches, at 31*5. cwts. per 

1200 8J „ 

„ Countesses, 20 inches x 10 inches, at 50 cwts. per 

1200 8 „ 

„ Duchesses, 24 inches x 12 inches, at 77 cwt& per 

1200 8^ „ 

Tiles, plain, 1 1 inches x 7 inches, laid with a 3-inch lap 
and pointed with mortar, including laths and 

absorbed rain 18 i> 

„ pan, 1 Z\ inches x 9^ inches, laid with a 3-inch lap 
and pointed with mortar, including laths and 

absorbed rain 12 „ 

„ Italian (ridge and furrow), not including the board- 
ing, but including mortar and absorbed rain. 14 „ 
Slate battens, 3^ inches x 1 inch — 

For Doubles 2 „ 

For Countesses . li » 

Boarding, f inch thick 2* „ 

1 ^i 

)> * JJ ...... OJ „ 

„ li „ 4i „ 

Wrought Lx)n Laths, angle irons — 

For Duchess Slates 2 „ 

For Countess „ ...... 1 J „ 

Cast Iron plates, \ inch thick 15 n 

Thatch, including battens ^J » 

TABLE XIV. 
Wind Pressure. 

Wind pressure normal to a roof-sur£ace from Hutton'a formula, viz. 
PM=»P(sin i)i-Mcoai-i^ taking P=60 lbs. per square foot. 



Pitch of Roof (0 


10- 


IS* 


«.. 


21' for 
Ispan 


^- K 


30' 


ispan 1 ** 


40' 
41-6 


45* 
48 


50' 
47-6 


Normal wind pres- 
sure In lbs. per 
8q.foot(P.) 


12-1 


18 


22-6 


25-2 


i 

28-8 30-2 


38-0 


86-0 


87-8 



^ This table is taken from Instruction in Constntetion, by Col. Wray, R.E. 
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TABLE XV. 
Soantlings for Wooden Boofs. 

The roofs are supposed to be of Baltic fir covered with Countess slates laid on 
inch boards ; the maximum horizontal wind force is taken at 45 lbs. per foot super 
acting only on one side of the roof at a time, equivalent to a normal wind pressure of 
80 lbs. per square foot for a pitch of 30**, and 40 lbs. per square foot for a pitch of 45\ 

The common rafters to be 1 ft. from centre to centre, but in sheltered positions 
they may be placed 1 ft. apart in the clear. 

A Boors WITHOUT Ceilings. —Pitch up to 30'. 



Nature of 
Koof. 



Span in 

feet. 



Common Barters. 



Walls cap- 
able of 
resisting 
thrust.* 
Collar 
placed 
i-way up. 



Walls not 
callable of 
resisting 
thrust, t 
Collar 
placed \- ' not be cut 
way up. I into. 



Collar. 

In tlxing 

the collar 

to the 
rafter the 

latter 

should 



Remarks. 



"• The following tolid walls are strong enoagh, whca 
built in Lias lime mortar 1 to 2, to resist the throa^t if 
roof; allowance must be made for door and windov 
openings. Height to be taken from level of the fio^r 
below roof. 



Stone 
Walls. 



Brick Walla. 



Couple. 



10 
12 



Bdth.I>epth, 
2"x8* 
2"x84* 



16" thick, :Span of roof W \ , J, 
not over \ an 

15 ft. high. Span of roof 18' | ^ J, 



\ 9" thick, not over 7" higa. 



14 

5' 
IV 



Collar 
Beam. 



8 
10 
12 
14 
16 
18 



ll"x2J" 
l}''x2}" 
l»"x2i" 
l}"x3" 
2^x8 J" 
2"x3r 



2"x8J'' 

2"X4'' 

2"x4i* 

!"xy' 
"X6J" 
"X6'' 



2"x2j* 

2"x2j 
2"x2l 
2"x3" 
2^X8 J' 
2"X4" 



2J* 

2}" 
2f' 



t When the wall* art -not capable qf resisting the thm^< 
of the rooft place the collar low down ; but if th- 
collar is required half-way up, the scantlings niu»L 
be increased as follows :— 

Rajters, add one-fourth to both breadth and depth ; 
CoMor, add }* to depth ; but it would be better to u*e 
the scantlings for walls capable of taking the thni^t. 
and make some arrangement to prevent the wallfi fn^n: 
spreading, such as t>ing the wall plates together &: 
intervals. 



King 
Post. 

Trusses 
IV centre 
to centre. 



20 
22 
24 
26 



Queen 
Post. 

Trusses 
10' centre 
to centre. 



32 
84 
86 
88 
40 
42 
44 
46 



Tie Beam, t 
Depth in- 
cludes 3" 
for joints. 



Principal I King 
Rafters. Post. 



8"x44' 
8"x4 
8i"x4 
8i"x4: 
4"x4, 
4"x4; 



'X41' 

'X4f' 
'X4}' 



4"X4}" 

4rx5'^ 

5"X5" 

6"x5i" 

6i"x5l" 



8"x5" 

8"x5r 
34''x5[ 
3j"x5} 

4"X5] 

4"X 



Struts. 



S"X2}" 
8"x2i" 
8J"x2}'' 
3|"x2|" 
4"x2:" 
4"x2|" 



8" X 3" 
8" V 84" 
84''x8r 
[8|"x4* 
4"x4" ' 
4"x4r 



-r 



4 

4l"x5' 
4}''X5' 
4f"x5V 
4}"x5r 

5' ' 

5' 
SJ^'X^I" i 5i"x2 



rx5i" 

5"xf){" 
5"x5r 



Queen 

Posts. 
44" X 2}" 
4px2J" 
4l"x2r 
4|"x2r 
4i"x2j" 

6"x2|" 

y'x2r' 



4l"x24" 
45"x2J'' 
4}"x8" 
4j"x8i'' 
4rx3}'' 
5"x3i" 
5"x3i" 
6J"X3}" 



Straining 
beam. 



Purlins-S 
10 ft bear- 
ing. 




Common 
Rafters. 



2*x3r 

2*x3|' 

2^x4- 

2^X4^ 

2^x4;" 

2'x4f' 



2*XS1' 
2^X4" 

2"x4i 
2^x4i' 
2"x4r 

2"X5' 



^ 
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TABLE XV.— (7(m<tntted 
Roofs with Ceilings. — Pitch up to 30°. 



»t\ire of 
Rf)of. 



Collar 
Beam. 



Span 
in feet. 



Common Rafters. 



Add )l' to depths given 
in A. 



Collar.* 



Add }" to 

depths 

given in 

A. 



* In fixing the collar to the rafter, the latter should 
not be cut into. As regards walls capable or not cap- 
able of resisting the thrust of roof see remarks under A. 



KinK 
Post. 

Trusses 
f centre 
» centre. 



Tie.be.n,., ^^J^ ^_ 



Post. 



struts. 



Straining 
beam. 



Purlins. § 
10 ft bearing. 



20 
22 
24 
26 
28 
30 



4" X 7" 
4"x7J" 
41" X 8^ 



4J"x9* 
4}"x9i" 



4"X4' 

f 



''i% 



4" X 8 ' 
4"X8" 
41" X 8" 
4j"x8" 
4}"x8'' 
4J"x8" 



X24" 
X8^ 
x3" 
X8'' 

% 



Common 
Rafters. 



2"x3, 



"x3i" 
"x8|" 

''X4f 
"X4}" 
"X4J" 



2": 

2"X4J' 
2" 3 

2": 



Queen 
Post. 

Trasses 
)' centre 
» centre. 



34 
86 
88 
40 
43 
44 
46 



4|"X8J" 
6"xr 

5rx»" 




Queen 
Posts. 

f'x3" 
'x8" 
'X8" 
6"x8" 



f'x2i" 
'X2l" 
'XS*^ 
5"x8" 
6"x3i" 




2"X8! 



'X8i" 
'xSJ" 
"x4'^ 
"X4" 

''x4r 

'X4j" 
'X4f' 



2": 

2"x4" 

2") 

2": 

2": 

2"x5'"' 



For Roofs of 45** Pitch. — Add 1" to the depth of common rafters, purlins, and 
struts, and y to the depth of the principal rafters, as given in A and B. 

X The joint of the tie beam with the principal rafter should be placed immediately 
over the supporting wall. If this cannot be conveniently done, the depth of the 
tie beam should be increased one or two inches. 

§ If the purlins, instead of being placed immediately over the joints, are placed 
at intervals along the principal rafter, increase the depth of the latter, given in the 
Tables, as follows : 

, , (vjvthoiU ceiling 2*, ^ ^ftoithotU ceiling li* 

king post roof I ,^ „ IJ'. Q««»» P<»t ^oof { ,^ „ J". 

The purlins if placed 2 feet apart and with 10 feet bearing may be made 8" x 6^ 

The scantlings of the principal rafters, struts, and straining beam can be slightly 
modified by means of the following rough rule : ''For every ^'' deducted from the lesser 
dimension of the scantling, add y to the other dimension, and vice versd." For the 
tie beam, purlins, and common rafters, so long as the depth is about double the 
breadth, }" deducted from the breadth requires ^'^ to be added to the depth. 
This Table is derived from the War Office practice. 



TABLE XVa. 
Coefficients of Friction. 

= Angle of Repose. /= tan = coefficient of friction. 





* 


/ 




^ 


f 


Masonry and brickwork (dry) 


31* to 35" 


•6to-7 


Wood on stone 


22- 


•4 


„ with wet mortar 


25i- 


•47 


Iron on stone 


36* to 16^ 


•7 to -3 


„ with slightly damp 












mortar 


86J' 


•74 


Wood on wood (dry) 


14' to 26^' 
8J' to Hi' 


•25 to -6 


„ on dry clay 


27- 


•51 


Metals on metals (dry) 


•15 to -2 








Smoothest and best greased 






„ on moist clay 


isi- 


•33 


surfeces 


If to 2' 


•08 to -036 



^ Rankine's values. 
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TABLE XVI. 
Betaining Walls.^ 

Angle of repose (0) of various earths, and valne of E = 0'7 tan 



90-0 



Description of Earth. 


^ 


K. 


1 Description vA BftTth. 


9 


c. 


Fine dry sand . 


87 to 81 


0-35 to 0-40 


1 Loamy earth, consoli- 






Sand, wet . 


26 


0-44 


dated and dry 


40' 


0-25 


„ very wet . 


82 


0-89 


1 Clay, dry . . 
„ damp, well 


29 


0-4: 


Vegetable earth, dry . 


29 


0-41 


1 drained . 


45 


0-?<i 


„ „ moist 


46 to 49 


0-29 to 0-26 


1 „ wet . 


16 


n-5-1 


„ verywet 


17 


0-52 


Gravel, clean . 


48 


0-27 


„ consoli- 






1 „ with sand 


26 


0-44 


dated and dry 


49 


0-26 


' Loose shingle . 


89 


U'33 



TABLE XVIL 
Weights of Earths, Stone, etc.* 





Pounds 


' Poua-i? 




avoir- 


j 


avoL'- 




dupois 


1 


dupois 




per 




per 




cubic 




cubic 




foot. 


1 


fooL 


Basalt .... 


180 


Concrete, lime. 


lis 


Bathstone 


123 


1 Earth, vegetable 




. 1 9'* 


Brick, common stock 


115 


„ loamy . 




. 80-1 IC 


„ red facing 


130 


„ eemi-flnid 




. 1 110 


„ fire . 


160 


Qranite, Aberdeen 






164 


Brickwork, in mortar 


110 


Gravel, Thames 






112 


„ in cement 


112 


Limestone, lias 






156 


Cement, Portland . 


87 


Lime, ordinary qnick, stone 


^ , 53 


( 


112 


Masonry, rubble 


1 140 


Chalk, solid . . { 


to 


„ ashlar, Portland , 


1 150 


( 


175 


„ „ Granite . 


160 


Clay, with gravel 


130 


Mortar, new . 


! no 


„ ordinary 


120 


Portland stone . 


1 ^^^ 


( 


137 1 


Sandstone, Craigleith 


1 143 


Concrete, Portland cement < 


to , 


Slate, Welsh . 


1 ^^^ 


( 


142 ' 


Sand .... 


\ liy 



* Prof. Unwinds " Railway Construction " as regards the value of 0. 
* From R, E. Aide Memoire. 
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TABLE XVIIa. 

Table of ThicknesB' required for Arches, Semicircular 
Arches, and Arches of 120^ 





• Ordinary vaults, bridges, etc. 


Bomarks. 


SemicirQular. 


Arches of 120*. 


Block 
Stone. 


Brick. 


Rnbble 
Stone. 


Block 
Stone. 


Brick. 


Rabble 
Stone. 


Span of 5 feet and less 
6 „ 
8 

10 

12 
„ H 

16 

18 

20 

22 

24 


8 
9 
10 

11 

1 
1 1 
1 2 
1 8 
1 4 
1 6 
1 6 


1 
1 
1 

!i 

^* 

2 
2 
2 


/ // 

10 

11 

1 

1 14 

1 8 

1 4 
1 5 
1 6 
1 7 
1 8 
1 9 


/ // 

9 
10 

11 

1 
1 1 
1 2 
1 8 
1 4 
1 6 
1 6 
1 7 


li 
1 r 
1 r 
1 1 
2 
2 
2 
2 
24 


1 II 

104 

1 

1 14 

1 8 

1 44 
1 6 
1 7 
1 8 
1 9 

1 104 

2 


The arches are 
assumed to be 
built in well- 
made hydraulic 
lime mortar. 



^ War Department practice ( Wray\ 



TABLE XVIII. 

HYDRAULICS. 

Flow of Water in Pipes ronning ftill (gallons per min.) 

Calculated from Darcy^s formula. 



Valneofthe 
expression 


Correspond- 
ing diameter 

^'in^res!^ 


Internal 

diameter of 

pipe allowing 

for Incmsta- 

tlon.t 


Value of the expression 


ing diameter 

of pipe in 

inches. 


Internal 

diameter of 

pipe allowing 

for incmsta- 

tlon.t 


1 


0-82 


1 


84,600 


2-14 


24 


5 


0-48 


4 


60,000 


2-86 


2^1. 


18 


0-64 


v. 


92,000 


2-57 


8 


48 


0-64 


1 


140,000 


2-79 


S'U 


117 


0-75 


v« 


208,000 


8-00 


S'lx 


250 


0-86 


1 


296,000 


8-21 


S'U 


870 


0-96 


IV. 


420,000 


3-48 


4 


810 


1-07 


H 


760,000 


8-86 


4Vx 


1,410 


1-18 


ru 


1,840,000 


4-29 


5 


2,260 


1-29 


ij 


2,150,000 


4-71 


5V, 


8,400 


1-89 


iv. 


8,400,000 


5-14 


6 


5,020 


1-50 


% 


7,500,000 


6-00 


7 


7,400 


1-61 


16,500,000 


7-00 


8 


10,200 


171 


2 


82,800.000 


8-00 


9 


20,800 


1-93 


fV4 


60,200,000 


9-00 


10 



* L=: length of pipe ; H= available head ; G= discharge in gallons per minute, 
t The allowance made for incrustation is : 

|th of diameter for pipes under 6 inches in diameter, 

1' for pipes oTor 6 inches diameter. 

The pipes that are not rnarket sisea are printed in italics. 
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Example. — ^The length of a pipe is 500 feet, the available head is 30 feet, 
and the discharge is to be 600 gallons per minute. What ought the 
diameter to be, allowing for incrustation ? 



We have 



^ . G« = ^ . 6002 = 6,000,000. 
H 30 



A 7" pipe would therefore be required. 

The discharge from this pipe when new will be 



v/ 



16,500,000x30 



500 



995 gallons per minute. 



And when incrusted 



V 



7,500,000 X 30 
"600 



» 670 gallons per minute. 



TABLE XIX. 

HYDRAULICa 

Flow of Water in Pipes nuining fall (oubio feet per mixi.) 

Calculated from Darcy's formula. 



Value of the 
expression 


Corresponding 
diameter of pipe 


Value of the 
expression 


Corresponding 
diameter of pipe 


in inches. 


in inches. 


6-6 


4 


14,380 


18 


17-6 


5 


18,800 


19 


53 


6 


24,900 


20 


115 


7 


31,500 


21 


227 


8 


; 39,600 


22 


427 


9 


49,400 


23 


730 


10 


61,500 


24 


1,190 


11 


i 75,700 


25 


1,850 


12 


91,700 


26 


2,740 


13 


110,600 


27 


4,020 


IJt 


133,400 


28 


5,740 


15 


158,300 


29 


7,880 


16 


188,000 


30 


10,650 


17 


... 


... 



* L = length of pipe ; H = available head ; F = discharge in cubic feet per second. 

No allowance is made for incrustation. 

The pipes that are not market sizes are printed in iialies. 

This Table is used in the same way as Table XVIII. 
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TABLE XX.1 
Cast Iron Pipes— Thiokness, Weight, ajid Strength. 







Nearest 


Net weight 

per foot 

run for 

thickness 

in Column 

8. 


Length of 

pipe 
equal in 
weight to 

socket. 




Bursting 
pressure 


Factor of 
safety for 


Inside 
Diameter. 


Thickness 

by 
formula.* 


thickness 

in six. 
teenths of 
an inch. 


Weight of a 9- 

feet length of 

pipe. 


pcrsq. 

inch 

reckoned 

on Column 

3. 


Normal pres- 
sure of 800 
ft. of water 
or 188 lbs. 

I)er sq. Inch. 






"Whole 












Inches. 


Inches. 


Six- 
teenths. 


lbs. 


feet 


cwts. 


lbs. 


Times. 


2 


•31 


A 


7^09 


•60 


(6 feet) -418 


4900 


36 


2i 


■33 




10 6 


•61 


(6 feet) ^625 


3920 


30 


3 


•35 


1 


12-4 


•62 


106 


3920 


80 


4 


•375 


\ 


16 1 


•62 


1^3d 


2940 


22 


5 


•41 


23 4 


•63 


2-01 


2744 


21 


6 


•45 


A 


27-7 


•63 


2^38 


2290 


17 


7 


•47 


\ 


36-8 


•64 


317 


2240 


17 


8 


■50 


\ 


417 


•64 


3 59 


1960 


16 


9 


•53 


A 


52-8 


•65 


4-65 


1960 


15 


10 


•56 


A 


58^3 


•66 


5-03 


1764 


18 


11 


•59 


A 


63^9 


•66 


5-51 


1604 


12 


12 


•62 




77-5 


•67 


6 69 


1633 


12 


13 


•65 


1 


83^6 


•67 


7^22 


1508 


11 


U 


•70 


tt 


99^1 


•68 


8-56 


1540 


12 


15 


•71 


105-9 


•68 


9-15 


1440 


11 








cwts. 










16 


•75 


i 


1-10 


.69 


10^66 


1470 


11 


18 


•81 


H 


143 


•70 


13-87 


1415 


10-6 


20 


•87 


i 


r60 


•71 


15-54 


1372 


10-3 


21 


•90 


i 


1-68 


•72 


1633 


1307 


10 


24 


•99 


1 


1-91 


•73 


18^58 


1307 


10 


27 


1-09 


lA 


2-61 


•75 


25 45 


1284 


9 3 


30 


1-18 


lA 


3 24 


•77 


31^65 


1241 


9-3 


33 


1-27 


li 


375 


•78 


36^67 


1190 


8^9 


36 


r36 


If 


4^50 


•80 


44-10 


1198 


8^9 


39 


1-45 


lA 


5^11 


•82 


50-18 


1156 


8^7 


42 


1-55 


lA 


5-98 


•83 


68-78 


1167 


8-8 


45 


165 


ift 


6-67 


•85 


65-70 


1133 


8^6 


48 


1-74 


If 


7-63 


•87 


75 •SI 


1143 


8^6 



NoU to Table — Flanges. — The additional weight for a pair of flanges is reckoned 
as equivalent to that of a lineal foot of pipe ; equal to 11 per cent extra for 9-feet 
lengths. 

1 From D. K. Clark's Bules and Tables. 

^ The thicknesses in this column are obtained from the following formula deduced 
by Mr. Clark from Mr. Bateman's practice— 

where ^= thickness of the pipe in inches, 

H=the head of pressure in feet of water, 
(2= the inside diameter of the pipe in inches. 
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TABLE XXI. 

HYDRAULICS. 

Loss of Head dua to Bends. 

When mean velocity of flow is 1 foot per second. For other velocities^ 
multiply hy the square of the velocity. 



Radius of Bend 


Loss of Head for each Degree of 


Diameter of Pipe' 


1 


0000025 


1-25 


0-000018 


1-5 


0-000015 


20 


0-000013 


3 


0-000011 


4 


000001 1 


5 


0000011 



Example. — ^Find the loss of head caused by a bend of 20", of 2 inches 
radius in a 1* pipe ; velocity of flow, 4 feet per second, 
Radius of bend 2 

Tv^ , F~^ ""T- Hence loss of head = 000,0 13 x 20* x 4K 

Diameter of pipe 1 



TABLE XXIL> 

HYDRAULICS. 

Loss of Head due to Elbows. 

= eY^y where e can be found from the following Table. 



A 


W 


20' 


80' 1 40' 

f 


50' 


60' 


70' 


1 
80' 1 90" 


e 


0-0001 


0-0006 


0-0011 


0-0022 


0-0036 


0*0056 


0-0088 


•0115 -0152 



* From Hurst's Pioeket Book. 
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TABLE XXIII. 

HYDRAULICS. 

Pipes flowing x>artially fuU. 

Relation between wetted perimeter, I*=^.D, and cross section of flow, 



360* 



A= j/^l^ _ ?^^ . D', where is the angle subtended at the centre by the wetted 
perimeter, and D is the diameter of the pipe (see p. 282). 



p 


A 


P 


A 


P 


A 


P 


A 


P 


A 


D 


Da 


D 


d5 


D 


65? 


D 


1^ 


D 


D3 


0-1 


0-00025 


0-7 


0-052 


1-8 


0-260 


1-9 


0-551 


2-6 


0-745 


0*2 


000187 


0-8 


0-075 


1-4 


0-807 


20 


0-594 


2*6 


0-760 


0-8 


0-0064 


0-9 


0-103 


1-6 


0-867 


2-1 


0-633 


2-7 


0-771 


0-4 


0-0106 


10 


0136 


1-6 


0-406 


2-2 


0-669 


2-8 


0-779 


0*6 


0020 


11 


0-174 


1-7 


0-456 


2-3 


0-699 


2-9 


0-782 


0*6 


084 


1-2 


0-203 


1-8 


0-505 


2-4 


0-725 


30 


0-786 



TABLE XXIV. 

HYDRAULICS. 

Jets— Factors to find initial velocity. 



H* 


Factor 


d 


(J). 


300 


0-98 


600 


0-95 


1000 


0-92 


1500 


0-89 


1800 


0-84 


2800 


0-77 


3500 


0-71 


4500 


0-50 



H= head at nozzle, (f= diameter of nozzle. 
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NOTATION AND WOBKING STBSSSES. 

TABLE XXV. 
NOTATION. 
The following is a list of the notation employed in this volume : — 

General. 

r^, safe resistance to bearing in lbs., cwts., or tons per square inch, 
r^ „ „ compression „ „ „ 

Uy n yf shearing „ „ „ 

rt, „ „ tension „ „ „ 

E, modulus of elasticity. 
Rf or R(, total safe resistance to tension. 

Be, „ „ compression. 

B«, „ „ shearing. 

B,, „ „ bearing. 

Beams. 

h, breadth in inches. 

d, depth jy 

fo, modulus of rupture. 

1, moment of inertia. 
L, span in feet 

2, „ inches. 

M, bending moment generally. 

Mc, „ „ at centre of beam. 

Mp, „ „ at any point P. 

M) moment of resistance generally. 

M,> moment of resistance at point P. 

B^, reaction at abutment A. 

B,, „ „ B. 

To, limiting stress in lbs., cwta, or tons per square inch on the ontade 

fibres of a beam. 
Sp, shearing stress at point P. 

W, concentrated weight or load on a beam, also total distributed load 
w, distributed load per inch or per foot run. 
yc, distance of neutral axis from extreme fibre on compression side. 
yo, distance of neutral axis from extreme fibre on compression side, sa\>- 

ject to stress Vo. 
yti distance of neutral axis from extreme fibre on tension side. 
A, maximum deflection in inches. 

Tension and oompression bars. 

A, effective cross-sectional area. 

d, " least diameter " of a long column. 

Biveted joints. 

6, breadth of the bars or plates to be jointed. 

dy diameter of rivet holes. 

k, number of rivets in the first row. 
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N, number of plates on each side to be connected. 

np number of rivets in each end group. 

7^2 9 „ ), between the joints. 

Tig, number of rivet holes to be deducted from the cross section of cover 

plates. 
T^, total safe resistance to bearing. 
T„ „ „ shearing. 

t^ thickness of plates, 
fg, „ „ cover plates. 

a, number of ri^rets required for bearing. 
A )) » shearing. 

Plate girders. 

A«, effective area of compresiion flange. 

A<, „ „ tension „ 

B, ,, depth, %.€. distance between centres of gravity of flanges. 

<«,, thickness of web. 

Braoed or framed girders. 

C^^j, compression in the bar a^,a^ of the top boom. 

(2, depth, i.e, distance between centres of gravity of flanges. 

B^,^^, stress (tension or compression) in brace o^^di^- 

n, number of triangles. 

Tjg,j^, tension in the bar 013,014 of the lower boom. 

Boofs. 

H^, horizontal reaction at abutment A due to wind. 



""AJ »» l» 


A „ temperature. 


•"BI » >7 


B ,, wind. 


'*B> >» » 


B „ temperature. 


P., horizontal wind pressure. 




P„ normal „ 




P^, vertical 




R^, reaction at abutment A. 




R., M J> B. 




S^„, stress (tension or compression) 


in member AD. 


V^, vertical reaction at abutment A due to wind. 


»B> » » 


B „ 



Masonry stniotures. 

p, intensity of pressure at any point of a bed joint. 
P{max)i greatest intensity of compression on a bed joint. 
Tq tee Beams. 

Betaining walls. 

H, height of wall. 

K, constant depending on ^ (angle of repose). 

T, thickness of wall with vertical sidea 

T^, mean thickness. 

W, weight of a cubic foot of the material of the wall. 

^ angle of repose of the earth to be retained. 

to, weight of a cubic foot of the earth to be retained. 



-r _r •• 






VXt. ^Jkl '.c 13. let^ 



BjdrsolieA. 



-:«« KwtiitL 'A ii'.w. 



-I-Jtcu^.^ 'jf » v:z^ ia. feet 



A- 

</, ^ - 

K c.^rftLar^fe ii i----ii 2»«s per i 

H«« l/>«i of bead d:ae to besyii. 

H,, „ ^ cTTi!* cf entry. 
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TABLE XXVL 



WORKING STRESSESl 



TJift umlermeiitioned are the working 

volmiiij ; — 



streaees that liave been used in tB 



Ca#t Iron. 






OirfUr$ 


Tension 1 J tona per sqnare inch (see p. 94). 
Compression 8 „ „ ( « )• 
Shearing 2*4 „ „ ^ „ )■ 


Wrought Iron. 


Tension 5 tons per square inch (sec p. 82). 
Compression 4 „ » ( »i )• 
Shearing 4 „ „ ( ,i > 


Jiuilt'Up yirdtrt 


Tension 5 ,, 
Compression 4 „ 


(see p I5(?) 


Hoo/m . 

Tninion harn and rods 
Uiwted juinti 


Tension 5 „ „ ( » ^^^^ 
Compression (depends on ratio of ( „ H^)- 

length of struts to least 

diameter) 
Tension 5 tons per square inch ( „ 106) 
Shearing 4 „ „ ( „ 123). 
Bearing 8 „ „ ( » »» )' 
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Pin joints 

Screws . 

Timber. 

Fir (superior) 



Fir (inferior) 



Oak 



Brickwork. 

In Mortar 

In Cement 



Shearing 4 tons per square inch (see p. 140). 

Bearing 5 „ „ ( ,, 141). 

Shearing 2 „ „ ( „ 146). 

Tension 12 cwts. per square inch (see p. 150). 



Compression 10 
Shearing 1*3 

Bearing 12 

Tension 10 

Compression 7 
Shearing 1*3 

Bearing 7 

Tension 16 

Compression 13 
Shearing 5 

Bearing 25 



99 

99 



). 
» ). 
»). 

162). 
„ )■ 
» ). 
,. )■ 

328). 
» )• 
„ ). 
,, )• 



CompTefsion 0-6 cwt& per square inch (see p. 223). 
Adhesion 0*06 „ „ ( „ 227). 

Compression 0"8 „ „ ( „ 259). 

Adhesion 0*6 „ „ ( „ „ ). 
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w 
i t_a_ 



U 



Y* Y* T* 



/Lsl1_* 



J T 




PLATE. C. 



W 



^/^^\p/°\^X^^\p/^^ T 



Comffressums in thick lines. 
Tensions in thin lines. 



Fig. 2. J. 




y>tons. 











5[[^ Fig. 3. 








w 

a 


/^ 


^ 


X 


/^ 


X 


\ 


X 


\ 


\ 


\ 


w 

a 


T 




/' 

., 


uf 


e 


/ 


e 


h 


t 


J 


\ 




























WHIPPL E MURPHY G IRDER. 

Diaz ram of Stres ses, 



Fig. 4. 



Compressions in thick lines. 
Tensions in thin lines. 
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INDEX 



Abutment for ^cb, 259. 

Adams, reference to, 100. 

Anderson's formula for the weight 
of girders, App. XV. 

Angle irons, resistance of. Table I., 
weight of, Table X. 

Angle of repose of earths. Table 
XVL 

Annulus, moment of inertia, App. 
XIV. 

Appendices : (w« List of, p. xv.) 

Area, effective, of tension bar, 106. 

Area of resistance, equivalent, 47 ; 
safe, 48 ; mechanical method of 
finding, for timber beam, 48 ; for 
roUed iron beam, 83 ; for cast iron 
beam, 97. 

Arches, 246 ; abutment for, 259 ; 
example of brick arch, 254 ; graphic 
method of determining stability 
of, 248, 251 ; do. of drawing line 
of least resistance for symmetrical 
load, 251 ; do. for unsymmetrical 
load, App. XX. ; line of least 
resistance, 248. 

Arch ring, thickness of, 253, Table 
XVIIa. ; table of thickness, 259. 

Axis, neutral, 42 ; note on, App. 
IV. 

B 

Baker's practical rules for retaining 

walls, 244. 
Bars {itt Compression bars, Tension 

bars) ; wrought iron, resistance of, 

Table I. 
Basalt, weight of, Table XVII. 
Bath-stone, weight of, Table XVII. 



Beams, 24 ; bending moment, 25 ; 
cantilevers, 28 ; cast iron, 94 ; 
comparison of strength, stiffness, 
and of fixed and supported, App. 
VIII. ; continuous, 74, App. XL ; 
deflection, 66; fixed, 69; moment 
of resistance, 40; reactions at 
supports, 1 8 ; strength of rectangu- 
lar beams, 54; rolled iron, 81 
rolled steel, 92 ; shearing stress. 
55; strength and stiffness, com 
parison between, 66, App. VIII. 
supported, 32 ; timber beams, 
79 ; trussed, 195 ; uniform 
strength, 62. (S^ above headings 
in Index.) 

Bearing stress, 7 ; resistance of rivets 
to, 123, Table VIIL ; resistance 
of pins to, 141. 

Beech, ultimate resistance, moduli, and 
weight, Table I. 

Bending moment, 25 ; graphic method 
of finding, App. VI. ; various cases 
for cantilevers and supported beams, 
28-40 ; for continuous beams, 
App. XL; and for fixed beams, 
App. VIIL 

Bends, loss of head due to, 270, Table 
XXI. 

Block structures, uncement^d, 220. 

Booms of girders, 164 (see Flanges). 

Box girder, 170 (see Plate girder) ; ap- 
proximate weight, 171; deflection, 

171 ; diaphragm, 176 ; effective 
span, 170; end pillars, 176; flanges, 

172 ; section of, 175, Plate B. 
Bow's notation, 184, 194, App. XVIL 
Bowstring girder, 194. 

Braced frames, perfect, 182 ; overbraced, 
181. 
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Braced girders, 187 ; application of 
load, 188 ; diiferent forms 
of, 187 ; dimeiiBionsof bars, 

193 ; graphic method for, 

194 ; lattice 187, 194; N, 
188; N (braced), 188; prac- 
tical formula for, 193; pro- 
portion between span and 
depth, 188; Whipple - 
Murphy, 188 ; stresses in, 
188, 190. 

„ structures, 177 ; different forms 
of, 180. 
Breaking load, 5. 

„ stress, 8, 49 («e« Ultimate 
stress). 
Brick chimney, calculations for, 226. 
„ pier, calculations for, 222 ; arch, 
254. 
Bricks, brickwork, coefficient of friction, 
Table XTN^a. ; safe resistance of, 
Tablela.; weightof,TableXVII. ; 
Brickwork structures (we Masonry). 
Built-up Z beams, 93. 



Cantilever, cast iron, 101 ; timber, 

76-79 ; wrought iron, 22. 
Cast iron, resistance of, 94 ; moduli, 
weight, ultimate resistance, 
Table I. ; safe resistance, 
94, Table la., XXVI. 

„ cantilevers, example, 101. 

„ columns, examples of, 116, 
117. 

, , girders, 94,103; approximate 
formulsB for, 95 ; camber 
for, 100 ; casting, 100 ; 
centre of gravity of, App. 
XII., XIII. ; depth, 100 ; 
example of, 103 ; flanges, 
99 ; graphic method for 
finding section, 96 ; mathe- 
matical method, 99; mo- 
ment of inertia for App. 
XIV. ; practical points, 
99 ; resistance of, 94 ; 
stress areas, 97 ; uniform 
strength, 100; web, 100. 

„ pipes, thickness of, Table XX. 



Cement, Portland, safe resistan-^ v 
Table lo.; weight of; Table XYIl 
Centre of gravity ; calcolatioa f : 
cross section of gilder, k\ 
XII. ; graphic methcd . ' 
finding, for parallel foit -_ 
App. VL ; graphic meti 
for cross section, A'>; 
XIII.; mechanical metl ♦: 
of determining, 86. 
„ pressure, 218, App. XIX 
Chimney, centre of pressure, AppXIi 

example of, 225. 
Circle, moment of inertia for, Aj: 

XIV. 
Circular arc,8ubstituted for paralK>k,3^ 
Classification of stresses, 8. 
Clay, angle of repose, Table XTl 
weight, Table XVII. ; coeflkiu: 
of friction, Table X Va. 
Clerk-Maxwell (^ Maxwell). 
Coefficients of firiction. Table XVt 
Colunms, cast iron, examples of^ 1 lt>. 
117 ; timber, strength of, Ta^l-. 
VII. 
Comparative effect of dead and Lvt' 

loads, 5. 

Compression, 6 ; resistance to, of o?. 

iron,94; wrought b i 

82 ; steel, 92 ; otjcr 

material^ Table 1,1' 

„ bars, 105, 109 ; ci 

amples, 115, llt- 

121; Euler's formok 

110; Fidler'fi TieT>. 

110 ; Gordon's l-z- 

mula, 113; lon^ osl 

short, 111; Riiter^ 

and Bouleaox's forD- 

ula, 114 ; secarir: 

endsof, 112; strenri 

of, Tables V., TT.; 

Table for wooden, 1 1 -' 

„ riyeted joints, 136. 

Concentrated load, 3. 

Concrete, safe resistance of. Table U . 

weight of. Table XVIL 
Conditions of equilibrium, 1 4. 
Connections, 122. 

Continuous beams or girders, 74. 
App. XI. ; example, App XL 
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Contra-flexure, points of, 70-75, App. 

XI. 
Cotterjointyformulseand example, 148. 
Couple, 43. 

Cover plates, 124, 125, 128, 131, 132. 
Covering («ee Roof). 

D 

D€urcy*s formula, pipes flowing full, 

267 ; pipes partially full, 281. 
Dead load, 4. 

„ and live loads, comparative efifect 
of, 5. 
Deflection, 12, 66 ; amount allowed, 
69 ; of beams and cantilevers, 66 ; 
of beams of fir. Table III. ; of 
continuous beams, App. XI. ; of 
fixed beams, App. VIII. ; of rect- 
angular beams, App. IX ; of 
rolled beams, Table IV. ; formula, 
66, 68 ; of supported beams, 66, 
App. VIII. 

Depth of girders, plate, 154 ; braced, 
188; bowstring, 194 ; cast-iron, 
100 ; rolled, 91. 

Diagrams, Bow's system of lettering, 
App. XVII.; Clerk -Maxwell's, 
182; method of drawing, 183; 
rules for draining, App. XVI. ; 
for various roof trusses, 217 ; for 
Warren and N girders, 194 ; for 
trussed beams, 196, 198. 

Dimensions for riveted joints, 136. 

Distributed load, 4 ; compared with 
concentrated load, App. VII. 

Double-cover grouped joint, 131 ; 
for plate girders, 132. 

Drain pipes, 283 ; egg-shaped sewer, 
286. 

Drains, example, 283. 

E 

Earths, angle of repose. Table XVI. ; 

weight of. Table XVII. 
Effective area of tension bars, 106 ; 

effective depth and span of girder, 

154. 
Egg-shaped sewer, example, 287. 
Elastic limit, 10 ; of iron and steel. 

Table L 



Elasticity, 10; modulus of, 12; 

modulus for various materials. 

Table I. 
Elbows, loss of head due to, 270, 

Table XXII. 
Elm, ultimate resistance, moduli, and 

weight, Table I. 
Elongation, 11. 

Enclosure wall, calculation for, 227. 
Equilibrium, 13 ; conditions of, 14 ; 

note on, App. II. 
Equivalent area of resistance, 47. 
Euler's theory, for compression bars, 

110. 
Examples {stt List, p. xvii.) 
External forces acting on a structure, 

15. 
Eyes of wrought -iron tension bars, 

139, Table IX. 
Eytelwein's formula, flow of liquids in 

pipes flowing full, 264. 

F 

Factor of safety, 9, App. I. 

Fidler's rules for struts, 109 ; views 

on compression bars, 110; Table 

for strength of struts. Table V. ; 

drawing of line of least resistance 

for arch with unsymmetrical load, 

App. XX 
Fir, ultimate resistance, moduli, and 

weight. Table I. ; safe resistance. 

Table lo. 
Fished joint, 149. 
Fixed beams, 69 ; bending moment, 

71-74; comparison of strength, 

etc., with supported beams, App. 

VIII.; objections to, 74 ; stresses 

on, 69 ; various cases, 71-74. 
Flanges of plate girders, 1 5 5, examples, 

156, 164; width of, 163, 172; 

of cast iron girders, 99. 
Flexure, moment of 25 («e Bending 

moment) ; points of oontra-flexure, 

70-75, App. XL 
Flow of liquids in pipes^ 263 ; pipes 

running foil, 264 ; pipes running 

partially full, 280. 
Forces^ polygon of^ 180 ; triangle o^ 

179. 
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Formulse, arches, thickness of, 253, 
App. XXI. ; beams, 54, App. 
VII., XXL ; beams, different sec- 
tions, App. X. ; beams, continuous, 
App. XL ; beams, fixed, 71, 72 ; 
rolled, 87 ; bending moments for 
different distributions of load, 28- 
40, App. VII. ; App. VIII. ; cast 
iron girders, 95, 99 ; centre of 
gravity, App. XII. ; compression 
bars, 113-115; continuous girders, 
App. XL ; cotter joint, 148 ; de- 
flection, 66-68, App. VIIL, IX., 
XXL ; egg-shaped sewer, area of, 
287 ; equilibrium, App. IL; fished 
(wood) joint, 149, 150; fixed 
beams, 71,72, App. VIIL ; girder, 
approximate weight of, App. XV. ; 
head, loss of, 268-271 ; jets, 288 ; 
masonry joints, 219, App. XIX. ; 
moment of inertia, App. XIV. ; 
open webbed girders, 193 ; pipes 
flowing full, 264-268 ; pipes 
partially full, 280-282 ; plate 
girders, 155; retaining walls, 234, 
238,240,244; rivets, 136; riveted 
joints, 123-131 ; rolled iron beams, 
87, 88 ; roof, reaction at supports, 
206 ; screw, 146; shearing stress, 
56-60, App. VII. ; short, for mem- 
ory, App. XXI. ; struts, 113-115. 

Foundations of retaining walls, 244. 

Fracture, 9. 

Framed structures, 177 ; different 
forms of, 180. 

Frames, 180 ; overbraced, 181 ; per- 
fectly braced, 180, 182. 

Friction, coefficients of, Table XVa. 

Fuller, Prof., reference to, App. XX. 

Funicular polygon, App. VI. 

G 

Gib, 148. 

Girders, bowstring, 194; box, 170; 
braced, 187 ; built-up, with rolled 
iron beams, 93 ; cast iron, 94, 
103 ; continuous, 74, App. XL ; 
hog-backed, 176 ; lattice, 187 ; N 
188 ; N (braced), 188 ; open- 
webbed, 187; plate, 153 ; uniform 
strength, 64, 101 ; Warren, 187 ; 



weight, formula for, App. XV. ; 

Whipple-Murphy, 1 88. (S« ohott 

headings in Iiidex.) 
Grordon's formula for compression 

bars, 113. 
Granite, safe resistance of, Table lo. ; 

weight of. Table XVII. 
Graphic method of finding moment of 

re8istanceinbeams,46; inwrought 

iron rolled beams, 83 ; in cast iron 

girders, 96 ; bending moments 

and shearing stresse^ -^PP- ^- ; 

centre of gravity of cross section 

of girder, App. XIII. ; resultant 

and centre of gravity of parallel 

truss, App. VI. 
Gravel, angle of repose, Table XVI. ; 

weight of. Table XVIL 
Gravity, centre of (see Centre of gravity). 
Greenheart, moduli, weight, ultimate 

resistance, Table L 
Grouped joint, double-cover riveted, 

formulse for, 129 ; examples, 131, 

132. 

H 

Head (hydraulic), loss of, 261, 268; 
due to bends, 270, Table XXL; 
to elbows, 270, Table XXIL ; to 
orifice of entry, 269 ; to velocity, 
269. 

Hodgkinson's experiments on cast iron 
girders, 95. 

Horizontal shearing stress, 55, 60. 

House chimney, calculation for, 225. 

Hydraulics, 260-294; definitions: 
head of elevation, 261 ; head of 
pressure, 261 ; hydraulic mean 
depth, 262 ; intensity of pressure 
at a point, 261 ; loss of head 
261 ; pressure, 260 ; wetted peri- 
meter, 262 (see Head, Pipes, etc) 

Hurst, references to, 121, 239, 259, 
264, 270, 275, 283. 



X section, moment of inertia for, App. 

XIV. (see Rolled beams). 
Inertia, moment of, 50, 86, 104 ; of 

various sections, App. XIV. 
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Intensity of stress, 8. 
Iron, angle and tee, weight of, Table 
X. 

„ roUed, 81 ; girders («« Girders). 

„ cast, resistance of, 94 ; moduli, 
weight, ultimate resistance, 
etc., Table I. ; safe resistance, 
94, Table la., XXVI. 

„ columns {^ Columns). 

„ pipes, strength, thickness, weight. 
Table XX. 

„ roofs, example of, 209 ; principal 
for, 120; struts for, 119. 

„ struts (w« Struts). 

wrought, resistance of 82 ; 
moduli, weight, ultimate re- 
sistance, Table I. ; safe resist- 
ance, 82, Tables la., XXVI. 



Jets, 288; example, 289, 291, 292; 
factors to find velocity. Table 
XXIV.; height, 289; issuing 
velocity, 290 ; nozzles, 290 ; path 
described by, 289 ; range, 288. 
Joints, 122 ; at apex and feet of truss, 
144 ; cotter, 148 ; in webs 
of plate girders, 161, 168 ; 
pin, 138, 140; riveted, 122 
(«« Riveted joints) ; screw, 
146, 147. 
„ in wooden structures, fished, 
149 ; scarfed, 151 ; at foot 
of principal rafter, 152. 
„ {iee Masonry). 
Joist, fir, 79 ; rolled iron, 89 ; steel. 



Lattice girders, 194. 

Layer, neutral, 41. 

Least resistance, Moseley's principle of, 

248. 
Lever arm, 185. 

Light, C, reference to, Table XI. 
Lime, quick, weight o^ Table XVIL 
Limestone, safe resistance of^ Table 

la. ; weight of, Table, XVII. 
Limiting stress, 8. 
Line of resistance, 221. 
Links, various forms, 139. 



Live load, 4. 
„ and dead loads, comparative 
effect of, 5. 
Load, 2 ; breaking, 5 ; concentrated, 

3 ; concentrated and distributed 
loads compared, App. VII. ; dead, 

4 ; distributed, 4 ; live, 4 ; safe, 

5 ; safe for fir beams. Table II. ; 
on supports, 18 ; working, 5. 

Long compression bars («e0 Compres- 
sion bars). 

Loss of head (hydraulic), 268 {see 
Head). 

M 

Masonry, safe resistance of, Table lo. ; 

coefficient of friction. 

Table XVa. ; weight, 

Table XVII. 

„ joints, centre of pressure, 

218, App. XIX. 
„ structures, important, 221, 
unimportant, 221 ; con- 
ditions of stability, 221; 
line of resistance, 221; 
resifltaace to sliding, 221, 
224 ; resistance to crash- 
ing, 221, Table la.; re- 
sistance to shearing, 221 ; 
single block, 218 ; un- 
cemented 220. 
Materials, factors of safety ifor, 9, App. 
I. ; ultimate resistance, moduli, 
weight in. Table I. ; safe resistance. 
Table la. ; weight. Table XVII. 
Maxwell's diagrams, 182 ; for braced 
girders, 194 ; for roof trusses, 
217 ; for trussed beams, 196, 198; 
Bow's system of lettering, App. 
XVII. ; method of drawing, 183 ; 
rules for drawing, App. XVI. 
Mean fibre, 135. 
Method of sections («e6 Sections) ; 

graphic («ee Graphic). 
Modulus of elasticity, 1 2 ; of rupture, 
52 ; of rupture for different sec- 
tions, 53 ; of rupture and elas- 
ticity for different materials, 
Table L 
Moles worth, references to, 120, 247, 
253, 259, 264, 265, 268, 270. 
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Moment, bending, 26 ; of flexure, 25 ; 
of inertia, 50, App. XIV. ; of re- 
sistance, 40 {9M Bending Mo- 
ment, Resistance, etc.) 

Mortar, safe resistance of. Table low ; 
weight. Table XVH. 

Mosele/s line of resistance, 221 ; 
principle of least resistance, 248. 

N 

N Girder, 188 ; examples, stresses 
on, 190; Maxwell's diagrams for, 
194 («ee Braced girders). 

„ (braced) girder, 188. 

Neutral axis, 42 ; note on, App. lY. 
„ layer, 41. 

Neville's formula, flow of liquids in 
pipeS) 264, 280. 

Newton's third law, 15. 

Notation, Bow's, 184, App. XVII. ; no- 
tation in this volume, Table XXV. 

Nozzles for jets, 290. 



Oak, ultimate resistance, moduli, 

weight. Table I. ; safe resistance. 

Table la. 
Open-webbed girders, 187 («« Braced 

girder). 
Orifice of entry, loss of head due to, 

269. 
Overbraced frames, 181. 



Parabola, to draw a, App. III., to 

substitute circular arc for, 30, 34, 

156. 
Perfectly braced frames, 180, 182. 
Perimeter, wetted, 262. 
Perry, Prof., reference to, App. XX. 
Pier, brick, calculation for, 222. 
Pillars, cast iron, examples of^ 116, 

117 ; at end of girders, 169. 
Pin joints, 138 ; example of, for roof 

truss, 140, 144. 
Pine, American yellow, and Pitch, 

ultimate resistance, moduli, and 

weight, Table I. ; safe resistance. 

Table la. 



Pipes, flow of liquids in, when rei- 
ning full, 264, Tallin 
XVIIL, XIX. : formul^- 
Darcy'8,265,267 ; Neville =. 
Eytelwein'a, • Tbmpp's, 264 . 
when running partiallv hL. 
280, Table XXIIL: formdb 
— Beardmore's^ Downin^V 
Neville'^ 280 ; Daroy's, 2«J, 
281 ; thickneasy weight, %2^ 
strength o^ Table XX. 
„ drain, 283. 
Pitch of rivets, 136. 
Plate girders, 154 ; boama or flanges. 
155, 163, 166 ; connection vf 
web, 161, 168 ; cover plates, 133. 
depth of, 1 63 ; flange plates, thid- 
ness o^ 156, 163 ; flanges, wict:. 
of, 163 j hog-backed, 176 ; joib,5 
in flanges, 132, 165 ; joints in 
web, 161 ; proportion between 
depth and span, 154 ; web, loT, 
166; web plates, thickness oC 
Table XL (see Box girder). 
Plates, wrought iron, resxstanoe cf, 

Table I. 
Pole of diagram, App. VI. ; cylindn- 

cal, strength of, App. X. 
Polygon of forces, 180 ; fdnicnkr. 

App. VI 
Portland cement, safe resistance, T^lle 
lo. ; weight, Table XVII. ; stoae, 
weight, Table XVII. 
Pressure, distribution of, on masonir 
joint^ 219, App. XIX ; hydraulic, 
261 ; wind, 200, Table XIV. 
Principal rafter, iron, calculations for. 
examples, 120, 144 ; as jointed 
and as continuous, 216 ; loads on, 
203 ; joint at head and fooly ex- 
ample, 144 ; wood joinjt at foot, 
example, 152. 
Punched holes in iron plates^ 137; 
in tension joints, 137. 

R 

Bafter, common, wood, loads on, 201, 
continuous, App. XI. 
„ principal (eee Principal rafter). 
Bange of jet, 288. 
Rankine, reference to, 5, 9, 44, 50, 



INDEX 



361 



53, 66, 86, 158, 185, 224, 238, 

242, 248, 353, App. I., XIV., 

XIX., Table XVa. 
Heaction at supports of loaded beams, 

15-20 ; of- a cantilever, 22 ; of 

continuous beams, App. XL ; of a 

girder, 21 ; of a roof, 23 ; rules for 

finding, 18, 20. 
Kectangle, moment of inertia, App. 

XIV. 
Rectangular beams, strength of, 54 ; 

deflection of^ App. IX. 
Kepose, angle of, 236, Table XVI. 
Resistance, 14 ; of asasonrj to crush- 
ing, 221 ; equivalent area 
of, 47 ; safe area of, 48 ; 
of masonry to sliding, 
221; least (Moseley's prin- 
ciple), 248; ultimate, 49; 
working, 49 (we Working 
stresses). 

„ to tension, compression, and 
shearing, ultimate and 
safe — of cast iron, 94 ; 
wrought iron, 82 ; of vari- 
ous materials. Tables I., la 
(«M Working stresses). 

„ to find moment of — beam, 
by experiment, 51; by 
graphic method, 46 ; by 
reasoning, 40; rolled beam, 
by graphic method, 83 ; 
by mathematical method, 
86 ; cast iron beam, by 
graphic method, 96 ; by 
mathematical method, 
99. 
Retaining walls, sections, 230; for 

earth, 236, 239 ; examples of, 

241 - 243 ; foundations, 244 ; 

formulce, 238, 239, 244 ; graphic 

method, 238 ; for water, 232 ; 

example of, 234. 
Revetments, surcharged, 241. 
Ritter's formula for compression bars, 

115 ; method of sections, 184, 

App. xvm. 

Rivet holes, diameter and pitch of, 

136 ; punched in iron plates, 

137 ; zimered out, 138. 
Riveted joints, 122 ; butt, with single 



cover plate, 124; butt, with 
double cover plates, 125, 128 ; 
dimensions of, 136 ; double cover 
grouped, 131 ; examples of, 128, 
131-134 ; formul» for grouped, 
129 ; general formul» for, 127 ; 
in compression, 135 ; in tension, 
122 ; lap, 123 ; oblique, 134. 
Rivets, iron, 136 ; in drilled holes, 
138 ; in punched holes, in 
iron plates, 137 ; strength 
of. Table VIII. 
„ steel, 138. 
Rolled wrought iron beams or joists, 
81 ; advantages of^ 92 ; de- 
flection, 91, Table IV. ; 
depth, 91; examples of, 88- 
91; example, load borne by 
given beam, 88, 89 ; girders 
built up with, 93 ; market 
sections of, 92 ; moment of 
inertia, App. XIV.; practical 
formula for, 87, 88, 90 ; re- 
marks on, 91 ; section re- 
quired for given load, 89 ; 
stress diagrams, 83, 85. 
„ steel joints or beams, 92. 
Roofs, iron, 196; calculation by 
method of sections, App. XVIII. 
calculation of principal, 1 20, 2 1 4 
diagrams for various trusses, 217 
distribution of loads, 201 ; ex- 
ample, 209 ; joint at apex and 
springings, 144 ; loads, 199 ; oc- 
casional loads, 200 ; permanent 
loads, 199 ; pin joint, 140 ; reac- 
tions at supports, 22, 23, 205 ; 
snow, 200; stresses on, 213; 
strut, 119 ; weight of framing, 
Table XII. ; weight of roof cover- 
ing. Table XIIL ; wind pressure, 
200, 208, 210, Table XIV. 
Rouleaux, formulas for wooden struts, 

115. 
Rules for drawing Maxwell's dia- 
grams, App. XVI. ; finding reac- 
tions, 18, 20 ; shearing stress, 55 
(«0e Formulae). 
Rupture, modulus of, 52 ; for dif- 
ferent sections, 53 ; for various 
materials. Table L 
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Safe load, 5. 

„ stress 8 {wt Working stresses). 
Safety, factor of, 9, App. I. 
Sand, angle of repose, Table XVI. ; 

weight, Table XVII. 
Sandstone, safe resistance to compres- 
sion. Table lo. ; weight, Table 
XVII, 
Scantlings for wooden roofs, Table XV. 
Scarf joint, in wooden beam, 151. 
Scheffler's theory, retaining wall, 239; 

arch, 247. 
Screw of tie-rod of roof, 147. 
Screws, 146. 

Sections, method of, 184 ; applied to 

iron roofi App. XVIII. ; 

to Warren girder, 188 ; 

to Whipple-Murphy girder, 

190 ; lever arm, 185 ; 

turning point, 185. 

„ of box girder, 175, Plate B ; 

cast-iron girder, 97 ; plate 

girder, 164, Plate A ; roUed 

beams, 83 ; market^ of 

rolled beams, 92. 

Seddon, reference to, 63, 100, 200, 

201 ; Tables L, lo., IX., XII., 

XIIL, XV. {ut Wray). 

Semicircle, moment of inertia for, 

App. XIV. 
Sewer, egg-shaped, 287. 
Shaler Smith, references to, 139, Table 

IX. 
Shearing, resistance to, of cast iron, 95 ; 
wrought iron, 82 ; of iron 
and steel. Table I. ; of rivets, 
123, Table VIII. ; safe 
resistance to, of iron, steel, 
and timber, Table la. 
„ stress, 7 ; beams (various 
cases), 57-60 ; diagrams, 
55, 60, 157, 166, App. 
V. ; distribution of, 60 ; 
graphic method of finding, 
App. VI.; horizontal, 55, 
60; resistance to, in rolled 
beam, 91 ; rule for finding, 
in beams, 55 ; vertical, 55 ; 
in web of plate girders, 
157, 166, 173, Table XL 



Shingle, angle of repose. Table XVI. 
Short compression bars, 1 12 («e« Com- 
pression bars). 
Shortening, 11. 
Slate, weight of, Table XVII. 
Sleeve, 148. 

Sliding, resistance to, 221, 224, 245. 
Stabili^ of brickwork and masonry 

structures, 218. 
Steel, ultimate resistance, moduli, ' 
weight, Table I. ; safe resist- 
ance, Table la. 
„ rolled joists, market sections, 
92 ; resistance of, to compres- 
sion and tension, 92. 
Stiffeners, 159. 
Stiffest rectangular beam cut out of a 

round log, 80. 
Stifihess, 12 ; of beams compared, 

App. VIIL 
Stoney, references to, 136, 137, 138, 

141, 161, Table VII. 
Strain, 6, Table of, 9. 
Strength of materials, Table L, la. ; 
of beams of fir. Table II. ; 
of rectangular beams com- 
pared, App. VIII. ; of 
beams of different sections, 
App. X. ; of rivets, Table 
VIII. ; of struts. Table V. ; 
of wooden struts. Table 
VL 
„ uniform, 64. 
Stresses, 6 ; in beams^ 41 ; bearing, 

7 ; breaking, 8 ; dassification of, 

8 ; oompressile, 6 ; in fixed 
beams, 69 ; limiting, 8 ; intensity 
of, 8 ; repeated, 1 1 ; safe work- 
ing, 8, Table XXVI. ; shearing, 7 ; 
Table of, 9 ; tensile, 6 ; torsional, 
7 ; transverse, 6 ; variation of, 1 1 
(«« Stress diagrams, Working 
stress, etc.) 

Strongest rectangular beam that can 
be cut out of a round log, 80. 

Structures, braced or framed, 177. 

Struts (s00 Compression bars), 109 ; 
examples — cast - iron columns, 
116, 117; timber, 115, 118; 
wrought-iron, 119, 120; Fidler's 
rules for, 109 ; formulse for, 113, 



INDEX 



Z^Z 



114, 115 ; Tables for, Tables V., 

VI., VII. 
Supports, loads on, 18 ; reactions at 

Rule I., 18 ; Rule II., 20. 
Surcharged revetments, 241 ; example, 

243. 



T iron, moment of inertia for, App. 

XIV. ; weight of, Table X. 
Tables, various («e« List, p. xvi.) 
Taps, flow of water from, 272, 278. 
Teak, ultimate resistance, moduli, and 
weight, Table I. ; safe resistance, 
Table la. 
Tension, 6 ; resistance to, of cast iron, 
94 j of various materials, 
Tables I., la. ; of wrought 
iron, 82 ; riveted joints 
in, 122. 
„ bars, 105 ; effective area of, 
106 ; examples of, 108 ; 
eyes of wrought iron, 139, 
Table IX. 
Terms in use, 2 

Thickness of arch ring, 253, Table 
XVIIo. 
„ of pipes. Table XX. 

Third law, Newton^s, 15. 
Thrupp's formula for the flow of 

liquids in pipes, 264. 
Tie-rod, screw of, 147. 
Timber beams, 24 ; examples, of, 78, 
79 ; modulus of rupture, 
52; of different sections 
compared, App. X. ; for- 
mulai for, 54, App. XXI. ; 
stiffest beam from log, 80 ; 
strength of, 54 ; strength 
of beams of fir. Table II. ; 
strongest beam from log, 
80; struts, 115, 118. 
„ ultimate resistance, moduli, 
and weight. Table I. ; safe 
resistance, Table la. 
„ cantilever, 76-79. 
„ roofs, note, 217 ; scantlings 

for, Table XV. 
„ structures, joints in, 149. 
Torsion, 7. 



Transverse stress, 7. 

Triangle of forces, 179. 

Trussed beams, 195 ; example, 196. 

Turning point, 185. 

U 

Ultimate resistance, 49 ; of cast iron, 
94 ; of wrought iron, 82 ; of vari- 
ous materials, Table I. 

Uniform strength, beams of, 62 ; 
constant breadth, 64 ; constant 
depth, 65 ; cast-iron girders, 100. 

Unwin's formulae for weight of girders, 
App. XV. ; references to, 1 25, 136, 
140, 163, 200, Apps. I., XV., 
Table XVII. 



Variation of stress, 11. 
Velocity, loss of head due to, 269. 
Vertical shearing stress, cases of, 55- 
60 ; rules for finding, 55. 

W 

Walls, enclosure, 227 ; retaining, 
230; retaining for earth, 236; 
for water, 232 (aeg Retaining 
walls). 

Warren girder, 187 ; Maxwell's dia- 
grams for, 194 {ste Braced girder); 
stresses on, 188. 

Water supply, examples of, for a house, 
constant, 274 ; intermittent, 271 ; 
for a street, 277 (see Hydraulics, 
Pipes, etc) 

Web of plate girders, 157, 166, 173 ; 
connection to flanges, 161, 167 ; 
joints in, 161, 168, 175; thick- 
ness of, 160, 168, 174, Table XI. 

Weight of earths, stones, etc.. Table 
XVII. ; of girders (Anderson's and 
Unwin's formulse), App. XV. ; of 
metals and timber. Table I. ; of 
roof covering, Table XIII. ; of 
roof framing. Table XII. ; of T 
and angle iron. Table X. 

Whipple-Murphy girder, 187 ; ex- 
ample, 190 ; Maxwell's diagram 
for, 194 (sec Braced girder). 
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Wind pressure, on chimney, 225 ; on 
roof, 200, Table XIV. ; on wall, 
227. 
Wohler^s experiments, II. 
Wooden roofs, scantlings for, Table 
XV., note, 217. 
„ structures, joints in, 149 {ue 

Joints). 
„ beams (m^ Timber beams). 
Working load, 5. 

„ resistance, 49. 
„ stresses or resistance, general, 
Tables la., XXVI.; Brick- 
work. Table la, ; cast iron, 
94 ; concrete, Table la. ; 
pin joints, 141 ; rolled 



beams, 82 ; rivet&l joisL* 
123 ; screws, 146 ; ds. 
ber, Table lo. 
Wray (Seddon), references to, 10 
200, 201, Table la^ IX.. XIl 
XIII., XV. 
Wrought iron, resistance of, 82 ; kboi- 
uli, weight, nltiBC' 
resistance, TaUe L 
safe resistance, b*: 
Table la, XXVL 
„ cantileYer, 22 ; sinr 

forroo^ 119; rdfe-i 
beams, 81; pnael^^c 
for roof, calculatioBi 
120, 214, 216. 
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